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इस भाग में मिल पष्ठ संख्या दी जाती है जिससे कि यह सलग संकलनकेपमें रखा जा सके 
Soparate poging von to this Part to order that it may be bled as a separate completion 
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• भाग II M3 - उप -बण्ड ( ) 
PART II — Section 3 — Sub- section (1) 


( रक्षा मंत्रालय को छोड़कर ) भारत सरकार के मंत्रालयों मोर ( संघ राज्य व प्रशासनों को छोड़कर ) 
देगीय अधिकारियों द्वारा विधि के अन्तर्गत बनाये और जारी किए गए साधारण नियम 

जिनमें साधारण प्रकार के प्रादेश , उपनियम प्राधि सम्मिलित है । 
General Statutory Rules ( including orders , bye- laws etc. of a general character ) issued 
by the Ministries of the Government of India (other than the Ministry of Defence ) and 

by the Central Authorities ( other than the Administrations of Union Territories ) 


( 2 ) मा० का० नि० मं० 4, तारीख 6- 12- 1972 
( 3 ) सा० का नि० गं . 576, नारीब 2 3- 5- 81 
( 4 ) मा० का० नि० 905, सारीख 16- 9- 11 . 
( 5 ) मा० का० नि० म० तारीख 12- 1- 84 


[सं० 00- 12018( 1 )/ 84-प्रणा० 3 ( नि . का . ) ] 
पी० के०कर्था, संयुक्त सचिव पौर विधि सलाहकार 


विधि , न्याय और कम्पनी कार्य मंत्रालय 

( विधि कार्य विभाग ) 

नई दिल्ली , 24 मई , 1984 
मा० का नि० 765. - - राष्ट्रपति , संविधान में प्रनपछेव 309 के 
परन्तुम द्वारा प्रदत्त शक्तियों का प्रयोग करने हुए, आयकर अपील अधिकरण 
मदम्य ( भर्ती पीर गेवा की शर्ते ) नियम , 1963 का और संशोधन करने 
के लिए निम्नलिखित नियम बनाते हैं , अर्थात् : --- 

1. ( 1 ) इन नियमो ना गंक्षिप्त नाम प्राय-कर अपीग्न अभिफरण 
दूमग माणोधन नियम , 1934 है । 

( 2 ) ये राजपत्र में प्रकाशन की सारीद को प्रवत्त होंगे । 
, 2. प्राय-कर अपील अधिकरण मदम्य (भर्ती और सेवा की शर्ते ) 
नियम , 1963 मे, नियम 7फ के पश्चात् निम्नलिखित अन्त स्थापित की 
जाएगी , अर्थात् - - 
" 7 ज्येष्ठ उपाध्यक्ष - - केन्द्रीय सरकार, निगम क के अधीम 

अपील अधिकरण के एफ उपाध्यक्ष को उमका ज्येष्ठ उपाध्यक्ष 

नियक्त कर मकेगी । " 
टिप्पण . मूल नियमो का निम्नलिखित द्वाग मंशोचन किया गया -- 
( 1 ) मां का नि० सं० 1964, नारीच 16- 12- 1965 


MINISTRY OF LAW , JUSTICE AND COMPANY AFFAIRS 

( Department of Legal Affairs ) 
New Delhi, the 24th May, 1984 


G . S . R. 765. - In exercise of the powers conferred by the 
proviso to article 309 of the Constitution, the President here 
hy makes the following rules further to amend the Income 
tar Appellate Tribunal Members (Recruitment and Condi 
tions of Service ) Rules , 1963, namely : 


1. ( 1 ) These rules may he called the Income-tor Ap 

pellate Tribunal Members ( Recruitment and Condi 
tions of Service ) Second Amendment Rules, 1984. 


(1775 ) 


443 GI/ 84 - 1 
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(2 ) Thoy shall come into force on the date of their " Notes :- The Prir cipal rules have been armended vide 
publication in the Official Gazette . 

(1) G . S. R. N . 1864 , dated 16. 12 . 1965 
2. In the Income-tax Appellate Tribunal Members ( Re 

(ii ) G . S. R. No. 4, dated 26. 12. 1972 
cruitment and Conditions of Service ) Rules, 1963, after 

( iii ) G. S. R. No. 576, dated 23.5. 1981 . 
rule 7A, the following shall be inserted, namely : 

(iv) G . S. R . No . 905 , dated 16. 9.1981 . 
"7B The Senior Vice- President . The Central Govern 

( v) G. S. R. No . dated 12.1.1984 . 
mont may appoint one of the Vice - Presidents of 

[ No . A - 12018 ( 1 ) / 84- Admn. JII (LA ) ] 
the Appellate Tribunal appointed under rule 7A , 
to be the Senior Vice-President thoreof." 

P. K . KARTHA, Joint Secy. and Legal Adviser 
सम्पनि कार्य पिनाग 
नई दिल्ली, 2 जुलाई 1984 


सा० का० नि0786. - - राष्ट्रपति, संविधान के अनुच्छेव 800 के परन्तक मास प्रवर शाक्तियों का प्रयोग करते हुए , केन्द्रीय कंपनी निधि सेवा नियम 
1968 का मोर संशोधन करने के लिए निम्नलिखित नियम बनाते है , अर्थात् - - 

1. ( 1 ) इन नियमों का संक्षिप्त नाम केन्द्रीय कंपनी विधि मेवा ( संशोधम ) नियम , 1984 है । 

( 2 ) मे राजपत्र में प्रकाशम की तारीख को प्रवृत्त होगे । 


2. केन्द्रीय कंपनी विधि सेवा, नियम , 1965 की अनुसूची में , भाग समोर उससे संबंधित प्रविष्टियों के स्थान पर निम्नलिखित रखा जाएगा , अर्थात : ---- 


मनुसूची- 1 - - माग ख 


- 


- 


- 


- 


- 


- 


- - 


- 


- . 


- - - 
पदों की संख्या 


कम सं० 


श्रेणी 


वेतनमान 


पद का नाम 


- 


लेखा शाखा 


विधि शाबा 


योग 


स्थायी प्रस्थायी स्थायी प्रस्थायी स्थायी प्रम्धाय 


- 


- 


- 


- 


- - - - - - - - - - - - - - - - - - - 


- - - 


- - ---- - -- - - -- - 


1. प्रतिकाम 


-- 


-- 


-- 


-- 


6 . -- 


2. श्रेणी 
३. श्रेणी 
4. बेणी 
5 अनी 
6 श्रेणी 
7 श्रेणी 
.. मी 
8. श्रेणी 
10 अपी 
11 अपी 


श्रेणी 2000 - 2250 प्रादेशिक निदेशक निरीक्षण 

पौर अन्वेषण निवेशक निरीक्षण और अन्वेषण 

अपर निदेशक 
I 1500- 2000 संयुक्त निदेशक ( लेखा ) 
I 1500- 2000 संयुक्त निवेशक (विधि ) 
J 1500- 2000 कंपनियों का रजिस्ट्रार श्रेणी-I 

1500- 2000 संयुक्त निदेशक (निरीक्षण ) 
I 1500- 2000 खासकीय समापक श्रेणी-I 

1300- 1700 उप-निदेशक ( लेखा ३ ) 
1300- 1700 उप-निवेशक ( विधि ) 
1300-1700 उप-निवेशक (निरोक्षण ) 
1300- 1700 उप- धासकीय सभापक 
1300- 1100 शासकीय समापक श्रेणी-II 

६० 
III 1300- 1700 कंपनियों काहँजिस्ट्रार श्रेणी -II 

1100- 1800 कंपनी लेखापाल 
- III ____ 1190- 1609 कंपनी अभियोजक श्रेणी-I 
III 1100- 1600 कंपनियों का रजिस्ट्रार श्रेणी 111 और कप 

नियों का अपर रजिस्ट्रार 
III 1100-1800 निरोक्षणाधिकारी 


III 


1 . भेषी 
13. श्रेणी 
14. बेनी 
15. प्रेणी 


16. 


पी 


11 


-- 


- - 


- - 


11 


- - 


[ 


II 


(i)] 


TTTTTT 


21, 1984 


30, 1908 


7 


8 


10 


5 
1 


- 


-- 


-- 


1 


-* 


- 


17. TUTT 
18. 177 
19. UT 
20. stop 


I [ 
III 

IV 


- - 

4 


1 
21 


-- 

2 


16 


87 


1100- 1600 147 HTC 474146 (dur) 
1100- 1600 E144 vite 4174 ( forfer ) 
1100-1600 MITATU 777197 Soft-III 
700- 1300 #4457 Ft TFEST STOA -IV gte Herfa47 

का सहायक रजिस्ट्रार 
700-1300 1974 fattetor soft 
700- 1300 174 275 2799 ( ) 
700- 1300 174 Tiwit 114794 ( farfer ) 
700- 1300 24* 12 4194 1097- IV 


21. 


uit 


IV 


16 


-- 


- 


-- 


15 


-- 


22. tant 
23. stunt 
24 . stunt 


IV 
IV 


मोग 


80 


15 


53 


6 


339 


21 


- 


- 


- 


[970 o 7- 420 13/ 14/81-510- II] 

Ho floare,fatearre 
Department of Company Affairs 

New Delhi, the 2nd July , 1984 
G .S .R . 766 – In cxercise of the powers conferred by the previso to article 309 of the Constitution , the President laoreby makes 
the following rules further to amend the Central Company Law Service Rules , 1965, namely : 

1. (1) These rules may be called the Cenlial Company Law Service (Amendment) Rules, 1984 . 

(2 ) They shall comc into force on the date of their publication in the Official Gazette . 

2 . In the Central Company Law Service Rules , 1965, in Schedule I for Part B and the entries relating there under the following shall 
be substituted , namely :-- 

SCHEDULE 1 PART B 


- 


- 


- - 


- 


- 


- - 


- - 


Si, Grade 


Pay Scale 


Name of post 


Number of posts 


No. 


Accounts Branch Legal Branch 


tal 


Perma- Tempo - Perma- Temo- Perma- Templo 
nent rary nent rary neat rary 


5 


6 


7 


8 


9 


10 


1 . Super Time 

Grade. 


2 . Grade I 
3. Grade 1 
4 . Grade 1 
5 . Giade I 
6 . Grade 1 
7., Grado II 
8. Grade II 
9. Grade II 
10. Grade 11 
11. Grade II 
12 . Grado II 
13 . Grade IH 
14 . Grade II 
15. Grade 111 


2000 -2250 Regional Director/Director of Inspection and 

Investigation /Addl. Director of Inspection and 

Investigation . 
1500- 2000 Joint Director (Accounts) 
1500 -2000 : Joint Director (Legal) 
1500 -2000 Registrar of Companies Grado I 
1500 -2000 Joint Director (Inspection ) 
1500 -2000 Official Liquidator Grade . 
1300 -1700 Deputy Director (Accounts ) 
1300 - 1700 Deputy Director (Legal) 
1300 -1700 Deputy Director (Inspection ) 
1300 - 1700 Deputy Official Liquidator . 
1300 -1700 Omictal Liquidator 
1300 -1700 Registrar of Companies Grade II. 
1100 -1600 Company Accountant 
1100 - 1600 Company Prosecutor Grade I. 
1100-1600 Registrar of Companies Grado I and Addi. " 

Registrar of Companies. 
1100 - 1600 Inspecting Officer. 
1100-1600 Asstt. Official Liquidator (Accounts) 
1100 - 1600 : Asstt, Official Liquidator (Logal) 
1100 -1600 Official Liquidator , Grade- II . 


11-EAIN-1!!Awlw! 


III 
la 
Ini 
! 
! 
! 
- 
Tulli 
! 


--11WNI-ININNI-11 


Illini 
IT 
- 
IN 


16. Grade III 
17. Grado III 
18 . Grado III 
19 . Grade III 


! 
! 
! 
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5 


6 


7 


8 


9 


10 


-- - - - - -- -- - 


--- - - -- -- 


- - - 


- - 


- 


- 


20 . Grade IV 


___ 164 


, 21 
__ - 


2 
- 


376 
15 - 


3 


- - - - - - - - . - - - - - 
Registrar of Companies Grade IV and Asstt. 
Registrar of Companics . 
Assistant Jospecting Officer. 
Asstt. Official Liquidator ( Accounts) 
Assistant Official Liquidator ( Legal) 
Official Liquidator. 


21 . Grade IV 
22. Grade IV 
23. Grade lv 
24. Grade IV 


- 


700 -1300 

700 -1300 
. 700-1300 

700- 1300 


- - - - - - - - - - - - 


- 


TOTAL 


80 


15 


536 


139 


21 


[ F. No . A42013 /14/ 81 - Admn.II ] 
V . P . GUPTA , Director (Administiation ) 


नई दिल्ली , 1 जुलाई, 1984 
लागत लेखा मभिलेख (विद्युत्केबल और विद्युत् चालक ) नियम , 1984 
सा० मा ० नि० 767. - केन्द्रीय सरकार , कंपनी अधिनियम , 1956 
( 1956 का 1 ) की धारा 209 को उपधारा ( 1 ) के खंड ( प ) के साथ 
पटित धारा 642 की उपधारा ( 1 ) आग प्रदत्त शक्तियों का प्रयोग 
करते हुए, निम्नलिखित नियम बनाते हैं, अर्थात् : 

. 1. संक्षिप्त नाम और प्रारम्भ : - - ( 1 ) इन नियमों का नाम लागत 
लेखा अभिलेख ( विद्युत् केवल और विद्युत् चालक ) नियम , 1984 है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 

2. लागू होमा --- ये नियम लघु प्रायोगिक एकक प्रवर्ग के अन्तर्गत 
माने वाली कम्पनियों को छोड़कर, प्रत्येक ऐसी कंपनी को लागू है, जो 
निम्नलिखित प्रवर्गों में से किमी भी प्रकार के विद्युत् केबल, विमुत् चालक , 
सारों और पट्टियों के उत्पावन प्रसंस्करण वा विनिर्माण में लगी हुई हैं , 


( क ) विद्युत् केबल ( सभी कार - - प्रर्याप्त पी० आई० एल० सी० 

पी०वी० सी०, एम एल० पी० ई० आदि ) ; 
( 4 ) सभी प्रकार में पी० आई० आर० रबड़ चढ़े केवल पौर लचीले 

तार 


परन्तु यदि उक्त कंपनी मियम 2 में निर्दिष्ट मवों के अतिरिक्त 
प्रम्य उत्पाद का विनिर्माण कर रही है या अन्य क्रियाकलाप में लगी है 
तो प्रत्य मवीं के उपयोग के संमंध में सामग्री , श्रम और लागत की विशिष्टिया , 
जहां तक कि वे ऐसे उत्पादों या क्रियाकलाप से सबंधित हैं , नियम 2 में 
निर्विष्ट मदो की लागत में सम्मिलित नहीं की जाएगी । 

( 2 ) उपमियम ( 1 ) मे निविष्ट लेखापहिया नियमित प्राधार पर 
ऐसे रखी आएंगी फि उसमें प्रविष्ट की गई विशिष्टियों के आधार पर 
नियम 2 मे निर्विष्ट प्रत्येक प्रवर्ग के अधीन विद्युत् केबलों, विद्युत् चालकों 
पट्टियो और तारों के प्रत्येक प्राकार और प्रकार की उत्पादन लागत पौर 
विक्रय लागत की सगणना, किमी वित्तीय वर्ष (जिसे इसमें इसके पश्चात् 
सुसंगत अवधि कहा गया है ) के दौरान नियमित अन्तरालों पर , जो नम्बे 
दिन से कम का नहीं होगा और सम्पूर्ण वित्तीय वर्ष के लिए सम्भष हो 
सके , और ऐसी प्रत्येक लेखाग्रही भौर अनुसूभी 2 मे विनिविष्ट प्ररूप , 
उस कंपनी में , जिससे वे संबंधित है, वित्तीय वर्ष की समाप्ति से मम्भे 
दिन के भीतर पूरा कर लिया जाएगा । 

( 3 ) कंपनी अधिनियम , 1956 ( 1956 का 1 ) की धारा 209 
की उपधारा ( 6 ) पीर उपधारा ( 7 ) में निर्दिष्ट प्रत्येक व्यक्ति का यह 
कर्तव्य है कि यह कंपनी द्वारा छन , नियमों के उपनियम ( 1 ) और ( 2 ) 
के उपबंधी का उसी रीति से अनुपालन सुनिश्चित करने के लिए, सभी 
उचित कदम उठाए जिस रीति से वह उम्त अधिनियम की धारा 209 की 
उपधारा ( 1 ) के अधीन लेखा रखने के लिए वायी है । 

( 4 ) अनुसूची 1 और 2 के अनुसार रखे गए सांख्यकीय मीर अन्य 
प्रभिलेख ऐसे होंगे कि कंपनी , जहां तक हो सके , लागत में अधिकतम 
मितव्ययता बरतने की दृष्टि से विभिन्न संक्रियाओं और लागतों पर नियंत्रण 
रख सके और लागत संपरीक्षक द्वारा अपेक्षित प्रावश्यक प्राकडे दे सके , 
जिससे कि समय -समय पर यथासंशोधित लागत संपरीक्षा ( रिपोर्ट ) नियम , 
1968 में निर्विष्ट सभी विषयो पर वह उचित रिपोर्ट दे सके । ऐसे 
अभिलेखों का सामाधान उत्पाद शुल्क विभाग और महानिदेशक , तकनीकी 
विकास को दी गई विधरणियों के साथ किया जाएगा । 

4. शास्ति : - - पदि कोई कंपनी, नियम 3 के उपबंधों का उल्लंघन 
करेगी तो वह कंपनी और उसका प्रत्येक व्यतिक्रमी मधिकारी , जिसके 
अन्तर्गत नियम 3 के उपनियम ( 3 ) में निर्षिष्ट व्यक्ति भी है, कंपनी 
अधिनियम , 1956 ( 1956 का 1 ) की धारा 209 के उपबन्धों के अधीन 
रहते हुए , जुर्माने से , जो पांच सौ रुपए तक का हो सकेगा और जारी 
रहने पाले उल्लंघन की दशा में , अतिरिक्त जुर्माने से , जो पहले दिन के 
पश्चात् प्रत्येक ऐसे दिन के लिए जिसके दौरान उल्लंघन जारी रहता है , 
पचास रुपए तक का हो सकेगा, दण्डनीय होगा । 


( ग ) सभी प्रकार के पी० बी० सी० विद्युत रोधी केवल पौर लचीले 

तार जिनके अन्तर्गत स्विषबोर्ड तार और केबल भी हैं ; 
( 1 ) इनेमल पड़े तार और पट्टिया ; 
( ) कागज, ग्लास, रेशम और किसी अन्य प्रकार की वियत रोधी 

सामग्री बने हुए तार और पट्टिया 
( प ) ए० ए० सी०/ए० सी० एस० भार० विद्युत् चालक ; 

( छ ) दूरसंचार केबल 
स्पष्टीकरण : 


इस नियम के प्रयोजन के लिए , लघु प्रौद्योगिक एकक से , राज्य सरकार 
के , यथास्थिति , योग या लघु उद्योग निदेशालय में रजिस्ट्रीकृत कोई ऐसा 
प्रौधोगिक उपक्रम अभिप्रेत है जिसका संयंत्र मौर मशीनरी में विनिधान 
मुल्य बीम लास रुपए से अधिक नहीं है । 


3. अभिलेख रखना : - - ( 1 ) प्रत्येक कंपनी, जिसे मे नियम लागू है, 
इन नियमों के प्रारंभ को या उसके पश्चात् प्रत्येक 
वित्तीय वर्ष की बाबत समुचित लेखा पहिया रखेगी जिसमें , अन्य बातों के 
माथ-साथ, सामग्री, श्रम और लागत की अन्य मदों के उपयोग के संबंध में , 
जहां तक कि वे नियम 2 में निविष्ट विद्युत् केबलों , विद्युत् चालकों , 
तारों और पावों के बारे में है, इन नियमों से उपामय अनुसूची 1 मौर 
मनुसूची 2 में विनिर्विष्ट विशिष्टिया या यपासाध्य उसके निकटतम किसी 
प्ररूप में दी जाएंगी : 


अनुसूची-1 

( नियम 3 देखे ) 
1. सामग्री : 

1 . 1 प्रत्यक्ष सामग्री : मियम 2 के मधीम सूचीमड प्रत्येक प्रवर्ग के 
-विभिन्न प्रकार और प्राकार के विद्युत् केबलो , विपुत् चालकों , सारों 


[ भाग 1 - - बण्ड 3 ( i) ] 


भारत का राजपत : जुलाई 21, 1984/ आषाढ़ 30 , 1906 


1779 


11 


सुसंगत लागत केंद्रों पर की जाएगी । जैसे भवनों , सयंत्रो मौर मशीनों सपा 
अन्य प्रास्तियों की वृद्धि जैसे पूंजी संकर्मों के लिए खपाई गई सामग्री , 
सुसंगत पूंजी शीषों के अधीन पशित की जाएगी । 


1 . 5 सामग्री का बरबाद होना , सराव होना , अस्वीकृत किया जामा, 
हानि प्रावि . 


____ 1 5 . विनिर्माण में साभग्री, खपने वाले भण्डार, छोटे भौजारों मौर 
मशीन के फालसू पुर्जा और हाइयो की , चाहे अभिवहन , भण्डारण , विनिर्माण 
के पौरान या चाहेकिसी अन्य प्रक्रम पर , ठूई बरबादी, खराबी, अस्वीकृति पौर 
हानि की मात्रा प्रौर मूल्य दर्शाने वाले समुचित अभिलेख रखे जाएंगे । 
बरयादी , खराबी , अस्वीकृति पीर हानि के लिए कारणों को उफ्त हानियों 
के समायोजन के लिए अनसरित रीति को लागत अभिलेख में दशित 
किया जाएगा । 


और पट्टियों के विनिर्माण के लिए अपेक्षित एलूमिनियम , तांबे, सीसा, सीसा 
मिश्र धातु, इस्मात तारों, इस्पात टेपो, फागण हेसियन टेपों , पी० पी० सी० 
रवरकृत , एस एल० पी० ई० योगिक या पी० वी० सी० की सभी प्राप्तियों , 
निर्गमों और प्रतिशेषों की मात्रा पौर लागत वोनों का , पृथक -पृथक रूप मे , 
समुचित प्रभिलेख रखे आएंगे । प्रत्यक्ष सामग्री के उक्त प्रभिलेखों में ऐसे 
व्यौरे होंगे, कि कंपनी प्रायतित और धेशी सामग्री की मात्रा, प्राप्तियों की 
लागत (जिसके अन्तर्गत संकर्म तक सभी सीधे प्रकार भी हैं ), निर्गम 
पौर प्रतिशेष पृथक -पृथक अवधारित कर मके । प्रायातित सामग्री की दशा 
मे पोतपर्यन्त निःशुल्क कीमत , माल भाड़ा और बीमा प्रभार ( लागत बीमा 
पार भाड़ा मूल्य ) , मीमाशुल्क , परतन प्रभार , अन्तर्देशीय मालभाड़ा प्रभार 
में म्यौरे पृथकतः अभिलिखित किए जाएंगे । वह माधार, जिस पर उक्त 
माताप्रो और निर्गमों तथा खपत की लागत संगणित की गई है, लागत 
अभिलेखों में उपदर्शित किया जाएगा । 

1 . 2 प्रसंस्करण मामग्री . प्रसंस्करण सामग्री की प्रत्येक मद की 
प्राप्तियों , निर्गमों और प्रतिशेषों को , वशित करते हुए प्रत्येक मद की 
मात्रा और लागत, दोनों का समुचित लेखा रखा जाएगा । ऐसी प्रसंस्करण 
मामग्री की लागत के अन्तर्गत संकर्म तक के सभी सीधे प्रभार भी हैं । 
निर्गमों और खपन का मिलान विभागों , लागत केन्द्रो और विनिर्मिन 
उत्पादो मे ममुचित मप में किया जाएगा । 
1 . 3 पालाकामो , सारों और मंघटकों का विनिर्माण 

1 . 3 . 1 एलमूनियम पालाकाएं , तामा शलाकाएं पीर प्रम्य शलाकाए : 
सिल्लियों , छड़ों या खुरचन मे किसी कंपनी द्वारा विनिर्मित या फिम्ही 
गाहरी अभिकरणों मे प्रसस्कृत कराई गई एल्यूमिनियम या सामे की 
शलाकामों या अन्य शलाकामों की दशा में पृथक भभिलेख रो जाएंगे । 
इन अभिलेखों के विस्तप्त म्यौरों साथ यह दशित किया जाएगा कि प्रत्येक 
प्रकार की लाफामो की विनिर्माण लागत और बाहरी प्रसंस्करण प्रभार 
कितने हैं जिससे कि कंपनी अनुसूची 2 के प्रस्प " म " और " a " मे या 
पपासाध्य उसके निकटतम प्रहप मे प्रावश्यक विशिष्टियां दे सकें । यदि 
कंपनियर्या बाहर के पक्षकारों के लिए शलाकाएं प्रसंस्कृत करती है तो उनके 
लिए समुचित प्रभिलेन रखें जाएंगे जिनमें यह पशित किया जाएगा कि 
बाहर के पक्षकारों के लिए किमनी मात्रा प्रसंस्कृत की गई, उसमें कितना 
समय लगा और ऐसे पक्षकारो से कितना प्रसंस्करण प्रभार लिया गया । 


1 . 5 . 2 विभिन्न प्रकार की उत्पादित खुरचनो की मात्रा दर्शित करने 
के लिए ममुचित अभिलेख रखा जाएगा । 
____ 1 . 5 . 3 यदि किसी खुरचव का पुन. चक्रण किया जाता है तो उसकी 
माना और पुन: संस्करण प्रभारी की बाबन ममुचित अभिनेख रखे जाएंगे । 
____ 1 . 5 4 अस्वीकृत खुरचनो और बग्माद हुई मामग्रियो के निपटान 
से प्राप्त राशि तथा संस्करण में पुन . प्रयुक्त अस्वीकृत सामग्रियों के 
मूल्य पृथक -पृथक अभिलेख रखा जाएगा और उत्पादन लागत में उपरोक्त 
प्राप्तियों का समायोजन करने की रीति को लागत अभिलेख में वर्णित 
किया जाएगा । 


2 वेतन और मजदूरी : 
2. 1 प्रत्येक लागत झेन्द्र मे नियोजित सभी कर्मचारियो की उपस्थिति 
और उनके उपार्जनों को तथा उन कार्यों को जिन पर उन्हें नियोजित 
किया गया है दर्शित करने वाले उचित अभिलेख रखे जाएंगे प्रत्येक लागत 
केन्द्र में अभिलेख में पृथक रूप में निम्नलिखित को भी उपदर्शित किया 
जाएगा . -- - 

( क ) उपाजित मानानुपाती वर मजदूरी . 
( ख ) उत्पादन बोनस या उत्पादन पर आधारित किसी अन्य स्कीम के 

अधीन चाहे वैयक्तिक रुप में या चाहे मामूहिक रूप में उपार्जित 
प्रोत्साहन मजदूरी , 


1 . 3 . 2 विमुत्रोधी सामग्री : यदि फपनी सामग्रियों और रसायनों 
प्रथका पी० वी० सी० योगिक रबरकत योगिफ , एस. एल पी० ई० योगिक 
पोलिपिलिन योगिक या किमी अन्य योगिक जैसी विद्युत् का विनिर्माण 
करती है तो प्रत्येक ऐसी मब को विनिर्माण लागत का पृथक -पृथक अभिलेख , 
इस अनुसूची के उपाबंध 2 मे या यपासाध्य उमझे निकटतम प्ररूप मे , 
रखा जाएगा । यदि उक्त योगिकों का क्रय किया जाता है तो उसके लिए 
पुषक अभिलेख रो आएंगे जिनमें प्रत्येक ऐसे विमिनिमत या प्रसंस्करण 
योगिक की प्राप्तियो , निर्गमों और प्रतिशेष की मात्रा और मूल्य दोनों को 
दर्शित किया जाएगा । 


( ग ) उपाजित अतिकाल मजदूरी , 
( घ ) नेमितिक श्रमिको के उपार्जन । 

2. 2 निष्कार्य समय की प्रविष्टिया , उसके कारणो का उल्लेख करते 
हुए वर्गीकृत शीर्षों के अधीन पथकतः अभिलिखित की जाएंगी । उत्पाद 
की लागत अवधारित करने के लिए निष्कार्य ममय की बात किए गए 
सेवायों की गणना करने में अपनाई गई पद्धति को लागत अभिलेखों में 
प्रकट किया जाएगा । 


2 . 3 सयंत्रो और मशीनों या अन्य स्थायी आस्तियों में परिवर्धन 
जैसे पूंजी मंफर्मो की आबंटित मजदूरी और वेतन का लेखा सुसंगत पूंजी 
शीषों के अधीन किया जाएगा । 


1 . 4 खपने वाले भण्डार, छोटे प्रौजार, मशीनो के फालतू पुर्जे , 
गई भावि : 

1, 4, 1 खपने वाले भणारी , छोटे मोजारों पौर मशीन के फालतू 
पुर्जा और डाइओं की प्रत्येक मव की प्राप्सियों , निगमों पीर प्रतिशेषों 
को मात्रामों पीर लागतों दोनो को वर्शित करते हुए, समुचित प्रभिलेख 
रखा जाएगा । वशित लागत में संकर्म तक के सभी प्रकार सम्मिलित हैं । 

1 . 4. 2 सपने वाले ऐसे भण्गरों और मशीनों के फालतू पुर्जी 
छोटे मीजारो को वशा में , जिनकी लागत नगण्य है, कंपनी , यदि वह ऐसा 
करना चाहे तो , ऐसी मदों के मुख्य समूहों के लिए हो ऐसे अभिलेख रख 
मकती है । 
___ 1 : 4 . 3 स्वपने वाले भण्डार, छोटे पौआरों, मशीनों के फालतू पुओं 
पौर डाइनों की लागत जो कि वास्तविक मिर्गमों पर आधारित होगी , 


3. सेवा विभाग म्यय . 

प्रत्येक सेवा विभाग या सेवा लागत केन्द्र के लिए जिसके अन्तर्गत 
जल प्रदाय प्रयोगशाला , कल्याण, परिवहन और परीक्षण भी है उपगत 
ध्ययों को उपशिस करने वाले प्योरेवार अभिलेख रखे जाएंगे । ये व्यय 
साम्यापूर्ण आधार पर अन्य सेवा और उत्पादन विभागों में प्रभारित 
किए जाएंगे और निरन्तर उन्ही पर वर्षकिए जाएंगे । 
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3 . 2 . 1 वियुत् : प्रत्य की गई विद्युत् की मात्रा और लागत के लिए 
समुचित अभिलेख रखे जाएंगे । जहाँ कंपनी स्वयं विद्युत् का उत्पावन 
करती है वहा उत्पादित विद्युत् की लागत को दर्शित करने के लिए पर्याप्त 
अभिलेख रखे जाएगे । इस अनुसूची के उपाध 3 के अनुमार या यपा 
माध्य उससे निकटतम प्ररूप में विभिन्न लागत केत्रों में खपत को पशित 
करने के लिए आवश्यक अभिलेख रखे जाएंगे । लागत केन्द्रों और पृथक 
पथक उत्पादों को विद्युत् की लागत युक्तियुक्त आधार पर निकाली जाएगी 
और निरन्तर वही रहेगी । 

3 . 2 . 2 अहाँ कंपनी के किसी अन्य एकक दारा विगुत् उत्पादन किया 
जाता है और निर्देशाधीन उत्पादों के विनिर्माण को प्रवाय की जाती है 
वहां इस प्रकार प्रदाय की गई विद्युत् को माना और लागत निर्धारित 
करने के लिए पर्याप्त अभिलेख रखे जाएंगे । उस एकक द्वारा प्रभारित 
दर का आधार युक्मियक्त होगा और निरन्तर वही रहेगा । विद्युत् केवल 
विद्युत् चालक तारों और बहियों के उत्पादन के लिए आबंटिम विद्युत् 
लागत का आधार यक्तियुक्त होगा और निरन्तर यही रहेगा । 


मशीनरी और अन्य स्थिर आस्तियों से संबधित होगा । यदि ऐसी आस्तियो 
या आस्ति समूह की दशा में जिन पर अवक्षयण आयकर अधिनियम 
1961 ( 1961 का 43 ) और उसके अधीन बनाए गए नियमों में उपधित 
रोति मे भिन्म रीति में सुमंगल वर्ष मे 100 % की दर से गट्टे गाते 
गला जाता है तो वह अवक्षयण उतने वर्षों पर विस्तारित कर दिया जाएगा 
जितने वर्षों तक उम आस्ति या आस्ति-समूह से फायदा प्राप्त किया जाता 
है । यदि लागत अभिलेखों में फिमी वितीय वर्ष में प्रभारित की गई 
रकम कंपनी अधिनियम 1956 ( 1956 का 1 ) के पूर्वोक्त उपबंधों में 
अधीम प्रभार्य भवक्षवण की रफम से अधिक है तो इस प्रकार प्रसारित 
अधिक रकम को लागत अभिलेखों में स्पष्ट रूप से उपशित किया जाएगा 
किन्तु आस्तियों को किसी एक मद के संबंध में लागन अभिलेखों में भारित 
मंचयी अवक्षयण प्रभार उम आम्ति की मूल लागत से अधिक नहीं होगा । 

6. स्वामित्व तकनीकी ज्ञान फीस : स्वामित्व या अन्य पावर्ती या 
प्रमावर्ती संदायों का जो महयोगियों या तकनीकी ज्ञान प्रदायकर्ता को , 
उनके साथ हुए करार के निबंधनों के अनुसार दिए जाने हैं , पर्याप्त अभि 
लेख रखा जाएगा 1 प्रत्येक पक्षकार की वापत ऐसा अभिलेख धकतः 
रखा आएगा । ऐसी रकम को , उत्पादों - की पाबत लेखा प्रभारण, जिसके 
अन्तर्गत एक बार में चुकता करना भो है , का प्राधार लागत अभिलेखों में 
उपशित किया जाएगा । 


7. अन्य उपरिव्यय : 


4. कर्मशराला मरम्मत और रख -रखाप : 

4 . 1 कर्मशाला और मरम्मन तथा रखरखाव शाला द्वारा उपगत 
बों को दर्शित करने वाले समुचित मभिलेख रो जाएंगे । अभिलेखों में 
के आधार भी दर्शित किए जाएंगे जिन पर विभिन्न विभागों और लागत 
केन्द्रो पर इन व्ययों का प्रभारण किया गया है । 

12 ऐसे प्रमुख मरम्मत किया गया संकर्मों पर किया गया वर्ष 
जिमसे एक से अधिक वितीय वर्ष तक फायदा होना है लागत अभिलेखों 
में सुसंगत अवधि के दौरान विनिर्मित विभिन्न उत्पादों की लागत अवधारित 
करने में उसके उपयोजन की रीति को उपदर्शित करते हुए पथकानः 
उपर्शित फिर जाएंगे । 

4 . 3 पजीगत प्रकार के सफर्मों पर उपगत व्यय पूजीकृत किए जाएंगे । 
ऐसे कार्यों की लागत के अन्तर्गत सामग्रो श्रम और उपरीव्ययों का सम्यक 
मश भी है । 
___ 4. 4 कंपनी के अन्य एककों की किसी अन्य कर्मशाला द्वारा या कंपनी 
के अन्य एककों के लिए और विलोमत किए गए कायों को युक्तियुक्त 
रूप में प्रभारित किया जाएगा और वह रूप निरन्तर लागू किया जाएगा । 


7. 1 उपरिव्यय की विभिन्न मदों को दशित करने के लिए समुषित 
अभिलेख रखे जाएंगे । इन व्ययों को मकम प्रशासन और विक्रय तथा 
वितरण उपरिव्यय के रूप मे विश्लेषित , वर्गीकृत और समूहकृत किया जाएगा 
यदि उपरिव्यय के उपरोक्त प्रवों में सम्मिलित किसी व्यय को किसी 
विशिष्ट क्रियाकलाप या उत्पाद की बाबत परिलक्षित किया जाता है तो 
ऐसे म्पय पथक कर दिए जाएंगे पीर प्रथमतः संवत्र क्रिया कलाप या 
उत्पाद पर प्रभारित किए जाएंगे और तत्पश्चात् उपरिव्यय के उपरोक्त 
प्रवर्गों के अधीन प्रतिशिष्ट सामाम्प व्ययों को युक्तियुक्त और साम्यापूर्ण 
प्राधार पर प्रभाजित किया जाएगा और निरन्तर वैसे ही किया जाता रहेगा । 
उपरोक्त प्रवर्गों के उपरिव्ययों को विभागों, लागत केन्द्रों और उत्पादों को 
पाबंटन या आमेलित करने के लिए अनुसरण की जाने वाली पति को , 
लागत अभिलेखों में उपवर्शित किया जाएगा । 

7. 2 यदि कंपनी नियम 2 मे निर्दिष्ट उत्पादों के अतिरिक्त किम्ही 
मन्य उत्पादों का विनिर्माण करती है तो सामान्य उपरिपको, जिसके 
अन्तर्गत कंपनी के मुख्यालय के व्यय भी हैं, केबलों , विद्युत् चालकों , तारों 
या पट्टियों संबंधी क्रियाकलाप अन्य क्रियाकलाप और पूंजी संको पर 
उपरिव्यय प्रभाजित करने के लिए अपनाए गए प्राधार को अभिलेख मे 
उपदर्शित किया जाएगा । उपरिम्ययों को प्रभाजित करने के लिए अपनाया 
गया प्राधार, युक्तियुक्त साम्पापूर्ण और संगम होगा । लागत केन्द्रों और 
उत्पादों के उपरिपयों को प्रभाषित या भ मेलित करने के लिए पाधारों को , 
लागत अभिलेखों में उपशित किया जाएगा । 
__ 8. सपरिवर्तन लागत : अनुसूची 2 के सुसंगत प्ररूप को भरने के लिए 
संपरिवर्तन लागत ( प्रत्यक्ष सामग्री की लागत को कम करके विनिर्माण 
की लागत ) को निमस और परिवर्तनीय लागत विभाजित करने के लिए 
समुचित अभिलेख रखे जाएंगे । 


5 अवक्षयण , 

5. 1 जिन स्थिर आस्तियों की बाबत अवक्षमण की व्यवस्था की जामी 
है उनकी लागत और अन्य विशिष्टियों को दर्शित करने वाले समुचित 
अभिलेख रखे जाएंगे । इन अभिलेखों में अन्य मातों के साथ-माथ आस्तियों 
की प्रत्येक मय की लागत जिसके अन्तर्गत संस्थापन प्रभार यदि कोई है 
भी हैं, संस्थापन की तारीख और अवक्षयण की दर तथा प्रत्येक आस्ति 
की अवस्थिति भी दर्शित की जाएगी । उन आस्तियों की जिन्हे अर्जन की 
मूल लागत अयुक्तियुक्स व्यय का विलम्ब किए बिना निश्चित नहीं की 
जा मकती है वही मान ली जाएगी जो इन नियमों के प्रारम्भ की तारीख 
को या उसके पश्चात् प्रारंभ होने वाले वित्तीय वर्ष के प्रथम दिन के 
माहियों में दिखाए गए हैं । ऐसे किसी मूल्यांकन से ऐसी किसी आस्ति का 
वह पुर्नमुल्यांकन जो पूर्वोक्त सारीख मे पहले किया गया है अपणित 
हो जाएगा । 


5 . 2 जिस आधार पर अवक्षयण की संगणा की माती है और यह 
विभिन्न विभागों और लागत केन्द्रों को आवंटित / भारित किया जाता है 
सथा उत्पादों पर भामेलित किया जाता है वह अभिलेख में स्पष्ट रूप से 
उपदगित किया जाएगा । विभिन्न विभागों और लागत केन्द्रो पर प्रभार्य 
अवक्षयण कपनी अधिनियम 1956 ( 1956 का 1 ) की धारा 205 की 
उपधारा ( 2) के उपबंधों के अनुसार प्रभार्य अवक्षयण से कम नहीं होगा 
और वह ऐसे लागत केन्द्रो और विभागों में उपयोग में लाए गए मयंत्र 


___ 9. ब्याज : म्याज प्रभार दर्शित करने के लिए समुचित प्रभिलेख 
रखे जाएंगे । प्याज की रकम , विद्युत केबलों, विद्युत् , बालकों, तारों , पट्टियों 
और अन्य क्रियाकलाम को युक्तिय क्त और साम्पापूर्ण भाधार पर प्रायटित 
की जाएगी और उसका निरन्तर मन सरण किया जाएगा । ऐसे पाबंटन 
का प्राधार लागत अभिलेखों में स्पष्ट रूप से वशित किया जाएमा । केबलों , 
विद्युत् पालकों, तारों और पट्टियों या उनके विभिन्न प्रकारों के लिए 
ग्याज के मंश के प्रागे प्रभाजन के लिए प्राधार युक्तिमुक्त और साम्पापूर्ण 
होगा तथा उसका निरन्तर अनुसरण किया जाएगा । 
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10 निर्यात पर व्यय प्रोत्साहन 
_ 101 विद्युत् केबलो , विद्युत् बालका, तारो और पट्टियो के निर्यात 
पर यदि कोई है, उपगत म्यय को दर्शित करने के लिए समुचित प्रभिलेख 
प्रथमत रखे आएगे जिससे कि निर्यात विक्रय की लागत मही रूप से प्रम 
धारित की जा सके । निर्यात पर उपगत व्यय तथा उपाजित काई निर्यात 
प्रोत्साहन , निर्यात विक्रयो से सबधित लागत विवरणियो में स्पष्टत दणित 
किए जाएगे , निर्यात प्रोत्साहन को अन्य प्राय के रूप में माना जाएगा 
पौर बह लागत अभिलेखो में उसी रूप में दणित किया जाएगा । 


11 पैकिंग 

11 1 विभिन्न पैकिग मामग्री को अर्थात् काठन जिनका उपयोग 
प्रम बनाने और प्रयुक्त अन्य पैकिग सामग्री की मात्रा और लागत को 
वर्शित करने के लिए ममचित्त अभिलेख रखे जाएगे । यदि ऐसी पंकिग सामग्री 
कंपनी द्वारा विनिर्मित की जाती है तो ऐमी मढी के उत्पादन की लागत के 
समुचित अभिलेस उपायध 4 में या यथासाध्य उससे निकतम प्रम्प म 
रखा जाएगा, जिममे कि कपनी केबलो विद्युत् चालको, तारो या पट्टियो 
के प्रत्येक पवर्ग के लिए जिम्हे नियम 2 के अधीन सूचीबद किया गया है 
प्रत्येक भाकार प्रकार के पैकिग प्रभार की लागत का पता लगाया जा सके । 

__ 11 2 जहाँ पैकिंग व्यय सामूहिक रूप से उपगत किए जाने हैं वहाँ 
विभिन्न प्रकार और प्राकार के केबग्नो , विद्युत् चालको, तारो और पट्टियो 
पर ऐसे व्ययों के प्रभाजन का प्राधार साम्यापूर्ण होगा और वह लागत 
अभिलेखो मे स्पष्ट रूप से उपशित किया जाएगा तथा निरन्तर उमका 
अनुसरण किया जाएगा । 

1 } थिमन्न प्रकार मीर आकार के केबली विद्युत चालका , 
नारों और पट्टियो की बाबत किसी निर्यात पैकिंग पर उपगत विशेष 
ज्ययो के , यदि कोई है , पृषक अभिलेख रखे जाएगे और वे निर्यात के 
मुमगन विक्रय लागत विवरणो में वर्णित कि जाएगे । 

12 चाल पार्य प्रौर तैयार माल का स्टाक चाल कार्य और माल के 
ग्टाक पी लागत के अवधारण के लिए अनुमरा की आने वाली पद्धति 
लागत अभिनेत्री में उपणित की आएगो जिभमे कि लागत के उन नत्वो 
फो परिकथित किया जा सके जो ऐसी मगणना मे मम्मिलित किए गए 
है । अपनाई गई पनि का निरन्तर अनुसरण किया जाएगा । चाल कार्य 
का मूल्य और सैयार माल की मात्रा और मून्य को दर्शाने वाले काय 
अभिलेख अनुसूची के के प्रम्प उग रखे माएगे । 


विद्युत केबलो , वियत पालको , सारो या पट्टिमों की बाबस और मरसमान 
विभिन्न प्रकार और प्राकार के विनिर्देशो में लिए भी पृथक पृथक लागत 
विवरण रस जाएंगे । 

14 2 मवि नियम 2 के अधीन सूचीबद्ध प्रत्येक प्रवर्ग के पिघुस 
कोमलो, विद्युत चा नको , तारो या पट्टियों के सभी प्रकार और प्रकार 
के ऐम प्रांकडो का मकान करना मभव नहीं है तो मियम 2 के अधीन 
मूचीबद्ध किए गए प्रत्येक प्रवर्ग के विभिन्न प्रकार और प्रकार के विद्युत 
कबलो , विखुन चालको, तारो मा पट्टियो की , जिनका प्रमुख रूप से 
उत्पादन किया गया है, उत्पादन लागत और विश्य लागत को प्ररूप क 
से जनक में रखा जाएगा । समग्र भाधार पर ये आको प्रत्येक प्रवर्ग 
के अधीन उत्पादित विद्युत केबलो, विघुत बालको, सारो या पटिटयो 
विक्रय के अनुसार फल उत्पादन मूल्य श्रीमन विक्रय कीमत की मात्रा 
मे गुणा करके के कम से कम अस्मी प्रतिशत के बारे में होगे । 

परन्तु प्रम्प क से ज नक माने जाने के प्रयोजन के लिए, ऐमी कोई 
मद अपर्याजत नहीं है जिसका उत्पादन मूल्य , कुल उत्पादन मूल्य के 5 
प्रणित से कम नहीं है । यही आकरे, उत्पादित विद्यत केबली, विद्युत 
चालको, तारो या पट्टियों के बाकी प्रवर्गों की बाबत कुल व्ययो का 
ममाधान करने के प्रयोजन के लिए प्ररूप स के अनुसार दिए जाएगे 
प्रत्येक प्रवर्ग के लिए विक्रय लागत और विजय प्राप्ति की कीमत के प्योरे 
वर्दिप्त करने के लिए कंपनी ममुचित अभिलेख रखेगी । 
14 3 फेबनो के निर्यात मो बाबत मुसगत प्ररूप में पृथक लागम वियरण 
दिए जाएगे और उसे उस लागत विवरण में मम्मिलित नहीं किया जाएगा 
ओ स्वदेश में विक्रय ने प्रयोजन के लिए है । निर्यात प्रोस्माहनो , यदि 
काहे है , के मूल्य को मधिन विक्रय लागत विवरण में दणित किया जाएगा । 


14 4 तैयार उत्पादो का अनरण जिमका निवेश पश्चातवीं उत्पादो 
के विनिर्माण के लिए किया जाना है , ऐसे नयार उत्पादो की उत्पादन 
कीभम पर किया जाएगा । 


15 लागत और वित्तीय लेखाम्रो का मिलान 

15 1 शुद्धता गुनिश्चत करने के लिए मागन अभिलेखो का मिलान , 
मालिकत अर्थात तिमाही तीर पर तथा पूरे विस्तीय वर्ष के लिए विस्तीग 
लेखा यहियो से किया जाएगा । यदि कोई अन्सर हो तो उसे प्रकटत उपदशित 
किया जाएगा । और उसका स्पष्टीकरण दिया जाएगा । मिलान ऐसी 
रीति में किया जाएगा कि निर्देशाधीन उत्पाद पर हुए फायदे को ठीक 
हुग से अधिनिर्णीत किया जा सके पीर उमका पनी के ममग्र फायदो 
से मिलान किया जा सः । 


13 अनुसंधान पीर बिकाम व्यय 

13 1 पपनी द्वारा विद्युत केवला, विद्युत मालका लारो 
या पट्टियो के अनुसंधान और विकास पर हुए त्यय का , मे अनुमान 
विकास की प्रकृति के अनुमार अर्थात विद्यमान उत्पादों का विकास और 
नई संयंत्र मुविधामो की डिजाइन और विकाग विद्यमान मोर नए उत्पादा 
के लिए बाजार अनुमवान के अनमार, व्याग का दणिन करने वाले मचित 
अभिलेख पृषकन रखे जाएंगे । 

13 2 किमो वप के बोगम में उत्पादों की लागत की यायत हुए 
इन व्ययो का प्रभारित करने की पति, लागत अमितेखा में उपणित 
की जाएगी । जहा ऐसे अनुसंधान की उपगिता एक यिन्तीय वर्ष ग 
अधिक तक बनी रहती है , वहाँ से व्ययो को प्रार्थागत व्यय के रूप म 
मामा जाएगा और किसी माम्यापूर्ण आधार पर उत्पादो की लागतो का 
अपारित किया जाएगा और निरन्तर उमी का अनमरण किया जाएगा । 


15 . विभिन्न लेखा शीर्षों के अधीन कंपनी द्वारा उपगत कुल व्यय 
और हुई कुल आय तथा विद्युत केबनो, विग्रुन चालको , तारो या पट्टियो 
से संबंधित प्रश दर्शाने के लिए एक विवरण , प्रनमूचो । के प्ररूपम में 
रखा मागा और उसका मिलान मंबधित अवधि के बिल्लीय लेखाप्रो में 
साथ किया जाएगा । 


16 लागत अन्तरो मा समायोजन जशा अपनी लागत अभिलेख 
वास्तविकता मे भिन्न किमी माधार पर रखती , है , उदाहरणार्थ मानक 
पागत पद्धति पर रखती है , वहां कपनी द्वारा प्रेमी पति के प्रधान उत्पादो 
वी लागतो की मगणना के लिए अपनाई गई प्रक्रिया प्रभिलेखो मे उपणित 
की जाएगी । उत्पाद का वाम्नविष लागत के अाधारण में , लागत 
अंसरो के समायोजन के लिए अपनाई गई पति, लागत अभिलेखो मे 
स्पष्ट रूप गे उपशित की जाएगी । लागत अन्तरो को, अनसुनी 2 के 
मबधित प्रम्प म मुमगत शीर्षों के मामने वर्शित किया जाएगा । वहस्त 
मात्रा वानी मामग्री के सबध में हुए अन्तरो के कारणो को अन्य मातो 
के साथ गाथ , पृथकत प्रस्तुत किया जाएगा । अम्मर विश्लेषण , प्रत्येक तीन 
मास में एक बार किया जाएगा । भन्सर पाने में जो कारण हैं उनको लागस 
अभिलेखो मे श्योरेवार दिया जाएगा । 


14 लागन विवरण 


___ 14 | नियम ! फ अधीन सूचीबस झिा गए प्रत्येक प्रवर्ग के अधीन 
प्रमोक आकार और प्रकार के विद्युत कालो, विखुन बालको, नागे या 
पहिमो की उत्पादन लागत और विश्य लागत वर्शित करने वाले , 
लागत विवरण अनस्ची 2 के प्रहप क से अ तक मे पृथकत रन्वे मागगे 
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17. स्टाक में रखी गई समस्त मदो के , जैसे कि क श्री सामग्री , 
प्रत्रिया भामो पंकिग सामप्री , खपन बाली सामग्री , मशीनो के फालतू 
पुणे , रमायन , ईधन तैयार माल और स्थिर आस्तियो के भौतिक सत्यापन 
के , अभिलेवा रो जाएगे । मे सत्यापनो में प्रकट होने पानी काम्पनियो या 
रियों के कारण और उत्पादों की लागत में उनके समायोजन के लिए 
अपना गई पति, प्रभिलेखों में उपणित की जाएगी । 

18. प्रतिरकंपनी मध्यवहार 

किसी कंपनी द्वारा अपनी नियंत्रित कंपनी या ममनुपगी कंपनी 
पो मा उसी प्रबंध के अधीन किसी ऐसी कंपनी को जो ५. पनी 
माधिनियम , 1956 ( 1956 का 1 ) की धारा 370 ( ख ) , 
मे परिभाषित है, या ऐसी किसी कंपनी को , जिममे उक्त कंपनी का ही 
निदेशक , एक निदेशक है पर स्थिति विलोमतः है किए गए प्रदायों या 
सेवामों के संबंध में प्रभिलेख रखे जाएगे जिसमें निम्नलिखित की बाबत 
की गई संविदाओं या करारो या मममौतों को दणित किया जाएगा : 
( क ) कच्ची सामग्री और प्रक्रिया मामग्री, संघटकों, अस्वीकृत माल , 

जिसमें खुग्मन मम्मिलित है तथा स्थिर प्रास्तियो का कय और 

विक्रय , 
( ब ) सयंत्र प्रसुविधाओं का उपयोग , 
( ग ) उपयोगी वस्तुओं का प्रदाय , और 


( ब ) प्रशासिनिक , तकनीकी प्रबंधकीय और अन्य परामर्शी सेवाए । 

इन अभिलेखो मे ये प्राधार भी उपशित किए जाएगे जिनका 
अनुसरण उनके बीच प्रभारित दरों की संगणना के लिए किया गया है 
जिसमे कि ऐसी सेषानो के लिए- प्रभारित या मंवत्त दरों के पौषिस्य 
का अवधारण किया जा सके । 

19. सांख्यिकीय अभिलेख : 

19. 1 विभिन्न उत्पादन विभागो में उपलब्ध और बस्मत · उपयोजित 
मशीन घंटों प्रत्यक्ष श्रम घंटों की बाबत भी प्राका रखे जाएगे और कमियो 
को उपयुमन रूप में विश्लेषित किया जाएगा जितने समय मशीन का 
प्रयोग नहीं किया गया है उसकी मंगणना करने के लिए उपयुक्त अभिलेख 
रखे जाएगे । 

19 . 2 ऐसे पर्याप्त अभिलेख भी रखे जाएंगे जिनके आधार पर कंपनी 
द्वारा नियम 2 के अधीन सूचीपत विनत केबलों, विद्युत चालकों, तारों 
या पट्टियों या के प्रत्येक प्रवर्ग के लिए विद्युत चालको और अन्य क्रियाकलापों 
के लिए लगाई गई पूंगी , शुव स्थिर आस्तियों और कामकाज पूंजी को 
अलग अलग जाना जा सके । ऐसी स्पिनर मास्तियों पर, जियका सुमंगत 
अवधि के दौरान उत्पादन में कोई योगदान नहीं है , किए गए नए विनिधान 
को अभिलेख में उपशित किया जाएगा इसके अतिरिक्त अभिलेख मे 
विशमान क्षमता को बनाने के लिए किए गए प्रतिस्थापन प्रौर अभिवृद्धिया 
भी दमित की जाएंगी । 


अनुसूची 1 । 
( नियम 3 देवे ) 


उपामेध 1 
कपनी का नाम . . . . . . . . . . . 
कारखाने का नाम और पता . . . 

. . वर्ष के दौरान क्या और और खपत की गई एल्यूमीनियम /ताब/सीसे और अन्य प्रमुख आयामित सामग्री की लागत दणित करने 
पाला विवरण । 
- - - - - -- - - - - - -- 

- - - - - -- - - - 
कम सं० विशिष्टिया 

मात्रा 

कुल मूल्य प्रति टन लागा 


- 


- 


_ 


- 


- - 


- 


- 


- - . 


- 


- - 


- 


- - - 


- 


- 


चालू वर्ष पूर्ववर्ती वर्ष 


आयातित 
1. लागत , बीमा , भाड़ा मूल्य 
सीमा-शुल्म 
3 पत्तन न्यास प्रभार 
4 रेल/ लारी / भाटा 
5 . अन्य प्रभार 
७ योग ( 1 में 5 तक का ) 
7. जोड़ें : आदि स्टाक 
8 . घटाएं अंत स्टाफ 

५ खपत 
2. स्वदेशी 

1. आधारिक मूल्य 
2. उत्पाद शुल्क 
। अन्य प्रभार 
4 भाषा 
5. योग - - - 

जोई , आदि स्टाम 
7 पटाएं अंन टाक 

8. खपम 
3. योग ( 1 + 2 ) 


- 


- - 


- - 


- 


- 


टिप्पण - - प्रत्येक धात की शलाका/ ( मिल्ली )/ प्रोपरी छड़ों के लिए पथक विवरण तयार किया जाएगा । 
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अनुसूची- 1 
(नियम 3 देख ) 


उपसिंध- 11 


फपनीका माम - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 


पारखाने का नाम और पता - --- - - -- ---- - - - - - - - - 

- -- -- - - को समाप्त होने वाले वर्ष के दौरान मिश्रण संयन्त्र में पी०वी०सी० यौगिक , रबर यौगिक एप० एन० वी० ई० 
यौगिक के उत्पादन को लागन को वशित करने वाला विवरण 

- - - - 

- - - 
1 सम्यापित क्षमता 

ईकाई 

मालू वर्ष 

पूर्ववर्ती वर्ग 
2. उत्पादन 


- 


टन 


3 उपयोग का प्रतिशत 

( 1 की प्रमिशतता के रूप में 2 ) 
ख . अपयोग किए गए अवयव 
व पी० पी० सी० रेमिम 


2 [ लास्टिक काग 


( ग ) 


3 . भरक 


( ग ) 


4 स्थायीकारी 


5. योजक 


6 अन्य ( उपयोग की गई मयो को विनिर्दिष्ट करे ) 
7 कुल मामग्री लागत 
8 प्रत्यक्ष मजदूरी 

9 प्रत्यक्ष वेतन 
10 खपत योग्य सामग्री 
11. मरम्मत और रखरखाव 
12 विद्युत 
13 सकर्म उपरिव्यय 
14. अवक्ष्यण 
15 प्रशामन उपरिव्यय 
16. योग ( 8 में 15 तक का ) 

( क ) परिपतनीय 

( ख ) नियत 
17. कल लागत 

18 प्राप्त सुग्चन, यदि कोई है - - घटाए 
443 G1/ 84 --2 


- - - 


- 


- - -- - - - 


- 


- - 


- 


- 


- 
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- - - - - - - - - - - - - - - - - - 
19 बाल कार्य को बंद करने और चालू करने के लिए 

समायोजन 
20. धिनिर्मित यौगिक की कुल लागत 
( ग ) 1 त्रय किए गए पी०वी०सी० ( रखड योगिया ) 

एस० एल० पी०ई० यौगिक , यदि कोई 
है, ( नाग होने वाली पिस्म विनिर्दिष्ट 

परें ) 
( ५ ) 1. ख ( 20 ) + ग का योग 

2. स्टाक के आदि/अंत अतिशेष भे लिए समायोजन 
3 खपत किया गया कुल पी०वी०सी० 
रबड़ यौगिक / एक्स०एल०पी०ई० योगिक 

- . - - - - 
टिण: 1. प्रत्येक मिम के पी० वी० सी० ( बड़ योगिक ) एक्स० एल० पी० ई० योगिक या किसी अन्य उत्पादित यौगिक के लिए पृथक मागत अभिलेख रखा 

मामा चाहिए जो उपयोग किए गए रमिपी पर आधारित हो । 
2 जो मद लागू न हो उसे काट दें । 

अनुसूची 1 


- 


(नियम 3 देखे) 

उपाबंध- III 
ममी का नाम -------- -- - - 
कारखाने का नाम और पत। --- - -- -- 

- - - - - - - -- - - को समाप्त होने वाली वर्ष के दौरान उत्प दिला/त्रय की गई रियुत की लागत तथा की गई विगत सपत को दर्शाने वाल । 
विवरण - - 
मस्थापित 

उत्पादन __ चालू वर्ष 

पूर्ववर्ती वर्ष 
उत्पादन यूनिटों की संख्या 
क्रय किए गए यूनिटो की संख्या 

किलोवाट 
विद्युत गृह मे खपत जिसमें अन्य 

किलोवाट 
हानियाँ भी सम्मिलित है 

फिलोषाट 
खपत किये गये पाख यूनिट 

किलोवंट 
बम सं० विशिष्टियों 

खपत की गई मात्रा प्रति मुनिट दर ९० कुल राशि प्रति किलोवाट लागत 


चालू वर्ष पू० पर्ष 


क. 1 (क ) इंधन ( तेल ) 

( ख ) अन्य मामग्री, यदि कोई है ( विनिर्दिष्ट करे ) 
2 खपत योग्य सामग्री 
3 अन्य प्रक्षय भार 

जिसे पि विद्युत शुल्क आदि ) 
4 . वेतन और मजदूरी 
5. मरम्मत और रख रखाप 
6. उपग्रियय 
7. अवक्षयण 
8 अन्य ( यदि कोई है ) 
कुल 
ख क्रय की गई विद्यक्त वसूली, यदि कोई है, घटाए, 


___ - - - - 


- 


- - 


-- - 


- 


- 


.... 


योग ( क + ख ) - - -- - --- - ----- - - - 


योग 


प्रति यूनिट लागत 
(क्रय की गई और उत्पादित ) 


[ भाग II --पण्ड 3 /in 


भारत का राजपा : जुलाई 21, 1984/ आषाढ़ 30, 1906 


-1785 


- - 


- - - - -- --- ---- मे खपत की गई 


चालू वर्ष 


पूर्ववर्ती वर्ष 


- - - - - - - - 


- - - - - - - - - -- 


यूनिट किलोवाट 


राशि ० 


यूनिट झिग्लोबाट 


राशि २० 


-- - - - - - -- - - - -- - - ..- 2. 


- - -- - - - - - - -- -- --- - - - - मे खपत की गई 


चालू वर्ष 


पूर्ववर्ती वर्ष 


यूनिट किलोवाट 


राशि २० 


यूनिट किलोवाट 


राशिरू० 


- - 


- 


- 


- 


- 


- 


- 


- - 


- - - 


- - 


+ 


विभाग विनिविष्ट करें 


टिप्पण : 1. उत्पादित प्रति युनिट लागत को संगर्णना , विद्युत ग्रहस्थ उत्पादन मे खपत की गई और अन्य हानियों को घटाने के पश्चात् प्रयोग के लिए उपलब्ध 

विद्युत का शुस इकाइयों के प्रति निर्देश से की जाएगी । 
2. जहा मीटर नहीं लगाए गए हैं वहां विद्युत की खपत का निर्धारण युक्तियुक्त आधार पर किया जाएगा और उसे ममान रूप से लागू किया जाएगा । 
3 कर्मचारियों को प्रोत्माहन बोनम से भिन्न योनम , संवत उपदान, कानूनी उपदान के लिए उपबध और उधारों पर , जिसमें डिवेंचर भी हैं , व्याज प्रभार 
केवल प्ररूप छ में दर्शित किए जाएंगे । 

अनुचची- 1 
(नियम 3 देखें ) 

उपाबंध 
कंपनी का नाम - - ----- - -- 
कारखावे का नाम और पता -- - - - 
--- - - - - ---- - - ---- को समाप्त हुए वर्ष में विनिर्मित लकड़ी के ड्रम की लागत को दर्शाने घाला विवरण 

ड्रम का आकार 

उत्पादित प्रमों की संख्या 
क्रम सं० विशिष्टियो 

मात्रा 

कुल प्रति श्रम लागत 


सर 


मूल्य रु० 


चालू वर्ष 


पूर्ववर्ती वर्ष 


____ . लकड़ी 

2 इस्पाक्त को फिटिंग 
3. अन्य - --- - - - - 
4. कुल मामग्री की लागत 
5. प्रत्यक्ष मजदूरी 
. 8. प्रत्यक्ष वेतन 

7 सपने बाली सामग्री 
6.विद्युत इंधन 
9. अवक्षयण 
10. अन्य ( विनिर्दिष्ट कीलिए ) 
11 मकर्म उपरिव्यय 
12. प्रशासन उपरिव्यय 
13. योग ( 5 से 12 तक ) - - - - 

( क ) परिवर्तनीय 
( ख ) नियत 

कुल लागत 
ख , वितरण 
केबल विद्युत चालक नार/ पट्टियो को किम्म 


माता 


मूल्य 


.... . 


योग - - - - - -- 
टिप्पण : 1. प्रत्येक आकार के विनिर्मित ड्रमों के लिए पृथक लागत पत्र तैयार किया जाएगा । 

2. कर्मचारियों को प्रोत्साहन मोनम से भिन्न योनम , संवन उपदान , कानुनी उपदान के लिए उपभंध और उधारों पर , जिनमें खिचर भी है, व्याज प्रभार 
केवल प्रहप छ में दर्शित किए जाएगे । 
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- - 


- - 


- 


- - 


- 


- 


- 


अनुसूची- 2 
(नियम 3 वे ) 


कंपनी का नाम - --- -- - -- - ---- - --- - -- - - -- - - - - - - 
कारखाने का नाम और पना - -- --- - - - - - - 


कालू वर्ष 


CE 


- - - - - - - - -- - -- - - - को समाप्त हुए वर्ष में एल्युमीनियम तांबा के बेल्लम नपान्तर लागन को दर्गाने वाला विवरण 

पूर्ववर्ती वर्ष 
* म म० 

विशिष्टयां ताया एल्युमिनियम अम्य 

तांबा एल्युमिनियम अन्य 
1. समता 

1. अनुमन्त 
2 मंस्थापित क्षमता 
3. वास्तविक उत्पादन 

4 उपयोजन का प्रतिशत 
II. धातुओ का कुल निवेश 

एवं लेखा 
( क ), मिल्ली 
( ब ) शलाका 
( ग ) प्रभारित खुरचन 


त 


2. पक्षकार लेखा 

( क ) सिहली 
( ब ) शलाका 

( ग ) प्रभारित खुरचन 
3. योग 

4 प्राप्त खुरचन को षटाएं 
5. विधमन हानि 
6. उत्पादन 

7. प्राप्ति ( उक्त मव 3 का प्रतिशत ) 
III. मेल्लन लागत 

1 प्रत्यक्ष मजदूरी 
2 प्रत्यक्ष वेतन 
3. खपत योग्य सामग्री छोटे औजार आदि 
4 मरम्मत और रख रखाव 
5. विद्युत 
6 सकर्म अपरिम्पय 
7. अवक्षयण 
8. प्रशासनिक उपरिव्यय 
9 . कुल लागत 


IV . प्रतिटम लागत 

1. परिवर्तनीय 
2 नियन 

3 योग 
V . बितरण 
1. आवर उपभोग के लिए बेल्सित 

( क ) मात्रा 

( ग ) बेल्लन लागत 
2. बाहरी पक्षकारों के लिए हिलत 

( क ) मावा 
( ख ) बेल्लन लागत 
( ग ) वसूले गए प्रभार 


TER 


- 


- 


- 


- - - 


दर 


- - 
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टिप्पण 1. यदि मंस्थापित क्षमता मभी धातुरो के लिए सामान्य है तो मेलियत विभिन्न धालुप्रों लिए , जिनके लिए अलग-अलग बेल्लन समय अपेक्षित है , 

समुचित कारण दिया जाना चाहिए । 
2. कर्मचारियों को प्रोत्साहन बोनम से भिन्न योनग , मम उपदान, कानूनी उपधान के लिए उपबंध प्रौर उधारों पर ध्याज प्रभार , फेवल प्ररूप 

छ: में दणित किए जाएंगे । 
3. प्रत्येक किस्म की धातु के लिए पृथक विवरण तैयार किया आना चाहिए । 

प्रानुसूची ? 
( नियम 3 देने ) 

प्ररूप व 
कम्पनी का नाम --- - -------- - -- - -- 
कारखाने का नाम प्रौर पता--- ------ ---- - --- -- 

-------- - - -------को ममाप्त होने वाले वर्ष के दौरान विनिर्मित / श्य की गई एल्यूमीनियम/ ताबे की छड़ों की लागत को 
दर्शाने वाला विवरण 
कम स० विगिटिया 

इकाई मात्रा प्रति इकाई कुन मूल्य प्रति टन लागत 

. .. . _ _ _ _ _ _ ___ चालू वर्ष पूर्ववर्ती वर्ष 
क . छा लागत ( म्ब ) 
1 चार्ज की गई मामग्री 

( क ) मिलित्रयां 
( ब ) पालाकाएं 
( ग ) चार्ज की गई खुरचन 
( प ) घटाएं : खुरचन 

के लिए मुजरा 
( छ ) शुम सामग्री लागत 

- - - -- - - -- -- 
2 . छड़ संपरिवर्सन लागत 

( जैसी प्ररूप क में है ) 
3. छह की मुल लागत ( 1 + 2 ) 

- - - -- - - - 
ख . बाहरी पक्षकागे बाग प्रसंस्कल छ 

1 . प्रबम मितियां / शालाकाएं 
. घटाएं . गुरचन हानि 
3 प्रमंस्कृत शुल छह 
4. प्रसंस्करणा प्रभार 
5 लवाई उतगई 
6 भाड़ा/ हलाई भाषा 
7. अन्य ( विनिर्दिष्ट कर ) 
6 . योग-- - ख 


ग क्रय की गई छर 
घ . 1 वर्ष के बोगन प्रसंस्कृत/ कय की गई छडा की कुल लागत 

( योग ( क + + ग ) 
2. स्टाक के प्रादि और प्रत अतिशेष के बीच अतर के समायोजन के 

___ लिए स्टाफ समायोजन 
हु. स्वपत की गई फुल छड़े 
म . विसरण : 

कबाल विद्युत चालक / नार | पट्टियों की किम्म ----मात्रा -- मूल्य 


मावि 


के अनुसार योग 
टिप्पण : 1. जो मद लागू न हो उसे काट दें । 

2. कर्मचारियो को प्रोत्साहन बोनस से भिन्न बोनम , मदम उपदान , कानूनी पदान के लिए उपबंध मीर उधारों पर ब्याज प्रभार, केयन प्राप 
___ में वशिन किए जाएगे । 
. प्रत्येक किस्म को धान के लिए पथन, विवरण तैयार किया जाएगा । 
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- 


- 


- 


अनुसूची 2 


प्ररूप ग 


(नियम 3 देखें ) 
कारखाने का नाम - - - - 
कारखाने का नाम और पता - - - - - 

- - - -- - -वर्ष में लागत - केन्द्रवार सपरिवर्तन लागत को दशिप्त करने वाला विवरण 


श्रम स० 


विशिष्टिया 


मार 
कर्षण 


स्ट्रैडिग विद्युत भीतरी पी श्री 
रोधन पाम्छावन सी 

कागजी 
ट्रेप 
बिछाना 


शुष्कन सीमा संस्तरण पारिग बाहरी परी 
और प्राच्छा. और 

प्रारछा - क्षण 
अंतर्वेशन दन र 

दन । 
लगाना 


पाव चा व वा य या व चा व पा ब चा चा व चा व पाव वा व 
पू व पूव पू व पू व पू व पूव पू4 पू व पच पूब पूप 


- 


- 


- 


- - - - - 


- 


- 


- 


-- - - 


- - 


- 


- 


प्रन्य 


क . 1 मशीनों की संख्या 
2 कितनी पारी कार्य किया गया 

योग 
3 उपलब्ध कुल मशीन चालन घंटे 

(विनिर्दिष्ट करें ) 
4. मिलने घटे मशीन बनाई गई 

बा व पूब 

या 4 पू व 
ख व्यय 

1. प्रत्यक्ष मजदूरी और बेतन : 
2 उपयोगी वस्तुएं : 

( क ) जन 
( ख ) विद्युत 
( ग ) अन्य वस्तु 

( विनिर्दिष्ट करे ) 
3. प्रम्प प्रत्यक्ष व्यय 

विनिर्दिष्ट करे ) 
4. खपत योग्य मामग्री 
5. मरम्मत और रख -रखाव 
6. प्रवक्षयण 
7 संकर्म उपरिव्यय 
8 . प्रशासनिक उपरिव्यय 
__ अनुसंधान और विकास 
10 लागत में परिवर्तन के लिए समायोजन 
11. कुल लागत 
12. ( क ) परिवर्तनीय लागत 

( ख ) नियत लागत 
( ग ) कुल प्राप्ति इकाइयो 
( च ) इकाई प्राप्ति कर 

1. परिवर्तनीय लागस 
2. नियत लागत 

3 फुस काई लागत 
टिप्पण · 1. ऊपर उस्लिामित मागत केन्द्र केवल उदाहरण मरूप है 

? मद में स - 10 उम कंपनियो को लागू है जो मामक लागत निर्धारण की माबत लागत अभिलेख रखते है । 
3 कर्मचारियों को प्रोन्मान बोनस मे भिन्न बोनम, मेवात उपदान , कानूनी उपदान के लिए उपबंध और म्याज प्रभार , प्ररूप छः में ही शित किए 

जाएगे । 
4 नियम लागत और परिवर्तनीय लागत का विस्तृत पीरा लागत केन्द्रमार बनाए रखा जाएगा । 
5. या प - - चालू वर्ष 

पूव -- पूर्ववर्ती वर्ष 
6 . प्राप्ति के लिए इकाई, प्रत्येक लागत केन्द्र के लिए समुचित प्राधार पर प्राधारित होना चाहिए, जिममें उत्पावित प्रवर्ग के केबल विद्युत प्रालया/ 

तार । पट्टियों के प्राकार किस्म के लिए लगाया गया प्रसंस्करण समय का भारण कारक हियाब मे मिया आएगा । 
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- - - - --- - - - - - - 
भनुसभी 2 
(नियम 3 देखें ) 

प्ररूप 
कम्पनी का नाम 
कारखाने का नाम पीर पना - - - --- - 

- - - -- - -- ------ को ममाप्त हुए वर्ष में विभिन्न तयार उत्पाद की सपानरण लागत के प्राबटन को दशित करने माला विवरण 
म०म० तैयार उत्पाद जिनकी विभिन्न किस्म प्रागार और विनिर्देश प्रादि है । सार कर्षण स्ट्रेडिंग 

भीतरी पी भी बी 
प्रान्छाद . कांगजी टेप 

विछाना 

- - - - 


- 


- 


- - - 


- 


- 


- 


- - - 


2 


3 


4 


5 


6 


7 


8 


9 


10 


- - 


7 मावि 
गुष्कन और अतर्वेशन ममा प्राण्याव 


मम्मरण और टेप लगाना 


आमरिंग 


बाहरी प्रान्छाव 


परीक्षण 


- 


- 


प्र 


- - - - - 


- 


- - 


_ 


- 


- 


- 


- - 


- - 


| 


- 


- - 
13 


- - - - 
15 


- 
16 


14 


11 


12 


17 


18 


19 


___ - - - 
22 


20 


21 


५ 


| 


| 


कुम रु . 25 


. 


. - 


-- 


- 


- 


- - 


- - - 


- - - 


- 


टिप्पण -- (1 ) क --प्राप्ति इकाई 

ख - -रूपान्तरण , रुपयो मे 
( 2) कृपया विस्तृत विनिर्देश पोर अन्य सुमंगत मोरे दे, अर्थात् -- - 

( 1 ) बोल्टता ( 2 ) करेट रेटिंग ( 3 ) एम्पियर ( 4 ) फज ( 5 ) प्राकार ( 6 ) कोर ( 7) काम मेश्मन भेष ( 8 ) तारों की सं० और नैमिक 
परिधि ( 9 ) विद्युत चालको के बीच विद्युत रोधियो की मोटाई ( 10 ) विद्युत चालको और प्राच्छादो की मोटाई ( 11 ) कुन परिधि ( 12 ) 
एल्युमीनियम/ ता का भार - - - - - -- - कि०मा० /कि०मी० ( 13 ) कुल भार - - - - कि०मा० /फि०मी० । 


अनुसूची 2 
( नियम 3 देखें ) 

प्ररूप " " 
कम्पनी का नाम---- - - - - - - - - - - - -- - - -- - - - - - - - - - - - - 
कारखाने का नाम और पता - - --- - -- - ---- - - - - - --- - -- - - -- 

- - - - - -- - - - - को समाप्त हुए वर्ष के दौरान विनिर्मित केबल /विशुन बालक/ नार/ पट्टियो की लागत वर्शित करने वाला विवरण । 
1. केवल विद्युत चालक -- ----- - --- - - - - / तार/पट्टी की किम्म 
2 बोल्टता 

2. करेट रीडिंग 
3. एम्पियर 


5 आकार 
6 कार 
7 विद्युत पालक का क्रौस मेक्णनल क्षेत्र 
8 . तारो फ० सं० और नमिक परिधि 
9. विद्युत चालको के बीच विद्युत रोधको की मोटाई 
10. विद्युत पालक पौर माच्छाव के बीच विद्युत रोधी की मोटाई 
11. कुल परिधि 
12. एल्युमीनियम / साबे का भार ---कि०ग्रा० ) मि मी 
13 मुल भार 

कि०ग्रा०/कि०मी० 
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%3 . - 


- 


.. 


- - - 


- 


- 


- 


3. सत्पावम 


चालू वर्ष 


पूर्ववर्ती वर्ष 


क्रम सं० 


विशिष्टिया 


मात्रा 


प्रति वर 


कुल मल्य 


प्रति इकाई लागत 
- - - - - 
या व पव . 


3. क . प्रत्यक्ष मामग्री लागत 

1. एल्युमीनियम छड़/ तांबा छर ( प्ररूप ब के प्रनमार ) 
2. पी वी सी रोधी बोगिक 
3. कागजी टेप 
4. पटसन/ काटम टेप 
5. सीमा/ सीमा मिश्र 
6 . इम्पान के तार/ टेप 
7. रमा यौगिक 
8. अंतर्वेशन यौगिफ 
9. एम एल पी ई यौगिक 
10. अभ्य (विनिर्दिष्ट करें ) 
11. फूल सामग्री लागत 
12. घटाएं : खुरचन ( अस्वीकृत माल के लिए मजर 
13. शुद्ध सामग्री लागत 
14. प्राथमिक पैकिंग सामग्री 
15. कुल सामग्री लागत 


- 


3 . ख . रूपान्तरण लागत 


मात्रा 


गशि प्रति इकाई लागत 

चाव पूब 


1. तार कर्षण : 

( क ) परिवर्तनीय 

( ख ) नियत 
2. स्टैडिग 

( क ) परिवर्तनीय 

( ख ) नियत 
3. कोर रोधन : 

( क ) परिवर्तनीय 

( ख ) नियत 
4. विद्युत रोधन : 

( क ) परिवर्तनीय 

( ब ) नियत 
5 . पी बी सी ( कागजी टेप बिछाना . 

( क ) परिवर्तनीय 

( ब ) नियत 
6 . शुष्कन और अंतर्वेशन : 

( क ) परिवर्तनीय 

( ख ) नियम 
7. सीमा प्रान्छाम : 

( क ) परिवर्तनीय 

( ख ) नियत 
5 मंतरण और टेप ग्नगाना 

( क ) परिवर्तनीय 

( ख ) नियन 
9. आमग्गि : 

( क ) परिवर्तनीय 
( ब ) नियत 


- - - 


- 


- 


- 


- 


- 


- 


- - - 


- 


- 


- 


- - - 


माग II -- -- ( i ) ]] 
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- 


- 


- 


- 


- 


- 


- - 


10 जांच 

( क ) परिवर्तनीय 

( ख ) नियन 
11 पैन करना 

( क ) परिवर्तनीय 

( ख ) नियत ! 
12 अन्य 
11 जरूपान्तरण लागन 

( का ) परिवर्तनीय 

( ख ) नियम 
III ग 1 कुल ( क + स्त्र ) 

2 चल रहे कार्य को प्रादि और प्रत अतिणेग के बीच अंतर के लिए ममायोमम । 
{ लागत परिबर्टन के लिए समायोजन । 
4 उम्पावन की कुल लागत 


टिप्पण 1 प्रत्येक प्रवर्ग के विद्युत केबल /विधुत चालक तार - पट्टियो की प्रत्येक किस्म की बाबत नियम 2 मे यथा मूखीय पथक पागत विवरण रखा 

जागगा । 

कर्मचारियों को प्रोत्माहन धोनय मे भिन्न बोनग काननी उत्पादन के लिए उपमध और व्याज प्रभार , देवान प्रकप छ में वर्णित किए जाएंगे । 
, जो मव लाग, न हो उमे काट दें । 
4 चा०व० -- चालू वर्ष 

पृ०व० -~- पूर्मवती वष 
5 प्रभ्यक्ष मामग्री की लागत, प्रभयेक प्रवर्ग के विद्युत केबन विद्युत चानक नार/ पट्टियो की प्रत्येक किस्म , नियम 2 में यथा सचीवम के लिए 
वामयिक खपत पर प्राधारित होगी । तथापि जरा ऐमा अभिलेख गवना व्यावहारिक न हो वहाँ अपन तकनीकी प्राकानों पर प्राधारित हो 

मामी है बशर्ते कि मदवार उपयाग की गई मामग्री की प्रग्रेक किस्म का ममम ममन्यय भी बनाए रखा जाता है । 
G लागस पत्र प्रत्येस प्रवर्ग के विद्युत केबल / विद्युम चालक / मारो / पट्टियो प्रावि के प्रत्येक प्रकार और किस्म की बात, नियम 2 में या 
मचाय बनाए रखा जाएगा जिमगे कि मात्रा या मूल्य में उ- गावित विद्युत केबल / विद्युत पालक / सारो/ पट्टियो के 80 प्रतिशत से मम्पन परिमाण 
को सम्मिलित किया जा सके । इस प्रयोजन के लिए कम्पनी, प्रत्यक उत्पाद ममूट के लिए प्रतिनिधि पामार के लिए प्राधारित लागत पनि रहे 
मकती है और उस समर में मम्मिलिन अन्य प्राकार के लिए भेवमालक लागत को , नत्यो धारा जैसे प्रत्यक्ष सामग्री लागत सामग्रियों की प्रमुख मयों 
के लिए पृषक मा से , रूपान्तरण लागत प्रादि द्वारा , वशित किया जाना चाहिए , बशर्ने कि भेवमूलक लागत में प्रतिनिधि प्राकार से तुलना की 
जान पर 5 प्रनिगम में अधिक का अन्तर न हो । प्रत्येक किम्म / प्राकार ने विद्युत केन विद्युत चालक / नारों / पट्टियो के लिए तत्स्थानी पीसन 
विषय प्राप्ति , प्रम्प छ मे उपशित की जाएगी । 

- - -- - - - - -- - - - - - - - - - - 


- 


- 


अनुमची 


( नियम वेखे ) 


प्रकप 


छ 


कम्पनी का नाम और पता 

को समाप्त हर वर्ष में विक्रय नागन और विक्रय प्राप्ति को दर्शाने वाला विवरण 


- 


- 


- 


- 


. 


- 


- 


- 


- 


क्रम सं० केवा / चालक / नार / पटियो की किम्म 


विक्रा औरवितरण लामत 


वर्ष के दौरान विक्रीत मात्रा 
मुल्य प्राण च के अनुपार 


मितीम पैकिंग . कुल 

( 4 + 5 + 8 + 7 ) 


. 


সশষত্ব 


प्रसमक्ष 


মাত্র 


प्रन्य 


_ _ 


_ _ 


_ _ 


_ _ 


- 


- 


- - 


- 


- - - 


- 


- - 


- 


-~ 


- 


- - - - - - - - - 


- 


- 


6 


जपान 


योन 


विश्य प्रानि 


माजिन 
( 13-12) 


कार्ड लागत 
बा०प० पू० ब० 


प्रतिवष प्रमित मागिन 
चा०० पू० . 


अन्य जिगमी विषय को 
मगणना लागत कुल लागत ( 7रो 
म नही की गई है 11 सर ) 
जा प्राय भी नही 


- 


- 


- - 


- 


- 


- - - -- 


- - 


- 


- 


- 


- 


- 


- -- 


- 


- 


- 


- 


- 


- 


11 


- - - - - - 
- - - - - - . 


___ 10 


11 


15 


- - - 


- - 


- - - 


- - 


- - - 


- - 
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टिप्पण 1: -- अगल / चालक / तार / पट्टियों के पूर्ण ब्योरे , जैसे, प्राकार कोर , वोल्टता और अन्य सुसंगत योरे, विए जाने चाहिए । 
2. निर्यातित प्रत्येक प्रवर्ग के विद्युत केबल /विद्युत पालक/ तार/ पट्टियों के प्रत्येक प्राकार पीर किस्म की बाबत नियम 2 में यथा सूचीबस , 

पृथक लागन विवरण ( अपयुक्त उपान्तरण के माथ ) रखा जाएगा ।निर्यात पर उपगत व्यय और उन पर अजित प्रोत्साहन सुसंगत लागत 

विवरण में दर्शागा जाएगा । 
3. विक्रम और वितरण प्रौर इस प्रपत्र में सम्मिलित प्राय ग्ययों में परिवर्तन के लिए समायोजन किया जाएगा और ऐसा समायोजन , मानक लागत 
निर्धारण पर कंपनी लागत अभिलेख की बाबत पृथक रूप से पर्शाया जाएगा । 
4. प्ररूप " घ में पाठ टिप्पण 6 देखें । 

अनुसूची 2 
( नियम 3 देखें ) 


कम्प 


नी 


का नाम . . . . . . . . . . . . . . . . . . . . . . . . . 


____ _ _ - - --- 


mmu - - - 


- ---- 


- 


- 


- 


- - - 


- - - - - 


कारखाने का नाम और पता . . . . 

. . . . . . . . . . . . . . को समाप्त हुए वर्ष में प्रति इकाई ( सी०के०एम० / कि० मी० टन ) विद्युत केबल / पासक / तार / पट्टियों की उत्पादन लागत , 
विक्रय लागत, विक्रय प्राप्ति और अभिप्राप्त मार्जिन के संक्षेप को दर्शाने वाला विवरण 

रु प्रति इकाई 
केबल / तार पट्टी 

1. सामग्रियो 
( क ) एल्मुनियम 
( ख ) सांबा 
( ग ) अन्य 
( घ ) योग 
2. पटाए : खुरचन / अस्वीकृत माल के लिए मुजरा 

3. रूपांतरण लागत 
...( क ) परिवर्तनीय 

( ख ) नियत 
( ग ) योग 
4. चल रहे कार्य के आदि पीर प्रत अतिशेष के लिए समायोजन 
5 . लागत परिवर्तन के लिए समायोजन 
6 . उत्पादन की कुल लागत 
7. स्टाफ के मादि / त अतिशेष के लिए समायोजन 
8 . विक्रय और वितरण 
9. द्वितीयक पैकिंग 
10. विक्रय की लागत 
11. अन्य व्यय 

( प्रकीण माप की शुद्ध रकम ) 
12. कुल लागत 

पू०प० 
13. सौमत विक्रय प्राप्ति 

घा०व० 
पू०३० 


- 


- 


- - 


- 


- 


- 


- 


ना 


अनुसूत्री 2 
(नियम 3 देग्ने ) 

प्ररूप म 
कम्पनी का गाम मौर पना . . . . . . . . . . . . . . . . . . . . . . . . 

. . . . . . . . . को समाप्त हुए वर्ष के दौरान विद्यत जन/बिरात चालक, लार , पट्टी और अन्य क्रियाकलाप पर पाम्पनी द्वारा उपगत कुल व्यय और 
लाल प्राप्त पाय के प्रांवटन को दर्गाने वाला विवरण 

- . - - - - 
कम सं विशिष्टिया फुल वास्तविक व्यय प्राय केबल/ पालक / तार/ पट्टियों को 

अन्य नियाकलाप 

लागू योग्य अंग 
- -- - ---, .- - - 

- --- - - - - - - - 


- - - 


- - - - 


- - 


-- 


- 


- 


- 


- 


- - - - . 


- 


- - 


- 


- 


- - - 


- - - - - 


- 


- - - - -- 


- - 


- 


- 


- 


- 


- - - - - 


- 


- - - - - 


-- - .. . 


- - 


- - - - 


- 


- 


- 


- 


- - - - - 


- - - 


1 खपत की गई कमची सामग्री 
2. विद्युन रोधी सामग्री 

( पी थी मी योगिक रबा 
योगिक टप आदि 
विनिर्दिष्ट करें ) 
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_ _ _ 


- 


- - 


__ _ . . .... - . - . 
3. पैकिंग सामग्री 
4 प्रत्यक्ष बेसन और मजदूरी 
5. उपयोगी यस्तुएं 
( क ) विद्युत 
( ख ) जल 
( ग ) अन्य 
6. सामग्रियो और फालतू पुणे 
7 . मरमम्त और रख रखाव 
8 अन्य प्रमिटित व्यय 

योग ( 1 से 8 ) 

उपरिव्यय 
9. प्रशासन उपरिव्यय 
( क ) संक्रम 
( ब ) प्रधान कार्यालय 
10 प्रवक्षयण 

पुल लागत : - - . 
11. चल रहे कार्य के आदि और अंत प्रतिशेष के मीच अन्तर के लिए समायोजन 
12. प्राप्सियों के लिए मुजरा 
13. पैकिग लागत 
14 स्टाक के प्रादि और अंत अतिशेष के बीच अंतर के लिए समायोजन । 
15 विक्रय और वितरण व्यय 
16. कर्मचारियों को प्रोत्साहन बोनस से भिन्न बोनम । 
17. म्याज प्रभार 
18. कानुनी उपदान के लिए उ पयध 
19. अन्य व्यय जो लागत में सम्मिलिन नहीं किए गए हैं ( मदो को विनिर्दिष्ट करें ) 
20 अन्य प्राय जो लागत के लिए हिमाव मे नहीं ली गई हैं ( मदों का विनिविष्ट करे ) 
21 योग जिसमे उत्पाद शुल्क मम्मिलित नहीं है । 
22. घटाएं निर्यात फायदे, यदि कोई है 
23. शुद्ध 
24 शुक्र विक्रय प्राप्ति 
25. माजिन 
टिप्पण : -- इस प्ररूप में प्राय और व्यय की सभी मदों का मिलान मुसंगत अवधि के पितीय लेखाग्री के माथ किया जाएगा । 

[ फा स० 52/ 23/ 78 - सा र मो ] 

स . म . दूगड, संयुक्त सचिव 
New Delhi , the 7th July , 1984 

( d ) Enamelled covered wires and stilps; 
Cost accounting records (Electrical Cables and Conductois ) 

( e ) Wire and strips covered with paper, glass , silk and 
Rules, 1984 

any othei types of maulating materials ; 
G. S. R . 767. - In exercise of the powers conferred by 

(1) AAC / ACSR conductors ; 
sub -section ( 1 ) of section 642 read with clause (d ) of sub 

( 8 ) Telecommunication cables. 
section ( 1 ) of section 209 of the Companies Act, 1956 ( 1 of 
1956) , the Central Government hereby makes the following Explanation . — For the purpose of this rule , niall acade 
rules , namely : 

industrial units means any industrial undertak ng registered 

with the Directorate of Industries or Small Scalo Industries, 
1. Short title and commencement..- - ( i ) These rules may as the case puy be , of the State Goevrnment in iespect of 
be called the Cost Accounting Records (Electrical 

which investment in plant and mach nery is not in excess 
Cables and Conductors ) Rules , 1984. 

of twouly lakhs of rupees in value . 
( ii ) Thoy shall come into force on the date of its 3 . Maintenance of records. — ( 1 ) Every company to which 
publication in the Oflicial Gazette . 

these rules apply shall , in respuct of each of its fuancial 

year commencing on or after the commencement of these 
2 . Application. - - They shall apply to every company , except. Julcs, keep proper books of account containing, inter - alla , 
those falling under the category of small scale industrial the particulars specified in Schedules I and II annexed to 
units , engaged in the production, processing or manufactur these rules or in a form as near thercto as practicable, relat 
ing of electical cables, conductors, wiros and strips of any ing to the utilisation of materiala, labour and other itens of 
type in the following categories namely : 

cost in so far as they are applicable to electrical cables , 

conductors, wires and strips jefçried to in ruilo 2 : 
( a ) Power cables ( All types - namely : PIL. C , PVC, 
XLPE etc .) ; 

Provided that if the said company is manufacturing any 

other oroduct of engaged in other activities in addition to 
(b ) VIR /Rubber covered cables and flexible wires of the items referred to in rule 2 . the particulars relating to 
all types ; 

the utilisation of materials lahour and nther items of rost 

in so far as they pre annlicable to such other product or 
(c ) PVC Insulated Cables, Flexible wires of all types activities, shall not be included in the cost of tho items 
including switchboard wires and cables ; 

Telercat to in rule 2 . 
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( 2 ) The books of account referred to in sub - rule ( 1 ) shall quantity processed, time utilised , and processing charges 
be kept on a rogular basis in such a way as to make it rçalised from the outside parties . 
possible to calculato the cost of protluction Aud cost of 

1 . 3. 2 Insulating materials. In case of other insulating 
sales of cacb size and type of ploctrical cables , conductors , 

materials and cheinicals like PVC compound , rubberised 
strips and wires under cach category referred to in rule ! 

compound XLPE compound , polyethylene compound or 
at intervals of not less than ninety days during the financial 
year ( hçrcinafter referred to as the relevant period ) as well 

any other compound, jf manytactured by the company, 
as for the Financial year as # whole, from the particula y 

heparate records shall be maintained showing the cost of 

manufacture of each of slicu itens in Adnexure Il to this 
entered therein and avery such hooks of Accounts and the 

Schedule or in a forn as near thereto as practicable . If the 
proforma specified in Schedule II shall be completed not 

above compounds ure pwchased , separate records shall be 
later than 90 days from the end of the financial your of the 

inuintaned showing all receipts, issues and balancos both 
company to which they relate . 

in quantity and value of each such compound manufactured 
( 3 ) It shall be the duty of every person referred to in 

Or processed . 
sub- section ( 6 ) and sub - section (7 ) of Section 209 of the 

1.4 Consumable Stores, Small Tools, Machinery Spares, 
Companies Act, 1956 ( 1 of 1936 ) to take all reasonable 

Dies oto . - 1 . 4 . 1 Proper recorda shalį be maintained 10 
steps to secure compliance by the company with the provi 
sions of sub- rulc ( 1 ) and ( 2 ) of these rules in the can 

show the receipts, issues and balances both in quantities and 

cost of each item of consumable storas , sinall tools and 
manner as he is liablo to maintain Accounts required under 

machineiy sparcs and dies . The costs shoun shall include 
yub -section ( 1 ) of section 209 of the said Act. 

all duect charges upto the works. 
(4 ) Statistical and other records shall be maintained in 
accordance with the provisions of Schedules I and I which 

1. 4 . 2 . In the case of consuntable stores, amell tools and 
shall be such as to enable the company to exercise as far machinery spics the costs of which are insignificant, tic 
as possible, control over the various operations and costs company may , if it is desires , maintain such locoics for the 
with a view to achieve optimum economies in costs ond nmin groups of such items. 
provide the necessary data required by the cost auditor to 

1. 4 . 3 The costs of consumption of consumable stores, 
tuitably report on all the points referred to in the Cost 

Small tuols, machinery spues und dies shall be charged 10 
Audit (Report ) Rules , 1968 as amended from time to time. 

the nelevant cost centres on the basis of actual issues. Mate 
Such records shall be reconciled with the retuuns subnittet 

cials consumeil on capital works such as additions to buildings, 
to the Excise Department, und Director Gencial or Technical 

plant and machinery and other assets shall be shown under 
Development. 

olevant capital heads. 
4 . Penalty . If a company contravenes the provisions of 

1. 5 W & stages, 
in 

Spoilages , 
rule 3 , the company and every officer ihercof who is 

Pejections, Losses ctc . cl 

muterials . — 1. 5. 1 Proper records shall be maintained show 
default foçluding the persons referred to in sub -rulle ( 3 ) of 
rule 3 , shall, subject to the provision of section 209 of the 

ing the quiuntity and value of wastages , spo . lages, rejections 
Companies Act, 1956 ( 1 of 1956 ) , be punishable with 

and melling lospes of materials in inanufacture, consumable 
fine which may extend to five hundred rupees and, where 

stores, small tools and machinery spares and dies whether in 
contravention is a continuing one, with a further fine which 

tiangit, storage , manufacture or t any other stage. The re 
may oxtend to fifty rupees for cvery day after the fligt day 

a ons tor wastages, Spoilages, rejections and losses and 
during which such contravention continuou . 

method followed for the adjustment of the above lassen shall 

be indicated in the cost records. 
SCHEDULE -I 

1. 5.2 Proper records shall bo maintained showing the 
(Scc Rule 3 ) 

quantity of different kinds of sciap generated . 
1 . Materials : 

1.5.3. If any scrap is recyclod , proper records in regard to 
1 . 1 Direct Materials . - Proper records shall be niain 

quantity and reprocessing charges shall be maintained . 
talacd showing separately all receipts , issues and balanccs 1. 5 . 4 . Records for the lealisation derived from the disposal 
both in quantities and cost of aluminium , copper, lead , 

of scrup reje - ted and waste material and the value of re + 
load alloy, steel wirc, steel tapo , paper, hessian tape , PVC 

jected materials relised in piocess , shall bo maintained sopa 
rubberised XLPE compound or PVC icquired in the manu 

jately and the truthod adopted for adjusting the aforesaid 
facture of different types and sizes of electrical cables, coji 

recoveries in the cost of production shall be indicated in the 
ductors , wires and strips undior, oach category listed under 

cost records , 
rulo 2 . These record , for direct material shall contnin such 
details as to enable the company to determine the quantity , 

2 . Wages and Salaries. -- 2. 1 Proper records shall be main 
cost of receipts (including all clicct charges upto the works ) . tained to show tho attendance and carnings of all employoes 
issues and balances of materials separately for imported and 

jo each cost centre and the work on which they are cmployed . 
indigenous supplies . In case of imported materials details of 

The records shall also indicated separatcly for each cost 
F . O . B . price froight and insurance charges ( CIF value ) , 

centre : 
customs duty , port charges , Inland freight charges paid shall - (a ) Piece -rato Wagen cained ; 
bo recordod separately . The basis on which the said uwan 
tities and costs of issues and consumption have been calculat 

( b ) Incentive wages carned , either individually or collec 
ed shall be indicated in the cost records. 

tively y production bonus or under any other 

scheme based on output ; 
1. 2 Process Materials. - - Proper records shall be maintained 
to show the receipts, issues and balances , both in quantities 

(c ) Overtime wages cu ned ; 
and costs of each item of process materinls. The costs of 

( d ) Earnings of casual labour. 
such process materials shall include all direct charges lipto 
works. The issues and congumption shall be properly identi 2 .2 Idle time shall be separately recorded under classified 
fied with the departments , cost centres and products manu headings indicating the reasons therefor . The methods follow 
factured 

ed for accounting of idle time payments in determining the 
1. 3 Manufacture of Rods, Wires and Ingredients . - 1 . 3. 1. 

cost of the product shall be disclosed in the cost iecords, 
Aluniinium rods, copper rods and othor rods. - In caso of 
aluminium , copper and otber rods manufactured by 

2 . 3 Any wages and salarice allocable to capital works such 
the 

as additions to plant und machinery , buildings or other fixod 
company or got processed from outside agencie , from ingots, 
bary or scrap, separato records shall be maintained sbowing 

assets shall be accounted for under the relevant capital ficads. 
the cost of manufacture , outs de processing charges of each 

3 . Servio Department Expeitsch. - - 3 . 1 Detailed records 
type of rod in such detail ga mny enable the voir iany to shall bo maintained to indicate expenses incurred for each 
A11 up necessary particulars in proformae A and B of service denartment or Norvice cost centre including water 
Schedule 11 or in a form an near thereto as practicable. In supply , laboratory , wolfara , transport and testing. These er- - 
case where the companies are processing rods for outside renses shall be apportioned to other services and production 
parties, proper records shall be maintained showing the departments on equitable basis and applied consistently . 


- 
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3. 2 .1 Power. - - Proper records shall be maintained for the them . Such records shall be kept separately in respect of 
quantity and cost of power purchased. Where power is each party . The basis of charging such amounts including 
generated by the company itselt, udquato records shall bo one time payments, to the products shall be indicated in the 
maintained to show the cost of power generated . Necessary cost records. 
1ccords shall also be maintained to show the consucption 
in difteient cost centres in accordance with Annexure III 

7 . Other Overheads. — 7 . 1 Proper records shall be main 
to this Sutedule or in a form aş near thercio as piacticable , tained showing the various iteing of expenses comprising the 
The cost of power allocated to the cost centres and futher overheuds. These expenses shall be wnalysed , classified and 
to individual products shall be on a tisonable basis and ap grouped into works, administration and selling and distribu 
plied consistently . 

tion overheads. In case any expense included in the above 

categories of overbeads can be identified with a particular 
3.2 .2 Where power is generated and supplied by any oiher activity or product , such evpenses shall be segregated and 
unit of the company for the manufacture of the products charged 10 relevant activity or product at the first instance 
under reference , adequate records sball be maintained to and thereafter the iconining common expenses under the 
assess the quantity and cost of power 80 supplied . bo rate above categories of overheads shall be apportioned on le 
charged by that unit shall be on # Idasonable basis and ap asonable and collable busis and applied consistently. The 
plied consistently . The cost of power allocated to production method followed for allocation Oi absorption of the above 
of electrical cables, conductors , wires and strips shall be OD Categories of overheads to the departments , cost centres or 
a reasonable basis and applicd consistently , 

products shall be indicated in the cost records. 
4 . Workshop , Repairs and Maintenance . — 4. 1 Proper le 

7 .2 Where thc company is engaged in the manufacture of 
cords show .ng the expenditure incurred by the workshop and 

any other products in addition to illo products referred to 
in repairs and mafntenanco shops shall be maintained . The 

in rulc 2 , the records shall clcarly inçlicate the basis follow 
recoids shall also indicate the basis of charging these expenses ed for apportionment of the common Overheads including 
to diffcrent departments and cost centies. 

hcad oflice e penses of the conipany to the cables , conductors , 

wires and strips activities , other activities and capital works . 
4 . 2 Expenditure on mujor repair works from which benc 

The basis followed for apportionnent of overbeads shall be 
fit is likely to acc , ue for more than one financial year shall 

ieasonible equitable and consistent. Busis of apportionment 
be shown separately in the cost records indicating the method 

or absorption of overheads to the cost centres and products 
of its tientment in determining the cost of the various pro 

shwl he indiquted in the cost records, 
ducts manufactured dwing the elcvant period . 
4 . 3 Expenditure inculied on works of a capital nature 

8 . Conversion Cost - Proper records shall be maintained 
shall be, cupitalised. The cost of such jobs shall include the 

for splitting up of conversion cost ( the cost of manufacture 
expenditure on materials , labour angi due sharc of the 

less direct material cost ) into fixed and variable costs for 
overheads, 

Alling the relevant proformae of Schedule Il . 
4.4 The jobs carried out by any other workshop of other 9 . Interest, Proper records shall be maintained showing 
units or for other units of the company and vice - versa shall interest charges. The amount of interest shall be allocated 
be charged on a reasonable basis and applied consistently . 

to electrical cables , conductors , wires , strips and other acti 

vities on a reasonable and cquitable basis and followed con 
5. Depreciation . - 5 .1 Proper records shall be maintained 

sistently . The basis of such allocation 
showing the cost and other particulars of fixed assets 

hall he spelt out 
in 

clearly in the cost records. Baris for further apportionment 
respect of which dopreciation is to be provided . The& o re 

of the share of interest for cables, conductors , wires 
cords shall inter -alia , 

and 
indicate the cost of each item of 

trips of different types thercof, shall also be reasonable 
assuto including installation charges, if any, the date of it 

and equitable and the same shall be followed consistently . 
installation and ute of depreciation and location of each 
assct. In respect of those assets , the original cost of acquisi 

10. Expenses / Incentives on export. - 10 . 1 Proper records 
tion of which cannot be ascertained witliout any unreasopuble 

showing the expenses incurred on exroit of electrical cablos , 
expenditure or delay, the valuation shown in the books UD 

conductosa , wires and strips , if any, shall be senarately main 
the first day of the financial year beginning on or after the 

tained so that the cost of export sales can be determined 
conszencement of those rules shall be taken as the cost. 

correctly , The expenses incurred on export as well as any 
Such a valuation shall exclude revaluation of any asset that 

exroit incentive earned , shall be rellected in the cost of 
has been done prior to the aforesaid date . 

sales statements relating to export sales . Export incentives 
5.2 The basis on which depreciation is calculated and 

shall be treated as other income and reflected in the cost 
nllocated appoitioned to the various departnients and cost 

records as scch . 
centres and absorbed on the producte shall be clearly indicated 

11. Packing . – 11. 1 Propc records shall be maintated 
in the lecords. Depreciation chargeable to the different 

showing the quantity and cost of various packing materials 
departments and cost centies shall not be less than the 

such as wooden battens used for making drums and cher 
Amount of depreciution chargeable in accordance with the 

packing inatoijals used . If such packing nutorials are madu 
provisions of sub -section ( 2 ) of section 205 of Companies 

factured by the company , proper records showing the cost 
Act, 1956 ( 1 of 1956 ) and shall relate to plunt, inachinery 

of production of such items shall be maintained in Annexure 
and other fixed Assets utilised in such cost centres and 

IV or as near theieto as practicable so as to enable the 
departmcuts. In the case of assets or group of 1960ts on 

company to work out the cost of packing chargcable to each 
which depreciation is written off at the rate of 100 percent 

size / type of cablc, conductor, wilc or sirip foi cach category 
in the relevant year , otherwise than as provided for in the 

as listed under rule 2 . 
Incomc Tax Act, 1961 (43 of 1961 ) and the rules made 
thereunder , glich depreciation shall bo spread over the num 

11. 2 Where paching expenses are incurred in common , thic 
ber of years during which benefit is derived from such basis of apportionment of such expenses amongst different 
assets or group of assets . In case the annount of depreciation types and sizes of cables, conductors, wires and strips shall 
charged in the cost accounts in any financial year is higher be equitable and clearly indicated in the cost records and 
than the amount of depreciution chargeable under the afore - 

applied consistently, 
paid provisions of the Companies Aot, ( 1 of 1956 ) the 
amount so charged in excess shall be indicated clearly in the 

11. 3 Separate records of special expenses incuried on 
cost records. "The cumulative depreciation charge , in tho cxport packing in respect of diffciant types and sizes of 
cost records against any individual item of asset shall not, cables , conductors, wires and stilps, if any, shall be main 

method followed for determining the cost of work - in -progress 
however , excecal the original cost of the respective asset. 

for expoits. 
6 . Royaly, Tachnical Wow -hon Fee -- -Adequate recorde 
shall be no ntained showing the royaliy or other recurring , 12 . Work in progress and Fiinished Goods Stock - The 
or 11011- recurring payments made to collaborators of techno nietho followch fo Jele !mining the cost of tork - in - progress 
logy suppliers in Lerins of agreements entcied into with and finished goods stock shall he indicaled in the cost 1e 


- 


- - 
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cords so as lo reveal the cost elements that have been taken 

15 .2 A statement showing the total expenses incurred 
into account in such computation . The method adopted illld income itcaired by the company under direient beans 
shall be followd consistently . Records showing the value of account and the share applicable to clectrical cables, 
of work -in - progress and the quantites and value of lipistical conductors , Wiley On Slips shall be muntained in Prolora I 
goods shall be muuntained in plotoima F vſ Schedule II. 

vt Schedule II and icconciled with the nuancial accounts for 
13 . Research and Development Expenses ,-- 13 . 1 Propre l c 

the period . 
cords showing tho dulails of oxpenses, if any, incurral by 

16 . Adjustment of Cost Variançes - Where the company 
the company for the icscarch and development for clectrical muntand cost lecoids on my basis other than actuals such 
cables, conductors , wires or strips acconuing to the nature 18 standard costing , the records shall indicate the procedure 
of such research numely development of products , cxisting followed by the company in working out the cost of the pro 
and designs and develoun . ent of new plant facilities , market dụct under such system . The method followed for adjusting 
research for the existing and new products shall be maintained the cost yariances in determining the actual cost of the pro 
separately . 

duct shall be iuclicated clearly in the cost records . The cost 
13. 2 . The method of charging theso expenses to che cost 

variances shall be shown agiinst the relevant beads in the 

respective proformaç of Schedulc II. Tho reasons for vari 
of the products during any year shall be indicated in the 

ances in respect of materials shall inter -alia , be ſurnished 
cost records. Where the blility of such research extends 

scpaiately foi inajoi materials , Variance analysis shall be 
over more than one financial year such expenses shall be 

made every three months. The reasonly for the variances 
treated as deferred expenses and charged to the cost of pro 

shall be detailed in the cost records, 
ducts on some equitable basis and followed consistently . 

17 . Records of Physical verification shall be maintained 
14 . Cost Statements. - - 14 . 1 Separate cost stutements show 

in respect of all items held in stock such as raw materials , 
ing the cost of production and cost of sales of each size 

process materials , packing materials , consumable stores, 
and type of clectrical cables , conductors , wires or strips under 

machinery sparcs , chemiculs , fuels , finished goods and fixed 
euch category as listed under rule 2 shall be maintained iji 

assets . Reasons for shortages for surpulses rais , ng out of 
Proformae A to H of Schedule II. The cost statenint shall Such verlications and the metlion followed for adjusting 
also be maintained soparately in respect of cach size of elec the same in the cost of the produced shall be indicated in the 
trical cables , conductors , wires or strips corresponding to iecords. 
dillerent specifications . 

18. Inter- Company Transactions. In respect of supplies 
14 .2 IQ case it is not possible to coinpile such data for made or services rendered by a company to its holding cond 
all sizes and types of clcctrical cxibles, conductors, wires or 

pany or a subsidiary oi a company under the same manage 
strips for each category listed under rule 2 , the cost of rio ment 29 defined in section 370 ( 1B ) of the Companies Act , 
duction and cost of sales in pjofoinae A to H shall be 1956 ( 1 of 1956 ) or a company in which a director of the 
maintained in respect of litterent sizes and types of electrical 

company is also a director in such companies and vice - versa , 
cables , conductors , wirey or strips under cuch category as records shall be maintained showing contracts entered into 
listed under rule ? which are predominently producod . Th s or agrocments Or Linderstandings reuched in respect of : 
data on an over all basis shall cover not less than eighty 

( a ) the purchase and sale of law materials and process 
percent of totul value o production ( quantity multiplied by 

materials , components , rejected goods including 
average sale price ) of the electrical cables, conductors , wires 

scrap and fixed asets ; 
or strips produced under each category , provided that no item 
constituting not less than 5 percent of the pruduction value 

( b ) utilisation of plant fucilitios; 
is excluded for the purpose of maintaining proformue A to 

(c ) supply of utilities and 
H . The same data regarding the rest of categories of elec 
trical cables , conductors , wilos or strips produced shall be 

( d ) administrative, technical , managerial and any other 
given in total in the above said profonine for the purpose 

consultancy services . 
of icconciling total expersey as per proforma I. Thc com 
pany shall keep adequate records showing the cost of sales 

These records shall indicate the basis followed for arriv 
and sales realisation for each category in detail . 

ing at the ratcs charged between them so as to enablo the 

determination of the reasonableness of the rates charged or 
14 . 3 Export of cables shall be covered by separate cost 

paid for such services. 
statements under the relevant proforma and the same shall 
be excluded from the cost statement meant for sale in the 

19. Statistical Records. - 19. 1 Data regarding available 
internal market . Value of export incentives if any , shall machine hours / direct labout hours in different production 
be shown in the respective cost of sales statement. 

departments and actually utilised shall also be maintained 
14 .4 . The transfer of finished products wbich forms the 

and shortfall suitably analysed . Suitable records for com 
inputs for the manufacture of subsequent products shall 

putation of idle time of machince shall be maintained . 
be made at the cost of production of such finished products 

19 . 2 Adequate recordy shall be maintained to onablo tho 
15. Reconciliation of Cost and Financial Accounts .-- - 15 . 1 company to identify the capital employed , nct fixed assets 
Tho cost iecords shall be reconciled periodically , say quarterly , and working capital separately for each category of electrical 
, with the financial, books of accounts as well as for the finan cables, conductors , wirca or strips as listed under rulo 2 and 
ciəl yeur as a whole so as to ensure accuracy . Variations, other activities. Fresh investments on fixed assets that have 
if any, shall be clearly indicated and explained. The 10 not contributed to the production during the relevallt period, 
conciliation shall be done in such a manner that the profit shall be indicated in the records. The records shall in addi 
of the product under reference can be correctly adjudged and tion show assets added as replucoiruunt and that addd for 
reconciled with the overall profits of the company. 

increasing existing capacity . 


SCHEDULE I 
(S :e Rule -3 ) 


Annexure - I 


Name of the Company . . . . . . 
Name and Address of thc Factory . . . . , 
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Statement showing the cost of Aluminlum /Copper/Lead and any other major imported material purchased and consumed during 

tho year ended . . . 


S . No. 


Particulars 


Qty 


Total 


Cost Per Tonne 


Valile 


Rs 


Current 
Your 
Rs 


Previous 
Yol 
Rs 


- 


I . IMPORTFD 

1, CIF Value 
2 . Customs Duty 
3. Port Trust Charges 
4 , Railway/Lorry Freight 
5 . Other Charges 


6 . Total - (1 to 5 ) 


7. Add Opening Stock 
8 . Less Closing Stock 

9. Consuniption 
IT. INDIGENOUS 

1 . Basic Price 
2 . Excise Duty 
3 . Other Charges 
4 , Freight 


5 . Total 


. 


6 . Add Opening Stock 
7. Less Closing Stock 

8 . Consumption 
111. Total (I-- II) 
Note : Separata statement shall by prepared for Bar / Ingots properzi rods of eich metal 

SCHEDULE -I 
(See Rule 3) 

Annexure -- II 
Name of the Company . . . . . . . . . . .. . . . . . . . . . . 
Name and Address of the Factory . . .. . . .. . . . . . . 
Statcm nt showing tlie cost of production of PVC Compound , Rubber Comp vund , XLPE Conipound at Mixing Plant, for the 

ye rundd 
- - - - - - - - - 

Uut Curion Previous 
- - - - - - You 

Y : 

Tonn 
A . I. 1124talled Capacity 

2 . Production : 
3. % of Utilisation 

(2 49 percentage of 1 ) 


S . No. 


Particulars 


Unit 
Qty . 


Cost par Tonne 


Ritc 
por Wait 


Total 
V 12" 


- 


- 


Curont 
Year 
R 


Pievinus 
Yel 
RS. 


Rs . 


Rs . 


B , 


Ingredients Usti 
1 P . V . C . Rivin 

fel) 


( 11 ) 


(C ) 


?. Plasticiser 


( b ) 


(c ) 


- 


- 


- - 


- 


- 


- 


- - - - - 


- - - - - 


- 


- 


- 


- 


- 


- 


- -- 
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- 


- 


- 


- 


- 


3 . Fillors 


( d ) 


(b ) 


4 . Stabilizers 


(b ) 


Additives 

(1 ), (11 ) & (c ) 
6 . Others (Specify the lloms usod ) 

- - - - 
7 . Total material cost 


- - - - 


- - 


- - 


- - 


- - - - - - 


- 


- 


- 


8 . Direct wiges 
9 . Direct salaries 
10 . Consumable Stoias 
11. Repris & Maintenance 
12. Power 
13. Works Ovqihcad 
14 . Depreciation 
15 . Admn, Overhead 
16 . Total (8 to 15) 

(a ) Variable 

(b ) Fixed 
17 . Total Cost 
18 . Les3 scrap iecovery, if any 
19 . Adjustment for Opening & Closing Work -in - progress 


ܝܝܝ. 


ܝܝܝ 


C . 


20 . Total cost of compound manufactuled 
- - - 

- - - - 
1. PVC /Rubber compound /XLPE compound p ırchi« cd , if any 

(Sp . cify the type applicable ) 
1 . Total B (20 ) + C 
2 , Adjustment for opening / closing stock 


D . 
• 


3 . Total PVC /Rubber compounil/XLPE compound consumed , 


- - 


- - - 


- 


- 


- 


- 


- - - 


- - - - 


Notes : 1 . Separate cost records should be maintained for each type of PVC /Rubber compound /XLPE compound and any other 

compound produced based on recipe used . 
2. Delete itemsnot applicable . 
3. Bonus to cmployees other than incontive bonus, gratuity paid , provision for statutory gratuity and interest shall be shown 

in Proforma G only . 
4 . Overall capacity utilisation bo computed by laking into account not only the weight of individual compounds produced but 

also appropriate weightago factor for each comp und based on process time or other factors, 


SCHEDULE – I 
(Sec Rule - -3) 


Annexure - III 


Name of the Company . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
Name and Address of the Factory . . . . . .. 

Stateinent showing th - 4751 of powe: generated pil chase 1 and consumed during the year anded . . . 

- - -- - - - - - - - - - 
Installed (genalaliun ) 

capicity 


Current Your Prev. Yer 


- - - 


- - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- - 


- - - - - - 


No, of units gcneraled 
No. of units purchased 
Consumption in Power House Melucling other losses 
Net units consumed 


KWH 
KWI 
KW , 


- - - - 


- - 


- 


- 


- - 


[1.7711- - * 3 ( 1) ] 


# 17771 VYT TATA 21, 1981/ 19° 30 , 1906 


1799 


- 


Y 


S . 
No.. 


Particulars 


Qty. 
consumed 


Total 
Amount 


Cost per KWH 


Rata 
per 
unit 


- -- - 


Current 


Previous 
Year 


Yoar 


Rs. 


RX 


Rs. 


Rs. 


Rs. 


Rs. 


A . 


1. (a ) Fuel (Oil) 

(b ) Other material if any, ( to be specified ) 
2. Consumable Stores 
3 . Other direct chargas , 

(such as Electricity duty etc .) 
4 . Salaries & Wagos 
5 . Repairs & Maintenance 
6 . Ovorheads 
7 . Doprcciation 
8 . Other (if any ) 


Total 


B . Power purchased 


Total ( A + B ) . . . . . . . . . . . . . . . . . 


Less Recovorios, if any 


Total 


HV 


Cost por unit 
(Purchased & Generated ) 


Consumed in 


Current Year 


Previous year 


Unit 
KWH 


Amount 

Rs. 


Unit 
KWH 


Amount 
Rs. 


Specify the departments 


Notes : 1. Cost per uait gcderated shall be worked out with reforence to the net units of powor vailable for use after doducting congump 

tion in the power houso / own generation and other losses . 
2 . Where meters are not installed , consumption of power sball ho assossed on a rozginable basis and appliod consistently . 
3 . Bonus to employees other than incentivo bonus, gratuity paid , provisions for gtatutory gratuity and introst charges on 
borrowings including debentures shall be shown in Proforma G only . 

SCHEDULF - I 
( Sec Rule 3) 

Annexure - IV 
Name of the Company . . . . . 
Namo and Address of the Factory . . . . 

Statement showing the cost of wooden druns manufactured for the year ended . . . . . . . . . . . . 
Size of Drum 
No. of Drums produced . 


- - - - 


- 


- - 


- 


- 


- 


- - 


- 


S . 


Particulars 


Unit 


Qty. 


Rate 


Total 
Value 


Cost per drum 


No, 


Current 

Year 
Rs. 


Previous 

YAT 
Rs. 


- - 


- 


- -- - 


-- -- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - - 


Rs. 


Rs. 


A . 1 . Wood 

2 . Steel Fittings 
443 GI/ 844 


- - - 
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LAVALL RILAN 


L 


3. Others 


: 


4 . TotalMaterial Cogt 


5 . Direct wages 
6 . Direct salaries 
7. Consumablo Storos 
8 . Power Fuel 
9 . Deprocletion 
10 . Othors ( To be specifiod ) 
11 . Works Overheads 
12. Admn, Overheads 
13. Total ( 5 to 12 ) 


(a ) Variable 
(b ) Fixed 


14 . Total Cost 


B . 


Distribution 
Type of Cable / Conductor Wiro /Strips 


Quantity 


Value 


Total 


Notos : 1 . Separato cost sheet be prepared for cach size of druins manufactured . 

2 . Bonus to employees other than incentive bonus, gratuity paid , provision for statutory gratuity and interest charges on bo 

rrowings including debentures shall be shown in Proforma G only , 


SCHEDULE - IT 
(Sce Rule 3 ) 


PROFORMA - A 


Name of the Company . . . . . . . . . . . . . . . . . 
Name and Address of tho Factory . . . . . . 


Statement showling rolling / conversion cost of Alumitium / Copper for the year ended . . . . 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 
Particulars 

Unit 

Current Year 


- 


- - - - 


S . 
No. 


- -- 

Previous Year 


- 


- 


- 


- 


Copper 
- 


Aluminium Others Copper Aluminium Others . 

- - - -- - - - - - - - - - - - - - - - - - -- - - - - - 


- 


- - 


- - - - 


- 


- 


- - - - 


- 


- - - 


- - - 


- 


Tonnes 
Tonnos 
Tonnes 


1. CAPACITY 

1 . Licensed 
2 . Installed Capacity 
3 . Actual Production 

4 . % of utilisation 
I TOTAL INPUT OF METALS 
1 Owu account 

(a ) Ingot 
(b ) Bars 
( c ) Scrap charged 
Party account 
(a ) Ingot 
(bl Bars 
(c ) Scrap chargo 


Tonnes 


TTH 411 TITTA 


, 1906 


1801 


LETIH 21, 1984/ 191€ 30 , 1906 
- - - - 


- 


= - 


- - = AI 
- - 


- 


- - - - 


- 


- 


- - 


- 


TFT II - 06 3 (1 ) ] 
= - -= - = - = - = 

- - - = 

- = 

? 
- - 

3 . Total 
4 . Less Scap recovered 
5 . Melting loss 
6 Output 
7 Recovery (6 as ageuf 3 ) 


Rc 


Rs . 


Rs. 


Rs . 


Rs 


Rs. 


III. Rolling cost 

1 . Direct Wages 
.. . Direct Salaries 
3 Consumable stoich , sinal tools etc . 
4 Repair & Maintenance 
5 . Power 
6 . Works Overheads 
7 . Deprcciation 
8 . Adininistrativo Ovoiheads 
9. Totul Cost 


IV . COST PER TONNE 

Variable 
2 . Fixed 
} Total 


V 


Rs. 


Distribution 
1 . Rolled for captive consumption 
( a ) Qty . 

Tonne 
(b ) Rolling Cost RS 
Rolled for outside Parties 
( a ) Qty . 

Tonne 
(b ) Rolling Cust 
(c ) Charges recovered 

Rs . 
Notes: - 1. In case irstalled capacity is common for all metals , proper weightage should be given for different metals rolled 

requiling different rolling time. 
2 . Bonus to employees other than in entlyc binus, gratuity paid , provision for statutory gratuity and intorest chargt 

shall be shown in proforma G only . 
3. Separate statement is to be prepared for cach type of metal 

-- - - -- - --- - - - 


SCHEDULE - II 


(Soc Rule 3 ) 


PROFORMA B 

. . . 


. . 


Nainc of the Company . . . . . . . . . 
Name ard address of tho Factory . . . 


. . . . . . . . . . . 
. . . . . . . . . . . 


. 
. . . 


. . . . . . . . 

. . . . . . . 


. 


. 


Statement showing the cost of Aluminium /Copper rods manufactured /purchased during the year onda 


. 


S .No . 


Particulars 


Unit 


Qty . 


Rate 
par unit 


Total 
Value 


Cost per tone 
Current Previous 
Year 

your 


A . ROD COST (OWN ) 
1 . Material charged 

(a ) Ingots 
(b ) Bars 
(c ) Scrap charged 
( d ) Less credit for scrup 
(e) Net Material Cost 
Rod Conscuinn Cost 
(as per Proforma A ) 
Total Rod Cost (1 +- 2 ) 


- 


- - 


- 


- 


- - 


- - 


- 


- - - - 
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- -- 


- - - 


- 


- -- 


- 


- - 


-- - - - - - 


- 


- - - -- - - 


- 


- 


- 


B . 


- - - - - - - - - 
ROD PROCESSED BY OUTSIDE PARTIES 
1. Ingots /Bars supplied 
2 . Less Scrap Loss 
3 . Net Rod Processed 
4 . Processing Charges 
5 . Loading /Unloading 
6 . Freight/Cartago 
7 . Others (specify ) 

8 . Total- B 
C . RODS PURCHASED 
D .1. Total Cost of Rods procosscd /purchased duiing the year 

Total ( A + B + C ) 
2 . Stock adjustinent for difference between 

oponing & closing stock . 


e . 


F . 


Total Rods consumed 
Distribution : 
Type of cables/conductors/wire /strips 


Quratity 


Value 


cid 


4 . etc . 


- - - - - 


- 


- 


- - 


- 


- - 


- 


- 


- 


- - 


- - - 


- 


- 


- 


- - 


- 


- 


Total as per E 


- - - - - 


- 


- 


- 


- 


- 


- 


Notes . 1. Delete itenis not applicable . 

2 . Bonus to employees other than incentive bunus. gratuity paid , provision for statutory gratuity and interest charges 

shall be shown in Proforma G only . 
is Separate statement is to bo prcparca for each type ofmetal. 


- 


- 


- 


- - 


- - 


- 


- - - - 


SCHEDULE I 
(Scc Rule 3 ) 


PROFORMA C 


Name of the Company . . . . 
Naine and Addross of the Factory .. .. 
Statement showing Cost- Contreiviso Conversion Cost for the year onded . . . . . . . 


. . . . . . . . . . . . . . 


re 


Wire Stran - 
Drawing ding 


Total 


No. 


Insula - Inner PVC ) 
tion sheath - Paper 
ing Tape 

Lay - 
ing 


Drying Load 
& Inp - Sheath - 
regna- ing 
tion 


Bedding Armou - Outer 

& ring Shoathing 
Taping 


Testing Others 

(to be 

speci 


fied ) 


- 


- 


. 


- - 


L 


- - 


- 


- 


- 


CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY 


- 


- 


- 


- 


- 


- 


- 


- - - 


- - 


- - 


- - - 


- 


A . 1 . No , of 

machines 
2 , No . of 

shifts 

worked 
3 . Total 

machine 
hours 

available . 
4 . Meachine 

hours 
worked 


[ ATT II- - 208 3 (1)] 
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18 ) 3 


- - 


- 


- 


- 


R 


S . Particulars 


No. 


Armou - Outer Test: 
ring S heath - ing 


Wire Stran - Insula . [nnet PVC / 
Drawing dingtion sheath - Paper 

ing Tape 

Lay - 
ing 


Drying Lead Bedd - 
& Inip - Sheath - ing & 
regna - ing Taping 
tion 


Others Total 
(to bo 
(speci 
fied ) 


ing 


- - - - 


- 


- - - 


CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY CY PY 


- 


- 


- 


- - - 


- - - - 


- 


- - - - - 


- 


- 


- - 


B . Expensos (Rs.) 

1. Direct 

Wages & 

Salaries : 
2 . Utilities : 

( a ) Water 
(b ) Power 
(c ) Others 
(to be 

specificd ) 
3. Othor direct 

expenses 
( to be 

specified ) 
4 . Consumablc 

stores 
5 . Repair & 

Mainton 

ance 
6 . Depreciation 
7. Works 

Overheads 
8 . Adinn , 

Overhoads 
9. Resoarch & 

Develop 

mont 
10 . Adjustment 

for cost 
Variancos 


PELUPULUN 


11 . Total cost 


12. (a ) Variable 

Cost 
(b ) Fixed 

Cost 
(c ) Total 

Reco 
very 

Unit 
( d ) Unit 

Recovery 

Rato 
1 . Variable 
2. Fixed 

cost 


3 . Total unit 


cost 


Notes:- - 1. 


Cost Contres mioritioned above ato illustrative Olly. 
Item No. B -10 applicable to conipanies maintaining cost records on standard costing . 
Bonus to employees other than incentive bonus , gratuity paid , provision for statutory gratuity and interest char 
ges shall be shown in Proforma G only , 
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4 . Detailed break up of Fixed Cost and Variable Cost shall be maintained cost centrewise . 
I CY - Curront Year 

PY – Previous year 
6 . The unit for recovery should be based on appropriate basis for each cost Centre taking into account weightage factor 

of process tinc involved for each size/ type of cable /conductor /wire/ strip of each category as listed in Rule 2 , produced . 


SCHEDULE -II 
(See Rule 3 ) 

PROFORMA-) 
Name of the Company . .. .. .. .. . . .. .. . 
Name & Adulress of the Factory . . . . . . . . . 
Statementshowing allocation of Conversion cost to various finished products forthe yedrerded . . . . . . . . . . . 


Total 


& Finished products by 
No, different types sizes 

specification etc 


Wire Stran - 
Drawing ding 


Inner PVCI 
Sheath Paper 

Tapo 
lying 


Drying Lead Bedding Armour- Outer Testing Other s 
& Sheath - & ing sheath 
Impreg - ing Taping 

ing 
nation 


ing 


A B A B A BA B A BABABA BABA B A B Rs. 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


15 


16 


17 18 


19 20 


21 22 23 24 


25 


7 etc . 


Total 


Notes : ( 1) A = Rccovery Units 

B - Conversion Cost in Rupces 
(3 ) Please give detailed spcciications and other relevant details , c .& 

( 1 ) Voltage 
( 2 ) Current rating 
(3 ) Amphere 
( 4 ) Phase 
( 5 ) Size 
( 6 ) Core 
( 7 ) Cross Section Arca 
(8 ) No. and Nominal dia of wires 
(9 ) Thickness of 117sulation between conductors 
( 10 ) Thickness of conductros and Sheath 
(11 ) Overall diameter 
(12) Weight of Aluminium /Copper Kg./Km . 
( 13 ) Ovorall weight Kg./Km . 


SCHEDULE - II 
( See Rule 3 ) 


PROFORMA E 


Name of the Company . . . . . . . 
Name and Address of the factory . . . . . . . 

Statement showing cost ofcables conductor /wire / strip , manufactured during the year cnded . . . . . . . . . 
1 Type of cable conductor 

wire /strip 
(1) Voltage . .. .. 

(2) Current rating 
(3) Amphere .. .. . . 

. ( 4 ) Phase . . . . . . . . . . . . . . . . . 
(5 ) Size , 

(6 ) Core 

. . . . . . 
(7) Cross Sectional 

. . . (8 ) No. and Nominal . . . . . . . . . . .. 
Area of Conductor 

di 3 of wires 


. . . . 


A 


II -- 


W 


3 ( ) } 
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(9 ) Thickness ofiſulation between conductors 

(10 ) Thickness of insulation botwcen conductors and Sheath 
(11) Overail diameter . .. . . . . .. . .. . . . .. (12) Weight of Aluminium /Copper Kg./Km . 
(13) Overall weight 

kg./km . 


III 


Production 


Current year 


Previous year 


S . No . 


Particular 


Unit 


Qty . 


Total Value Cost per Unit 


Rate per 
unit 

Rs. 


Rs. 


C . Yr. 
Rs. 


P . Year 

Rs. 


III 


A . Direct Material Cost 
1. Aluminium Rod /Copper Rod (as por pro 

forma B ) 
2 . PVC Insulation compound 
3 . Paper Tape 
4 . Jute /Cotton Tasc 
5 . Lead /Lcad Alloy 
6 . Steel Wires/tapes 
7. Rubber Compound 
8 . Impregnation Compound 

9 . XLPE Compound 
10 . Others (Specify ) 
11 . Total Material Cost . 
12 . Less Credit for scrap /rejection 
13 . Net Material cost 
14 . Primary packing material 
15 . TotalMateral Cost. 


III 


B . Conversion Cost 


Qty 


Amount 


“ C. Y. 


Cost per unit 

P . Y . 


1. Wire Drawing 

( a ) Variable 

(b ) Fixed 
2 . Strarding 

( a ) Variablo 

(b ) Fixed 
3 . Core Insulation 

(a ) Vajjable 

(b ) Fixed 
4 . Insulation : 

( a ) Variable 

( b ) Fixed 
5 . PVC /Paper Tape Laying 

(a ) Variable 

(b ) Fixed 
6 . Drying & Impregnation : 

( a ) Variable 

(b ) Fixed 
7. Lead Sheathing : 

( a ) Variable 

(b ) Fixed 
8. Bedding & Tapping 

( a ) Variable 

(b ) Fixed 
9 . Armouring 

( a ) Variable 

(b ) Fixed 
10 . Testing : 

( u ) Variable 
(b ) Fixed 
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III 


B Conversion Cost 


: 


Qty. 


Amount 


Cost per unit 
_ CY. PY. 


. 


11. Packing : 

(a ) Variable 

( b ) Fixed 
12 . Others 
13. Total Conversion Cost: 

(a ) Variable 
(b ) Fixcd 


nm 


TI- C 


1 . Total (A + B ) 


2. Adjustment for difference in opening and closing work in progress . 
3. Adjustment for cost Varlances . 
4 . Total cost of product cn . 


Notrs . 1 . Separate Cost Statements shall be maintained in respect of each size and type of Electrical Cable/ Conductors/Wires 

Strips of each category aslisted in Rule 2 , 
Bonus to employeas other than incentive bonus, provision for statutory gratuity and interest charges shall be shown 

in Proforma G only . 
3. Delote itemsnot applicable . 
4 , Cy - - Current Year 

PY - -Previous year 
The cost of direct material shall be based on actual consumption for cach size and type of cables/conductors/wire / 
strips etc , of oach category as listed in Rule 2 . However in case it is impracticable to maintain such record , 
consumption can be based on technical estimates provided an overall reconciliation of each type of material used 

itemwiseis alsu maintained . 
6 . Cost Sheets shall be maintained in respect of each size and type of clectrical cables conductors wires/ strips of 

cach category as listed in Rule 2 in order to cover not less than 80 % of the electrical cables/conductors /wires /strips 
produced in quantity or value . For this purpose the company can maintain a basic cost sheot for a represonta . 
tive sizo in cach pioduct group and indicate th . diff .rential cut by el on 7ts, 13 n ly dtryct matial cost ( for 
maiur items of material separately ) , conversion cost etc . in respect of other sizes included in the group . 
provided the differential cost is not at variance by more than 5 % as comparod to the representative size . 
Corresponding iverage sale realization for wach type size of clect ical cables/ conductors /wires /strips shall be 
indi : ated in Proform ? G . 

PROFORMA F 
SCHEDULE II 

(See Rule 3) 
Name of the Company . . . . . . . . . .. . . 
Name & Address of the Factory . . . 
I Statement showing the value of work - in -progress at the end of the year . . . . . . . . 
Particulars : 
1 Oponing work in progress at the beginning of the year 

This year Previous Year 

Rs. 
2 Add exponsos relating to production of Electric Cables/Conductors /Wires/Strips (including 
items covered by Proforma A to E of Schedule II) 

Total 
3 Less cost of production ofcablos/conductors/ wires/strips 

4 Closing work - in - progress at the end of the year 
II Statoment showing the finished stock of cables/conductors/ wires /strips 


RS. 


Type of production 


Oponing stock 


Production dur - Sold during 
ing the yoаr the year 


Physical stock 
adjustment if 


Closing Stock 
as on 


As on 


Output lost 
includod in Cols 
8 and 9 


ару 


Qty . 

2 


Cost 

3 


Qty. 

4 


Cost 

5 


Qty . 

6 


Cost 

7 


Qty . 
8 


CostQty. 
9 10 


Cost 
11 


Qty . 
12 


Coogt 
13 


- - - 


- 


- 


- 


- 


[179 II - 443(i )] 
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Notos : 


1 Soparate details both lo quantity and value shall be maintained for opening work - in -p ogross and closing work -in -progress 

for each type of olectrical cablos , conductors, wires & strips . 
2 Complete details in regard to type of cable /conductor/wiros/ strips viz . Amphore, phaso , Cross soctional Area of conductor 

No and nominal dia of wires, thicknoss of insulation between conductor and shoath , overall diameters, weight of aluminium / 
copper Kg./ KMand overall weight, and other relevant dotails shall be furnished . If codes are usod , decoding list bo attach 

od giving all the above particulars. 
3 Roasons for output lost to bo specified . 


PROFORMA G 


SCHEDULE II 

(Sco Rule 3) 
Name and Address of the Company . . . . . . . . . 
Statement showing Cost of Salos & Sales roalisation for the yoаr endod . . . . . . . . . ... . . . . . . . . 


ȘI. Typos of Cablos /Conductors /Wires / Sold during the year 
No . Strips 


Selling & 
distribution cost 


Sncondary Total 
Packing (4 + 5 + 6 + 


Interest 


7) 


Qty 


Value 


Direct 


Other 


(as por proforma F ) 


1 


Total : 


Bonus 


Salas roalisa - 
tion 


Unit Cost 


Total cost 
of salas 
( 8 toll ) 


Margin 
(13 - 12 ) 


Margin carnod por unit 


Other itoms 
not considor - 
cd in cost 
Not of 
income 


C . Y . 


P . Y . 


C . Y . 


P. Y . 


10 


11 


12 


13 


14 


15 


16 


17 


18 


Notes :- 1 Complete details in regard to type of cablo/conductorg/wires/strips, viz size , coros, voltage and other relevant details shall 

be furnished 
2 Separato cost statement (with guitablo modification ) shall be maintaiood in respect of cach size and type of Electrical cables / 

conductors /wires /strips of each category as listod in Rule 2 , oxported. Exponses incurred on export and incentivos ourned 

thergon shall be shown in the relevant Cost Statements . 
3 Adjustment for variances in selling & distribution and other expensos included in this proforma shall be made and such 

adjustments showo separately in respect of companios cost records on standard costing 
4 Rofer foot note 6 in Proforma D 


SCHEDULE II 

(See Rulo 3 ) 


PROFORMA H 


Name of the Company . . . . . . . 
Nome & Address of the Factory . . . . 
443 GI/84 — 5 
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Statomontshowing the summary of Cost of Production , Cost of Salos, Salos Roalisation and Margio obtained por udit ( CKM /KM / 
Tonnos) Eloctrical Cablos/ Conduotor /wire /strip for tho your ondod . . . . . . 

. . . . . . . . . . R3 por unit. 


Type of cable /wire/strip 


I 


II 


III 


IV 


(Spocify the unit ) 


1 . Matorlals 

(a ) Aluminium 
(b ) Copper 
(c) Others 

(d ) Total 
2 . Less crodit for scrap /rejection 
3. Conversion Cost 

(@ ) Variablo 
(b ) Fixed 

(c ) Total 
4 . Adjustment for opening & closing W . I. P . 
5 . Adjustment for cost variance 
6 . Total Cost of Production 
7 . Adjustment for oponing /closing stock 
8 . Selling & Distribution 
9 . Secondary packing 
10 . Cost of Salo : 
11. Other Expenses 

(Net of Misc . income) 
12 . Total Costcy 


ру 


13 . Average Salos Realisation 


CY 


ру 
cy 


14 . Margin 


15. Contribution per unit of key material 


су 


ру 


Note : ( 1) cy — current year 

py - previous year 


SCHEDULE II , 
(Seo Rule 3 ) 


PROFORMA I 


Name and Address of the Company . . . 

Statement showing the allocation of total expensos incurred and incomes 12.ceived by the company betwo Electrical Cables , con 
ductors , wires & strips and other activities during the yoår ended . . . . . 


Sl. 


Particulars 


Total actual 
expellses /incom : 


No. 


Share applicablo Other activi 
Cables/conduc- ties 
tors /wire /strips 


1 Raw material consumod 
2 Insulation material ( PVC compound /Rubber compJuud / tapa etc.) 

(to be specificd ) 
3 Packing material Totalmatorial 
4 Direct Salaries & Wages 
5 Utilities 

(a ) Power 
(b ) Water 

(c) Others 
6 Stores & Spares 
7 Ropairs & Maintonance 


[ भाग II - - 


3 (i ) ] 
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- 


- 


- 


- -- 


Sl. 
No. 


Particulars 


Total actual 
expenses /income 


Share applicable Other activi 
to Cables/ con tics . 
ductors / wires . 


- - - 


- 


- - - 


8 Other allocated expenses 

Total ( 1 to 8 ) 
9 Overheads : 

( a ) Admn. Overheads 
(b ) Works 

(c ) Head Office 
10 Depreciation 

Total Cost : -- 
11 Adjustment for difference between opaning & closing balance of work -in 

progress 
12 Credit for recoveries 
13 Parking cost 
14 Stock adjustment for difference between opening & closing stock 

Total : 
15 Şelling & Distribution oxponses 


Total : 


16 Annual Bonus to employees other than their incentiva Bonus. 
17 Interest Charges 
18 Provision for statutory gratuity 
19 Other expansos not included in cost 

(Items to be specified ) 
20 Other incomes not considered in cost 

(Items to be specified ) 
21 Total oxcluding excise duty 
22. Deduct export benefits , if any . 
23 Net 
24 Not Salas realisation 

(oxcluding excise duty ) 
25 M & rgin 


Note : All items of income and expenditure in this proforma shall by reconciled with th , financial accounts of the relevant 
period . 

INo . 52 /23 / 76- CAB] 
S . M . DUGAR, Jt. Secy. 


गृह मंत्रालय 


नई दिल्ली, 6 जुलाई, 1984 


सा०का०मि . 768 - - राष्ट्रपति, संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए, समूह " ग " पद [ समम्बय निवे 
शामय ( पुलिस बेतार )] भर्ती नियम , 1962 का और संशोधन करने के लिए निम्नलिखित नियम बनाते हैं ; अर्थात : -- 

( 1 ) इन नियमों का संक्षिप्त माम समूह "ग " पद [ समन्वय निदेशालय ( पुलिस बेतार )] भर्ती ( संशोधन ) नियम , 1984 है । 

( 2) ये रामपन्न में प्रकाशन की तारीख को प्रवस्त होंगे । 

2. समूह " ग " पद समन्वय निदेशालय ( पुलिस बेतार ) भर्ती नियम , 1962 की अनुसूची में श्रम स० 35 और उससे सम्बन्धित प्रविष्टियों के पावा । 
निम्नलिखित मन्तःस्थापित किया जाएगा अर्थात् --- 


1810 


THE GAZETTE OF INDIA : JULY 21, 1984 /ASADHA 30 , 1906 


[ PART II - SEC. 36)] 


- 


- 


पद का नाम 


वर्गीकरण 


तनमाम 


पद का 
संध्मा 


चयन पद अथवा मेगा में गोरे गए वर्षों का सीधे भर्ती किए जाने वाले 
अचयन पद फाया केन्द्रीय सिविल व्यक्तियों के लिए प्रायु सीमा 

सेवा (पेंशन ) नियम , 1972 
के नियम 30 के अधीन 
अनुशेय है या नही 
- - - - - - - - - 

7 


मषयम 


लागू नहीं होता 


36 मक्शानवीस 
( ज्येष्ठ ) 


लागू नही होता 


425- 15- 500-4 
रो - 560- 20- 700 
रुपए 


1 * साधारण केन्द्रीय सेवा 
* कार्य- समूह " ग " अननुसधि- 
भार के बीय अराजपत्रित 
प्राधार 
पर 
परि 


वर्तन 


किया 


जा 


सकता है । 


- 


परिवीमा की अवधि , यदि कोई हो । 


सौघे भर्ती किए जाने वाले व्यक्तियो के लिए शैक्षिक 
पौर प्रस्य महताएं 


सोधे भर्ती किए जाने वामे व्यक्तियो के लिए 
विहित प्रायु और शैक्षिक अहसाए प्रोन्नत व्यक्तियों 
को दशा में लागू होगी या नही 


- . .. 


10 


लागू नहीं होता 


लागू नहीं होता 


2वर्ष 


भर्ती की पति/भर्ती सीधे होगी या प्रोन्नति / प्रतिनियुक्ति / स्थानान्तरण द्वारा भर्ती यवि विभागीय प्रोन्नति समिनि हो तो उसकी संरपना भर्ती करने में किन परिस्थितियों में 
प्रोग्नति द्वारा या प्रतिनियुक्ति की दशा मे वे श्रेणियां जिनमे प्रोन्नति / 

संघ लोक सेवा पायोग से परामर्श 
स्थानान्सरण द्वारा भरी जाने वाली प्रतिनियुक्ति / स्थानान्तरण किया जाएगा । 

किया जाएगा 
रिक्तियो की प्रतिशसता 


- 


- 


- 


- 


11 


12 


13 


14 


. 


....... 


-- -- - - 


- 


लागू नहीं होता 


प्रोन्नति बारा जिसके न हो सकने प्रोन्नति - - 

पर प्रतिनियुक्ति पर स्थानान्तरण ऐसा नक्शानवीस जिसने उस श्रेणी मे 
द्वारा 

5 वर्ष नियमित सेना की है । 


1 उप निदेशक - - अध्यक्ष 
2. महायक निवेशक - - सवस्य 
3 इस निवेमालय से बाहर का उप 
निदेशक की पक्सि का कोई तकनीकी 
अधिकारी 


प्रतिनियुक्ति 
ऐसे व्यक्तियो में मे जो केन्द्रीय सरकार 

के अन्य कार्यालयो मे नक्शामवीस के 
सण/ समतुल्य पद धारण किए हुए 
हों या 330- 560 रु० के या सम 
तुल्य वेतन में ऐसे नक्शानवीम जिन्होंने 
उस श्रेणी मे 5 वर्ष सेवा की है 
( प्रतिनियुक्ति की अवधि माधारणतया 
३ वर्ष से अधिक नहीं होगी ) 


[ स० ए- 11016/ 2/ 81-प्रशा० सी सी पी डब्ल्यू / कार्मिक - 1] 

__ एम० एस० शर्मा, प्रवर सपिव 


(ATT II - 


* 3 (1) ] 


ATTFT T 


Tarf 21 , 1984/HTUTE 30, 1906 
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MINISTRY OF HOME AFFAIRS 


New Delhi, the 6th July , 1984 


GSR 76 % - In cxercise of the powers conferred by the p oviso to article 309 of the constitution the President hereby makos 
the following rules further to amend the group C post [Directorate of Coordination (Police Wireless)]Recruitment Rules, 1962, namely : 

1 (1) There rulesmay be called the Group C posts (Directorate of Coordination ( Police Wirelec)] Recruitment (Amendment 
Rules, 1984 

(2 ) They shall come into force on the date of their publication in the Official Gazette 

2 . In the Schedule to the Group C posts [Directorate of Coordination ( Pulice Wireless)] Recruitment Rules 1962 , after 
serial No 35 and tho citries relating thereto , the following shall be inserted nemely : - 


Name of post 


No of Classifica - 
Posts tion 


Scale of pay Whether 

selection 
post or 
non - selec 
tion post 


Ed lational and orthe 
qualification required for 
direct recits 


Whether benefit Age limit for 
of added years of direct rectt 
service admissible 
unter rulo 30 
of the CCS 
(Pension ) Rules 
1972 


34 


1* 


Not Appucablc 


Not applicable 


Not applicable 


36 Draftsman 

(Senior) 


Rs 425- 15 - Non. 
500 - EB - 15 - selection 
560 - 20 - 700 


General 
Central 
Service 
Group C 
Non -minis 
terial Non 
Gazetted 


* Subject to 
variation 
dependent on 
work load 


If DPC exists what is 
its composition 


Whether age and Period of 
educational quali- probation 
fications prescrib - If any 
ed for direct rcctts 
will apply in the 
case of promotees 


Mothod of rectt whether In casc oi rectt by promo 
by direct rectt or by pro - tion /deputation /transfer 
motion /transfer and per - Blade from which promo 
contage of the vacancies tion / deputation /transfer to be 
to be filled by various made 
methods 


Cici mstances 
in which UP 
SC is to be 
consulted in 
making rectt 


10 


11 


12 


13 


14 


Not Applicable 


2 years 


Promotion failing which 
by transfer on dcpu 
tation1 


Promotion 
Draftsman with 5 years 

regular service in the grade 
Deputation 
From amongst persons ho do 

ing analogous/equvalent 
posts of Draftsman in 
other Central Govt Offices 
or Draftsman in the scale 
of Rs 330 - 560 ) - or equiva 
lent wito fvo years service 
in the grade (period of de 
putation ordinarily not 
exceeding three years ) 


Promot101 

Not applicable 
1 Dy Director 

Chairman 
2 Agstt Director 

Momber 
3 A technical officer of 

the rank of Dy 
Director from outside 
this Directorate 


[No A - 11016/2 /81- Adman /DCP W /Pers ]] 

NS SHARMA, Undei Secy 
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- - 


- 


- 


- - - 


( ख ) नियम 4 मे “ चानोश रुपए प्रतिमास शम्मों के स्थान पर 
" साठ गाए प्रतिमास " भव्य रखे जाएंगे । 

[ सं० 11058/ 1/ 84-प्र० मा० से. II ] 

थीगत : अलका काला , उप सचिव 
टिप्पण .-- - मूल नियम राजपन नं . 158 तारीख 14-9- 54 भाग 1 , 
खण्ड ( 1 ) ( असाधारण ) में प्रकाशित किए गए और तत्पश्चात् निम्नलिखित 
अधिसूचनाओं द्वारा सशोधिप्त किए गए : -- 


क्रम स० 


सा०का०नि० 


मारोप 


2 . 


122 
765 
208 


no 


1717 


1113 


15- 3 - 58 
6 - 9 - 58 
23- 2- 61 
27- 11- 65 
29- 7 - 67 
21- 1 - 69 
5 - 7 - 69 
9 - 1 - 71 
22- 5 - 71 


0 


1448 


N 


1595 


CC 


49 


749 
22 ( म ) 


10 


11- 1 - 72 


11 


933 


12 


11 


13 


137 


14 


256 


15 


16 . 


420 
939 


5 - 8 - 72 
11- 1 - 75 
1 - 2 - 73 
23- 2 - 76 
27- 3- 76 
23- 7 - 77 
23- 7- 77 
29- 10- 77 
30 - 9- 78 
23- 10- 82 


938 


( कामिक और प्रशासनिक सुधार विभाग ) 

नई दिल्ली, 7 जुलाई , 1984 
सा० फा० नि० 769.---- राष्ट्रपति , मंविधान के अनुच्छेद 309 के 
परन्सुक द्वारा प्रदत्त शक्तियो का प्रयोग करते हुए , लाल बहादुर शास्त्री 
राष्ट्रीय प्रशासन अकायमी ( रेडियोग्राफर ) भर्ती नियम, 1978 का संशोधन 
करने के लिए निम्नलिखित नियम मनाते है, अर्थात् ... 
1 ( 1 ) इन नियमों का संक्षिप्त नाम लान बहादुर शास्त्री राष्ट्रीय 

प्रशासन अकादमी ( रेडियोग्राफर ) भर्ती ( संशोधन ) नियम , 1984 है । 
( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रषस हागे । 

2. लाल बहापुर शास्त्री राष्ट्रीय प्रशासन अकादमी ( रेडियोग्राफर ) 
भर्ती नियम , 1978 की अनुसूची में , स्तम्न 11 और 12 के नीचे को 
विद्यमाग प्रविष्टिया के स्थान पर निम्नलिखित प्रविष्टियां रखी जाएगी, 
अर्थात् - - 
स्तम्भ 11. " प्रतिनियुक्ति पर स्थानातरण द्वारा जिमके न हो भकने पर 

सोधी भर्ती बाग । " 
स्तम्भ 12. " प्रतिनियुक्ति पर स्थानांतरण के लिए 

ऐसे व्यक्ति जो केन्द्रीय सरकार या राज्य सरकार के अस्पताला में 
सश/ समतुल्य पद धारण किए हुए है । 
( प्रतिनियुक्ति की अवधि साधारणतया तीन वर्ष से अधिक नहीं होगी ) " । 

[ संध्या 130 19/ 13/ 82-प्रशि०-I! ] 

श्रीमती पी . वो० वमला जी० कुट्टी, अवर सचिव 
(Department of Personnel and Administrative Reform ) 

New Delhi, the 7th July . 1984 
G . S . R. 769 . - --In Exercise of the powers conferred by the 
proviso to article 307 of the Constitution , ite President hcie 
by makes the following rules to anend tue Lai Babadur 
Shastri National Academy of Adrninistration (Radiographer ) 
Recruitment Rules, 1978 namely :.. 
1 . ( 1 ) These rules may be called the Lal aalhadur 

Shantii National Acadamy si Adn nistration 
( Rad ugrapher ) Recruitment ( Amendment ) Rulers, 

1984. 
( 2 ) They shall corne into forc on the date of Lir 

publication in the Offizial Gazette. 
2 In the Surdul, io to Lal Bahadur Shastri National 
Academy of Administration ( Radiographer ) Recruitment Rules, 
19 / 8 , under columns 11 and 12, for the existing entries the 
following entries shall espectively be substituted namely : 

Column 11 " By transfer on deputation failing which 

____ by direct recruitment. " , 
Column 12 " T or transfer on deputation . 
Patiens holding, analogous / equivalent posts in Central 

____ Government or State Government Hospitals . 
( Period of deputation ordinarily not exceeding 3 
___ ycals ) ". 

[ No . 13019 /13 / 82 - Trg. II] 
Mrs. P. V . VALSALA G. KUTTY, Under Secy . 

नई दिल्ली , 7 जुलाई, 1984 
सा० का० मि० 770----केन्द्रीय सरकार , अखिल भारतीय सेवा 
अधिनियम , 1951 ( 1951 का 65 ) की धारा 3 की उपधारा ( 1 ) 
द्वारा प्रस्त शक्तियों का प्रयोग करते हुए, सबंबित राज्यों की सरकारों से 
परामर्श करने के पश्चात् भारतीय पुलिस सेवा ( वर्दी ) नियम , 1954 का 
पौर संशोधन करने के लिए निम्नलिखित नियम बनाती है, अर्थात् :- - 

1 ( 1 ) इन नियनो का संक्षिप्त नाम भारतीय पुलिस सेवा 

(वर्वी ) सागोवन नियम , 1984 है । 

( 2 ) ये राजपत्र में प्रकारान की तारीख को प्रवृत्त होंगे । 
2. भारतीय पुलिस सेवा ( वी ) नियम , 1954 में - - 
( क ) नियम 4 के उपनियम ( 1 ) में “ एक हजार वो भो ” शयों के 

स्थान पर " एक हजार पाठ मौ " शब्द और “ एक हजार " 
शब्दो के म्यान पर " एक हपार पाव मौ " शान रखे जाएंगे 


18. 


1431 
1185 


18. 


20. 


880 


- - 


- 


- - 


- - 


New Delhi, the 7th July , 1984 
G . S. R. 770 . - In exercise of the powers conferred by sub 
section ( 1 ) of sociion 3 of the All India Services Act, 1951 
( 61 of 1951 ) , the Central Government. after consultation 
with the Govendients of the Statos concerned , hereby makes 
the following rules further to amend the Indian Police Ser 
vice (Uniform ) Rules, 1954 namely : 
1. ( 1 ) Thes Rules may be called the lodinn Folice Ser 

vice (Uniſorm ) Amendment Rules, 1984 . 
( 2 ) They shall come into force on the date of their 

publication in the Official Gazette . 
2. In the Indian Police Service ( Uniform ) Rules, 1954 : 
( a ) In rule 4 , in sub -rule ( 1 ) , for the word " Onc 

thousand tw3 lundred " the vords " Opo thousand 
eighi hundred " and for the words " One thousand " 
the words “ One thousand five hundred " shall bc 

substitutod ; 
( b ) In rule 4A, for the words "forty rupees per month , 

the words "sixty rupees per monthy shall be substi 
tuted . 

[ No . 11058 / 1 / 84- AIS. IUI] 

Smt. ALKA KALA, Dy. Secy . 
Note : - - Principal Rules were pubilshed vide Gazette No . 
158 dated 14 - 9 -1953 Part I Section ( 1 ) ( Fxtraordinary ) and 
were subsequently amended vido following notifications : 

1 . GSR No. 122, Dated 15 - 3 - 1958. 
2 . GSR No . 765 , Dated 6- 9 -1958 . 
3. GSR No. 208, Dated 25 - 2 - 1961. 
4 . GSR No . 1717, Dated 27- 11 - 1965 . 
5. GSR No . 1113, Dated 29- 7 -1967 . 
6 . GSR No. 1448 , Dated 21 - 6 - 1969 . 
7 . GSR No. 1595 , Dated 5 - 7 - 1969 . 
8 . GSR No. 49 , Dated 9 - 1 - 1971. 


माग ! ! --- 
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9 . 749 
10. 22 
11 933 
12. 11 
13 137 
14 256 


2251971 
11. 1 , 1972 

5 . 8 1972 
11 1 1975 
121975 
282 1976 


15. 429 
16939 
17 938 
18 1431 
19 . 1185 
20 880 


27. 3 1976 
23 . 7 1971 
2371977 
29 .10 1977 

3091978 
23 10 1982 


कषि मंत्रालय 
( कृषि और सहकारिता विभाग ) 

नई दिल्ली, 29 जून , 1984 
मा मा०नि० 771 -- राष्ट्रपति संविधा के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियो का प्रयोग करते हुए कृषि मनालय ( कृषि और सह 
करना विभाग) के अन्तर्गत निदेशक, वृहत बारा बीज उत्पावन फार्म के पद पर भर्ती की पद्धति का विनियमन करने के लिए निम्नलिखित नियम बनाते है 
पर्यान - - 
___ 1 सजिन नाप भीर प्रारम ( 1 ) इन नियमो का संक्षिप्त नाम रहत चारा मीज उत्पादन फार्म, भर्ती नियम, 1984 है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रस्त होगे । 

2 पद सख्या, वर्गीकरण और वेतनमान - - उक्त पद की सख्या , उसका वर्गीकरण और वेतनमान बह होगा जो उन नियमो से उपाध मनुसुची के 
स्तम्भ 2 से 4 मे विनिर्दिष्ट है । 

3 भर्ती की पद्धति, आयु सीमा मौर मन्य महताए मादि --उस पद पर भर्ती की पदान, मायु सीमा , पहलाएं और उससे मम्मबिस अन्न जाते थे होगी 
ओ उपस अनुसूची के स्तम्भ 5 से 13 मे विमिविष्ट हैं । 

4 निरर्हताएं - - वह व्यक्ति - - 
( क ) जिसने ऐसे व्यक्ति से , जिसका पति या जिनकी पत्नी जीवित है , विवाह किया है, या 

( ख ) जिसने अपने पति या अपनी पत्नी के जीवित होते हुए किसी व्यक्ति से विवाह किया है , 
उस पद पर नियुक्ति का पान नहीं होगा , 

परसु यदि केन्द्रीय मरफार का यह समाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति मौर विमा के भन्य पक्षकार को लागू स्वीय विधि के अधीन 
अनुज्ञेय है और ऐसा करने के लिए अन्य प्राधार है तो वह किमी व्यक्ति को इस नियम के प्रयतन से छूट के मकेगी । 

6 शिथिल करने की शक्ति जहाँ केन्द्रीय सरकार की यह राम है कि ऐमा करना प्रात्र प्रयक पा ममीचीन है, वहां यह , उसके लिए जो कारण है 
उन्हे लेखब मरो तथा संघ लोक सेवा प्रायोग से परामर्ग करके , इन नियमो ने किमी उपबंध को झिसी वर्ग या प्रवर्ग के व्यक्तियों की गायत, माग 
द्वारा शिपिल कर सकेगा । 

7 व्यावृति इन नियमो की कोई भी बात ऐमे आरक्षणो, प्रायु सीमा में छूट और अम्ग रियायतो पर प्रभाव नही यावेगी जिनका केन्द्रीय सरकार 
द्वारा इस सम्बध मे ममय-समय पर निकाले गए मादेशो के अनुमार अनुसूचित आसियो/ अनुसूचित जनजातियो और अन्य विशेष प्रवर्ग के व्यक्तियो के लिए 
उपमध भरना अपेक्षिप्त है । 

अनुसूजी 
पद का नाम पद की वर्गीकरण 

वेतनमान भयन पद अथवा मीधे मसो किए जाने वाले सेवा मे जोडे गए वर्षों का 
संख्या 

अचान पद व्यक्तियों के लिए आयु सीमा फायदा केद्रीय मिविल सेवा 

( पेशन ) नियम , 1972 के 
नियम 30 के अधीन 

अनुशेम है या नहीं 
- - - -- - - - -- - - - - - 
23 


- 


- 


1300- 50 1700 ३० लागू नही होता 


निदेशक बहत चारा - 1 साधारण केन्द्रीय सेवा 
योज उत्पादन फार्म ( 1983 ) समूह " क " गजपत्रित 


45 वर्ष से अधिक नही 
( न्द्रिीय सरकार द्वारा 
जारी किए गए अनुदेशो 
या आवेशो के अनुसार 
सरकारी सेनको के लिए 
5 वर्ष तक शिथित 
की जा सकती है ) 
टिप्पण - - 

आय मीमा अब 
धारित करने के 
लि निर्णायक तारीख 
भारत में रहने 
साले ययपियो से 
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- 


( उनसे भिन्न जो 
अरमान और निको 
बारदीप 
तथा मक्षद्वीप में 
रहते हैं ) भाषेवन 
प्राप्त करने के 
लिए नियत की 
गई मतिम तारीख 
होगी । 


सीधे भर्ती किए जाने वाले व्यक्तियों के लिए शैक्षिक पोर अन्य महताए 


सीधे भर्ती किए जाने वाले 
व्यक्तियों के लिए विहित 
आयु और मिक अर्हताएं 
प्रोम्नति व्यक्तियों के दशा 
मे लागू होंगी या नही 


परिवीक्षा की मवधि , भर्ती की पदति । भर्ती सीधे होगी- या 
यदि कोई हो प्रोन्नति द्वारा या प्रतिनियुक्ति 

स्पानाम्सरण द्वारा तथा विभिन्न 
पडतियो द्वारा भरी आने वाली 
रिक्तियो की प्रतिशतता 


8 


___ 10 


2 वर्ष 


प्रतिनियुक्ति पर स्थानान्तरण 
द्वारा (जिमके अंतर्गत अल्पा 
बधि संविदा भी है ) जिसके 
न हो सकने पर सीधी 
भर्ती वारा 


अनिवार्य - 

लागू मही होता 
( 1 ) किसी माम्यता प्राप्त विश्वविद्यालय से चारा उत्पादन और चारे 

के बीजों के उत्पावन की प्रोद्योगिकी मे विशेषज्ञता सहित सस्यविज्ञान 

मे स्नातकोत्तर उपाधि या उसके समतुल्य । 
( 2 ) पारा और चरागाहो से सम्बंधित बढ़त फार्म मे पाग उगाने की 

आयोजना करने और सगठित करने या अनुसधान/विस्तार करने में 
पर्यवेक्षक की क्षमता में 10 वर्ष का अनुभव । 
टिप्पण . 1: - - अहंसाएं, अन्यथा भूअहित मभ्यर्थियों की दशा मे 

संघ लोक सेवा मायोग के विवेकानुसार शिथिल की जा 

सकती है । 
टिप्पण : ? -- अनुभव सम्बंधी महता ( अहंताएं ) संघ लोक सेवा 

आयोग के विवेकानुसार अनुसूचित जातियों और 
अनुसूचित जन- जातियो के अभ्यपियों की दशा में 
तब शिपिल की जा सकती है ( है ) , अब 
चयन के किसी प्रक्रम पर संघ लोक सेवा आयोग की 
यह राय है कि उनके लिए आरक्षित रिक्तियो को 
भरने के लिए अपेक्षित अनुभव रखने वाले उन 
समुदायों के मध्यर्थी पर्याप्त संख्या में उपलब्ध मही 
हो सकेगे । 


वांछनीय : - - 


किसी मान्यता प्राप्त विश्वविद्यालय से सस्पविज्ञान मे 
डाक्टर की उपाधि या इसके समतुल्य । 


यदि विभागीय प्रोम्नति समिति है तो उसकी संरचना 


प्रोन्नति प्रतिनियक्ति/ स्थानान्तरण द्वारा भर्ती की दशा में वे 
श्रेणियां जिनसे प्रोन्नति प्रतिनियुक्ति /स्थानान्तरण किया जाएगा 


भर्ती करने मे किन परिस्थितियों मे संघ 
लोक सेवा आयोग से परामर्श किया जाएगा 


11 


12 


13 


प्रत्येक अवसर पर चयन संघ लोक सेवा 

आयोग की सलाह से किया जाएगा । 


प्रतिनियमित पर स्थानान्तरण (जिसके अंतर्गत अल्पावधि सविदा समूह "क "विभागीय प्रोन्नति समिति ( पुष्टि पर 
भी है ) 

विचार करने के लिए ) 
केन्द्रीय राज्य सरकारो कृषि विश्वविद्यालयों मान्यताप्राप्त 1. पशुपालन आयुक्त --- अध्यक्ष 
मनुसंधान संस्थानों या परिषदों/ अधसरकारी/साविधिक 2. संयुक्त सचिव ( प्रशासन ) - सदस्य 
था स्वायत्तशासी संगठनों के अधीम ऐसे भधिकारी 3. निदेशक ( पशुपालन ) -- सदस्य 

( क ) ( 1 ) जो सदृश पद धारण किए हुए हैं या , 


ATTI_ 


5 3 (1 ) ] 
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- 


- 


12 


- 


- - - 


- 


- - - - - 


- - - - 


( 2 ) f a 1100- 1600 FO UT THEY 

वेतनमान वाले पदों पर 3 वर्ष सेवा की है , और 
( ख ) जिनके पास स्तम्भ 7 के अधीन मीधी भर्तीकिए 

जाने वाले व्यक्तियों के लिए विनिदिष्ट शक्षिक 
अर्हनाण और अनुभव है । 


टिप्पण : -- पुष्टि से मंबधित विभागीय प्रोन्नति 

की कार्यवाहियो, आयोग के अनु 
मोदनार्थ भेजी जाएगी । किन्तु यदि 
आयोग उनका अनुमोदन नही करना 
है तो विभागीय प्रोन्नति समिति की 
बैठक संघ लोक मेषा आयोग के 
अध्यक्ष या किमी सदस्य की अध्यक्षता 
में फिर से होगी । 


( प्रतिनियुक्ति की अवधि , जिसके अनर्गत उमी संगठन विभाग 

मे हम नियुक्ति से ठीक पहले धारित किमी अन्य काडर 
बाहय पद पर प्रतिनियुक्ति की अवधि है, साधारणतया तीन 
वर्ष से अधिक नहीं होगी ) 


- 


- - 


-- 


[ 19- 40 / 77-lato €10 - 2] 
टी० आर० नेहन, अवर मचिष 


(b ) who , having a spouse living , has entered into 

contracted a marriage with any person . 


or 


shall be eligible for appointment in the said post : 


Provided that the Central Government may, if satisfied 
thut such marriage is permissible under the personal law 
applicable to such person and the other party to the marriage 
and there are other grounds for so doing excmpt any person 
from the operation of this rule . 


MINISTRY OF AGRICULTURE 
(Department of Agriculture and Cooperation ) 

New Delhi, the 29th June, 1984 
G .S . R . 771. - In exercise of the powers conferred by the 
proviso to article 309 of the Constitution , the President 
hereby makes the following rules regulating the method of 
recruitment to the post of Director , large Folder Seed Pro 
duction Farn , under the Ministry of Agriculture (Depart 
ment of Agriculture and Co -operation ) , namely : 

1. Short title and commencement. -- ( a ) These rules may 
he called the Large Fodder Seed Production Farm , (Group 
A ) Recruitment Rules , 1984. 

(b ) They shall come into force on the date of their 
publication in the Official Gazette . 

2 . Number , classification and scale of pav .- - The numbei 
of the said post, its classification and the scale of pay attach 
ed thereto shall be as specified in columns 2 10 4 of the 
Schedule annexe :1 10 these rules. 

3. Method of recruitment, age limit , qualification , etc . -- 
The method of recruitment to the said post, age limit quali 
fications and other matters relating thereto shall be as speci 
fied in coluna 5 to 13 of the Schedule aforesaid . 
4 . Disqualification .- - No person, 
( al who has entered into or contracted a mari iage with 

A person having a spouse living, or 


5 . Power to ielax . — Where the Central Government is of 
opinion that it is necessary or expedient so to do , it may , 
by order, for reasons to be recorded in writing, and in con 
sultation with the Union Public Service Commission , relax 
any of the provisions of these rules with icspect to any class 
Os category of persons. 


6 . Saving.- - Nothing in these rules shall affect reserva 
tion and other concessions required to be provided for the 
Scheduled Castes, the Schedule Tribes and other special 
catcgories of persons in accordance with the orders issued 
hy the Central Government from time to time in this 
regard , 


in Ministry of Agriculture Department oi Agri. 


Recruitment Rules for the post of Director, Large Fodder Seed Production Farm 
culture & Cooperation . 


Name of Post 


Classification 


Scale of pay 


Age limit for direct recruits 


No. of 
posts 


Whether selection 
post or non - sclec 
ction post 


1 


5 


Not applicable 


Director , Large Fodder 
Secd Production Farm . 


1 * 
( 1983 ) 


General Central Rs, 1300 - 50 - 1700 . 
Service Group 
A Gazetted . 


Not exceeding 45 years. (Re 

laxable for Government ser 
vants by 5 ycars in accordance 
with the instructions issued 

by the Central Government), 
Note : - . The crucial date for 

determining the age limit 
shall be the closing date for 
receipt of applications from 
cudidates in India (other 
than those in Andaman and 
Nicobar Islands and Laksha 

dwecp ). 
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Whether benefit of Educational and other qualifications required for Whether age and Period of pro - Method of recruit 
added years of Service direct rçcruits 

cducational qua- batlon if any ment whether by 
admissible under rule 

lifications pre 

direct recruitment 
30 of the CCS (Pen 

scribed for 

or by promotion 
sion ) Rules, 1972. 

direct recruits 

by deputation / 
will apply in 

transfer and per 
casc or Promo 

centage of the 
1ces 

vacancies to bo filled 
- by various methods 


6 (a ) 


10 


um 


Yes 


2 years 


By transfer on 
deputation (inclu 
ding short term con 
tract) failing which 
by direct recruitment 


Essential : 

Not applicable 
(i) Master s degree in Agronomy with specialisa 

tion in Forage Production and Fodder Seed Pro 
duction Technology from a recognised Univer 

sity or equivalent. 
(ii) 10 voars experience in a suipeivisory capacity in 

planning and organising fodder farming or rc 
search /extension on a large farm connected with 

grasses and pasture . 
Notc 1 : — Qualifications are rel xable at the discre 
tion of the Union Public Service Commission in 

cascoſcandidates otherwise wellqualified . 
Note 2 :- The qualification ( s) regarding experience 

ivare relaxable at the di. crction of the Union 
Public Service Conimission in the case of candi 
dates belonging to Scheduled Castes and Sche 
duled Tribes if,at any stage of selection , the Union 
Public Service Commision is of the opinion that 
sufficient number of candidales from these com 
munities possessing the requisite experience aje 
not likely to be available to fill up tho yacancies 

reserved for them . 
Desirable : - -Doctorate Degree in Agronomy from 

a recognised Univorsity or equivalent. 


In case of recruitment by promotion deputation /transfer, If Departmental Prcmotion Committee exiaty 
grades from which promotion /deputation transfer to be what is its composition 
mado 


Circumstances in which 
Union Public Servicc 
Commission is to be 
consulted in making re 
cruitment 


11 


12 


13 


Transfer on Deputation ( including Short term contract Group A Departmental Promotion Committee : Selection on each 
OM :ors under tho Central/State Governments/ Agricul. (for considering confirmation ) 

occasion shall be made 
tural Universities /Fecogn sed Research Institutins er 1. Animal Husbandry Commissioner -- Chairman , in consultation with the 
Councils /Semi Guvchinent Statutory or Autonomous 2 . Joint Secretary ( Administration )— Member. Union Public Service 
Organisations. 

3. Director (AH ) - Member . 

Cummission . 
( a ) (i) holdingstalogous posts; or 

Note – The proceedings of the Departmental 
Gi) with 3 years service in the posts of the scalcolR . Promotion Cominillee relatirg to corfirmation 
1100 - 1600 or cquivalent ; and 

shall be sent to the Cominission for approval., 
(b ) possessing the cducational qualifications and experi Tf, however , these are not approved by the Com 

ence laid down for the direct recruits under Coluna 7 mission a fresh mecting of the Departmental 
( The period of diputation / contiact including period of Promotion Committcc 1o be presided over by 

deputation in anothor ex - cadre post held immediately the Chaiman or a Member of the Union Public 
precedug this appointment shall ordinarily not excced Service Commission shall be held . 
3 years ). 


[No . 19- 40 - 77-LD -II ] 
T.R . TREHAN , Under Secy. 
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- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- - 


- - 


- 


- - 


- 


- 


- %3 


- 


- 


नई दिल्ली , 2 जुलाई, 1984 


मा०का०नि० 777-- - राष्ट्रपति , मंविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रवरम शक्तियों का प्रयोग करने हुए विस्तारी शिक्षा संस्थान , नीलोखेड़ी 
( श्रेणी I और II पद ) भर्ती नियम , 1968 का पीर मंशोधन करने के लिए निम्नलिखित नियम बनाने है, अर्थात . ... , 

1. एन नियमो का मक्षिप्त नाम विस्तारी शिक्षा संस्थान , नीलोखेड़ी ( श्रेणी- 1 और 2 पद ) भर्ती मशोधन नियम , 1984 है । 
( 2 ) ये गजपत्र में प्रकाशन की नारीख को प्रवृत्त होंगे । 


2. विस्तारी शिक्षा मस्थान , नीलोखड़ी ( श्रेणी- 1 और 2 पद ) भर्ती नियम , 1968 में : - - 
( क ) श्रेणी 1 और श्रेणी 2 शब्द पीर सख्यांक के स्थान पर जहां कही वे आते हैं गगृह क और "समूह ख शब्द और अक्षर रख्ने जाएंगे , 
( ख ) अनुसूची में -- 

( 1 ) गृह विज्ञान-मह- क्षेत्रिय गृह अर्थशास्त्री ( उत्तर ) के प्राध्यापक का पद और उमसे सम्बन्धित प्रविष्टियों का लोप किया जाएगा । 
( 2 ) स्तभ में , " सरकारी मेवको के लिए शिथिलनीय " शब्दो के स्थान पर जहां कहीं भी ये आते हैं, निम्नलिखित शब्द और कोष्ठक रखे जाएंगे 

अर्थात . --- 
" केन्द्रीय मरकार द्वारा जारी किए गए अनुदेशों या प्रादेशों के अनुसार सरकारी सेवको के लिए पांच वर्ष तक शिथिल की जा मकती है । 

पाय - मीमा प्रबंधारित करने के लिए निर्णायक तारीख भारत में रहने वाले प्रथियो से ( उनभे भिन्न जो अदमान और निकोबार द्वीप 
__ ममूह तथा लक्षद्वीप में रहते है ) प्रायंदन पत्र प्राप्त करने के लिए नियत की गई अतिम तारीख होगी । " 


टिप्पण - - --मूल नियम भारत के गजपत्र, भाग 2, खर 3, उपखंड ( 1 ) में अधिसूचना सा० का० नि० म०. 56 तारीख 11 - 1- 69 द्वारा प्रकाशित 

किए गए थे और तत्पश्चात् निम्नलिखित द्वारा उनका गंशोधन किया गया : -- 


- 


- 


कम सं० सा०का०नि० सं० , 


1227 


764 


प्रकाशन की तारीख 
- - - - - 
22- 8- 70 
22- 5 - 71 
11- 3 - 72 
29- 7- 72 
23- 9- 74 


280 
891 
210 


[ संख्या 29- 10/ 84-फ० प्र०- 4- 13 ] 

अरुणा बाग , उप सचिव 


New Delhi, the 2nd July , 1984 


G . S. R . 772. -- In exercisc of the rowers confericd by the 
proviso to article 309 of the Constitution, the President 
hereby makes the following rules further to amend the Ex 
tension Education Institute , Nilokheli ( Class I and II posts ) 
Recruitment Rules, 1968, namely : 


(ii ) in column 6 , for the words " relaxable for Govern 

nment servants wherever they occur, the following 
words and brachets shall be substiturcu , namely : 
" Rclasuble for Governinent servants upto five years 

in acrordance with the instructions or Orders 
issued by the Central Govcinucni. 


1. ( 1 ) These rules muy be called the Extension Fducation 
Institute , Nilokheri ( Class I and II Posts ) Recruitment 
( Amendment ) Rules, 1984. 


( 2 ) Thcy shall come into force on the date of their 
publication in the Official Gazette , 


Nolc : - lhe ciucal date for detçimining the age 

limit shall be the closing date for receipt of 
applications from candidates in India ( other than 
those in the Andaman and Nicobar Islands and 

Lakshadweep ) ". 
Foot Note - The principal i ulcs were pubilshed vide 
Notification GSR No. 56 date 11- 1-69, Gazette of India 
Part II , Section 3 , sub-section ( i ) and subsequently amended 
by : - - 

1. G. S. R. No . 1227 Date of publication 22 - 8- 70 
2 . G. S. R. No. 764 Date of publication 22- 5- 71 
3. G .S. R. No . 280 Date of publication 11 -3 - 72 
4 . G .S. R. No . 891 Date of publication 29- 7- 72 
5 . G . S, R. No. 210 Date of publication 23 -2 -74 


2. In the Extension Education Institute , Nilokheli ( Class 
I and II posts ) Recruitment Rules , 1968,- -- 

( a ) for the word and figure " Class I " and " Class II" , 
whercver they occur, the word and Ietter " Group A " and 
" Group B " shall respectively be substituted ; 
( b ) in the Schedule, 
(i) the post of Lecturer in Honie Science-cum -Regional 

Home Economist (North ) and the cntrics relating 
thereto shall be onitted ; 


INo. 29 -10 / 84- CA.IV -13] 
ARUNA BAGCHEE, Dy. Secy . 


- 


- - 


- 
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- - - - -- - - 
सिचाई मंत्रालय 

नई दिल्ली, 9 मई, 1984 
मा० का नि० 773 : - - गष्ट्रपति, मंविधान के अनुच्छेत्र 309 के परन्तुक द्वारा प्रदत्त शक्तियो का प्रयोग करते हुए, मिचाई मंत्रालय के अधीन 
गगा बार नियंत्रण आयोग में आशुलिपिक , श्रेणी- 1 के पद पर भर्ती की पद्धति का विनियमन करने के लिए निम्नलिखित नियम बनाते है, अर्थात् .- - 
1 संक्षिप्त नाम और प्रारम्भ : ( 1 ) इन नियमों का मक्षिप्त नाम गगा बाढ़ नियत्रण आयोग ( आणुलिपिक श्रेणी- 1 ) ( ममा " " पद यी नियम 
1983 है । 


( 2) ये गजपन्न में प्रकाशन की मारीख को प्रवृत्त होगे । 
2. पद-संख्या, वर्गीकरण और वतनमान : उक्त पद की संख्या, उसका वर्गीकरण और उसका वेतनमान वह होगा जो इससे नियमो मे उपामंध अनुसूची के 
म्तम्भ 2 से 4 मे विनिर्दिष्ट है । 
3. भर्ती की पद्धति, आयु मीमा और अन्य अर्हताएं आदि : उषन पद पर भर्ती की पद्धति, आयु सीमा, अर्हताएं और उमसे संबंधित अन्य गाते ये होगी 
जो पूर्वोक्त अनुसूची के स्तम्भ 5 से 14 मे विनिर्दिष्ट है । 
4. निरर्हताएं : वह व्यक्ति :--- 

( क ) जिसने ऐसे व्यक्ति से, जिमका पति या जिमझी पत्नी जीवित है, विवाह किया है, या 

( ख ) जिसने अपने पति या अपनी पत्नी के जीमित होते हए किमी व्यक्ति मे विवाह किया है , 
उक्न पद पर नियुक्ति का पात्र नहीं होगा : 

परन्तु यदि केन्द्रीय सरकार का यह समाधान हो जाता है कि ऐमा विवाह ऐसे व्यफिन और विवाह के अन्य पक्षकार को लागू म्वीय विधि के अधीन 
अनुज्ञय है और ऐमा करने के लिए अन्य आधार है तो वह किसी व्यक्ति को इन नियम के प्रवर्तन से छूट दे मकेगी । 
5 शिथिल करने की शक्ति : जहा केन्द्रीय मरफार की यह गय है फि ऐमा करना आवश्यक या ममीचीन है, वहां वह, उसके लिए जो कारण हैं उन 
लेखबद्ध करके सथा संघ लोक सेवा आयोग से परामर्श करके , इन नियमों के किमी उपाध को किसी वर्ग या प्रवर्ग के व्यक्तियों की बायत, आदेश दाग 
शिथिल कर मकेगी । 


6. ध्यायति : इन नियमो को कोई भी मात ऐसे आरक्षणों, आय -सीमा में छूट और अन्य रियायतों पर प्रभाव नहीं लेगी, जिनका केन्द्रीय सरकार द्वारा 
इस ममंध में समय समय पर निकाले गए आवेणो के अनुमार अनुमूचित जातियो , अनुसूचित जनजातियों और अन्य विशेष प्रवर्ग के व्यक्तियों के लिए उपबंध 
करना अपेक्षित है । 


मिचाई मंत्रालय के अधीन गंगा बाढ़ नियन्त्रण आयोग, पटना में आशुलिपिक श्रेणी 1 के पद के लिए भर्ती नियम 


अनु मुखी 


पद का नाम 


वर्गीकरण 


वेतनमान 


पद की 
मम्डया 


चयन पद 
अथवा 
अचयन पद 


सीधे भर्ती किए आने वाले 
व्यक्तियों के लिए आयु सीमा 


सेवा में जोड़े गए वर्षों का 

फायदा केन्द्रीय सिविल मेवा 
( पेणम ) नियम , 1972 के 
नियम 30 के अधीन अनु 
शेय है या नहीं 


. . 


_ _ 


. . 


_ . 


- - - 


- - - - - 


आशलिपिका 


लागू नहीं होता 


लागू नहीं होता 


- - - - - - - - - - . . -- --- . - - 
2 * ( 1989) माधारण केन्द्रीय मेवा 550- 25 -750 अचयम 
* कार्यभार के ममूह ख अगज - इ. रो.- 30- 900 
आधार पर परि - पत्रित अननुमचिवीय 
वर्तन किया 
आ सकता है । 


परिवीक्षा की अवधि यदि कोई हो 


मी भर्ती झिए आने वाले व्यमितयों के लिए 
अपेक्षित शैक्षिक और अन्य अर्हताएं । 


मीधे भर्ती किए जाने वाले व्यक्तियों के लिए विहिन आयु 
और शैक्षिक अर्हताए प्रोन्नत व्यक्तियोंकी दशा में लागू होगी 
या महो 


- - - - -- - - - - - - - - - - - 


10 


लागू नहीं होता 


लागू नहीं होना 


दो वर्ष 
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- 


- 


- 


- 


भर्ती की पति/भर्ती सीधे होगी या प्रोन्नति प्रोन्नति प्रतिनियुक्ति स्थानान्तरण जाग भर्ती 
द्वारा या प्रतिनियुक्ति स्थानान्तरण द्वारा की दशा में थे श्रेणियां जिनसे प्रोन्नति प्रति - 
तथा विभिन्न पनियों द्वारा भरी जाने नियुक्ति स्थानान्तरण किया जाएगा । 
वाली रिक्तियो की प्रतिशतता । 


11 
प्रोन्नति द्वारा जिमके न हो सकने पर प्रति 
नियुक्ति पर स्थानान्तरण द्वारा । 


12 
प्रोन्नति : ऐसे आलिपिक श्रेणी 2 जिन्होंने 
उम श्रेणी में 5 वर्ष- की नियमित मेषा की है । 
प्रतिनियुक्ति पर स्थानानरण : - - 
केन्द्रीय सरकार के अधीन ऐसे अधिकारी - -- 
( 1 ) जो मदृश पद धारण किए हुए हैं : या 
( 2 ) जिन्होंने 4 2 5- 700/ 800 रुपए के या 
समतुल्य वेतनमान में आशुलिपिक के रूप में 
पांच वर्ष की सेवा की है । 
( प्रतिनियुक्ति की अवधि , जिसके अन्तर्गत 
उमी मंगठन विभाग में इस नियुक्ति से ठीक 
पहले धारित किमी अन्य काडर-बाश्य पद पर 
नियुक्ति प्रतिनियुक्ति की अवधि है, माधारण 
सया तीन वर्ष से अधिक नहीं होगी ) । 


यदि विभागीय प्रोन्नति ममिति है भर्ती करने में किन परिस्थि 
तो उमकी संरचना । 

तियों में सघ लोक सेवा 
आयोग से परामर्ण किया 

जाएगा । 
___ - - - - - - - - - - - 
13 

14 
ममूह “ ख ” विभागीय प्रोन्नति किमी अधिकारी का पद पर 
ममिति :- -- 

नियुक्ति के लिए चयन करते 
( 1 ) निदेशक ( सी ) गगा - याद समय सघ लोक सेवा आयोग 
नियन्त्रण आयोग-- - अध्यक्ष से परामर्श करमा आवश्यक 
( 2 ) प्रबन्ध निदेशक अनुमूषित नहीं है । 
जाति , अनुसूचित जनजाति सहका 
रिता विकास निगम या उसका नाम 
निर्देशिती -- सवस्य 
( 3) अधीक्षक रंजीनियर ( अनु 
श्रवण ) मिचाई विभाग, बिहार 

-~- सदस्य 
( 4 ) उपनिदेशक ( सी ) गंगा बाढ़ 
नियन्त्रण आयोग - मवस्य 
( 5 ) प्रशासनिक अधिकारी , गंगा 
बाढ़ नियंत्रण आयोग - सवस्य 


[ सं० 47 ( 13) / 81-बा० नि० ] 

___ पी० सी० जैन, उप सचिव 
MINISTRY OF IRRIGATION 

4. Disqualifications. - No person :- -- 
New Delhi, the 9th May, 1984 

( a ) who has entered into or contracted a marriage with 

a person having a spouse living, Of 
G . S .R . 773 . — In exercise of the powers confcired by the 
proviso to article 309 of the Constitution , the President here 

( b ) who , having a spouse living, has entered into or 

contracted a marriage with any person , 
by nakes the following rules regulating the method of je 
cruitment to the post of Stenographer , Grade- I in the Ganga shall be eligible for appointment to the said post. 
Flood Control Commission under the Ministry of Irrigation , 

Providcel that the Central Government may, if satisfied , 
namely : - - 

that such marriage is permissible under the personal law 
1 . Short title and commencement.---- ( 1 ) These rules may 

applicable to such person and the uther party to tho marriage 
be called the Ganga Flood Control Commission ( Steno 

and that there are other grounds for so doing, excinpt any 
grapher, Grade-I ) (Group B post ) Recrutnient Rules, 1984. person from the operation of this rule . 

5 . Power 10 ] clax . - Where the Central Government is of 
( 2 ) They shall come into force on the date of their opinion that it is necessary or expedient so to do , it may, 
publication in the Official Gazette . 

by order , for reasons to be recruded in writing, and in con 
2. Number of posts, classification and scale of pay. --- The 

sultation with Union Public Service Commission , relax any 
number of the said post, its classification and the scale of 

of the provisions of these rules with respect to any class or 
pay attached thereto shull be ds specified in column 2 to 4 

category of persons. 
of the Schedule annexed to these rules. 

6. Saving. --- Nothing in these rules shall affect reservations , 

relaxation of age lirr .t and other concessions required to be 
3 Method of recruitment, age limit and other qualifica provided for the Scheduled Castes, the Scheduled Tribes and 
tions, etc . - - The method of recruitnent, age limit, qualifica other special categories of persons, in accordance with the 
tions and other matters relating to the suid post shall be orders issued by the Central Government from time to time 
as specified in columns 5 to 14 of the said Schedule . 

in this regard , 

SCHEDULE 
Name of No. of Classifi - Scale of Whether Age limit for Whother benefit of Educational and other 
Post 

Post cation Pay 

Selection direct recruits added years of ser - qualifications required 
post or 

vice admissible under for dircct recruits. 
Non -sçlec 

rule 30 of the Cen 
tion post 

tral Civil Services 
(Pension ) Rules , 

1972 
23 

8 
_ - - - - 
Stenographe . 2 

General Rs. 550 -25. Non Not applicable Not applicablc Not applicable , 
Grade -I . (1983) Central 750 -EB . Selection , 

* Subject Service 30 - 900 , 
1c variation Group B 
dependent Non 
on work Gazetted 
load . 

Non 
Ministerial. 


- - - 


- - - 


- - 


- 


- - - 


- 


- 


- 


- 


- 


- 


- 


- 
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Period of 
probation 
if any. 


Whethor age 
and educat - 
ional quali - 
fications pres 
cribed for 
direct recruits 
will apply in 
the case of 
promotcos 


Circumstances in which 
Union Public Service 
Commission is to be 
consulted in making 
recruitmont. 


Mothod of In case of recruitmènt by po- If a Departm ; tal pron ) 
Tecruitment , motion/ deputation/transfer , tion Committee cxists , what 
whether by grades from which promo- is its composition . 
direct recruit tion/ deputation/transfer to 
ment or by be mad . . 
promotion or 
by deputation / 
transfer and 
percentage of 
the vacancies 
to be filled by 
various methods . 


( 9 .) 


( 10) 


( 11 ) 


( 12 ) 


(13) 


(14 ) 


2ycars 


Not appli 
cable . 


By promotion 
failing which 
by transfer on 
deputation , 


Promotion : 
Stenographers Graic II with 
5 years regular service in 
the grade . 
Tiansfer on deputation , 
Officers under the Central 
Government: 
(i) holding analogous posts ; 
or 
( u ) with 5 yers scrvice as 

Stenographer in the 
Scule of Rs . 425 - 700 / 

800 or equivalent. 
( Period of deputation inclu 
ding period of deputation . . 
in another ex -cadro post held 
immediately preceding this 
appointment in the same or 
ganisation/ department shall 
ordinarily not excecd 3 years) 


Group B Departmental Consultation with the 
Promotion Com .nittes . Union Public Servic : 

Commission not neces 
sary whilo selecting an 
oficer for appointment 

to the post. 
(1 ) Director (C ) Ganga 

Flood Control Commis 

sion - Chairman. 
(2 ) Managing Director S/ C 

& S / T Cooperative Develop 

ment Corporation Member 
( 3 ) Superintending Engineer , 

( Monitoring ) Irrigation 

Department, Bihar - Member 
(1) Deputy Diroctor (C ) 

Ganga Flood Control 

Commission --- Meinber 
(5 ) Administrative Officer 

Ganga Flood Control 
Commission - Member. - 


- - 


- - - - 


- 


- 


- - - 


- 


[ No. 47 (13 )/ 81 - FC] 

P. C. Jain, Dy. Secy . 
नई दिल्ली, 5 जुलाई, 1984 
मा० का०नि० 774 : - - राष्ट्रपति , संविधान के अनुच्छेद 309 के परम्सुक द्वारा प्रदान शक्तियों का प्रयोग करते हुए, केन्द्रीय जल आयोग के आफ 
मैट मुद्रणालय में समूह “ घ " पदो पर भर्ती की पद्धति का विनियमन करने के लिए निम्नलिखित नियम बनाते है, अर्थात् : - - 
1. संक्षिप्त नाम और प्रारम्भ : ( 1 ) उन नियमों का मक्षिप्त नाम केन्द्रीय जल आयाग ममह “घ ” भर्ती नियम , 1981 है । 

( 2 ) ये गजपत्र में प्रकाशन की तारीख का प्रघम होगे । 
2 नाग होना : ये नियम इमसे उपाबर अनुसूची के स्तम्भ 1, मे विनिर्दिष्ट पदों को लागू होगे । 
3. पवम गया , वर्गीकरण और वेतनमान : उक्न पदो की मख्या उनका वर्गीकरण और उनके येतनमान ये होगे जो इन नियमो से उपाबद्ध अनमूषी के स्तभ 
2 से 4 में विनिर्दिष्ट है । 
1 भर्ती की पद्धति, आय- मीमा, अर्हताएं आदि . उक्त पदों पर भर्ती की पद्धति, आयु -मीमा , अर्हताएं और उनसे सबंधिते अन्य बातें बे होंगी जो उपम 
अनुसूची के स्मभ 5 मे 13 में विनिर्दिष्ट है । 
5 निरहेना वह व्यक्ति -~ 

( क ) जिमने ऐसे व्यक्मि में , जिसका पति या जिसकी पत्नी जीवित है , विवाह किया है, या 

( ख ) जिमने अपने पनि या अपनी पत्नी के जीवित होते हुए किसी व्यक्ति मे विवाह किया है , 
उक्म पद पर नियुक्ति का पात्र नहीं होगा : 

परन्तु यदि केन्द्रीय सरकार का यह समाधान हो जाता है कि ऐमा विवाह ऐसे व्यक्ति - और विवाह के अन्य पक्षकार को लागू स्वीय विधि के अधीन 
अनुशेष है और ऐसा करने के लिए अन्य आधार है तो यह किसी व्यक्ति को इस नियम के प्रवर्तन से घट दे सकेगी । 
6. शिथिल करने की शक्ति : जहा फेन्द्रीय सरकार की यह गय है कि ऐसा करना आवश्यक या ममीचीन है, वहा वह , उसके लिए जो कारण है उन्ह 
सेखबद्ध करके इन नियमो के किमी उपप्रध को किमी वर्ग या प्रवर्ग के व्यक्तियो की बामन , आदेश द्वाग शिथिल पार सकेगी । 


[ भाग I [---- खण्ड (i ) ] भारत का राजपत्र : जलाई : 21, 1984/ आषाढ़ 30, 1906 

1821 
- - - - - - -- - - ...-- 

- - - - - 
7. ज्यावृत्ति : एन नियमों की कोई भी मात ऐसे आरक्षणो, आय-सीमा में छूट और अन्य रियायतों पर प्रभाव नही डालेगी, जिनका केन्द्रीय सरकार वाग 
इम संबंध में समय-समय पर निकाले गए, आवेशों के अनुमार अनुसूचित जातियों, अनुसूचित जमजातियों और अन्य प्रवर्ग के व्यक्तियों के लिए उपबंध करमा 
अपेक्षित है । 


अन सूची 


पद का नाम 


पद की मं० 


वर्गीकरण 


वेतनमान 


जयन पद 


मोधे भर्ती किए जाने वाले व्यक्तियों के लिए 
आय- मीमा 


अथवा 
अचयन पद 


- -- - - - - 


- 


- - 


- 


- 


- -- - -- - - 


- - - - 


- - - 


- - -- 


1. जिल्द माजी महायक 


अपयन 


18 मे 25 वर्ष 


माधारण केन्द्रीय सेवा 
( ममूह घ ) अगजपन्नित 


210 - 4- 2 26-द. रो. 
4- 250 व रो.- 5- 290 रु० 


6 ( छह ) * 
* कार्यभार के 

आधार पर 
परिवर्तन 
किया जा 
मकता है । 


2. परिपर 


अचयन 


18 से 25 वर्ष 


210-4- 2 26-द. रो 
250-द. गे.- 5- 290 


2 ( दो ) * माधारण केन्द्रीय सेवा 
* कार्यभार के ( ममूह ध ) अगजपत्रित 

आधार पर 
परिवर्तन 
किया जा 
माना है । 


3 विद्युत खलामी 


लाग नहीं होता 


18 मे 25 वर्ष 


माधारण केन्द्रीय मेवा 19 6- 3- 220-4. रो - 
( ममह घ ) अराजपत्रित 3- 232 रुपए 


1 ( एक ) * 
* कार्यभार के 

आधार पर 
परिवर्तन 
किया मा 
मकता है । 


4. श्रमिक 


माधारण केन्द्रीय मेवा 196-3- 2 20-द. रो - लागू नहीं होता 
( ममह ष ) अगजपत्रित 3- 232 स्पए 


18 से 25 वर्ष 


3 ( तीन ) 
" कार्यभार के 
आधार पर 
परिवर्तन 
किया जा 
मकता है । 


( केन्द्रीय सरकार द्वारा जारी किए गए अनुदेशों 
या आदेशों के अनुमार मरकारी सेवकों के लिए 
35 वर्ष तक शिथिल की जा सकती है ) । 
टिप्पणी : आय- मीमा अवधारित करने के लिए 
निर्णायक तारीख, प्रत्येक मामले में, भारत में 
रहने वाले अभ्यथियों में ( उनमे भिन्न जो 
अन्दमान और निकोयार द्वीप तथा लक्षद्वीप में 
रहते है ) आवेदन प्राप्त करने के लिए नियन 
की गई अनिम तारीख होगी । ऐमे पदो की 
माबत, जिन पर नियुक्ति रोजगार कार्यालय में 
माध्यम में की जाती है, आयु-सीमा अवधारित 
करने के लिए निर्णायफ तारीख प्रत्येक मामले 
में , यह अतिम तारीख होगी जिम तक रोजगार 
कार्यालय से नाम भेजने क लिए कहा गया है । 


- - - - 


- - - - 


- - 


- 
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सीघे भर्ती किए जाने वाले व्यक्तियों के लिए शैक्षिक और अन्य अर्हताएं 


सीधे भर्ती किए जाने वाले व्यक्तियों के 
लिए विहित आयु और शैक्षिक अर्हताएं 
प्रोन्नत व्यक्तियों की दशा में लागू होंगी 
या नहीं . 


परिवीक्षा की अवधि 
यदि कोई हो 


- 


-- - - - 


- - 


- 


- 


- - 


- 


- - - - 


2 वर्ष 


2 वर्ष 


( 1 ) मिडिल स्तर उतीर्ण 
( 2 ) टांकने और मिलाई का ज्ञान और एक वर्ष का अनुभव । 
( 1 ) मिडिल स्तर उतीर्ण 
( 2) आफमेट प्रेम में कार्य करने का वो वर्ष का अनुभव । 
( 1 ) मिडिल स्तर उत्तीर्ण 
( 2 ) विद्युत प्रतिष्ठान कार्य में मददगार के रूप में अनुभव । 
वांछनीय अर्हताएं : प्राथमिक स्तर उत्तीर्ण और मुद्रणालय में कार्य करने का एक वर्ष का अनुभव । 


लागू नहीं होता 


2 वर्ष 


लाग नहीं होता 


2 वर्ष 


- 


- 


- -- - 


- 


- - 


- 


- - 


- 


- - 


- 


- 


भर्ती की पति/भर्ती सीधे होगी या प्रोन्नति धारा या प्रतिनियुक्ति / स्थानान्तरण बाग तथा 
विभिन्न परतियों द्वारा भरी जाने वाली रिक्तियों की प्रतिशतता 


प्रोन्नति/ प्रतिनियु ित स्थानान्तरण डाग भर्ती की दशा में थे श्रेणियां 
जिनसे प्रोन्नति प्रतिनियुक्सि/ स्थानान्तरण किया जाएगा । 


11 


- 


- - - 


10 

- - - - - 
( 1 ) 50 प्रतिशत मीधी भर्ती द्वाग । 
( 2 ) 50 प्रतिशत प्रोन्नति धारा , जिमफे न हो सकने पर मीधी भर्ती वाग । 


प्रोन्नति : 
मे वफ्तरी /पैकर जिन्होने उम श्रेणी में तीन वर्ष नियमित सेवा की 
है और टांकने तथा सिलाई में प्रवीर्ण है । 
प्रोन्नति : 

200- 250 र० वेतनमान में परिचर ( आफ सेट मशीन ) जिम्होने 
उक्न श्रेणी में कम से कम तीन वर्ष नियमित सेवा की है । 


( 1 ) 50 प्रतिशत प्रोन्नति द्वारा ) जिसके न हो सकने पर सीधी भर्ती दाग 
( 2 ) 50 प्रतिशत सीधी भर्ती द्वारा । 


सीधी भर्ती द्वारा 
सोषी भतीद्वारा 


यदि विभागीय प्रोन्नति ममिति है तो उसकी संरचना । 


भर्ती करने में किन परिस्थितियो में मेष लोक सेवा आयोग से परामर्श 
किया जाएगा । 


- 


- 


- - 


-- - 


. . 


. . 


12 


13 


- - अध्यक्ष 


लागू नहीं होता 


- - सदस्य 
-- - सदस्य 


-- -- अध्यक्ष 


लागू नहीं होता 


-~ - सदस्य 
- सदस्य 


1. अवर मचिव ( स्थाo- दो ) , केन्द्रीय जल आयोग , 
2. अनुभाग अधिकारी ( म्था०- VIII ) 
3. एक और अनुभाग अधिकारी 
1. अवर मचिव ( स्था० -वा ) केन्द्रीय जल आयोग 
2 अनुभाग अधिकारी ( म्था० VIII ) , 
3. एक और अनुभाग अधिकारी 
1. अवर मचिव ( स्था० - दो ) केन्द्रीय जल आयोग 
2. अनुभाग अधिकारी ( स्था० VIII ) 
3. एक और अनुभाग अधिकारी 
1 . अवर सचिव ( स्था०- दो ) केन्द्रीय जल आयोग 
2 . अनुभाग अधिकारी ( स्था० - VIII ) 
3. एफ और अनुभाग अधिकारी 


लागू नही होता 


-- - अध्यक्ष 
- - मदस्य 


- - मदस्य 


- - अध्यक्ष 


लाग नही होता 


- - सदस्य 
- - मदम्य 


- - - - -- 


- 


- 


- 


- 


- 


- 


. . - - 


- - - - - - 


- 


- 


- 
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New Delhi, the 5th July, 1984 


5. Disqualifications. — No person 


( a ) who has entered into or contracted a marriage with 

a person having spousc liviny ; or 


G . S . R . 774 . - In exercise of the powers conferred by the 
proviso to article 309 of the Constitution , the President here 
by makes the following rules regulating the method of re 
cruitment to the Group D posts in the Ol -set Preas of 
Central Water Commission , namoly ; 


( b ) who having a spouse living, has entered into or 

contracted a marriage with any person , shall be 
cligible for appointment to the said post : 


1. Short title and commencement. - ( 1 ) These rules may be 
called the Central Water Commission , Group D Recruit 
ment Rules, 1984. 


Provided that the Central Government may , if satisfied 
that such marriage is permissible under the personal law 
applicable to such person and the other party to the marriage 
and that there are other grounds of so doing , cxempt any 
person from the operation of this rule . 


(2 ) They shall come into force on the date of their 
publication in the Official Gazette . 


2 . Application . — These rules shall apply to the posts spe 
cifled in column 1 of the Schedule annexed to these rules. 


• 


6 . Power to relax .- _ Where the Central Government is of 
the opinion that it is necessary or expedient so to do , it may 
by Order, for reasons 10 be recorded in writing, relax any of 
the provisions of these rules with respect to any class or 
category of persons. 


3 . Number of post, classification and scale of pay . — The 
number of the said post, their classification and the scale of 
pay attached thereto shall be as specified in columns 2 to 4 
of the Schedule annexed to these rules. 


4 . Method of recruitnient, age limit , qualifications, etc . 
The method of recruitment to the said post, age limit , quali 
fications and other matters relating thereto shall be as speci 
fed in columns 5 to 13 of the said schedule , 


7 . Saving.-- Nothing in these rules shall affect reservations, 
Telaxation of age limit and other concessions icquired to be 
provided for the Scheduled Castca , the Scheduled Tribes and 
other special categories of persons, in accordance with the 
orders issued by the Central Government from time to time 
in this regard . 


SCHEDULE 


Classification 


Number of 
Posts 


Scale of pay 


Whether qelectirn post 
or non -seloction post 


No. 


- - 


- 


- 7m 


1 Binding Assistant 


Non -selection 


Goneral Central Service 
(Group D ) Non -Gazetted 


Rs. 210 -4 -226 -EB - 4 
250 -EB - 5- 290 . 


2 Attendant 


Non -solection 


General Central Service 
(Group D ) Non - Gazettod . 


Rs, 210 - 4 - 226 -EB 
4 - 250 -EB - 5 - 290 . 


6 (Six ) * 
Subject to 
variation 
depending on 
workload . 

2 ( Two )* 
* Subject to 
variation 
depending on 
workload , 

1 Ono) * 
* Subjoct to 
yariation 
depending on 
workload 
3 ( Threc )* 
* Subject to 
variation 
depending on 
workload . 


3 Electrical Khalasi 


Not applicable. 


General Contral Sarvice 
(Group D ) Non-Gazetted . 


Rs. 196 - 3 - 220 - EB - 3 
232 . 


4 Labourer 


Not applicable. 


General Contral Service 
(Group D ) Non -Gazetted . . 


Rs, 196 - 3 - 220 - EB 
3-232. 


- - - 


Age limit for direct recruits 


Educational and other qualifications 
Icquired for direct rocruits 


- 


- - 


- 


- 


- - - 


(i) Middle standard Pass 
( ii ) Knowledge and experience for 

one year of stitching and sewin 


18 - 25 years 
Relaxable upto 35 years in case of Government Servants in accordance with orders and 
instructions issued by the Central Government, 
18 -25 years 
Relaxablo upto 35 yours in case of Government Servants in accordanco with orders and 
instructions issued by the CentralGovernment. 
18 -25 years 
Relaxable upto 35 years in caso of Govorimant Servants in accordance with orders and 
instructions issued by the Contral Government. 


(i) Middlo standard Pass . 
( ii) Two years experience of handling 

work in Off-sot pross. 
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18- 25 years 
Relaxable upto 35 years in case of Govornment Servants in accordance with orders and 
instructions issued by the Central Government, 


(i) Middle standard Pass . 
(ii) Two yeurs experience of work as 

a helper in connection 
with Electrical installation 
Desirable qualifications : Primary 
standard pass and having ono 
yoar experience of work in Press . 


Note : The crucial date for determining the age limit shall in each case be the closing date 

for receipt of applications from candidates in India (Other than Andaman and 
Nicobar Islands and Lakshadweep ). In respect of posts , appointmonts to which 
are made through Employment Exchange , the crucial date for determining the age 
limit in oach case shall be the 12st date by which the Employment Exchange are 
asked to submit the names. 

- - - - 


- 


- - 


- - 


- 


- - 


Period of pro 
bation if any 


Whother agc and erlucutional qualifications 
prescribed for direct recruits will apply in 
the case of promotces 

- - - - 


- - 


- 


- - - - 


- -- - 


- - 


- - - 


- 


No. 


2 years 


Method of recruitinent, whether by direct recruitment or 
by promotion or by deputation / traosſer and percentage of 
the vacancies to be filled by various methods. 
- - - - - - - - - - - - - -- - - - 

- - - - - - - 
(1) 50 % by direct recruitment, 
( 11) 50 % by promotion , failing which by direct recruitment. 
(i) 50 % by promotion 

failing which by diroct 
(ii) 50 % by direct recruitment recruitinent. 
By diroct recruitment. 
By direct recruitmont. 

- - - - - - - - - - -- - - - 


No . 


2 years 
2 years 
2 years 


Not applicable 
Not applicable. 


In case of recr ,itment by promotion /deputation /trans. 
fer grades from which promotion /deputation /transfers 
to bemade 


If a Departmental Promotion Committce 
exists what is its composition , 


Circumstances in which 

Union public Service 
Commission is to be con 
sulted in making rocruit 
ment. 


(11) 


( 12) 


(13) 


Promotion . 
Deftry / Packer with 3 years regular service in the grade 
and having adequate proficiency in stitching and 
sewing 


Promotion : 
Attendant Off- Set Machine in the scale of pay of Rs. 
200 - 250 with minimum three years regular service in 
the grado, 


1 Under Secretary (Establishment-II) Cen Not applicable. 

tral Wator Commission - Chairman , 
2 . Section Officer (Establishment- VIII ) 

- Member . 
3. One More Section Officer----Momber. 
1 , Under Secretary ( Establishment- II) Cen . Not applicable . 

tral Water Commission , Chairman 
2. Section Officer ( Establishment -VIII ) – Membe 
3. One more Section Officer - Momber . 
1 . Under Socrotary Establishment- IT) Central 
Water Commission - Chairman , 

Not applicable 
2 . Section Officer (Establishment- VIII) 

- Membor. 
3. One More Soction Officer -Member. 
1 . Under Scoretary (Establishment- II) Con Not applicable . 

tral Water Commission - Chairman , 
2 . Section Ofcor (Establishment-VIII) 

-- Mombor. 
3. Ono more Section Officer - Mornber, 


(No. 22/ 84 F . No. 39 /8/82- Estt.I] 

V . K . SADHU , Under Socy , 


- 
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प्रामीण विकास मंत्रालय 

MINISTRY OF RURAL DEVELOPMENT 
नई दिल्ली, 2 जुलाई, 1981 

New Delhi, the 2nd Juy , 1984 
सा० का नि० 775. ---मिर्च श्रेणीकरण भीर चिहानांकन नियम , G. S. R. 775. --- The following draft rules further to umend 
1962 का और संशोधन करने के लिए नियमों का निम्नलिखित प्रारूप 

the Chillies Grading and Marking Rules , 1962, which the 

Cential Government proposcs to muke in exercise of the 
जिसे केन्द्रीय सरकार , कृषि उपज ( श्रेणीकरण पौर धिह नाकन ) अधिनियम , 

powers conferred by the section 3 of the Agricultural Pro 
1937 ( 1937 का 1 ) की धारा 3 द्वारा प्रवस्त शक्तियो का प्रयोग 

duce (Grading and Marking ) Act, 1937 ( 1 of 1937 ) are 
करते हुए, बनाना चाहती है, उनम धारा को अपेक्षानमार ऐसे मभो hereby pubilshed 19 required by the sald section for the 
व्यक्तियों की जानकारी के लिए , जिनके उससे प्रभावित होने की संभावना information of all porsons likely to be affected thereby and 
है , प्रकाशित किया जाता है । इसके द्वारा ग्रह सूचना दी जाती है कि notice is hereby given that the said diaft will be taken into 
उक्त प्रारूप पर ऐसी मारीख से जिसको उस राजपन्न की , जिसमें यह 

consideration on or after the expiry of a period of 45 
अधिसूचना प्रकाशित की जाती है प्रप्तियां जनता को उपलब्ध करा वी 

days from the date on which the coples of the Official 
जाती है, 45 मिन की प्रधि की ममाप्ति पर या उसके पश्चात् विचार 

Gazetio in which this notification is published are made avail 

uble to the public . 
किया जाएगा । 

Any objection or suggestions which may be receivd from 
ऐसे माक्षेपों या सुझावों पर जो उपर्युक्त विनिर्दिष्ट अवधि का समाप्मि 

any person with respect to the said droft before the expiry 
से पहले उक्त प्रारूप को बाबन किमी व्यक्ति से प्राप्त होंगे, केन्द्रीय of the period speculed above will bo considered by the Cen 
सरकार विचार करेगी । 

tral Government. 
प्रारूप संशोधन 

DRAFT AMENDMENT 
1 इन नियमो का संक्षिप्त नाम मिर्च श्रेणीकरण और चिहनांकन 

1. These rules may be called Chillies Grading and Mark 
( संशोधन ) नियम , 19२ ! है । 

ing ( Amendment) Rules , 1984 . 
2. मिर्च श्रेणीकरण और चिहनांकन नियम, 1962 में : --- 

2. In the Chillies Grading and Marking Rules, 1962, -in 
मियम 1 में , उपनियम ( 1 ) के स्थान पर निम्नलिखित उपनियम rule 7, for sub rule (1 ) , the following sub-rule shall be 
रखा जाएगा, अर्थात् 

substituted, namely : - - 
( 1 ) मियों को पैक करने के लिए केवल माफ और मजबूत 

" (i ) Only clean and sound gunny bags or polypropelene 
मोरियो या पोलीप्रोपिलेन के बुने हुए थलो या फिन्ही 

woven bags or any other suitable pucking bags or 
अन्य उपयुक्त पैकिंग थैलों या भारत सरकार के कृषि 

packs approved by the Agricultural Marketing Ad 

viser to the Government of India or the person 
विपणन सलाहकार या ऐमा करने के लिए उसके द्वारा 

utborised by him to do so shall be used for rack 
प्राधिकृत व्यक्ति द्वारा अनुमोदित पैकों का उपयोग किया 

ing chillies which shall be securely closed and scal 
जाएगा, जो भारत सरकार के कृषि विपणन मलाहकार 

ed in a manner approved by the Agricultural Mar 
के द्वारा समय समय पर अमुमोविस रीति में सुरक्षापूर्वक 

keting Adviser to the Government , of India from 
बंद और मुहरबंद किए जाएंगे । " 

time to time." 

NOTE : 
टिप्पणी : 

1. Principal rules pubilshed vide s. o . 2160 of the Gazette 
1. मूल नियम भारत के राजपत्र , सारीख 14- 7- 62 ॐ का आ 

of India dated 14- 7-1962 . 
2160 द्वारा प्रकाशित किए गए थे । 

2. Ist amendment pubilshed vide S. O . 3652 of the Gazette 
2. प्रथम संशोधन भारत ने राजपन , नारीख 17- 10- 1964 के. 

of India dated 17- 10 - 1964 . 
का० प्रा० 3652 द्वारा प्रकाशित किया गया था । 

3. 2nd amendment published vide S . O . 836 of the Gazette 
3. पूसरा मंशोधन भारत के राजपत्न , तारीख 19- 3- 1066 के काज्या 

of India dated 19- 3- 1966 , 
836, द्वारा प्रकाशित किया गया था । 

___ 4. 3rd amendment published vides. 0 . 2579 of the Gazette 
4. तीसरा संशोधन भारत के राजपत्र , तारीख 1- 8- 1970 के का०मा० 

of India , dated 1-8-1970 . 
2579 द्वारा प्रकाशित किया गया था । 


[सं० 10- 3/ 83-एम० 1] 
मो० के० बजाज, प्रबर मचिव 


INo . 10- 3 / 83- MI ] 
___ B. K . BAJAJ, Under Secy . 


पर्यटन एवं नागर विमानन मंत्रालय 

नई दिल्ली, 29 जन, 1984 


सा० का०नि० 776:- - पविधाम के अनुछेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का उपयोग करते हुए, गष्ट्रपति एतनाग मागर विमानन 
विभाग, वैमानिक मंचार मंगठन ( ममह "ग " पद ) भर्ती नियमावली 1974 में और मंशोधन करने के लिए निम्नलिखित नियम बनाते हैं :- . 
1 ( । ) इन नियमों को नागर विमानन विभाग, वैमानिक संपार मंगठन ( ममूह "ग " पद ) भर्ती (मंशोधन ) नियमावमी, 1984 कहा जाएगा । 

( 2 ) ये नियम म रफारी गजपत्र में प्रकाशन की तारीख से प्रयास होंगे । 
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2. 


नागर विमानन विभाग , वैमानिक संचार मंगठम ( ममूह "ग " पद ) भर्ती नियमावली , 1974 को अनुसूची में : -- 
( क ) बेतार मेकैनिक के पद से संबंधित क्रम में 17 और उसमे संबं धिप्त प्रविष्टियों के लिए निम्नलिखित प्रम सं ० और प्रविष्टियां प्रतिस्थापित की 

जाएगी, अर्थात् : -- 


2 


7 ( क ) मेतार मेकनिक ग्रेड II 


4 ( * ) : मोट : कार्यभार 
के आधार पर परिवर्तनीय 


सामाग्य केंद्रीय सेवा समूह “ग ” 
अगजपत्रित अलिपिक वर्गीय 


रपए 330- 8- 370- 10- 400 
द. रो -10•480. 


लागू नहीं होता 


-.. - . - . - - . . . 


- 


लागू नहीं होता 


2 वर्ष 


10 से 25 वर्ष ( केन्द्रीय सरकार द्वारा जारी अनुदेशो अथवा आदेशों के अनुसार 
मरकारी कर्मचारियों के लिए 35 वर्ष तक की छूट ) । 
मोट : --- प्रत्येक मामले में भर्ती नियमावली के खाना 6 में आयु सीमा निर्धारण 

के लिए निर्णायक तारीख यही होगी जो भारत में ( अंडमान व निकोबार 
वीप समह और लक्षद्वीप को छोड़कर ) रहने वाले उम्मीदवारों से आवेदन पन्न 

प्राप्त करने की अंतिम तारीख होगी । 
जिन पदों पर भर्ती रोजगार कार्यालयों के माध्यम से की जाती है उनके लिए 
आयु सीमा निर्धारण के लिएनिर्णायक तारीख वह होगी जो रोजगार कार्यालयों 
धारा नाम भेजने के लिए अंतिम तारीख के रूप में निर्धारित की गई है । 


1. मैट्रिकुलेशन अथवा ममकक्ष 

अर्हता । 
2. किसी मान्यता प्राप्त संस्था से 

रेडियो इंजीनियरी तथा सर्विम 
में रिप्लोमा या प्रमाण पत्र 

प्राप्त हो । 
3. रेडियो सर्विम का एक वर्ष का 

व्यावहारिक अनुभव । 
4 ट्रेड में कम से कम दो वर्ष का 

अनुभव प्राप्त हो । 


__ 10 


11 


12 


सीधी भर्ती वाग 


लागू नहीं होता 


मागू नही होता 


1. मुख्यालय के निदेशक वैमानिक निरीक्षण - अध्यक्ष 
2. उपनिदेशक रेडियोनिर्माण और विफाम एकक - मदम्य 
3 रेडियो निर्माण और विकास एकक के वरिष्ठ 
तकनीकी अधिकारी 

-- सदस्य 
4 . अनुसूचित जाति/ अनुसूचित जनजाति का समूह काख 

अधिकारी । 


1 


17 ( ख ) बेतार मेकैनिक ग्रेड- 1 


चयन 


सामान्य केन्द्रीय सेवा ममूह "ग " अराजपत्रित 
अलिपिक वर्गीय 


रुपए 380- 12- 51010-द गे 
15- 560 


लागू नहीं होता 


___ लागू नहीं होता 


नही 


2 वर्ष 


10 


____ 11 


12 


पदोन्नति माग । 


लागू नहीं होता 


ग्रेड 2 से ग्रेड 1 में पदोन्नति ग्रेड II में 3 वर्ष की 
म्यूनतम अवधि की नियमित सेवा करने पर तथा 
विभागीय ट्रेड परीक्षा पास करने पर की जाएगी । 


1. मुख्यालय का निदेशक वैमानिक निरीक्षण 

-- - अध्यक्ष 
2. उपनिदेशक रेडियो निर्माण और विकास 

एकक - - सपस्य 
3. रेसियो निर्माण एवं विकास एकफ का 

वरिष्ठ तकनीकी अधिकारी - सदस्य 
4. अनुसूचित जाति /अनुसूचित जनजाति का 

समूह काख अधिकारी. 


- 


- 


- - - - - - 


- 


- - - - 


- 


- 


- 


- 


- 


- 


[ भाग 


- - बण्ड 3 (i)] 
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( ख ) उपकरण मेकैनिक के पद मे मबधित क्रम मख्या 20 और उममे मवधित प्रविष्टियों के लिए निम्नलिखित क्रम सं० और प्रविष्टिया प्रतिस्थापित 
की जाएगी, अर्थात् ---- 

- - - - - - - - 
3 


5 


20 ( क ) उपकरण मेकैनिक ग्रेड -II 


लागू नही होता 


2 (* ) * कार्यभार के मामान्य केन्द्रीय सेवा समूह ग 
आधार पर परिवर्तनीय अगजपत्रित अलिपिकवर्गीय 


रुपए 260- 6-290-६ रो - 6 
326- 8 -366 -द रो•8- 390 

10 - 400 


____... 


- - 


- - 


- 


- - - 


- - 


9 


लागु नही होता 


वर्ष 


16 से 25 वर्षे ( केन्द्रीय सरकार द्वारा जारी अनुवेशो अथवा आवेणों 
के अनुसार सरकारी कर्मचारियों के लिए 35 वर्ष तक की छूट ) । 
नेट - प्रत्येक मामले में भर्ती नियमावली के खाना 6 मे आय मीमा 
नधारण के लिए निणायक तार खपही होगी जो भारत में ( इमान 
व निकोबार द्वीप समूह और लभष्ट्रीप को छोड़कर ) बने पाले 

उम्मीदवारा से आवेदन पत्र प्राप्त करने की प्रतिम तारीख होगी । 
जिन पदो पर भर्ती रोजगार कार्यालयो के माध्यम से की जाती है उनके 
लिए आयु सीमा निर्धारण के लिए निर्णायक तारीख वह होगी जो 
राजगार कार्यालयो द्वारा नाम भेजने के लिए अतिम तारीख के 
रूप में निर्धारित की गई है । 
- - - -- - 


1 मिडिल स्तर की परीक्षा पाम को हो । 
2 विद्युत उपकरण सहित आर एफ मीटर , 
महुउद्देशीय परीक्षण उपकरण की मरम्मत 
करने का 3 वर्ष का अनुभय नया माथ 
ही प्रारम्भिर विद्युत तथा विद्युत उप 
करण के सिद्धान्तो का ज्ञान हो । 


13 


__ 13 


सीधी भर्तीद्वाग 


- - - - - - 
लाग नहीं होता 


लागू नहीं होता 


1 मुख्यालय का निदेशक वैमानिक निरीक्षण 

- - अध्यक्ष 
, उपनिदेशक , रेडियो निर्माण और विकास 

एकप - मवस्य 
१ रेडियो निर्माण और विकास मा वरिष्ट 
_____ तकनीकी अधिकारी- सदस्य 
+ अनुसूचित जाति /अनुसूचित जनजाति का 
समूह कख अधिकारी 


- 


- - 


- - 


- 


- 


- 


- 


- - - - 


- 


- - 


- - - 


- - 


20 ( स ) उपकरण मेकॅनिक ग्रेड- 1 


चयन 


मामान्य केन्द्रीय सेवा समूह " ग " 
अराजपत्रित अलिपिक वर्गीय 


रुपए 330- 9- 370- 10- 400 
द रो.- 10 -480 


- - - - 


- 


- - -- 


- - 


- 


लागू नहीं होता 


--- -- - --- - - - -- - - - 

- - - - - - - - - - 


__ लागू नहीं होता 


वर्ष 


- - - - 


- 


- - 


- 


- 


- - .. 


10 


11 


12 


13 


पदोन्नति द्वारा 


लाग नहीं होता 


ग्रेट . मे ग्रेड 1 मे पदोन्नति ग्रेड 2 में 3 वर्ष की 1 मुख्यालय का निदेशक पैमानिक निरीक्षण 
न्यूनतम अवधि की नियमित सेवा करने पर तथा 

- - प्रध्यक्ष 
विभागीय ट्रेड परीक्षा पास करने पर की जाएगी । । उपनिदेशक , रेडियो निर्माण एवं विकास 

एकक - - सदस्य 
3 रेडियो निर्माण एवं विकास एकक फा 

वरिष्ठ तकनीकी अधिकारी - - सपस्य 
4 अनुसूचित जाति/अनुसूचित जनजाति का 

समूह क / स अधिकारी 
- - --- - - - - - - -- - - ---- ---- 


- 


- 


- - - - 


- - 
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( ग ) वरूडर के पद में सबंधित क्रम स . 12 और उससे सगंधित प्रविष्टियों के लिए निम्नलिखित म ग 


और प्रविष्टिया की जाएगी , पर्यात् - - 


- 


- 


- 


- - 


- 


- 


- - 


- 


- 


- 


- - - - 


- - 


- 


21 ( क ) बैलार ग्रेड- 2 


1 ( x ) * कार्यभार में सामान्य केन्द्रीय सेवा भमूह “ग 
प्राधार पर परिवर्तनीय अराजपत्रित अणिपिक्वर्गीय 


लागू नहीं होता 


रुपए 2610 - 6- 190- 

दग- 6 
326- 8- 366-4 रो - 9- 390 
10 400 


- - - - - - - - 


-- 


- - 


- - 


- 


- - - 


- 


- 


- 


- 


- 


लागू नहीं होता 


19 मे 25 वर्ष ( केन्द्रीय सरकार द्वारा जारी अनुदेशों अथवा प्रादेशो के 
अनुसार सरकारी कर्मचारियो के लिए 35 वर्ष तक छूट ) 
नोट - प्रत्येक मामले में भर्ती नियमावली के खामा 6 मे प्रायु मीमा निर्धा 
•ण के लिए निर्णायक तारीख वहीं होगी जो भारत में अंडमान 4 निको 
बार द्वीपसमूह और लक्षद्वीप को छोड़कर ) रहने वाले उम्मीदवाग में 
आवेदन पत्र प्राप्त करने की प्रतिम तारीख होगी । 
जिन पदो पर भर्ती रोजगार कार्यालयो के माध्यम से की जाती है उनके लिए 
पायु-सीमानिर्धारण के लिए निर्णायक तारीख वह होगी ओ रोजगार कार्या- 
लयो द्वारा नाम भेजने के लिए प्रतिम तारीख के म्प मेनिर्धारित की गई है । 


अनिवार्य , - 
( 1 ) प्राइमरी परीक्षा पास की हो 
( 2 ) विभिन्न प्रकार के इस्पात और 
हलवा लोहे के गैम तथा विधुाा 

का 3 वर्ष का अनुभव । 
वांछनीय - 
ऐलुमिनियम, जिक तथा अन्य प्रलौह धातु 
मिश्रण की वैल्डिंग का ज्ञान । 


- 


- 


- 


- 


.. - 


- 


- 


- - 


- 


- - 


- - 


- 


10 


11 


13 


सीधी भर्ती द्वारा 


लागू नहीं होता 


लागू नहीं होता 


1 मुख्यालय का निदेशक वैमानिक निरीक्षण-- - प्रध्यक्ष 
2 उपनिवेशक , रेडियो निर्माण एवं विकास एका - - मदस्य 

3 रेडियो निर्माण एव विकास एकक का वरिष्ठ तकनीकी अधिकारी - सदस्य 
___ 4 अनुमूचित जाति/ मनुमूचित जनजाति का समूह क ख अधिकारा 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


5 


-- - 


- 


- 


- 


- 


21 ( ब ) वैल्डर ग्रेड- 1 


चयन 


सामान्य केन्द्रीय सेवा समूह " ग " अराज- 
पनिस प्रलिपिकवर्गीय 


रूपए 330- 8- 370- 10- 400 
द रो - 10- 480 


लागू नहीं होता 


लागू नही होता 


नही 


2 वर्ष 
- 


-- - 


- -- 


- - 


... - - - - - --- 


10 


11 


12 


13 


पदोन्नति द्वारा 


माग नहीं होता 


ग्रेड 2 से ग्रेड 1 मे पदोन्नति ग्रेड 2 से 3 वर्ष को 
म्यूनतम अवधि की नियमित सेवा करने पर तथा 
विभागीय देड परीक्षा पास करने पर की जाएगी । 


1 मुख्यालय के निदेशक वैमानिक निरीक्षण 

- - अध्यक्ष 
उपनिदेशक , रेडियो निर्माण व विभाग 

एकक - - सबस्य 
3 रेडियो निर्माण एवं विकास एफक का 

वरिष्ट तकनीकी अधिकारी - सदस्य 
4 अनुसूषित जाति/ अनुसूचित जनजाति ना 

समूह फ / स अधिकारी 


- 


- 


[ भाग II - वड 3 (i ) ] 


भारत का राजपत्र . अशाई 21, 1984/ आषाढ़ 30, 1906 


1829 


- 


- 


- 


- 


- - - - 


- - 


en 


- 


- 


nie 


-- 


dit kan 


een that 


( 4 ) कारपेन्टर के पद मे संबंधित कम मं० 22 मोर उससे संबंधिम प्रविष्टियों के लिए निम्नसिबिन क्रम सं० मोर प्रविष्टिया प्रतिस्थापित की जाएंगी । 

प्रर्यान् - - 


- 


- - 


- 


- 


- - - 


- - 


- 


- 


- 
3 


5 


+ - 


- - - - 


22 ( क ) कार्पेन्टर 


मपए 260- 6-3264 - 
8-350 


लागू नहीं होता 


8 (ररियो निर्माण एष विकास एका मामान्य केन्द्रीय मेवा समूह 
में ) 

___ "ग " पराजपत्रित अलिपिक - 
नोट - कार्यभार के आधार पर परि. वर्गीय 
वर्तनीय 
- - - - 

-- - - - - - - - - - 


- 


- 


- 


- - - - 


- 


- - 


- 


- - - - - 


- 


_ 


_ _ _ 


- - - 


- - 


- 


- - - 


- 


- 


- - 


- 


लागू नही होना 


लागू नहीं होता 


। मिडिल परीक्षा पास की हो 
2 भारतीय इमारती लकड़ी का 
ज्ञान तथा देड मे 3 वर्ष का 
अनुभव प्राप्त हो । 


18 मे 25 वर्ष ( केन्द्रीय सरकार द्वारा जारी अनुदेशो अथवा आवेशो के अनुमार 
मरफारी कर्मचारियो के लिए 35 वर्ष तक की छूट ) 
नोट - प्रत्येक मामले मे भर्ती नियमावली के खाना 6 मे प्रायु-पीमानिर्धारण के 
लिएनिर्णायक सारीख वही होगी जो भारत में ( प्रहमान व निकोबार द्वीप 
ममूह मीर लक्षद्वीप को छोड़कर ) रहने वाले उम्मीदवागे मे प्रावेदनपत्र प्राप्त 
करने की प्रतिम तारीख होगी । 

जिन पदो पर भर्ती गेमगार कार्यालयो के माध्यम से की जाती है उनके 
लिए प्रायु-सीमा निर्धारण के लिए निर्णायक तारीख वह होगी जो रोजगार 
कार्यालयो द्वारा नाम भेजने के लिए प्रतिम तारीख के रूप में निर्धारित 
की गई है । 


- 


- 


- 


- - - 


- 


- - 


- - 


- 


- - 


- - 


- - 


....... . . . . -- 

12 


-- 


10 


11 


13 


- 


- - - 


-- 


मीधी भर्ती द्वारा 


नागू नहीं होता 


लागू नहीं होता 


1 मुम्यालय का निदेशक वैमानिक निरीक्षण - - अध्यक्ष 
2 उपनिदेशक , रेरियो निर्माण एवं विकास एकक - सदस्य 
3 रेडियो निर्माण एवं विकास एकक का वरिष्ठ तकनीकी अधिकारी - सवस्य 
4. अनुसूचित जाति/ अनुसूचित जनजाति का समूह क / ख अधिकारी । 

- 


---- - - - 


- 


22 ( ख ) कारपेन्टर 

ग्रेड- 2 


मामाग्य केन्द्रीय सेवा ममह " ग 
प्रगजपत्रित अलिपिकवर्गीय 


लागू नही होता 


1 ( - ) रेडियो निर्माण विकास 
एफक में ) 
नोट -कार्यभार के पाधार पर परि . 
वर्तनीय 


रुपए.*260- 6- 290-८ रो - - 
326- 8-366-द रो - 8-390 
10- 400 


- --- 


- - - 


- - - - 


- - 


- 


- - 


- - . 


- 


-. 


- .... - 


- 


- 


- 


- - 


- - 


- - - .. -- 


- 


। 


- 


- 


- 


- 


- 


--- - - - 


- 


- - - - - 


- 


- 


- 


- - - 


- 


- 


-- - - - 


- - - 


- - - - 


- - 


- - - - 


- - 


- - -- - - - - 


- 


...... .... . .. 


. . .. . . 


. - - 


- - - 


लाग नहीं होता 


- - - - - - - - - - 

। वर्ष 


1 मिडिल परीक्षा पास की हो 
2 भारतीय इमारती लकड़ी का 
शाम तथा ट्रेड में 3 वर्ष का 
अनुभव प्राप्त हो । 


18 में 25 वर्ष ( केन्द्र सरकार द्वारा जारी अनदेशो अथवा प्रादेणो के अनुमार 
मरकारी कर्मचारियो के लिए 35 वर्ष तक की छट ) 
नोट - प्रत्येक मामले में भर्ती नियमावली के खाना 6 मे प्रायु सीमा निर्धारण के 
लिएनिर्णायक तारीख वही होगी जो भारत मे ( अधमान व निकोबार द्वीप 
ममह और लक्षद्वीप को छोड़कर ) रहने वाले उम्मीदवारो मे प्राबेदनपत्र प्राप्त 
करने की अंतिम तारीख होगी । 

जिन पदो पर भर्ती रोजगार कार्यालयों के माध्यम से की जाती है उनके 
लिए प्राय मीमा निर्धारण के लिएनिर्णायक तारीख वह होगी जो रोजगार 
कार्यालयो द्वारा नाम भेजने के लिए अतिम तारीख के रूप में निर्धारित 
की गई है । 


10 


__ _ 11 


12 


13 


- _ _ 


सीधी भर्सी बाग 


लाग नहीं होना 


लाग नही होता 


मुख्यालय का निदेशक पैमानिक निरीक्षण...- अध्यक्ष 
2 उपनिदेशक , रेडियो निर्माण एवं विकाम एकक - सदस्य 
3 रेडियोनिर्माण एवं विकास एकक का वरिष्ठ तकनीकी अधिकारी - सदस्य 
4 अनुसूचित जाति / अनुसूचित जनजाति का समूह क ख अधिकारी 


__ - 


- - 


- - - - 


- 


- - - 


_____ 1830 


THE GAZETTE OFINDIA : JULY 21, 1984/ ASADHA 30, 1906 


[ PART II - SEC . 3 (1)] 


22 ( ग ) कारपेन्टर ग्रेड- 1 


चयन 


( रेडियो निर्माण एवं विकास 
एकक मे ) 


मामान्य केन्द्रीय सेवा समूह " ग " 
अराजपवित प्रलिपिकवर्गीय 


सपए 330- 8- 370- 11 - 400 
द. रो.-10- 480 

- - 


- 


- - - 


- 


- 


- 


- - - 


- -- - - - 


- 


- 


- - - 


- 


- 


- 


- - - 


- 


लागू नहीं होता 


___ लागू नहीं होता 


नही 


2 वर्ष 


- - . -. 


- . ......... 

12 


10 


11 


13 


पदोन्नमि वारा 


लागू नहीं होता 


ग्रेड 2 से ग्रेड 1 में पदोन्नति ग्रेड 2 में 3 वर्ष की 
न्यूनतम अवधि की नियमित सेवा करने पर तथा 
विभागीय ट्रेड टेस्ट पाम करने पर की जाएगी । 


1. मख्यालय का निवेशक वैमानिक निरीक्षण 

- अध्यक्ष 
2. उपनिदेशक , रेडियो निर्माण एवं विकास 

एकक - सदस्य 
3. रेडियो निर्माण एवं विकास एकफ का 

परिष्ठ नकमीकी अधिकारी- - सवस्य 
4. अनुसूचित जाति / अनुसूचित जनजाति का 
समाह का अधिकारी 

- ---- - - - -- - - - 


- 


- - 


- 


- - - 


- 


( .) फिटर मेकैनिक पंड 2, फिटर मेकैमिक ग्रेड 1 के पद से संबंधित क्रम सं० 24 और उसमे संबंधित प्रविष्टियों के लिए निम्नलिखित श्रम सं० पौर 

प्रविष्टियां प्रतिस्थापित की जाएंगी, अर्थात् : - - 


3 


24 ( क ) फिटर मेकैनिक ग्रेड- 3 


सामान्य केन्द्रीय सेवा समुह " ग " - राज- 
पत्रिन अलिपिकवर्गीय 


लागू नहीं होता 


मोट-कार्यभार के प्राधार 
पर परिवर्तनीय 


रूपाए 260- 6- 290-८. रो.- 6 
326- 8- 366-4. रो,- 8- 390 
10- 400. 


- - 


- - -- 


--- - - - - - - -- --- - - -- 


- 


- - 


- 


- - 


- - 


- 


- 


- 


- 


- 


- - - - - 


- - 


- 


- - 


- 


- - - - - 


- - 


- - 


- 


- 


- 


- - 


. 


- 


- 


- 


6 


2 वर्ष 


8 
18 से 25 वर्ष ( फेन्द्रीय सरकार द्वारा जारी अनुदेशों अथवा प्रादेणों के अनुमार 1. मैट्रिक अथवा समकक्ष 

लागू नहीं होता 
सरकारी कर्मचारियों के लिए 35 वर्ष तक की छूट ) 

2. किसी भाग्यताप्राप्त विद्यालय 
नोट : -प्रत्येक मामले में भर्ती नियमावली के खाना 6 में प्रायसीमा निर्धारण के सस्थान का ट्रेप में डिप्लोमा या 
लिए निर्णायक तारीख नही होगी जो भारत में ( अंडमान व निकोबार द्वीप प्रमाण-पत. 
भमन और लक्षद्वीप को छोड़कर ) रहने वाले उम्मीदवारों से आवेदन पत्र 3. अंग्रेजी मे कार्य करने का शान . 
प्राप्त करने की अंतिम तारीख होगी । 

4. धर्फशाप में ट्रेड में 3 वर्ष का 
जिन पदों पर भर्ती रोजगार कार्यालयों के माध्यम से की जाती है उनके लिए अनुभव । 
प्राय सीमा निर्धारण के लिए निर्णायक तारीख वह होगी जो रोजगार कार्या 
लयों द्वारा नाम भेजने के लिए अंतिम तारीख के रूप में निर्धारित की गई है 
- - - - - - 

- - - - - -- - - - - - - 
10 11 

12 
- - - -- - - - - - 
सीधी भर्ती धाग 

लागू नहीं होता 1. मुख्यालय का निदेशक वैमामिक निरीक्षण - अध्यक्ष 

2. उपनिदेशक , रेडियो निर्माण एवं विकास एकक सवस्य 
3. रेडियोनिर्माण एवं विकास एकक का वरिष्ट तकनीकी अधिकारी - सदस्य 

+, अनुसूचित जाति / अनुसूचित जनजाति का समूह क ख अधिकारी 
- - - - - - - - - -- --- - 
- - - 

3 


- - -- - 


- - - 


. . . 


- 


- 


- 


13 


लागू नहीं होता 


- 


- 


- - 


. 


- 


- 


- - 


चयन 


24 ( ब ) फिटर मेकैनिक ग्रेड- 2 


सामान्य केन्द्रीय सेवा समूह " ग " 
अराजपत्रित प्रलिपिकवर्गीय 

- - - 


रुपए 330- 8- 370- 10 -400 
व . रो .- 10- 480. 

- 


- - -- - - - - 


1 


लागू नहीं होता 


लागू नहीं होता 


नही 


2 वर्ष 


- .- - . - - 


- - 


- 


- 


- 


- 


- - - - - 


- 


- - 


- 


- 


- 


- 


- 


- - - 


- 


-- 


- 


- 


- 


1831 


[ भाग [[ - - खण्ड 3( 1) ] 
- - -- --- - - -- - - - - 


- - - ---- - -- - - -- - 


भारत का राजपत्र . जुलाई 21, 1984/ आषाढ़ 30, 1906 
- - - - - - - - - - - - - - - - 
11 

12 


13 


पदोन्नति वारा । 


लागू नहीं होता . 


ग्रेड 2 से ग्रेड 1 में पदोन्नति ग्रेड 2 में 3 वर्ष की 
न्यूनतम अवधि की नियमित सेवा करने पर तथा 
विभागीय देश परीक्षा पास करने पर की जाएगी । 


1. मुम्ब्यालय का निदेशक वैमानिक निरीक्षण 

- - प्रध्यक्ष 
3. रेडियो निर्माण एवं विकास एफक का 

वरिष्ठ तकमीकी अधिकारी सदस्य 
4. अनुसूचित जाति/ अनुसूचित जनजाति का 

समूह क ख प्रधिकारी 


- 


- 


- 


- 


- 


- 


- 


- 


- 


-- 


- - 


- 


24 ( ग ) फिटर मेकैनिक ग्रेप- 1 


पयन 


सामान्य केन्द्रीय सेवा मभूल " ग " 

अराजपत्रित- प्रलिपिकवर्गीय 
- -- - -- - - - - - - - - - - - -- - - 


मृपए 380- 12- 500-7, रो. 
15- 560. 


6 


लागू नहीं होता 


लागू नहीं होता 


नहीं 


2 वर्ष 


____ 10 


11 


12 


13 


पदोन्नति द्वारा । 


लागू नहीं होता . 


ग्रेड 2 मे ग्रेड 1 में पदोन्नति प्रेड 2 में 3 वर्ष की 
न्यूनतम अवधि की नियमित सेवा प्रथषा मेड 1 
भीर ग्रेड 2 में कुल 6 वर्ष की अवधि की नियमित 
गेवा करने पर तथा विभागीय देश परीक्षा पास 
करने पर की जाएगी । 


1, मुख्यालय का निदेशक पैमानिक निरीक्षण 

___ - प्राध्यक्ष 
2. उपनिवेशक, रेडियो निर्माण एवं विकास 

एकफ - सदस्य 
3, रेडियो निर्माण एवं विकास एकम का 

वरिष्ट तकनीकी अधिकारी सदस्य 
4. अनुसूचित जाति/ अनुसूचित जनजाति का 

समूह काख अधिकारी. 


( च ) इलेक्ट्रीशियन ग्रेट 2, इलेक्ट्रीशियन ग्रेप 1 के पद से मंबधित क्रम में० 25 और उससे संबंधित प्रविष्टियों के लिए निम्नलिखित प्रम सं० पौर 

प्रविष्टियां प्रतिस्थापित की जाएंगी , अर्थात् :--- 


- - -- - - - 


- - 


- - 


- . . . . 


. 


- - . - - 
25 ( क ) इलेक्ट्रीशियन ग्रेड- 3 


लागू नहीं होता 


2 ( * ) कार्यभार . सामान्य केन्द्रीय सेवा समूह " ग " 
" फ प्राधार पर प्ररामपत्रिन , प्रलिपिकवर्गीय 
परिवर्तनीय 


रूपए 260- 6- 290-६. रो.- 6 
326- 8- 366-4 , रो.- 8-390 
10- 400. 


_ - 


- 


- 


- - - - 


- - 


- - - 


8 


लाग नहीं होता 


2 वर्ष 


18 से 25 वर्ष ( केन्द्रीय सरकार द्वारा जारी अनुदेणों अथवा आदेशों के अनुसार 
मनारी कर्मचारियों के लिए 35 वर्ष तक की छूट ) 
नोट : -- प्रत्येक मामले में भर्ती नियमावली के खाना 6 में प्राय सीमा निर्धारण 

के लिएनिर्णायक तारीख वही होगी जो भारत मे ( अंडमान व निकोबार द्वीप 
समूह और लक्षद्वीप को छोड़कर ) रहने वाले उम्मीदवारो से प्राधेदन पत्र 

प्राप्त करने की प्रतिम तारीख होगी । 
जिन पदों पर भर्ती रोजगार कार्यालयों के माध्यम मे की माती है उनके लिए प्रायु 

सीमा निर्धारण के लिएनिर्णायक तारीख यह होगी जो रोजगार कार्यालयों 
द्वारा नाम भेजने के लिए अंनिस तारीख के रूप में निर्धारित की गई है । 


1. मैट्रिफूलेशन अथवा समकक्ष 
2. किसी मान्यता प्राप्त संस्थान से 

देर में प्रमाणपत्र 
3. विद्यत मणीनो, स्वित्र बोस, 
ट्रासफार्मर, प्रार्मेचर रिलन , 
संचालक बैटरी के तार लगाना, 
रख -रखाव तथा मरम्मत का एक 
वर्ष का अनुभव । 


- - - - 


- 


- - 


- - - - - 


- - 
11 


10 


13 


- - -- - 


- -. .. - - 


- 


- - - - 


- 


- 


- - " 


मीधी भर्ती द्वारा . 


लागू नहीं होना . 


लागू नहीं होता 


- -- - - 

12 
1. मुख्यालय का मिदेणक वैमामिक निरीक्षण - - अध्यक्ष 
2. उपनिदेशक , रेडियो निर्माण एवं विकास एकक - सदस्य 
3. रेडियोनिर्माण एवं विकास एफक का वरिष्ठ सकनीकी अधिकारी सदस्य 
4. अनुसूचित जानि /अनुसूचित जनजाति का समूह का अधिकारी - सवस्य 


443 GI /84 - 8 
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[ PART II - SEC . 3(1)] 
- .-- - - - - -- -- - - - -- ---- - - - 


- -... - - 


2 


- - 


- - 


- - - 


... - - 


- 


25 ( ख ) इलेक्ट्रीशियन ग्रेड- 2 


चयन 


सामान्य केन्द्रीय सेवा ममह "ग " 
अगजपत्रित अलिपिकवर्गीय 


रूपए 3,30- 8- 371)-10- 40 / 
व. रो.- 10- 480. 


- - 


- 


- 


- 


- - 


- - - 


- 


- 


- - -- 


- - - 


- 


- - - 


- 


- 


- - - 


- - 


- - 


- -- -- 


- - - - - - -- - - - - - - - । । - - - - - - - 

- - - - - - - -- - - -- . - - - . . . 


- - - । । 

. . - - - - - 


- - - - - - - 
- . - .. . 


. .- -. - - 


:: --- - --- 


- - - 


- - 


- - - -- - -- - 


.. - 


- -- --- - - 


- - -- - - - 


- - - 


लागू नहीं होता 


लागू नहीं होता 


- - - - - - - - -- - - - - - 

नही 
- - - - -- - - - - - - - - . . . - - - . - .. - 


- .. - .. 
2 वर्ष . 
- - ....- - - - 


-- 


- - 


- 


- - - 


- - - - - - - - - 


. 


.- 


- - 


- - -- - 


- - 


- - 


- . - 


- - .. . - 


- 


- . 


- - 


- - 


10 


12 


_____ 13 

_ _ _ . _ . . 
लागू नहीं होता 


पदोन्नति द्वारा 


ग्रेड 3 से ग्रेट 2 में पदोन्नति ग्रेड 3 में 3 वर्ष की 
म्यूनतम अवधि की नियमित सेवा करने पर तथा 
विभागीय ट्रेड टैम्ट पाम करने पर की जाएगी । 


1. मन्डयालय का निवेशक वैमानिक निरीक्षण - -- मध्यक्ष 
2 उपनिदेशक , रेडियो निर्माण एवं विकाग एकक - ~ सदस्य 
3. गडयो निर्माण एवं विकास एवक का वरिष्ट तकनीकी 
___ अधिकारी - - सदस्य 
4. अनुमूचित जाति, अनुसूचित जनजाति के समूह काख अधिकारी 


- - - 


- - - 


.. 


.. .... -- 


- - 


" - 


- - - 


- - -- - - -- 


- - 


- 


- - 


- 


-- 


- -- - - . 


- -- - - - - -- - 


- -- - - .. . - 


- 


- - - - - -- 


- - 


- . 


- 


. 


- - 


- 


25 ( ग ) इलेक्ट्रीशियन ने मु- 1 


मामान्य केन्द्रीय सेवा समुष्ट "ग " 
अगजपत्रित अलिपिकवर्गीय 


रुपए 380-12- 500- 5010 
4 . रो.- 15- 560. 


__ लागू नहीं होता 


-. - 


- 


- - 


- 


- 


- - - - 


_ , . . . . 


. . . 


.. 


लाग माहीं होता 


नहीं 


. 


लाग माही होमा 
- - - - - - - 


- 


r 


- 


- 


- 


- - 


" 


10 


12 


- 


- 


- 


- 


पदोन्नति द्वारा 


ग्रेड 2 से ग्रेज 1 में पदोन्नति ग्रेड में 3 वर्ष की 
न्यूनतम अवधि की नियमित मेवा प्रपत्रा ग्रेड3 

और ग्रेड 2 में कुल 6 वर्ष की अवधि की नियमित 
मेवा करने पर तथा विभागीय ट्रेप टैस्ट पाम करने 
पर की जाएगी । 


1. मुख्यालय का निदेशक वैमानिक निरीक्षण - अध्यक्ष . लागु नही होता. 
2 . उपनिदेशक , रेडियो निर्माण एवं विकाम एकक -- मदम्म 
3. रेडियो निर्माण एवं विकास एकफ का वरिष्ठ तकनीकी 

अधिकारी - ~-सवस्य 
___ 4. अनुसूचित जाति / अनमूचित जनजानि का ममूह काख अधिकारी 


- 


- 


- 


- - 


- - 


- 


- 


[ सं० ए० 12018/ 1/82-5 उन्ल्यू ( बीई /एमाएफएस ) ] 

___ एम० बैंकोवा घार, अवर सचिव 
नोट : - - मुल भर्ती नियम भारत के राजपन्न के भाग 2 बर 3, उपसर ( i ) में दिनांक 22- 6- 1974 की मा० मा नि० 637 द्वारा अधिसुचिस तथा 

तत्पश्चान दिनांक 31- 1- 1981 की सा० स० नि . 126वाग मंशोधित किए गए थे । 


MINISTRY OF TOURISM AND CIVIL AVIATION 

Naw Delhi, 29th June , 1984 
G. S. R . 776. ... In exercise of the powers conferred by the proviso to Article 309 of the Constitution,the President hereby makes 
the following rules further toamend the Civil Aviation Department , Aeronautical Communication Organisation, ( Group C Posts ) 
Recruitment Rules, 1974 , namely : 

1 , (i ) These rules may be called the Civil Aviation Depariment. Acronautical Communication Organisation ( Group C 
Posts ) Recruitment (Amendment) Rules , 1984 , 

( ii) They shallcone into force on the date of thoi publication in the officialGaz :tte . 

2 . In the Civil Aviation Department, Aeronautical Communication Organisation ( Groulp C Posts ) Recruitment Rules, 1974 
in the Schedule : 
(a ) for Serial N .), 17 l elaiting to the posts of Wireless Mechanic and the entries relating thereto , the following serial number 
and culries shall be substituted , 11. mely : 

- - - - - -- -- -- - - - - - -- - - ---- 

- - -- 
17(a ) Wireless Mechanic 4 (* ) : Note : Sulijcct to General Centro.l 

Rs. 330 - 8 - 370 -10- 400- EB- Not Applicable. 
Gradu 11 

variation clopendent on Services - Group C .- 10 -430. 
work-load, 

Non- Gazetted Non 
Ministerial . 

--- - -- - - - - -- -- ---- - 


- 


. 


. - - -- - 


- 


- - 


- - 


3ex.phorn.comra. For some. - 


- - - - 


. 


. , . . 


- - 


- 


- - . 


. - - . 


। 


. . .. 


- - -- 


- - 


- 


- -- - ... . 


- 


- 


- - 


- 


। - - - - 


( PANT 11- 


3 (i ) 

---- 
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- - - - 


21, 1984 / 191€ 30, 1900 


- -- -- 


-- - - 


- 


- - 


- - - 


- " 


- 


- - 


- - - 


- 


- 


- 


- - 


- 


- - 


- - - - 


Not Applicable . Two yours. 


- - - - - 
18 10 25 years (relaxable foi Gwertinent 1 . Matriculation or equivalent qualification . 

Servants upto 35 years in accordance with ? . Should have Diploma or Certificato 
instructions aro der s issued by th ( ntra in Radio Enginecring and Servicing 
Governinent ). 

from a recognised Institution . 
Note : - - The crucial date for determining thr ]. One your s practivitl experience in Radio 

age limit in Column 6 of the Recruitmunt Soi vicing. 
Rules will, in each cose , be the closing date 4 . Should have titleast two years exporience 
for receipt of applications from candidatos ir Trade. 
in India ( other than Andaman and Nicobar 

Islands und Lakshadweep ). 
In respect of the posts , thc eppointments to 
which are made thi ough thc Employment 
Exchange, the crucial dato for determining 
tha age limit in cach cise, will be the last 
dato up to which the Employinent Exchanges 
are asked to submit the rames . 


10 


12 


13 


By Direct Recruitment. 


Not Applicable. 


1. Diroctor of Aeronautical Inspection at Not Applicablo . 

Headquarters Chairman . 


2 . Deputy Director, Radio Construction & 

Devolopment Units — Meniber, 


3 . Senior Technical Officer in Radio Cony 

truction und Developinont Units - -Member. 


4. A Group A / B Officer preferably belong 

ing to Scheduled Castes/ Scheduled 

Tiibes. 
--- - - - 

- -- - -- - - - - - 


- - - - 


- 


- 


- - 


- 


MU 


with 


17 (b ) Wircles: Mechanic Grade 1 


Rs. 380 - 13 -500 -EB -15 - 
560 . 


Selection . 


Gonçral Central Services 
Group - C - -Non 
Gazette - - Non 
Ministerial 

-- - - 


- 


- - 


- - 


-- -- - - - . . . 


- - - - -- --- 


- 


- 


-- 


9 


H 


Not Applicable . 


Not Applicable 


Two years, 


10 


12 


13 


By Promotion . 


1 . Director of Acronautical Inspection at Not Applicable . 
Headquarters - Chairman , 


Promotion from Grade II to Grado I will 

be subject to a minimum period of three 
years of regulir service in Grado IIred 
passing of a Department | Trade Test . 


. . Deputy Director, Radio Construction & 

Dovelopment Units - Membor, 


3. Senior Technical Officer, in Radio Cons 

truction and Development Unity - Momber. 


4 , A Group A / B Officer preferably belong 

ing to Scheduled Castes/ Scheduled Tribos. . 


- 


- - 


- - 


* 


1 


- - 


- - 


- 
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4 


(b ) for Serial Number 20 relating to the post of Instrument Mechanic and the entries relating thereto , the following Serial 
Number and Entries shall bc substituted , numcly ; 

2 3 

- 5 
" 20 ( a ) Instrument Mechanic 20 ) 

" Gạneral Certral Servicos Rs. 260-6 - 290 -EB -6-326 - Not Applicable . 
Grade II (* ) Note :-- Subject to Group C - Non 

8 - 366 -EB -8 -390 - 10 400 . 
variation dependent on Gazetted Non-Minis 
workload . 

terial. 


- 


-- 


- - 


- 


- 


- 


8 


9 


Not Applicable 


2 years, 


18 to 25 years (relaxable for Government 1 . Should have passcd middlc standard 

servants upto 35 years, in accordance with examination , 
the instructions or orders issued by the 2 . Should have knowledge of the principles 
Central Government). 

of clomentary clectricity and electrical 
Note : The crucial date for determining the instruments combined with thise ye& . s 

ago limit in Column 6 of the Recruitment experience of repairing of electrical 
Rules will, in each caso , be the closing date instruments insluding RF Motros , 
for receipt of applications from candidatos multi -purpose testing instruments, 
in Iadla (other than those in Andaman and 

Nicobar Islands and Lakshadweep ) . 
In respect of the post, the appointments to 

which are made through the Employment 
Exchanges, the crucialdate for determining 
tho age limit in cach caso , will be the last date 
upto which the Employment Exchanges are 
askod to submit the namos. 


10 


12 


13 


By Direct Recruitmont 


Not Applicablo 


1, Director of Asronautical Inspection at 

Headquarters -- - Chairman 


Not applicable . 


2 . Deputy Director, Radio Construction 

and Development Units - -Member 


3. Scuior Technical Officer in Radio Cons 

truction and DovelopnientUnits - Member 


4 . A Group A / B officer preferably belong 

ing to Schedulcd Caste/ Scheduled Tribe - Meinber 


Selection 


20 (6 ) Instrumcat Mechanic 

Grade 1 


General Central Services Rs. 330 -8 -370 - 10 -400 - EB - 
Group C Non 

10 -480 . 
Gazetted - Non 
Ministerial. 


Not Applicable 


Not Applicablo 


- No 


Two years 


10 


11 


12 


13 


By Promotion , 


Promotion from Grado II to Grade Iwill be 1. Director of Aeronautical Inspection at Not applicablo " 

subject to a minimum period of 3 years Headquarters - Chairman 
regular service in Grade II and passing of 
a Departmental Trado Tcst. 

2 . Deputy Director , Radio Construction 

and Development Units - -Member 


3. Sonjor Technical Officer in Radio Cons 

truction and Development Units---Member 


4, A Group A /B officer preferably belong 

ing to Sclicduled Caste /Scheduled Tribc - Membo: 


- 


. 


- 


- 


- 


. 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- - - - 


- - 


- - - 


-- - 


- - 


- 


- 
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(c) for Serial Number 21 relating to ths post of Welder and the entries relating thereto the following Serial Number and entrios 

shall be substituted , namely :- - 


YYYU 


" 21 (a ) Welder Grude II 


1 (*) 
* Subject to variation 

dependent on workload 


Rs. 260 -6 -290- EB -6 - 326 
8 - 366 -EB -8 - 390 - 10 - 405. 


Not Applicable . 


General Contial 
Services Group C 
Non -Gazetted 
Non -Ministcria ! 


- - 


- - 


- 


-- 


OH 


- 


2 years 


18 to 25 year s (relaxable for Government Essential : 

Not Applicable 
Servants upto 35 years , in accordance with 1. Should have passed primary standard 
the instructions or orders issued by the examination . 
Central Government) . 

2. Should h : vo 3 yoars experience of gas 
Note : The c ucial date for determining tha and clectric welding of different types of 

age limitin column 6 of the Recruitment steel and cast iron 
Rules will it cach case , be the closing dato Desiruble : 
for receipt of applications from candidates Knowledge ofwelding alumipium , zinc and 
in India ( other than those in Andaman and other non - ferrouy altoys . 

Nicobar Island and Lukshadweep ). 
In respect of the posts , the appointinents to 

which are made through the Employment 
Exchanges, the crucial date for determining 
the age limit, in each case , will be the last 
date upto which the Employmcat Exchan . 
gos are asked to submit the names . 

- - - 


10 


11 


13 


By Direct Recruitment 


Not Applicable 


1 . Director of Aeronautical luispection at Not applicable . 
Headquarters 

--- Chairman 
2. Deputy Director, Radio Construction 

and Development Units -- Member 
3 . Senior Technical Officer in Radio Cons 
truction and DavelopmentUnits 

- Member 
4 . A Group A / B officer proferably belong . 
ing to Scheduled Caste /Scheduled Tribe . 

- Member 


- - -- - 


3 


21(b ) Welder Grade I 


Rs. 330 -8-370 - 10- 400-EB - 

10 -480 . 


Selection , 


General Central 

Services Group C 
Non -Gazette - 
Non -Ministerial 


Not Applicable 


Not Applicable 


2 Years. 


10 


11 


12 


By Promotion , 


Promotion from Grade II to grade I will 1. Director of Acronautical Inspection at Not applicable " 
be su bjcct to a mininum period of three Hcaduarters 

- Chairinan 
years regular servico in Grade II and 
pussing of a Departmental Trade Test 2 . Deputy Director Radio Construction 

and Development Units - momber 
3 . Senior Technical Oficer in Radio 
Construction and Development Units 

- - Member 
4 . A Group A /B officer preferably belong 
ing to Sclieduled Caste /Scheduled Tribe . 

- Member 


1836 THE GAZE ITE OF INDIA : JULY 21, 1984 /ASADHA 30 , 1906 

[PART JESEC . 36 )] 
-- - - - - - - - - 

- - - 
(d ) for Serial Number 22 relating to the post of Carpenter and the entries relating thereto , the following serial number and 

entries shall be substituted , namely - 


- - 


- - - - - - - 


- - 


- 


- 


- 


G 


- 


- 


- 


- 


- - - 


22 (a ) : Carpenter 


Rs. 260 -6 - 326 -EB -8 - 350 


Not Applicable . 


8 * ( in Radio Construction General Central 

and Development Services Group C 
Units ) 

Non -Gazetted 
* Note : Subject to varia Non -Ministerial 

tion dependent on 
workload 

- - - - - - - - - - - - - - - - - - - - - 


- 


- - - 


- 


- 


- - 


- 


- 


- - - - - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - - 


- 


- - 


- 


- 


- 


- 


- - - 


- 


- 


- 


Not Applicable . 


18 to 25 years (relaxable for Government sor - 1. Should have passed Middle Standard Not Applicable . 

vants upto 15 years , in accordance with thc cxamination . 
instructions er orders issued by the Central 2. Should have thice years experience in tho 
Central Givernment). 

trade and knowledgc of Indian Timber . 
Note : — The crucial date for deterınıning the 

age limit in column 6 of the Recruitment 
Rules , will un each , be the closing date for 
receipt of applications from candidates in 
India , (other than those in Andaman & 

Nicobar Islands and Lakshadweep ). 
lui respect of the posts the appointments to 

which are made through the Employment 
Exchanges, the crucial date for determining 
thc age limit, in each caso , will bo the last 
date upto which the Employment Exchanges 
are asked to submit the names . 

- - - - - - - - - - -- - - -- - - 


- 


- - 


- - - - 


- - - - - 


- - 


- - 


- - 


- - 


- - 


. 


. 


. 


- 


-- - - 


- - - 


- 


- - 


- - 


- 


- - - 


- - - - - - - - 


- 


- - 


- 


- 


- - - 


- - 


- 


- 


- 


- - - 


- 
10 


13 


. 


- 


- 


- 


By Direct Recruitment 


Not Applicable 


1 . Director of Acronautical Inspection at Not applicable. 

Headquarters Chairman . 
2. Deputy Director, Radio Construction 

und Development Units - Member . . 
3. Senior Technical Officer in Radio Cons 

truction and Development Units -- Membor 
4 . A Group A / B Onicer preferably belong 
ing to Scheduled Casto /Scheduled Tribe . 

- Member 
- -- - - - - - 


- 


- 


-- - - 


- 


- - - 


- - - 


- 


- - 


- - - - - - - - 


- - 


- - - 


- - - 


- 


- - - 


- - - - 


- - 


- 


- - - - - 


- 


- 


- 


- 


- 


- - - 


- - - 


3 


22 (b ) Carpenter Grade II 


Rs. 260 -6 -290 -EB -6 - 326 - 8 

366 - EB - 8 - 390 - 10 - 400 


Not applicable. 


1 (* ) ( in Radio Construc - General Central - 
tion and Development Services Group C 
Units ) 

Non -Gazetted 
* Note : Subject to varia Non -Ministerial. 

cion dependent on 
work - load 


- - - - 


- 


- - - 


- - - - 


- - 


- - - 


- - - - 


- 


- 


- - 


- - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


9 


- - - 


PS 


2 yoars . 


-- - - - - - - - - 
18 to 25 yoаrs (relaxable for Goveranert Ser: 1. Should have passed Middle Standard Not Applicable 

vants upto 35 years in accordance with the Examination . 
instructions or orders issued by the Central 2. Should have three years experience in the 
Government) 

trade and knowledege of ladian Timber 
Note : The crucial dato for determining the 

age limit in column 6 of the Recruitment 


- 


- 


- - - - - 


- - - 


- - - 


- - 


- - . 


, 


30 , 1900 
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- - - -- - - - - 


HITTT TITIA . TUTTI 21, 1994/ 3779T 
- - = - - --- - - - - - - - - - 


- 


_ 


_ 


_ - - - - 


- - - - - 


- 


- 


- - 


- - - - - 


- - - - 


- - 


- - 


- 


- 


- 


-- - -- 


-- 


- 


-- - -- - 


- 


- - - - - 


Rules will, in each case, be the closing dato 
for receipt of applications from candidates 
in India (other than Andaman and Nicobar 

Islands and Lakshadweep ). 
In respect of the posts the appointments to 
which are made through the Employment 
Exchanges, the crucial date for determining 
the age limit in each case , will be the last 
dato upto which the Employment Evchanges 
are asked to submit the names ). 


co 


- 


- - - - -- 


- 


- 


- - - 


- - - 


- 


- 


- - - - 


- - - - 


- - - - 


- 


- - 


- 


- 


- -- - 


- - 


- 


- 


- 


- - - - 


- - 


- 


- 


- 


-- - - - - - - 

10 


- - - - 

11 


- - 
12 


- -- 


- 


- 


- 


- - - - 


- 


- - - 


- - 


- - - - 


- 


- 


- - 


- 


- - - 


- 


- 


- 


- - - 


- 


- 


- 


- 


- 


- 


- 


By Direct Recruitment, 


Not Applicable. 


Not Applicable 


1. Director of Acronautical Inspection at 
Headquarters - 

Chairman . 
2 . Doputy Director , Radio Construction 
and Development Units . 

Member . 
3. Sealjr Teclmical Oncer, in Radio 
Construction and Development Units 

Menbor . 
4 . A Group A / B Officer preferably belong 

ing to Scheduled Caste /Scheduled Tribe 


- 


- 


- 


- - - 


- - 


- 


- 


- 


- 


- - 


- - 


- - 


- - - - - - 


- 


- - - - - - - - - 


- - 


- 


- 


- 


- 


- 


- 


22 (c ) Carpeitor Gracef 


- - - 
1 ( in Ridi) Construction General Contral 

and Development Services Group C 
Units ) 

Nit - Gazetted 
Non -Ministerial, 


- - - - - - - - 
Rs. 330 - 8 - 370 - 10 - 400 - 5B 

10 -480 . 


. - , - - - 

Seloction 


- - - - - 


- - - 


- - - 


- 


- 


— 


- - 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- - - - 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- - - - - - - - - - 
Not Applicable 


VA 


- 


. - 


- 


10 


13 


2 


. 


W 


By Promotia 17 . 


-- - - - - - - - - - - 
Not Applicable. No 

2 Years. 
-- - -- - - - - - - - - - - - - - - - - - - - - - 

- - - -- - - 
11 

12 
Promotion from Grade II to Grade I, will 1 . Director of Aeronautical Inspection at Not Applicable. 
ha subject to a minimum period of thice Headquarters. - 
years regular service in Grade II and 

Chairman 
passing of a Derartmentul Trade 
Test . 

2. Deputy Director, Radio Construction 
and Development Units - 

Member . 
3. Senior Technical Officer in Radio Cons 
truction and Development Units 

Member . 
4 . A Group A / B Officer prcforably belong 

ing to Scheduled Custes /Schac uled Tribes, 


- 


- - 


(c) for serial number 24 relating to the post of Fittor Mechanic Grade II, Fitter Mochenic Grade I and the entries relating there 
to the following serialnumber and entries shall be substituted , namely : 
- - - - -- - - - 

-- - -- - 

— 

- 
- - - - - - - - - 
21( a ) Fitter Mechanic 2(* ) Note : Subject to varla - General Central Services Group Rs. 210 -6 -240 -FB -C - Not applicable 
Grade III 

tion dopcndent on work - C Non -Gazelted Non - 326 - 8 -366 - EB -8 -390 
load. Ministerial, 

10 - 400 , 


- 


. 


- 


21 . 


4 


D 


- 


- - 


- - 


- 


- 


- 


- 


- - 


- 


- 
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- 


- - - - - - - - --- = - - - - 


- - 


- 


-- -- - - 


- - - - 


- 


- - - 


- - 
2 years 


18 to 25 years (relaxable for Government ser : 1 . Matric or Equivalent , 

Not applicable 
vants upto 35 yoars in accordance with the 2 . Diploma or Certificate in the Trade 
instructions or orders issued by the Central from a recognised School/Institute , 
Government). 

3 . Working knowledge of English . 
Note : The crucial date for determining the 4 . Should have three years experience in the 

age limit in column 6 of the Recruitment trade in a workshop . 
Rules in each case will be the closing date 
for receipt ofapplications from candidates in 
India ( other than Andaman and Nicobar 

Tslands and Lakshadween ) . 
To respect of the posts, the appointments to 

which are made through the Employment 
Exchanges , the crucial date for deteimining 
the age limit in each will be thelast date upto 
which the Employment Exchanges are asked 
to submit the names . 

- - - - - - -- - - - - - - - 


- - - 


- 


10 


11 


12 


13 


w 


By clirect Recruitment. 


Not Applicable , 


1. Director of Aeronautical Inspection at Headquarters Noi asplicable 

- Chairman . 
2 . Deputy Director , Radio Construction and Develop 

ment Units - Menrber. 
3. Senior Technical Omcer in Radio Construction and 

Development Unity - Member , 
4 . A Group A / B Oficer preferably belonging to Sche- 

duled Casto /Scheduled Tribe. 


- 


- - 


- 


- - 


- 


. 2 


4 


241h ) Filter Mechanic Grade II 


4 


General Central Services Group C 

Non -Gazetted Non -Ministerial, 
- - 


Rs. 330 - 8 - 370 - 10 -400 - CB - Selection , 

10 - 480 . 


- 


- - 


- - - 


- - - - - - 


- 


- 


- 


- - 


- 


8 


9 


Not Applicable 


Not applicable 


No . 


2 years . 


11 


13 


By Promotion 


Not applicable 


Promotion from Grade III to Grade I [ will 1 . Directo of Aeronautical Inspection 
be subject to a minimun period of 

at HeadquartersChajiman , 
regular service of three years in 2 . Deputy Director , Radio 
the Grade III and passing a Depart . Construction and Development 
mental Trade Test . 

Units - - Member . 
3 . Senior Technical Omcer in Radio Cons 

truction and Devlcopment Units 

Member 
4 , A Group A /B oficer preferably belorg 

ing to Scheduled Caste / Scher!ulç i Tribc. 


24 (c) Fiter Mechanic Grade ! 


8 


General Central Service : Group C Non - 

gazelted - Non -Ministerial. 


Rs. 380 - 12 - 500 -EB - 15 -560 Selection 


Not Applicable 


No . 


Not Applicable 


2 years , 


WILL 


- 


- 


- 


- 


- 


- 


- 


[ 17 
- - 
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II - _ 93 3 (i ) ] 
- -- - - - - - - - - 

10 


- - - - - - 


- - 


- - 


- 


- - 


- 


- - - 


- 


- 


13 


Le 


By Promotion , 

Pronianfion Grule II to Grec I will be 1 Director of Melonintical Inspection at Not Applicabic . 

Subject to a ninimum neriod of regulaj Headquarters Chanman . 
service ofthree years in Gradc If or a total 2 . Deputy Director, Radio Construction 
period of 6 years regular scivicc in Grade and Development Units - Member. 
TIT and Gradc II and passing of a Depart. 3. Senior Technical Officer in Radio Cons 
mental Trade Test . 

fruction and Development units - Member . 
4 A Group A / B officer preferably belong 

ing to Scheduled Castc /Scheduled Tribo 
(f ) for serial number 25 relating to the post of Electrican Grade II, Electrician Grade 1 ard the entries relatirg thereto , the 

following serial number and entries shall be substituiçd , namely : 


" 25 ( a ) Electrician 

Grade ITI 


2 ( * ) ; Note : Subjcct General Central Servicc Gi( up 
to yoliation de C Non -Gazetted Non -Minis - 
pendant on work - terial 
load . 


Rs. 280 290 - EB 6 - 326 - 8 - 366 - 
EB - 8 - 390 - 10 -400 . 


Not Applicable 


- - 


- - - - 


- - 


- 


- - 


- 


- 


- 


- 


- - 


- - - 


- 


-- 


- - - 

- -- - 
18 to 25 years (relaxable for Government Ser- 1 . Matric or equivalent, 

Not applicable 

2 years 
vants upto 35 years in accordance with thc 2 Cortificate from a recognised Institute in 
instructions or orders issued by the Central the Tird . 
Government ), 

3. One year pratical experience in wiring , 
Note : - Thc crcalitate for determining the maintenance and overhaul of electrical 

age limit in column 6 of the Recruitment machines , switch board atterdance , trans 
Rules will in eich casc , be the closing date former and armature winding and storage 
for receipt of anolla ony from cand dates battery practice 
in India (other thar Ardimen ard Nicobar 

Islands and lakshancer ! 
In respect of the posts, 1c opro rimonts to 

which are made through the Employment 
Exchanges , the crucial date for determinira 
the age limit , in each case , will be the last date 
upto which the Employment Exchanges are 
asked to submit thic names . 

- - - - 
- - - 
10 11 

12 
By Direct Recruitmert Not Applicable 

1 . Director of Acronautical Inspection at Headquarters Notapplicable 

- Clairm & o . 
2 . Deputy Director, Radio Construction and Develop 

ment Units Member . 
3 . Senior TochnicalOfficer in Radio Construction and 

Development Units - Member , 
4 . A group A / B officer belonging to Scheduled Castel 

Schedulcu Tribe. 


- - 


- - - 


5 


25 (b ) Electrician Grade II . 


Generul Central Services Group C Rs. 330 - 8 - 370 - 10 -400 -EB - 10 

Nur -Gazetied Non -Ministerial. 480 . 


Selection . 


- - 


RUU 


- - 


- 


Not Applicable 


Not Applicable 


No 


2 years 


10 


By Promotion 


12 

13 
Promotion fr m Grade III to Giacha [I will 1. Director of Aeronautical Inspection at Not applicable 

be subject to a minimuin period of regular Headquarters - -Chairman . 
service of threc years in Grace III and 2 . Diruty Diroctor, Radio Construction 
passing of a Departmental Trade Test. and Development Unit Member. 

3 . Senior Technical Officer in Radio Cons 

truction and Development Units -- Mcmber . 
4 . A Group A / B officer preferably belonging 

to Scheduled Caste / Schedulcd Tribe. 


- 


- 


- 


- 


- 


- 


- 


25 (c ) Electrician Grade I 


3 
General Central ServicesGroup C -Non - 

Gazetted Non -Ministerial, 


Rs. 380 -12-500 -EB-15 -560. 


Selection . 


Not Applicable 


No 


2 years 


Not Applicable 
44361/84 - 9 
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10 


12 


13 


By Promotion. 

Promotion from Grade II to Grade I will 1. Director of Aeronáutical Inspection at Not applicable 
be subject to a minimum period ofregular Headquarters - Chairman 
service of 3 years in Grade II or a total 2 . Deputy Director , Radio Construction 
period of 6 years regular service in Grade and Development Units – Member 
III/ Grade II and passing ofa Departmen- 3. Senior Technical Officer in Radio Cons 
tal Trade Test . 

truction and Development Units 

- Member 
4 . AGroup A/ Bofficer preferably belonging 

to Scheduled Caste / Scheduled Tribe . 
Note :- - Principal Recruitment Rules were notified in the Gazette of India Part It Section 3 Sub -Section (1) GSR 637, dated 22-6- 197 
and subsequently amended vide GSR 126, dated 31 - 1 - 1981. 

[ No . A . 12018/ 1/82- EW ( VE/SFS)] 
S . VENKOBACHAR, Under Secy. 


पर्यटन और नागर विमानन मंत्रालय 

नई दिल्ली , 4 जुलाई, 1984 
सा० का०नि० 777 .--- वायुयान नियम , 1937 का और संशोधन 
करने के लिए कुछ नियमों का निम्नलिखित प्रारूप, जिमे केन्द्रीय सरकार 
वायुयान अधिनियम , 1934 ( 1934 का 22 ) की धारा 5 द्वारा प्रवत्त 
शक्तियों का प्रयोग करते हुए बनाना चाहती है , उक्त अधिनियम की धारा 
14 के अपेक्षानुमार ऐसे सभी व्यक्तियों की जानकारी के लिए प्रकाशित 
किया जाता है, जिनके उससे प्रभावित होने की संभावना है । इसके द्वारा 
यह सूचना दी जाती है कि उक्त प्रारूप पर अधिसूचना के गजपत्र में प्रका 
शन की तारीख से तीन मास की अवधि के पश्चात् विचार किया जाएगा । 

2 ऐसे प्राक्षेपो या सुझावों पर जो इस प्रकार विनिर्दिष्ट अवधि से 
पहले उक्त प्रारूप नियम की बाबत किसी व्यक्ति से प्राप्त होगे, केन्द्रीय 
सरकार विचार करेगी । 

प्रारूप नियम 
1. इन नियमों का संक्षिप्त नाम वायुयान ( संशोधन ) नियम , 1984 है । 

2. पायुयान नियम 1937 की अनुसूची 1 में , मद सं० ( 2 ) के पश्चात् 
निम्नलिखित मंतःस्थापित किया जाएगा , अर्थात् : - - 
" क्षेत्र 

प्रतिषेध का विस्तार 
( 3 ) यह क्षेत्र जो निम्नलिखित समन्वय बिन्दुओं द्वारा प्राबर है : 
2837 उ 771145 पू 

2837 उ 771 230 पू 
283630 उ 771230 पू पूर्ण 
282630 उ 771140 पू 
इसका विस्तार भूतल से उर्ध्व की मोर प्रारंभ हो कर प्रसीमित ऊंचाई 


DRAFT RULES 
1 . These rules may be called the Aircraft ( Amend 
ment) Rules, 1984 . 

2. In Schedule I to the Aircraft Rules 1937. after item 
No . ( 2 ) , the following shall be inverted , namely : 
Area 

Extent of prohibition 
(3 ) The area bounded by following co - ordinates : 
2837 N 

771145 E 
2837N 

771230 E 
283630 N 

771230 E Absolute 
282630 N 

771145 E 
Extending Vartically from ground level to an unlimited 
upp r luvul. 

[ File No . Av . 11012 / 10 / 82- AR 

NASIB SINGH, Under Secy . 
Note : Principal rules published vide Notification No. V - 26 

dated the 23rd March, 1937. Subsequently amended 
by Notification No. GSR 1567 dated 16th November , 
1962 and GSR No . 1655 dated the 12th November , 
1964. 


[ फा० सं० ए० वी० 11012/ 10/ 82-ए ] 

नसीब सिंह, अवर सचिव 
टिप्पण : मूल नियम , अधिसूचना सं बी - 26, तारीख 23 मार्च , 1937 

द्वारा प्रकाशित किये गए थे । तत्पश्चात् उनमें अधिसूचना स० 
सा० मा० नि० 1567, तारीख 16 नवम्बर, 1962 पौर 
सा० का . नि . स . 1665 तारीख 12 नवम्बर, 1964 द्वारा 

संशोधन किए गए । 
MINISTRY OF TOURISM AND CIVIL AVIATION 

___ New Delhi , the 4th July, 1984 
G . S . R , 777, — The following draft of certain rules further 
to amend the Aircraft Rules 1937 which the Central Gov . 
ernment propose to make in exercise of the powers conferred 
by section 5 of the Aircraft Act 1934 ( 22 of 1934) is hereby 
published as required by section 14 of the said Act for the 
information of all persons likely to be effected thereby and 
notice is hereby given that the draft will be taken into consi 
deration after a period of three months from the date of 
publication of this notification in the Official Gazette . 

2 . Any objections or suggestions which may be received 
from any person with respect to the sail draft rules before 
the period so specified will be considered by the Central 
Government. 


( भारत मीमम विज्ञान विभाग ) 

नई दिल्ली, 4 जलाई, 1984 
मा० का नि० 778 178-- - राष्ट्रपति, संविधान के अनुच्छेद 309 के 
परमुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए, भारत मौसम विज्ञान 
वभाग ( ममूह " " ) पर भी नियम , 1969 का पौर संशोधन करने के 
लिए निम्नलिखित नियम बनाते हैं, अर्थात् : -- 
___ 1. इन नियमों का संक्षिप्त नाम भारत मौसम विज्ञान विभाग ( ममूह 
" ख " ) पद भर्मी ( संशोधन ) नियम , 1984 है । 

2. ये राजरत्न में प्रकाशन का तारीख को प्रवत होंगे । 
2. भारत मौसम विज्ञान विभाग ( समूह " ख " ) पद भर्ती नियम , 
1969 (जिन्हे इसमें इसके पश्चात् नियम कहा गया है ) में नियम 4 के 
उप-टिप्पण ( 1 ) में , “ ( 1 ) " कोष्ठक पौर अंक तथा उप-नियम ( 2) का 
लोप किया जाएगा । 

3. उफ्त नियमों की अनुसूची में , व्यावसायिक सहायक ( जिसके अन्तर्गत 
व्यावसापिक सहायक ( फोरमेन ) भी है, के पद से संबंधित स्तम्म 8 के 
मन्तर्गत की प्रविष्टि के स्थान पर निम्नलिखित रखा जाएगा , भर्यात : -- 
" 30 वर्ष से अधिक नहीं । 

( केन्द्रीय मरफार द्वारा जारी किए गए अनुदेशों या मादेशों के अनुसार 
मरकारी सेवकों के लिए 5 वर्ष तक शिथिल की जा सकती है ) 

टिप्पण : - - प्राय सीमा अवधारित करने के लिए निर्णायक तारीख 
भारत में रहने वाले अभ्यर्थियों से ( उनसे भिन्न जो प्रन्यमाम मौर 
निकोबार द्वीप तथा लक्षद्वीप में रहते हैं ) प्रावेदन प्राप्त करने के 
लिए नियत की गई अन्तिम नारीख होगी । " 
माव टिप्पण : - - ( 1 ) मूल नियम पर्यटन प्रौर सागर. पिमानन मंत्रालय 

सं० 1-एम ( 8 ) / 47 तारीख 16- 1- 1969 ( सा . का . नि . 210 ) 
द्वारा अधिसुनिन किए गए थे । 


- 


- - 


- - - 


- -... 
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... ... - - -- - - - - - - - 
( ii ) संशोधन : - - 

2 . In rule 4 of the India Meteorological Department 

(Group B ) posts Recruitment Rules, 1969 (hereinafter re 
( क ) पर्यटन और नागर विमानन मंत्रालय की अधिसूचना सं . ferred to as the said rules ), in sub -rote ( 1 ) , the brackets 
ए . 12013/ 2/ 73-एम , तारीख 22- 1- 1976 ( सा . का . 

__ and figure " ( 1 ) " and sub -lule ( 2 ) shall be omitted. 
नि० 351 ) 

3 . In the Schedule to the said rules relating to the post of 

Professional Assistant ( including Professional Assistant 
( स ) पर्यटन पौर नागर विमानन मंत्रालय की अधिसूचना ( Foreman) , for the entry under column 6, the following 

सं० ए . 120 18/ 1/ 74-एम० तारीख 3- 12-1976 shall be substituted namely - 
( सा० का० नि० 1786 ) 

" Not exceeding 30 years. ( Relaxable for Government 

servants upto 5 years in accordance with the in 
( ग ) पर्यटन और नागर विमानन मंत्रालय की अधिसूचना सं० 

structions or orders issued by the Central Govern 
ए०- 12018/ 1/ 77- एम तारीख 6- 10- 1978 ( मा० 

ment ) . 
का०नि० 1270 ) . 

NOTE : — The crucial date for determining tho ago 
( घ ) पर्यटन और नागर विमानन मंत्रालय की अधिसूचना सं० ए 

limit shall be the closing date for receipt of appli 

çations from candidates in India ( other than those 
12018/ 1/ 77-7म तारीख 2- 1- 80 ( मा० का नि० 70 ) 

in the Andaman and Nicobar Islands and Laksha 

dwecp ) " . 
( 0 ) मी० वि० म० नि० अधिसूचना म० ई ( 2 ) 109/03 

( एस० पी० ए० ) एम० एफ० एम० 77 तारीख 18- 2- 1980 FOOT NOTE : 
मा० का०नि० 250 ) 

(i ) Principal rulcs were notified vide Ministry of Tourism 

& Civil Aviation No . 1- M ( 8 ) / 47 dated 16 - 1 - 1969 (GSR 
( प ) मौ० वि० म०नि० अधिसूचना सं० ए० -1 20 3 9( ए०एम० )। 210) . 
1/ 80 स्था०- 1तारीमा 2-6198 2 ( सा० का०नि० 546 ) 

( ii ) Amendments : 
[ फाइल सं० ए ० 12018/ 5/ 83-स्था० 1 ] 

(a ) Ministry of Tourism and Civil Aviation Notification 
एम० के० दास , मौसम विज्ञान महानिदेशक 

No. A12018 / 2 /73- M dated 22 - 1 - 1976 ( GSR 351) . 
(b ) Ministry of Tourism & Civil Aviation Notification 

No. A - 12018 / 1 / 74- M dated 3- 12- 1976 ( GSR 1786) . 

( c ) Ministry of Tourism & Civil Aviation No. A . 12018 / 
( India Meteorological Department) 

1 / 77 - M dated 6 -10-1978 ( GSR 1270 ) . 
New Delhi , the 4th July, 1984 

( d ) Ministry of Tourism & Civil Aviation Notification 

No. A.12018 / 1 / 77- M dated 2 -1 - 1980 ( GSR 70 ) . 
G . S .R . 778 .- In exercise of the powers conferred by the 
proviso to article 309 of the Constitution, the President here 

( e ) DGM Notification No . E ( 2 )109 /03 / ISPA ) / SFS- 77 
by makes the following ruley further to amend India Metco 

dated 18 - 2 - 1980 ( GSR250 ) . 
rological Department ( Group B ) posts Recruitment Rules , 
1969 , namely : 

( f ) DGM Notification No . A.12038 ( AM) / 1 /80- E.I dated 

2- 6 - 1982 GSR 546 ) . 
1. ( 1 ) These rules may be called the India Meteorological 
Department ( Group B ) posts Recruitment ( Amendment 
Rules, 1984 . 

[ File No. A.12018/ 5 /83- E.I] 
( 2 ) They shall come into force on the date of their 
publication in the Official Gazette. 

S . K . DAS, Director General of Meterology 


स्वास्थ्य और परिवार कल्याण मंत्रालय 

( स्वास्थ्य विभाग ) 


नई दिल्ली, 30 जून , 1984 
सा० का० नि . 779 . संविधान के अनुच्छेद 309 के परन्तुक द्वांग प्रदान शक्तियों का प्रयोग करते हुए राष्ट्रपति एतद्द्वारा केन्द्रीय सरकार 
स्वास्थ्य योजना, दिल्ली के अधीन भण्डार अधिकारी ( आयुर्वेदिक ) के पद की भर्ती की विधि को विनियमित करने के लिए निम्नलिखित नियम बनाते है, अर्थात् : 

1. संक्षिप्त शीर्षक और प्रारंभ : 1, इन नियमों का नाम केन्द्रीय सरकार स्वास्थ्य योजना दिल्ली, भण्डार अधिकारी ( आयुर्वेदिक ) भर्ती नियम , 1984 
होगा । 

2. ये सरकारी राजपत्र में प्रकाशित होने की तारीख को प्रयुक्त होगे । 
2. संख्या, वर्गीकरण तथा वेतनमान : पदो की संख्या, उनका वर्गीकरण तथा वेतनमान वही होगें जैसा कि अनुमूची के स्तम्भ 2 से 4 मे विनिर्दिष्ट 


3. भर्ती की विधि , प्रायुसीमा , अर्हताएं , आदि : उक्त पदों पर भर्ती की विधि, प्रायुसीमा , पहनाएं तथा अन्य यातें में होंगी जैसा कि उक्त अनुसूची 
के स्तम्भ 5 से 14 में निर्दिष्ट है । 
. . अनर्हता , कोई व्यक्ति ( क ) जो किसी ऐसे व्यक्ति मे विवाह करता/करती है अथवा विवाह की संविदा करता करती है जिसका कि पति या 
जिसकी पत्नी जोषित हो , अथवा 

( ख ) जो व्यक्ति एक पनि /एक पत्नी के जीवित रहते हुए किसी पक्ति के साथ विवाह करता/ करती है अथवा विवाह को संविधा करता/ करती है, सेवा 
में नियुक्त होने का पात्र नहीं होगा : 
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परन्तु - केन्द्रीय मरणार यार समाधान होने पर कि ऐमा विवाह ऐसे व्यक्ति पर विवाह के तूमरे पक्षकार पर लागू होने वाली स्वीय विधि के अधीन 
अनुज्ञेय है, और ऐमा करने के अन्य प्राधार है, किमी भी व्यक्ति का इस नियम के प्रवर्तन मे छूट ले सकती है । 

5 छूट देने की शक्ति : जहाँ केन्द्रीय मरफार का यह विचार हो कि छूट देना पावण्यफ या उधिम है वहा यह मघ लोक सेवा आयोग के परामर्श से 
और लिखित कारणों के आधार पर प्रादेश द्वारा किसी श्रेणी या वर्ग में सबधित व्यक्तियों को इन नियमों के किसी उपबन्ध में छूट दे सकती है । 

6. व्यावृत्ति - - - इम संबंध में केन्द्रीय सरकार द्वारा समय -समय पर जारी किए गए प्रावेशों के अनुमार अनुसूचित जाति / अनुमूचित जनजाति तथा विणेष 
वर्गों के व्यक्तियो के लिए जिन प्रारक्षणों और अन्य रियायता की व्यवस्था करना अपेक्षित है, उन पर इन नियमो की किमी बात का प्रभाव नहीं पड़ेगा । 


अनुसूची 


पद का नाम 


वर्गीकरण 


वेतनमान 


पदों की 
मंण्या 


चयन पद अथवा 
गैर- चयन पद 


सीधे भर्ती याले उम्मीदवारों के लिए क्या मेवा में जोड़े गए 
पायुमीमा 

वर्षा का लाभ केन्द्रीय 
लिपिकीय सेवा (पेशन ) 
नियम , 1972 के नियम 
30 के अन्तर्गत मान्य 
होगा 


चयन 


नही 


भण्डार अधिकारी 
( पायुर्वेदिक ) 


मामान्य केन्द्रीय मेवा 550- 25- 750- 
समुह " ग्छ " अराजपत्रित ६००- 30- 900 
अलिपिकवर्गीय 


रुपये 


1 * 
( 1984 ) 
* कार्यभार 
के अनुसार 
इस मख्या में 
परिवर्तन 
किया जा 
मकना है । 


30 वर्ष से अधिक 
केन्द्रीय सरकार द्वारा जारी किार गए 
अनदेशो या आदेशो के अनुसार 
मरकारी कर्मचारियों के लिए 5 वर्ष 

तक शिथिलनीय । 
नाट — प्रत्येक मामले में प्रायुमीमा 

अवधारित करने की निर्णायक 
तारीग्न यह होगी जिम अन्तिम 
तारीख तक भारत के उम्मीद 
वारो में ( उनमें भिन्न जो अण्ड 
मान और निकोबार द्वीपममूह 
तथा लक्षद्वीप मष शामिन क्षेत्रो 
में रहते है ) प्रावेदन मंगाए 
जाएगे । 


सीधी भर्ती वाले उम्मीदयारों से अपेक्षित गैक्षिक नथा क्या मीधी भर्ती के उम्मीदवारों के लिए परिवीक्षा अवधि यदि कोई भर्ती की विधि सीधी या पदोन्नति ग 
मग्य योग्यताए निर्धारित प्राय तथा योग्यताएं पदोन्नति हो , 

अथवा प्रतिनियुक्ति /स्थानांतरण द्वारा 
वाले उम्मीदवारों पर भी लाग होगी 

तथा विभिन्न विधियों से भरी जाने 
वाली रिक्तियों की प्रतिशतता 


i 


७ 


10 


11 


. 


...... . - --- 


- 


___ नहीं 


2 वर्ष 


पदोन्नति द्वारा जिसके द्वारा न हो सकने 
पर प्रतिनियुक्ति पर स्थानांतरण 
द्वारा तथा इन दोनों के न हो 
मकने पर मीधी भर्ती द्वाग । 


अनिवार्य : 
( 1 ) भारतीय चिकित्मा के किमी मान्यताप्राप्त विश्व 

विद्यालय से या किसी मोविधिफ बोर्ड/ परिषद 
संकाय से प्रायुर्वेद की डिग्री या समतुल्य 

डिप्लोमा । 
( 2 ) किसी प्रायुर्वेदिक मंस्थान/ औषधालय अस्पताल में 

सामग्री खरीदने उमकी परिरमा करने और इसे . 

संभालने का कार्य का दो वर्ष का अनुभव । 
नोट : 1. मुअहित उम्मीदवारों के मामले मे मघ लोक 

मेवा आयोग सक्षम प्राधिकारी के विधेक पर 

अहसाएं शिथिलनीय है । 
मोट : 2 अनुसूचित आति और जनजाति के उम्मीदवारो 

के मामलों में संघ लोक सेवा आयोग सक्षम 
प्राधिकारी के विवेक पर अनुभय संबंधी अर्हताएं 
शिथिलनीय है यदि चयम की किमी अवस्था में 
संघ लोक सेवा आयोग सक्षम प्राधिकारी का यह 
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विचार हो कि इन उम्मीदवारों के लिए प्रारक्षित 
रिक्त पदों को भरने लिए इन जातियो के 
अपेक्षित अनुभव रखने वाले उम्मीदवारो के 
पर्याप्त संख्या में उपलब्ध होने की संभावना 

नही है । 
वांछनीय : 
सामान का हिसाब रखने की जानकारी । 


यवि पदोन्नति प्रतिनियुक्ति स्थानांतरण द्वाग भर्ती होती तो वे ग्रेए यदि विभागीय समिति है तो उसकी संरचना क्या है ये परिस्थितिया जिनमें भर्ती के लिए मंघ लोक 
जिनमें पदोन्नति / प्रतिनियुक्ति स्थानातरण किया जाना है 

मेवा प्रायोग का परामर्श लिया जाना है । 


. 


12 


___ 13 


11 


पदोन्नति : 

समह " ख "विभागीय पदोन्नति समिति सीधी भर्ती करत समय और किसी अधिकारी का 
फार्मासिस्ट ( आयुर्वेदिक ) 

1. सहायक महानिदेशक ( केन्द्रीय सरकार प्रतिनियुक्ति पर चयन करते समय संघ लोक 
फार्मासिस्ट तथा क्लर्क ( प्रायुर्वेदिक ) और स्टोर कीपर ( आय . स्वास्थ्य योजना ,स्याम्थ्य सेवा महानिदेशालय मेवा प्रायोग से परामर्ण करना जरूरी है । 

ये दिक ) जिनकी अपने ग्रेड में 10 वर्ष की नियमित सेवा हो । या उनकी अनुपस्थिति में उप -निवेशक महा 
प्रतिनियुक्ति पर स्थानांतरण : 

यफ महानिदेणक केन्द्रीय मरकार स्वास्थ्य 
केन्द्रीय राज्य मरकार के वे अधिकारी जो : --- 

योजना , विल्ली -- प्रध्यक्ष 
( क ) ( 1 ) ममान पदों पर काम कर रहे हों , या 

2. उप -निदेशक प्रशासन ( केन्द्रीय सरकार 
( 2 ) 425- 700 रुपये के वेतनमान वाले या समतुल्य पवों स्वास्थ्य योजना ) - - सवस्य 
पर पाच वर्ष की मेया पूरी कर चुके हों । 

3 उप -महायक निदेशक ( केन्द्रीय सरकार 
( ख ) सीधी भर्ती के लिए कालम 8 में निर्धारित की गई शैक्षिक स्वास्थ्य योजना )-- - सदस्य 
अर्हताएं और अनुभव रखते हो । 

। प्रशासन अधिकारी 
उमी मंगठन /विभाग में इस नियुक्ति से शीघ्र पहने किमी केन्द्रीय सरकार स्वास्थ्य योजना - ~-मदम्य 
अन्य मवर्ग याहय पद पर प्रतिनियुक्ति की अवधि सहित, प्रति- नोट - 
नियुक्ति की अवधि माधारणतया तीन वर्ष से अधिक नही पुष्टि समधी विभागीय पदोन्नति मर्मािन का 
होगी । 

कार्यवृत्त मघ लोक सेवा आयोग को अनु . 
मदिनार्थ भेजा जाएगा तथापि यदि यह 
कार्यवृत्त संघ लोक सेवा आयोग द्वारा 
स्वीकार नहीं किया जाता है तो विभागीय 
पदोन्नति समिति की नए मिरे मे बैठक बुलाई 
जाएगी । जिसकी अध्यक्षता मघ लोक सेवा 
आयोग के अध्यक्ष प्रयवा किसी सदस्य द्वारा 
की जाएगी । 


[ स० [ 0- 1201 8/1/ 82-सी० जी० एच० एस०-I / मी जी० एच० एस० ( पी० ) ] 

हिम्मत सिह धकालिया, अपर सचिव 


MINISTRY OF HEALTH & FAMILY WELFARE 

( Department of Health ) 

New Delhi , the 30th June , 1984 
G . S. R . 779 . . In exercise of the powers conternel hy the 
proviso to articlo 309 of the Constitution , the President here 
by makes the following rules regulating tlıç method of recruit 
ment to the Post of Stores Officer ( Ayurvedic ) under the 
Central Government Health Scheme. Delhi, namely : 

1. Short title and commencement : - ( 1 ) These rules muy 
be called the Central Government Health Scheme. Delhi, 
Stores Officer (Ayurvedic ) Recruitment Rules , 1984 . 
2 . Number of Posts, Classification and Scale of Pay : 

lication in the Official Gazette . 
2. Number of Posts , Classification and Scale of Pay : 
The number of the said post , its classification and the scale 
of pay attached thereto , shall bo as specified in columns 2 
10 4 of the Schedule annexed to these iules. 

3 . Method of recruitment, age limit , and qualifications 
etc . — The method of recruitment, age limit, educational and 
other qualifications and other matters relating thereto shall 
be as specifled in column 5 to 14 of the said Schedule . 


4 . Disqualification . — No person ; - - 
( a ) who has entered into or contracted a marriage with 

a person having a spousc living. OI 
( b ) who having a spouse living , has entered into or 

contracted a marriage with any person , 
shall be eligible for appointment to the said post : 

Provided that the Central Government may . if satisfied 
that such marriage is permissible under the personal law 
applicable to such person and the other party to the marriage 
and that there are other grounds for so doing, exempt any 
person from the operation of this rule . 

5 . Power to relax : - Where the Central Government is of 
opinion that it is necessary or cxpedient so to do , it may, 
by order , for reasons to be recorded in writing . relax , in 
consultation with the Union Public Service Commission , eny 
of the provisions of these rules with respect to any class or 
category or persons . 

6 . Saving : - Nothing in thesc rules shall affect reserva 
tions, relaxation of age limit and other concessions required 
to he provided for the Scheduled Castes, the Schedulcd Tribes 
and other Special categories of persons in accordance with 
the orders issued by the Central Government from time to 
time in this regard . 
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Name of post 


SCHEDULE 
Recruitment Rules for the post of Stores Officer (Ayurvedic), Contral Government 

Health Scheme, Delhi. 
No. of Classification 

Scale of pay Whcthør Ago limit for direct 

selection recruits 
post 
or non 
Selection 


post 


Whether benefit 

of added years 
of service ad 
mnissible undor 
rule 30 of 
tho C . C .S . 
(Pension ) Rules 
1972 


post 


1 


3 


5 


6 


Not exceeding 30 years . 


Stores Officer 
(Ayurvedic ) 


Rs. 550 - 25 - 750 - EB - Selection 
30 - 900 . 


No, 


1* General Central 
(1984 ) Service Group B 

Non -Gazettod 
Non -Ministerial, 


(Relaxable for Government 

servants upto 5 years in 
accordance with the ins 
tructions or orders issuod 
by the Central Govern 
mont .). 


* Subject to Variation 
dependent on workload . 


Note : The crucial date for 

determining the ago 
limit shall be the 
closing date for receipt 
of applications from 
candidatos in India 
(other than those in 
the Andaman and 
Nicobar Island and 
Lakshadweep ). 


Educational and other qualifications required for 

direct l ecruits 


Whether ago and oducational Period of 
qualifications prescribed for probation , 
direct recruits will apply if any 
in the case of promotecs 


Method of recruitment whother 

by direct recruitment or by 
promotion or by deputation / 
transfer and percontage of 
tho yacancies to be filled by 
various methods 


10 


11 


No. 


2 years. 


By promotion failing which by 

transfer on deputation and 
failing both in direct recruit 
ment. 


Essential : 
(i) A degree or equivalcot diploma in Ayurvedic 

from a recognised University or & Statutory 
Board /Council/Faculty in Indian Medicine 

or cquivalent. 
( ii) 2 years experience in purchase, custody and 

handling of stores in an Ayurvedic institu 

tion /dispensary /hospital. 
Note 1 : Qualifications are relaxable at the dis 

cretion of the Union Public Service Com 
mission in case of candidates othorwise 

well qualified . 
Note 2 : The qualification regarding experience is 

relaxable at the discretion of the Union 
Public Sorvice Commission in the case 
of candidates belonging to the Schedule 
Castes and the Schedule Tiibes if, at any 
stage of selection , the Union Public Service 
commission is of the opinion that suff 
cient number of candidates from those 
communitios possessing the requisite ex 
perience are not likely to be available to 

fill up the vacancies reserved for them . 
Desirablo : 
Working knowlodge of storos accounting . 


भाग II -षण 
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In case of recruitment by promotion deputation Ife Departmental Promotion Committeo Circumstancos in which Union Public 
transfer, grades from which promotion /depu - exists, what is its composition 

Service Commission is to be con 
tation / transfer to be made 

sulted in making recruitment, 
12 

14 
Promotion : 

Group B 

Consultation with the Union Public 
Pharmacist ( Ayurvedic). Pharmacist-cum -clerk Departmental Promotion Committee : Service Commission necessary whilo 
( Ayurvedic ) and Store Keeper ( Ayurvedic ) with 1. Assistant Director General ( Contral making direct rocruitment and select 
10 years regular service in the grade . 

Government Health Scheme) Directorate ing an officer for appointmtent 

General of Health Servicos or in his on deputation , 
Transfer on deputation : 

absence Deputy Director /Assistant 
Officers under the Contral/ State Governments : Director General, Central Government 
( a ) (i) holding analogous posts ; or 

Health Scheme, Delhi - Chairman. . 
(ii) with 5 ycers serviccin posts inthe scale 

of Rs. 425- 700 or cquivalant, and 2 . Deputy Director Administration ( Can 
( b ) possessing the educational qualifications ral Government Hoalth Scheme ) 

sod experience proscribod for direct recruits Member . 

undor Column 8 , 
( Period of deputation including period of deputa- 3. Deputy Assistant Director ( Central 

tion in another ex - cadro post hold immediately Govornmont Health Schemc) — Member 
preceding this appointment in the same orga 
nisation/department shall ordinarily not exceed 4. Administrative Officer ( Central 
3 years ). 

Government Health Scheme - Member . 
Note : The proceedings of the Depart 

montal Promotion Committo re 
lating to confirmation shall be sent 
to the Union Public Service Com 
mission for approval. If, however 
these are not approved by the 
Union Public Sorvice Commission 
a fresh meeting of the Depart 
mental Promotion Committee 
to be presided over by the Chair 
man or a Member of the Union 
Public Service Commission shall 
be hold . 


[ No. A-12018/1/ 82-CGHS.-I/ CGHS (P)] 


H . S . DHAKAALIA, Under Secy . 


सपना और प्रसारण मंत्रालय 

नई दिल्ली , 3 जुलाई, 1984 
सा०का०नि० 780. - - राष्ट्रपति , संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए, प्राकाशवाणी ( समूह ग ) भर्ती नियम 
1964 का और संशोधन करने के लिए निम्नलिखित नियम बनाते हैं, अर्थात् : -- 

1. ( 1 ) इन नियमों का संक्षिप्त नाम माकाशवाणी ( समूह ग ) भर्ती ( संशोधन ) नियम , 1984 है । 
( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 

2. प्राकाशवाणी ( समूह " ग ") भर्ती नियम , 1964 की अनुसूची में , मन्वेषक के पद से संबंमित क्रम स० 44 मोर उससे संबंधित प्रविष्टियों के स्थान 
पर निम्नलिखित प्रविष्टियां रखी जाएंगी , अति : - - 

अनुसूची 
प्राकाशवाणी और दूरदर्शन ( सूचना और प्रसारण मन्त्रालय ) मे अन्वेषक के पद के भर्ती नियम 
कम सं० पद का नाम पद की स० 

वर्गीकरण 

वेतनमान चयन पद प्रथवा सीधे भर्ती किए जाने वाले 

प्रषयन पद व्यक्तियों के लिए प्रायु सीमा 
2 
44. प्रत्येषक 

____ 54 * साधारण केन्द्रीय सेवा समूह 425- 15- 500-1०रो० - प्रोमति की दशा में 45 वर्ष से कम 
* पदों की संख्या ग अराजपत्रित अमन- 15- 560- 20- 700 स० अचयन 
में कार्यभार सचिवीय 
के प्राधार 
पर परिवर्तन 
किया जा 
सकता है । 


5 


10 
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- - 


- 


- - 


- 


- 


- 


- 


परिवीक्षा की अवधि , यदि कोई 
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- 
मीधे भर्ती किए जाने नाले व्यक्तियों के लिए शैक्षिक पौर मीधे भी किए जाने वाले व्यक्तियों 
अन्य अर्हताए 

के लिए विहित प्रायु और शैक्षिक 
अर्हताएं प्रोन्नत व्यक्तियों की दशा में 

लागू होंगी या नही 


- - - 


- - - 


- 


10 


- - - - 


- 


- 


- - 


- - 


- -- 


- - - 


- 


- - 


- 


- 


- 


- 


- 


- 


- - - - 


- 


- - - - - 


- - - - 


- 


नहीं 


दो वर्ष 


प्रावश्यक : 
( 1 ) अर्थशास्त्र, मांख्यिकी , समाजशास्त्र या किसी अन्य मामाजिक 

विज्ञान में उपाधि । 
( 2 ) किमी सरकारी या मान्यता प्राप्त संस्था या संगठन 

में क्षेत्र अन्वेषण या मांख्यिकीय जांय या अनुसंधाम का 

कुछ अनुभव । 
वांछनीय : 

मांख्यिकी का शान । 


- 


- - 


1 


- - - - 

- 


- 
- 


- 

- 
भर्ती को पद्धति भी मीधे होगी या प्रोन्नति प्रोन्नति प्रतिनियुक्ति / स्थानान्तरण द्वारा भर्ती यदि विभागीय प्रोन्नति समिति है तो भर्ती करने में किन परि 
वारा या प्रतिनियुक्ति स्थानान्तरण द्वारा की बणा में ये श्रेणिया जिनसे प्रोन्नति 

उमकी संरचना 

स्थितियों में संघ लोक सेवा 
तमा विभिन्न पतियों द्वारा भरी जाने वाली प्रतिनिक्ति/स्थानान्तरण किया जाएगा । 

आयोग से परामर्श किया 
रिक्तियों की प्रतिशतता । 

जाएगा 


11 


12 


13 


14 


लागू नही होता 


25 प्रतिशत प्रीमति द्वारा और 75 प्रतिशत प्रोन्नति : 

___ 1. जोन के मेट्रो स्टेशन का अध्यक्ष 
सीधी भर्ती द्वारा । आकाशवाणी/ दूरदर्शन ( स्टेशन केन्द्र ) मे । 

-- - अध्यक्ष 
कार्यरत ऐसे मांख्यिकीय मंगणकों में 2. उपनिवेशक, दर्शक अनुसंधान - सदस्य 
से जिन्होने अपने अपने जोन में उम 3 पेठ प्रशासनिक अधिकारी - साम्प 
श्रेणी में 5 वर्ष नियमिन सेवा की है । 4. अनुमूचित जाति/ अनुसूचित जनजाति 
( प्रत्येक जोन के अन्तर्गत आने वाले राज्यों का समुचित प्रास्थिति का एक अधि 
को पाद-टिप्पण में उपर्दाशत किया गया है ) कारी 

- - सदस्य 
पाव -टिप्पण : 
1. पूर्वी जोन : पश्चिमी मंगाल, उड़ीसा , 

असम और सभी पूर्वोत्तर राज्य और 
संघ राज्य क्षेत्र अंडमान और निकोबार 


द्वीप । 


: पश्चिमी जोन : महाराष्ट्र, गुजरात और 

गोवा , दमण और दीव । । 
3. उसरी जोन : उत्तर प्रदेश , बिहार, मध्य 
प्रदेश , हिमाचल प्रदेश , जम्मू कश्मीर, 
राजस्थान, हरियाणा, पंजाब और दिल्ली 

संघ राज्य क्षेत्र । 
4. दक्षिणी जोन : तमिलनाडु, कर्नाटक , 

फेरल और प्रान्ध्र प्रवेश तथा लक्षमीप 

वीपसमूह । 
( 2 ) मेट्रो प्राकाशवाणी स्टेशन का प्रधान 

जोन प्रधान के रूप में कार्य करेगा । 


[ म . 7/ 19/ 83-ए०मार० मी०ए० ] 

जगमोहन लाल माथुर, अवर सचिव 
टिप्पण : ----मंक्षिप्त नाम आकाशवाणी ( ममूह " ग " ) भर्ती नियम , 1964 नामक मूल नियम मा०का०नि० सं० 1176 नारीख 30- 11- 84 द्वारा अधिमूचित किए गए 

थे और तत्पश्चात निम्नलिखित संशोधन अधिसूचित किए गए हैं . -- 
1. अधिसूचना संख्या 11/ 5/ 64- बी ( ए ) तारीख 9- 8- 1965 
2. अधिसूचना मंकपा 5/ 2/ 67- बी ( प ) तारीख 20- 3-1967 
3. अधिसूचना संख्या 7/ 2168- बी ( ए ) तारीख 1 4- 6- 1968 
4 . अधिसूचना संख्या 7/ 8/ 66-बी ( ए ) तारीख 31- 1- 1970 
5 . अधिसूचना सख्या 20/ 8/ 67- बी ( ए ) तारीख 24- 2- 1970 
6 . अधिसूचना संख्या 16/ 20/ 69-बी ( ए ) तारीख 30-3-1970 
7 . अधिसूचना संख्या 1/ 7/ 70- बी ( ए ) तारीख 18- 3- 1971 
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8. ufugat HGT 1/ 8/ 71-* ( T) Orta 29- 1- 1972 

9. AT H641 1 /8/ 71-37 (15 ) DE 2-2- 1971 
10. TETIT 194T 1/ 11 71-317 (n ) Ara 5- 5- 1973 
11. TATITHAT 1/ 4 / 72-* ( T ) TO 16 -6- 1972 
12. 94T 1/7 / 71- (T ) Ara 14-11- 1972 
13. augti 1541 1/ A / 73- 7 (T ) T19 23- 5- 1973 
144 ofught 6841 1/ 11/ 73- 47 (T ) AT 19-6 - 1973 
15. THT # 44T 1 / 5/ 73- 7 (T ) 7T10 20 -8 -1973 
16 . augustHT1/ 7/ 70-277 (T ) Arta 15 - 5 -1973 
17. UNAI H947 1/ 7/ 70 -177 (T ) Tatra 8-8 -1974 
18. MART# 441 1/ 3/ 74 # ( 1 ) Tot 21-5- 1976 
19. ferq 11847 12019/ 1/78-et (T ) TT 17-12-1980 
20 . gfuga UT 12019/ 3 /80- 17 ( 5 ) aprile 27-4- 1981 
21. W ATHYT 12019/ 8/81-# ( T ) arta 17-5- 1982 

( Toatofro 526 , 5 - 6 -82) 
22 fraaT*154T 12019 /4/ 8184 ( T ) RTT 11-4-1983 
23. pfum ARUT 45011/ 83/ 82 (T ) ATA 199- 83 
24. CAT 494T 45011/ 83/ 82- (T ) TT 26 - 12- 1983 


MINISTRY OF INFORMATION AND BROADCASTING 

New Delhi, the 3rd July , 1984 
G .S .R . 780 :-- In exercise of the powers conferred by the proviso to article 309 of thị Constitution , the President hereby makes 
the following rules further to amend the All Inclia Radio (Group C ) Recruitment Rules, 1964, namely : 

1. (1) These rulosmay be called the All India Radio (Group C ) Recruitment (Amendment) Rulos , 1984 . 

( 2) They shall come into force on the date of their publication in the Official Gazette . 

2 . In the Schedule to the All India Radio (Group C ) Recruitment Rules, 1964, against serial number 44 relating to the post of 
Investigator and the entries relating there to the following entries shall be substituted , namely : 


SCHEDULE 
Recruitment Rulcs for Tavestigator in the Directorate General of All India Radio 

& Doordarshan (Ministry of Information and Broadcasting ). 


- - - - 


- 


s . Name of posts 
No. 


Number of posts 


Classification 


Scale of pay 


4 


44. 


Investigator 


* 54 


Guneral Central Service Group 

C Non Gazetted , 
Non Ministerial 


Rs. 425 - 15 - 500 - EB - 15 - 560 - 20 

700 . 


* Note : Number of 

post is subject to 
variation depend 
ing upon work 
load . 


Whether Selection Post or 
Non - selection Post , 


it for direct 
CUVILS 


Educational and other qualifications 
required for direct recruits 


Whether ago and cducational 

qualifications prescribed for 
Direct recruits will apply in 
the case of Promoties. 


O 


- - 


- 


Blow 45 yalis 


No. 


Non -sol .ction in case of 
promotion 


Essential : 
( i) A degree in Economics, Statistics, 

Sociology or any other Social Sciences . 
(ii) Somo experience in Field Investigation 

or Statistical enquiries or research in 
Government or recognised Institute or 

Organisation , 
Desirable : 
Knowledge of Statistics . 


. - - - 


- - - 


- 


- 


- 


- 


- 
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- 
Period of probation , Method of icci uitmont whother by direct recruit or by In case of recruitment by promotion deputatiun / 
if any 

promotion or by deputation or lransfer and porcent transfer, grades from which promolion /deputation 
age of the vacancies to be filled by villidus niethɔds. transfor to b : made 

- - - - 
10 

12 


- - 


- - 


- 


- 


- - 


- 


Two years , 


25 " by Promotion and 750 by direct recruitm nt. 


Promotion : 
From amongst Statistical Computers with 5 years 
regular scrvice in the grade, working in All India 
Radio /Doordarsban (Station /Kendra ) in tho ios 
pective zones. ( Statcs which fill in such zone Uso 
indicated in tho footnote ). 


- 


- - 


- 


- 


- 


- 


If a DPC exists what is its composition 


Circumstances in whiph U . P .S . C . is to 
bc consulted in making recruitinent. 


- 


- - 


- 


- - - - - - 


- - 


13 


14 


- - 


- 


- - - - 


Not applicable 


1. Hoad of the metro Station of the Zonc - Chairman , 
2 . Deputy Director , Audience Research Member . 
3. Senior Administrative Ollicci -- Member . 
4 . An Officer of appropriate status preferably belonging to Schedulcel Caste /Schaduled 

Tribes - Membcr . 
Foot Note :- (1) Cast Zone : West Bengal, Orissa , Assam ,and all North Fastern States 

3nd Union Territories, Andaman & Nicobar Islands. 
( 2 ) West Zonc : Maharashtra , Gujarat, and Goa Daman and Diu . 
( 3 ) North zone : U . P ., Bihar, M . P ., H . P ., J & K ., Rajasthan, 

Haryana , Punjab and Union Territory of Delhi. 
(4 ) South Zone : Tamil Nadu , Karnataka, Kerala and Andhra Pradesh 

and Lakshdweep Islands. 

(ii) The Head of the Metro AIR Station will function as the Zonal Head . 
- 


- 


- 


- 


• 


(No. 7 / 19 /83/ AR /B ( A )] 
JL . MATHUR , Under Socy . 


Not 


- PuincipalRules called the All Inclia Radio (Group C ) RecruitinentRules, 1961were notified vide GSR No . 1776 , dated 30 - 11. 64 

and subscquently the following amendments have been notified : - - 
1 . Notification No. 11/ 5 /64 - B ( A ), dated datod 9 - 8 - 1965 . 
2 . Notification No . 5 /2 /67- B ( A ), dated 20 - 3 - 1967. 
3. Notification No . 7 /2 /68 - B ( A ), dated 14 -6 - 1968. 
4 Notification No. 7 / 8 / 66 - B ( A ), dated 31- 1 - 1970 . 
5 . Notification No . 20 /8 /67 - B ( A ), dated 24 - 2 - 1970, 
6 . Notification No. 16 /20 /69- B ( A ), dated 30 - 3 - 1970 . 
7 . Notification No . 1 /7 /70 - B ( A ), calcd 18 - 3 - 1971 . 
8 . Notification No. 1 /8 /81- B ( A ), datad 29 - 1 - 1972 . 
9 Notification No . 1 /8 / 81 - B ( A ), dated 2 - 2 - 1972 , 
10 . Notification No. 1 /11/71 - B ( A ), dated 5 - 5 - 1972. 
11. Notification No . 1 /4 / 72 - B ( A ), date 16 -6 - 1972. 
12. Notification No. 1 / 7 / 71 - B ( A ), dated 14 - 11 - 1972. 
13 . Notification No . 1 /6 , 73 B ( A ), datel 23 - 5 - 1973 , 
14 . Notification No . 1 / 11 / 73 - B ( A ), dalect 29 -6 - 1973, 
15 . Notification No. 1/ 5 /73 - B ( A ), dated 20 - 8 - 1973 . 
16 . Notification No. 1 /7 / 70 - B ( A ), dated 15 - 5 - 1974 . 
17 . Notification No, 1 / 7 / 70 - B ( A ), dated 8 - 8 - 1974 , 
18 . Notification No. 1 / 3 /74 - B ( A ) , dated 21 - 5 - 1976 . 
19 . Notitication No . 12019/ 1 / 78 – B ( A ), dated 17- 12 - 1980 . 
20 . Notification No . 12019 /3 /80 - B ( A ), dated 27 - 4 - 1981 . 
21. Notification No . 12019 / 8 /81 - B ( A ), dated 17-5 - 1982. 

(GSR $26 , dt. 5 -6 -82). 
22 . Notification No . 12019 (4 /81 / - B ( A ), dated 11 -4 - 1983, 
23. Notification No. 45011/83/82- B ( A ), dated 19 - 9 - 1983. 
24 . Notification No . 45011 /83 /82 - B ( A ), datod 26 - 12 - 1983 
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परमाण ऊर्जा विभाग 

बम्बई , 30 जून, 1984 
सा० का० नि . 781. --- केन्दीय मरकार, परमाणु ऊर्जा अधिनियम , 
1962 ( 1962 का 33 ) की धारा 30 की उपधारा ( 2 ) के खण्ड 
( अ ) , ( छ ) और ( ठ ) के माथ पठिन धाग 14 द्वारा प्रदत्त शक्तियों 
का प्रयोग करते हुए , निम्नलिखित नियम बनाती है, अर्थात : --- 
1. मभिप्त नाम , निम्नार और प्रारंभ :--- ( 1 ) इन नियमो का सक्षिप्त 

नाम परमाणु ऊर्जा (म्बान, खनिज कार्यकरण, और विहित पदार्थ 

उठाई-धगई नियम ) , 1084 है । 
( 2 ) इन नियमों का विस्तार सम्पूर्ण भारत पर है, जिम अतर्गन 

उसके राज्य क्षेत्रीय सागर खण्ड भी हैं । 
( 3 ) ये नियम गजपन्न में प्रकाशन को तारीख को प्रपत्त होगे । 

2 परिभाषाएं : --- इन नियमो मे , जब तक कि संदर्भ में अन्यथा 
अपेक्षित न हो .- -- 
( क ) " अधिनियम " में परमाण, ऊर्जा अधिनियम, 1962 ( 1962 का 

33 ) अभिप्रेत है । 
( ख ) “पर्याप्त मंरक्षण से विकिरण और अन्य भौतिक और रसायनिक 

मर्मकों के विरुस संरक्षण जिससे की विकिरण या सदूषण या 
रेडियो ऐक्टिव तथा रेरियोऐक्टिव रहित विषले पदार्थों के मांद्रण , 
के नगे की प्रचालन मीमाओ मे अधिक न हो , अभिप्रेत है । 
" सक्षम प्राधिकारी " में केन्द्रीय सरकार द्वारा इन नियमो के 
प्रयोजन के लिए अधिमूचना द्वारा नियुक्त कोई अधिकारी 

या प्राधिकारी अभिप्रेत है । 
( घ ) “ मदूषण से ऐसे किमी स्थान में, जो सक्षम प्राधिकारी द्वारा 

इन नियमो के प्रयोजन के लिए अधिसूचना द्वारा विनिर्दिष्ट 

किया जाए, रेलियोऐक्टिवता का लेना अभिप्रेत है । 
( 5 ) "कर्मचारी में खनन मिलिग, प्रसस्करण अतुर या विहित पदार्थों 

की उठाई -धगई के लिए नियोजित काई व्यक्ति जिसके अनर्गत 

ऐसा नियोजक भी है जो स्वनियोजिम है, अभिप्रेत है । . 
( च ) “नियोजक " में कोई मा व्यक्ति जो नियोजन करता है, या 

जो स्वनियोजित के संप में केवल कर्मचारी है , अभिप्रेत है । 
( छ ) “ मुविधा के अतर्गन कोई युक्ति या कोई उपस्कर या प्रचालन 

का कोई स्थान आता है । 
( ज ) “ कारखाना नियम में परमाण , ऊर्जा ( कारखाना ) नियम 

1984 अभिप्रेत है । 
( स ) "हैन करना के अनर्गत विनिर्माण भंडारकरण , उपयोग , 

धिक्रम डाग या अन्यथा अंतरण, निर्यात , आयात, परिवहन 

या व्ययन करना आता है । 
( ज ) “ प्राप " से इन नियमों के माथ उपबध प्ररुप अभिप्रेत है । 
( ट ) “म स्थान " से कोई खान , मिल प्रसंस्करण संयन्न या उठाई 

घराई मुविधा, जिसके अंतर्गत उमकी सभी आवश्यक सहायक 
मुविधाएं जिनके संबंध में अनुज्ञापन प्राधिकारी माग अनुशग्नि 

दी गई है, अभिप्रेत है । 
( 2 ) " अनुज्ञप्तिधारी में कोई ऐमा व्यक्ति अभिप्रेत है, जिसे अधि 

नियम या उसके अधीन बनाए गए नियमों के अधीन खनन , मिलिग 
प्रसंस्करण और या विहित पदार्थों की उठाई-घटाई के लिए 
अनुज्ञप्ति दी गई है । 
अनुज्ञापन प्राधिकारी " में केन्द्रीय सरकार द्वारा इन नियमों 
के प्रयोजन के लिए अधिसूचना द्वारा नियुक्त काई अधिकारी 
या प्राधिकारी अभिप्रेत है । 


( ढ ) "मिलिग के अतर्गत अयम्फ या खनिज या विहिन पवाओं के 

रामायनिक माद्रों का गमायनिक म्प मे या अन्यथा पीसना , 

प्रेषण , छानना, प्रसंस्करण आना है । 
( ण ) "स्बान " । यही अर्थ है, जो उमका खान अधिनियम , 1952 

( 1952 को 25 ) में परिभाषित है । 
( न ) " उपजीविका जन्य परिमकट " मे जीविका में आखिम अभि 

प्रेत है जो यदि नियन्त्रित न किया जाए तो कर्मचारी के स्वास्थ्य 

सुरक्षा और उसकी भलाई को प्रभावित कर सकमा है । 
( थ ) " व्यक्ति " के अंतर्गत निम्नलिखित आते हैं--- 
( i) कोई व्यष्टि नियम , व्यक्तियों को मंगम चाहे निगम हो 

या न हो , भागीवारी , सपदा , न्याम , प्राइवेट या लोक 
मम्था ममह मरकारी अभिकरण, या कोई गज्य या उसका 
कोई गमनैतिक उपखंड या राज्य के भीतर कोई राज 
नैतिक उपचड या राज्य के भीमर कोई गजनैतिक 
अस्तिन्य , काई विदेशी सरकार या राष्ट्र या किसी ऐसी 
मरकार या राष्ट्र या अन्य अस्तित्व का कोई गजनैतिक 

उपख छ । 
( ii ) पूर्वगामी हर एक का फोई विधिक उत्तराधिकारी प्रति 

निधि और अभिकर्ता । , 
F ( द ) " विकिरण मानिटर से स्वास्थ्य संरक्षण के प्रयोजन के लिए 

विकिरण या संदूषण की मात्रा का आवधिक या निरन्तर 

निर्धारण अभिप्रेत है । 
( ध ) " सुरक्षा अधिकारी से कोई ऐमा व्यक्ति अभिप्रेत है जो 

नियमों के अधीन यथा विहिन कर्नव्यों का पालन करने के 

प्रयोजन के लिए सम्यक् रूप में अहित और नियोजित है । 
( न ) "विषली गैस में कोई ऐमी गैम अभिप्रेत है जिसके अन्त प्रयमन 

मे स्वास्थ्य के लिए प्रतिकूल परिस्थिनिया उत्पन्न हो सकती है । 
( प ) "विर्षमा पदार्थ " से कोई ऐमा पदार्थ अभिप्रेत है, जिसके अंतर्ग्रहण 

में स्वास्थ्य के लिए प्रतिकूल परिस्थितिया उत्पन्न हो सकती है 
( फ ) उन शब्दों और पदों के जो इन नियमों में प्रयमन हाए है , 

विन्तु जो परिभाषित नही है और अधिनियम में परिभाषित 

है वे ही अर्थ होगे जो श्रमश: उनके नम अधिनियम में है । 
3 विहित पदार्थों के खनन , मिलिग, प्रमस्फरण और/ या उठाई-धगई 
के लिए अनशप्ति --- ( 1 ) कोई भी व्यक्ति अनशापन प्राधिकारी से प्रहा 
ख में अनझप्नि अभिप्राप्त किए बिना और ऐमी अनशप्ति के निबधनों और 
शों के अनुसार के मियाय किमी खनिज अयस्क या अन्य सामग्री की जिमसे 
कोई एक या अधिक विहित पदार्थ निकाले जा सकते है न तो नवाई करेगा 
न मिलिग करेगा,. न प्रमंकरण करेगा और या न हैडल करेगा । 

परन्तु कोई व्यक्ति जो इन नियमो के प्रवृत्त होने के समय में ही 
विहित पदार्थों के खनन , मिलिग, प्रयकरण और/ या इलिग में लगा 
शुआ है, इन नियमो के प्रथम होने की तारीख में छह माम की अवधि के 
भीतर अपेक्षित अनुशप्ति दिए जाने के लिए अनुज्ञापन प्राधिकारी को प्राप 
" क " में एक आवेदन करेगा । 


परन्तु यह और कि आपका नब म मापार चानू रख सकेगा 
जब तक कि अनुशापन प्राधिकारी उपक आवेदन पर विनिरव न करता 
है और उसके पश्चात् यह पिनियर का पान । कर । । 

4 अनुशप्ति दिए जाने की परिभाष्य गतें - - ( 1 ) अनुमति के 
लिए आवेवक प्राप "क " में अनुज्ञप्ति दिए जाने के लिए नियत दिन 
करेगा । 

( 2 ) प्रत्येक आवेदन पाच मो कपए की फाम के माथ हागा , मा 
अप्रनिसदेय होगी । 


- 


- 


- 


- 


- -- 


- 


- - -- - 


- - 
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- - - -- - - 
( 3) अनुप्ति के लिए आवेदन के साथ आवेदक निम्नलिखित 

वाले प्रस्तावित उपाय, और वे आय मो ऐगी दुर्घटनाओं 
जानकारी जो आशायित्त सश्यिा के लिए लागू और सुमगत हो , देगा : - - 

की असं मावित घटना में किया जाएगे , 
( i) सत्रिया का प्रयोजन, 

( xvii ) यह सुनिश्चित करने के लिए कि विहित पाथों से युक्त 
(ii ) संगठनात्मक ढांचे का वर्णन , 

अपशिष्टों के संबंध में निम्मारण की प्रमामान्य मंकिया सीमाप 
( iii ) सत्रिया से संबंधित स्थलाकृतिक ब्यौरे , जिसके अंतर्गत निम्न 

समय ममय पर यथा अभिकथित से अधिक न हो, मम्यापनों 
लिबित होगे - - 

मे अपशिष्टों के अभिक्रियान्वयन की रीति और प्रबंध के 

ब्यौरे , 
( क ) उम क्षेत्र का साधारण मानविन जिमका विस्तारः स्थन 
के चारो ओर 30 कि०मी० के घेरे संक होगा ( 1 

( xviii ) तरल ठोस अपशिष्टों के अल्पकालिक दीर्घकालिक स्थायी भंडारण 
63360 ) या कोई अन्य ममुचिन मापमान जिममें 

के अयस्थानो के व्योरे---- 
प्राकृतिक आकृति, जमामि नदियाँ, मरिताएं, कुएं , प्राकृ 

( क ) जहां शैल-समृष्ट या मानव निर्मित अवरोध पद्धति में 
तिक चश्मे, गाव आदि दर्शित होगे, 

अपशिष्ट का व्ययन/ प्रतिधारण प्राम्पिन है, वहां ग्यौरी 
( ख ) ब्यौरे गहित स्थल रेखाक जिममे मक्रिया की सीमा 

के अंतर्गत व्ययन प्रनिधारण के प्रस्तावित स्थल की 
के अन्दर आने पाला क्षेत्र होगा ( 1 500 या कोई 

भौमिकीय और जल विज्ञान संबंधी विशेषता आती है । 
अन्य समुचित मापमान ) , ओर. 

ब्यौरे के अंतर्गत रेखाक में संराध पति के विधान का 
( ग ) मस्थापन, का रेखोक ( 1 : 50 या कोई अन्य समुचित 

खाचित्र , सभी तटबंधों के विशिष्ट अनुप्रस्थ मेक्शन 

और अन्य प्रारंभिक डिजाइन के मानदंड और गदि 
__ मापमान ) , 

लागू होते हैं तो पूर्वानुमानित विस्तार के ब्यौरे, आने 
( iv ) सत्रिया के स्थल में चारों ओर 5 फि० मी० के घेरे के 

है । तटबंध डिजाइन के म्यौरे के अंतर्गत कटाव मे 
भीतर लगभग जनसंमया मषनता , लारा को साधारण उप - 1 

मटबन्ध के नल की ऊचाई, ऊपर की दीवार , पार्व 
जीविका, आदि देते हुए जनमालिकोय ओकरे, 

ढलान , रिमन नियन्त्रण और मरक्षण की जानकारी 
( v ) क्षेत्र के काई उपलब्ध भूकम्पीय आंकड़ो, 

आती है । 
( vi ) क्षेत्र में 5 कि० मी० के धेरै के भीतर अन्य उद्योगों का 

( ख ) जहाँ अंतिम निपटान के लंबित रहने मक. मनुचिन 
भवस्थान , प्रकार और प्रकृति के ब्यौरे , 

धात्विक या अन्य आधान में जो धरातल पर या उसके 
( vii ) सनिया के आवश्यक व्योरे, जैसे कि खनन के ढंग, मिलिग 

* नीचे हो , अल्पकालिकदा कालिक भंडारण की परि 
और सद्रिण की प्रक्रिया ( चाहे भौतिक परिष्करण हो या 

कल्पना की जाती है वहां रिजाइन के ग्यारे में , आधान , 
गसायनिक निवार्षण सावता हो ), प्रोमेम फ्लोगी , और या 

पात्र , कोड की अपेक्षान मार प्रतिबल विश्लेषण , । विभाए, 
हैण्डलिग प्रक्रियाएं, 

प्रस्तावित परिवहन , निरीक्षण और जाँच , रिमन जांम 
(viii ) धूल, धूम , विषैली गैसे तरल विहिसाव और ठोम अपशिष्टो 

और प्रमाणक निघर्ष सम्मिलित होगा । 
जिसमें रेडियोऐक्टिव और या विषैले पदार्थ है, उत्पन्न • करने 

( ग ) आधान भडारण के सभी मामलों में ब्यौर के अनर्गत 
वाले स्थामो को दर्शित करने हुए, खान मिन/प्रसंस्करण 

प्रणालियों का सुरक्षा विश्लेषण, जिसमें उन दशाओं का 
संयत्न हण्टलिंग सुविधा के अभिनगाम के ब्यौरे , 

मूल्यांकन दिया जाएगा जिसके कारण अपशिष्ट पदार्थ 
(ix ) उपरोक्त नियम 4( 3 ) ( iii ) (iv ) और ( vii ) का ध्यान में 

दुर्घटनावण बाहर निकल सकता है, इस प्रकार माहर 
रखते हुए सवासन प्रणाली के पोरे मावारण और स्थानीय 

निकले पदार्थ का संभावित पर्यावरणीय प्रभाव और 
( x ) विहित पदार्थों के भंडाकरण के , अवस्थान मुम्न है लिग 

इस प्रकार की पुर्घटना के निवारण के लिए निरीक्षण 
___ उपस्कर, और संस्थापन के प्रत्येक क्षेत्र में संक्रिया की प्रकृति , 

और अनुरक्षण का प्रस्तावित कार्यक्रम और आपात 
( xi ) सरप ,पम में धगतल के संदूषण को 

प्रक्रिया जिमको , सीमिन या अमीमित दुर्घटनावश बाहर 
फैलने से रोकने और 

निकलने की अमभाव्य घटना में कर्मचारियों , जनता की 
नियंत्रण के लिए उपलब्ध पद्धतियों और उपस्कर के ब्यौ रे 

सुरक्षा के लिए अपनाया जाएगा , 
( xii ) संघटपूर्ण दुर्घटनाओं के निवारण , कर्मचारिणम्द और क्षेत्र के 

( xix ). निम्नलिखित के लिए प्रपत्न ---- 
संदूषण और कर्मचारिवन्द की विफिरण उच्छान्नपा को त्रिग 
के लिए उपस्कर, और संस्थापन में मम्मिलिम- सुरक्षा युनियों 

( क ) मस्थापन में विहित पदार्थों के लिए पूर्ण और अद्यतन 
के म्योरे, 

सालिका बनाए रखना , 
( xiii ) संतूषण और वायुवाहित विकिरण और विषैले पदार्थों के 

( ख ) साधारण सक्रियाओ के दौरान विहित पदार्थो, के 
अम्त श्वसन को जोखिम के निवारण कमी करने के लिए 

__ उत्पादन, खपत और हानि का पूर्ण अभिलेख बनाए 

रखना , . 
उपलब्ध संरक्षात्मक वस्त्रों और औ नारी के ब्योरे , 

( ग ) दुर्घटना या असाधारण घटनाओ मे विहित पदार्थों की 
( xiv ) जहां कही भी सदूषण के जोखिम विद्यमान है वहां सुविधाओं 

हानियो के अभिलेख का बनाए रखना , 
और विसंदूषण संक्रियाओं के लिए अलग किए गए क्षेत्री के 

( xx ) कोई अभ्य , सुसंगत जानकारी या स्पष्टीकरण जिमकी अमज्ञापन 
ग्योरे, 

प्राधिकारी अपेक्षा करे । 
( xv ) विकिरण उच्छन्नता और संवृषण के , जिसके अन्तर्गत प्रमामान्य 

( 4 ) अनुशपिन के लिए आवेदन पत्र के साथ आवेदक लिखित रूप 
और अप्रमामान्य या दुर्घटना की परिस्थितियों के अधीन कर्म • 

निम्नलिखित के लिए वचनबद्ध करेगा : 
पारिषद का आन्तरिक संदूषण भी है, निर्धारिण और नियंत्रण 
के लिए कर्मचारिवृन्द के लिए मुविधाओं, क्षेत्र और पपीय रग 

(i ) अपने संस्थापन की योजना , डिजाइन और प्रधालन की बाबम 
संबंधी मानिटर करने के ब्यौरे , 

विकिरण और औद्योगिक सुरक्षा की अपेक्षाओं को पूरा करना , 
( 2.vi ) सरथापन का पूग मुरक्षा मूल्यांकन , जिसके अन्तर्गत मंभाव्य 

(ii ) श्रापान स्थिति को छोड़कर अनुशापन प्राधिकारी के पूर्व अनुमोदन 
दुर्घटनाओं का विश्लेषण , उनके निवारण के लिए किए जाने 

के बिना संस्थापन मे कोई उपांतरण नही करना और आपात स्थिति में 
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ऐसे उपांतरण की संसूचना , अनुशापम प्राधिकारी को उसके विनिश्चय के 

( 4 ) वह अपनी संकि या अनुशप्त सम्थापन में मीमित रखेगा, 
लिए तुरंत दी जाएगी , 

( १ ) मह साधारण सत्रिया की सुरक्षा के लिए, डोज मुल्यांकन के 
- ( iii ) सभी संक्रियाओं को केवल अनुज्ञप्त मंस्थापन / संस्थापनों तक 

लिए, दुर्घटनामों की रोकथाम के लिए, यदि कोई हो , और 
सीमित रखना, 

कर्मचारियों की चिकित्सीय देखभाल के लिए हर समय पर्याप्त 
( iv ) विहित पदार्थों के निपटान के लिए अनुशापन प्राधिकारी से 

कर्मचारिवृन्द की व्यवस्था करेगा । 
तथा रेडियोधर्मी अपशिष्ट के निपटान के लिए मक्षम प्राधिकारी से पूर्व 

( छ ) वह इस बात को मुनिश्चित करेगा कि कर्मचारियों के स्वास्थ्य 
अनुमोदन प्रौर निदेश अभिप्राप्त करना , 

और सुरक्षा के लिए हर समय पर्याप्त सरक्षा की व्यवस्था 
( v ) माधारण सुरक्षा संक्रियाएं करने डोज मूल्यांकन के लिए और 

मी आती है । 
विभव दुर्घटनामों की रोकथाम के लिए अमाधारण घटनाएं घटित होने की 
दगा में पर्याप्त चिकिस्मा पर्यवेक्षण के लिए पर्याप्त कर्मचारिवृन्द मथा 

( ज ) वह इस बात को मुनिश्चित करेगा कि संस्थापन और विकिरण 
अहित कार्मिकों को हर समय उपलब्ध कराना । । 

कार्मिकों की नियमित विकिरण मानिटरिंग की जाती है और . 

उमका अभिलेख बनाए रखा जाता है । 
( vi ) सम्यमत: अहिन / अनुभवी सुरक्षा अधिकारी को प्रऔर इसके 
पतिरिक्त रेडियो मिता वाली संक्रियाओं के लिए मम्यफत. अहित/ अनुभवी 

( स ) वह इस बात को भी सुनिश्चित करेगा कि मम्थापन में अनुज्ञेय 
विकिरण चिकित्सात्मक सुरक्षा अधिकारी नियोजित करना जैमा कि इन 

सीमानों से परे संश्यिा चलाए जाने के कारण पर्यावरण प्रदूषण 
नियमों में विनिर्दिष्ट है । 

के निवारण के लिए पर्याप्त पूर्ण सावधानियां बरती जाती है 

जैमाकि अनुज्ञापन प्राधिकारी द्वारा ममय -समय पर विनिर्दिष्ट 
___ 5. स्थल का निरीक्षण : - अनुमापन प्राधिकारी या उसका प्रतिनिधि इस 

किए जाए । 
बात को सुनिश्चित करने के लिए प्रस्तावित मंत्रिया के स्थल का निरीक्षण 

( ज ) वह मभी कर्मचारियों को नियोजन पूर्व और सेवा ममापन / 
कर सकेगा कि आवेदक द्वारा दी गई जानकारी मही और पूर्ण है । 

निवृत्ति के पश्चात् चिकित्मा परीक्षा को व्यवस्था करेगा । विकि 
6. कर्मचारिवन्द की अर्हता :--- ( 1 ) कोई भी नियोजक क्रिमी व्यक्ति 

ग्ण कार्मिकों और खान कार्मिको की दशा में , नियाजन पूर्व 
को विकिरण चिकिसात्मक सुरक्षा अधिकारी के रूप में तब तक निय कल 

चिकित्सा परीक्षा में , कर्मचारी बनने वाले व्यक्ति की चिकित्मीय 
नहीं करेगा जब तक कि उसके पास निम्नलिखित प्रहंताएं और अनुभव न 

इनिपत्ति का विस्तारपूर्वक प्रलेखीकरण , पूर्ववर्ती नियोजन की 

इतिवृत्ति मिकिरण प्रभावन और किसी विनिर्दिष्ट पर्यावरण 
(i) किमी मान्यताप्राप्त विश्वविद्यालय में भौतिकी में धनियादी 

यथा सिलिका धूल का विकिरण प्रभावन और दीर्घकालिक प्रभा 
उपाधि , 

पन सम्मिलित होगा । किसी व्यक्ति को तभी नियोजित किया जागगा 
(ii ) किसी मान्यता प्राप्त संस्थान से विकिरण चिकित्सात्मक भौनिकी 

जम उसको नियोजन पूर्व चिकित्सा परीक्षा कर ली जाती है । 
में स्नातकोत्तर डिप्लोमा / उपाधि , 

और उसे नियोजन याग्य पाया जाता है । वह ऐसे कर्मकारों की 
( iii ) नियम 8 में उल्लिखिन यूटी और कृत्यों का , एक अनुप्रमाणित 

उनकी सेवा के दौरान वाषिक चिकित्सा परीक्षा करवाने की 
विकिरण चिकित्मालय सुरक्षा अंधिकारी के अधीन निवहन करने 

ध्यवस्था कराएगा जिसमें निम्नलिखित मम्मिलित होगे, पांच वर्षों 
का 5 वर्ष का अनुभव । 

में कम से कम एक बार छाती का एक्स-रे साधारण प्रयोगशाला 
( iv ) विकिरण चिकित्सालय सुरक्षा अधिकारी के मप में सक्षम प्राधि 

जांच असे खून , गरीर के उत्सर्ग की जांच और विशेष जांच जसे 

चमड़े, हाथ, अगलियो जैसे अंगलियों , के नाखूनो , फानो और 
कारी का प्रमाण-पन्न । 

प्रांत्रों की जांच । 
( 2 ) कोई भी नियोजक किसी व्यक्ति को सुरक्षा अधिकारी के रुप मे 

( ट ) वह पिकिरण कर्मकारो और खान कर्मकारी को पूर्ण पोर अग्रतन 
तब तक नियुक्त नहीं करेगा जब तक कि उसके पास निम्नलिखित अर्ह पाए 

व्यक्तिगत चिफिन्सीय प्रौर वृतिक इनिवृत्ति का अभिलेख 
और अनुभव न हो : 

ऐसे प्ररूप में मनाए, रखेगा जैसा कि प्रनुज्ञापन प्राधिकारी द्वारा 
( i ) इंजीनियरी या प्रौद्योगिकी की किमी शाखा में उपाधि प्रौर किमी 

विनिर्दिष्ट किया जाए । 
खान में पर्यवेक्षीय हैमियत में दो वर्ष से अन्यून अवधि का 
घ्यावहारिक अनुभव, या । 

( ट ) पर हम बात का सुनिश्चित करेगा सभी कर्मचारियों को 

उनमें कार्य मे आने वाले परिमंकटों के बारे में और उनकी 
भौतिकी या रसायन शास्त्र में उपाधि अथवा इंजीनियरी या प्रौद्यो 

सुरक्षा तथा उनके साथी कर्मकारो की रक्षा के लिए पूर्ण 
गिकी को किसी शाखा में डिप्लोमा और किमी खान मे पर्यवेक्षीय हैसियत मे 

सावधानियां में बारे में उचित रूप में अनुदेश दे दिए जाते है । 
पांच वर्ष से अन्यून अवधि का व्यावहारिक अनुभव , और 

घह प्रत्येक यूनिट के लिए प्रावश्यक प्रचालन अनुदेश तैयार करेगा । 
( ii ) प्रद्योगिक सुरक्षा में डिप्लोमा । 

( 3 ) वह सुरक्षा अधिकारी और विकिरण चिमिरमात्मम सरक्षा 

अधिकारी के परामर्श से एक आपात योजना तैयार करेगा जिसमें मापाम 
7. अनज्ञप्तिधारी के कर्तव्य और दायित्व : - ( क ) मनुज्ञप्तिधारी किमी 

काल और या दुर्घटना की दशा में कर्मचारियो के मार्गदर्शन के लिए 
संस्थापम में 18 वर्ष से कम आयु के किमी व्यक्ति को नियो 

अनुदेश अधिकथिन होगे और वह उम योजना का मक्षम प्राधिकारी में 
जित नहीं करेगा । 

अनमोदन करवाएगा । वह कालिक रूप से प्रशिक्षण और क्वायद यह 
( ख ) वह इस बात को सुनिश्चित करेगा कि सस्थापन की मक्रिया मुनिश्चित करने के लिए करवाएगा कि ममो कर्मचारी प्रापात योजना में 
इस अनुमाप्ति के निधन और णों के पनुमार चाहो मानी परिचित है । पापाम योजना और स्वायद के परिणाम का ममय -समय पर 

पुनर्विलोकन किया जाएगा । 
( ग ) वह यह भी मुनिश्चित करेगा कि विकिरण और औद्योगिकी 

( ण ) बह विकिरण चिकिरमान्मक सुरक्षा अधिकारी और सुरक्षा 
सुरक्षा की साधारण सुरक्षा अपेक्षानों को पूरा किया जाना है । अधिकारी में अमामान्य घटनाओं और दुर्घटनामी के विषय में रिपोर्ट 
( घ ) वह अनुज्ञापन प्राधिकारी की पूर्व अनुज्ञा के बिना गंस्थापन अभिप्राप्त करेगा और उन्हे इन नियमो मे उप प्रभा ग म प्रशासन 
प्र किया/ प्रवाह शीट में कोई उपनिर नहा का । 

प्राधिकारी और मक्षम प्राधिकारी को भेजेगा । 
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( न ) यह अपनी अभिरक्षा से किमी विहिन पदार्थ की चोरी या 
हानि के विषय में अनुज्ञापन प्राधिकारी को उसका पता चलते ही अधि 
मूचित करेगा । 

( थ ) यह एक अहित सुरक्षा अधिकारी और एक विकिरण चिकिर 
मात्मक सुरक्षा अधिकारी को नियागिन करेगा और वह कर्मचारियन्द नथा 
मंस्थापन के संबंध में प्रौद्योगिक प्रौर विकिरण चिकित्सात्मक सुरक्षा 
क मभी विषयों में उनके द्वारा मार्ग दर्शित होगा । वह उन्हें अपने कर्तव्यों 
को प्रभावी मप में निभाग के लिए कर्मचारिवृन्द उपलब्ध कराएगा । 
सुरक्षा अधिकारी और विकिरण सुरक्षा अधिकारी एक ही व्यक्ति हो 
मकता है यदि वह दोनों पदों के कर्तव्यों के निभाने के लिए अपेक्षित 
पहनाए रखता है । 

( द ) वह अनज्ञापन प्राधिकारी या उसके प्रतिनिधियों को संस्थापन 
की कालिक जान के लिए मुविधा प्रशन करेगा । 


8 विकिरण चिकित्सात्मक सुरक्षा अधिकारी के कर्तव्य और उत्तर 
दायित्व - -विकिरण चिकित्मामा सुरक्षा अधिकारी , कर्मचारियो पौर 
मम्थापन के समीप निवास करने वाली जनता की सुरक्षा से संबंधित सभी 
विषयो पर नियोजक को गलाह देगा और ऐसा करने में वह माधारणता 
विकिरण सुरक्षा नियम , 1971 के उपमां द्वारा मार्गदर्शित होगा । 
__ _ ५. गुरक्षा अधिकारी के कर्तव्य और उत्तरदायित्व : - - ( क ) सुरक्षा 
अधिकारी प्रौद्योगिक सुरक्षा और औद्योगिक स्वच्छता मे संबधित सभी 
विषयो पर नियोजक को सलाह देगा । 

( ख ) वह कार्यस्थल का इस बात को सुनिश्चित करने के लिए 
कालिक निरीक्षण करेगा कि अपस्कर पर्याप्त हैं और ये कार्यकरण की 
अच्छी दशा में है और यह कि कर्मचारियों द्वारा काम के दौरान निरापद 
प्रक्रियामों का अनुमरण किया जाना है । वह इस बात को भी सुनिश्चित 
करेगा कि कार्य के स्थान पर अनुरक्षित बनाए विद्यमान नही है । 

( ग.) वह वैयक्तिक सरक्षण उपस्करों ( जैसे दम्नानी, हेलमेट , गोगल्स 
प्रादि ) का मालिक निरीक्षण इस बात को सुनिश्चित करने के लिए 
करेगा कि ये उपयोग के लायक है । 

( घ ) वह पापान सुरक्षा किटम का कालिक निरीक्षण करेगा और 
यह सुनिश्चित करेगा कि ये आपातकाल में उपयोग के लायक हैं । 

. ( 1 ) घह ममी बटनामा दुर्घटना जैसी घटनाग्रो की , जिसमें वे भी 
मम्मिलित हैं जिनमें कोई व्यक्ति प्रभावित नहीं होगा, जांच करेगा और 
नियोजक को ऐमी घटनाओं के पुन: घटित न होने देने के लिए उपायो 
के विषय में सुझाव देगा । 

( च ) वह दुर्घटनामों के सबध में प्रांकड़ों को इकट्ठा करेगा और 
मंस्थापन की सुरक्षा प्रस्थिति का पुनर्विलोकन करने के लिए मानक 
प्रक्रिया के अनुसार उनका विश्लेषण करेगा । 


( छ ) यह संस्थापन में इस बात को सुनिपिचत करने के लिए कालिक 
मघातन सर्वेक्षण करेगा कि सेवातन संतोषप्रद है । 

( ज ) वह ख सर सर्वेक्षण , प्रकाश मर्वेक्षण , वाय, वाशित विषैले 
पदार्थों का सर्वेक्षण और प्रौद्योगिक स्वच्छभा मे सबधित अन्य सर्वेक्षण 
करेगा और यह सुनिश्चित करेगा कि कर्मचारी मुरक्षित वातावरण में 
काम करते है । 

( स ) बह यह भी मुनिश्चित करेगा कि परमाणु ऊर्जा ( कारखाना ) 
नियम , 1984 का अनुपालन किया जाता है । 

10. प्रतिकर : -~ यदि किसी कर्मकार को विहित पदार्य के खनन , 
मिलिग , प्रसंस्करण या कर्षण के कारण कोई क्षति , बीमारी मा निशक्तता 
हो जाती है तो नियोगक , कर्मकारों को फर्मकार प्रतिकर अधिनियम , 
1976 ( 1976 का 65 ) के उपबंधों के अनुसार और उम मीमा तक 
प्रतिकर का सवाय करने का दायी होगा । 
____ 11. जानकारी देने पर निबंधन : - - कोई भी व्यक्ति अनुज्ञापन 
प्राधिकारी के या अज्ञापन प्राधिकारी वाग प्राधिकृत अधिकारी की 
लिखिम अनुशा के बिना किसी भी व्यक्ति को मौखिक रूप से या किमी 
वस्तावेज, ड्राईग , फोटोग्राफ , रेखांक , नममों के माध्यम मे या अन्यथा 
कोई ऐसी जानकारी नहीं देगा जो विहित पदार्थों के मानन/मिलिंग / प्रस्सं 
करण और/ या कर्षण के विषय मे कोई बात प्रकट करे , उसका वर्णन 
करे , निरूपण करे या दृष्टांत दे । 

12. निलम्बन/रयकरण : - - यदि अनुज्ञापन प्राधिकारी की गय में 
कोई अनुज्ञप्तिधारी इन नियमों के उपबंधों या अनुशाप्ति के निबन्धनों और 
शों का अनुपालन करने में असफल रहता है या उममे लापरवाही करता 
है तो , अनुज्ञापन प्राधिकारी, अनुशप्तिधारी को एक लिखित सूचना आरी 
पारने के पश्चात जिसमें उममे यह अपेक्षा करते हुए कि वह इस बात के 
लिए कारण बताए कि अनुज्ञप्ति क्यों न निलविन या रद्द कर दी जाए , 

और अनुशाप्तिधारी के अभ्यायेदन यदि कोई हो , पर विचार कर लेने के 
माद और कारणों को लेखबद्ध कर लेने के बाद अन शान्ति को निलमित 
या रद्द कर मकेगा । ऐसे निग्नबन या रद्दकरण में अधिनियम या उसके 
अधीन बनाए गए नियमों के उअबधों के अधीन अनुज्ञप्तिधारी के विरुद्ध 
की जा मकने वाली फिमी अन्य कार्यवाही पर कोई प्रतिकल प्रभाव नहीं 
पड़ेगा । 
____ 13 अपील : -- ( 1 ) अनुज्ञापन प्राधिकारी द्वारा निलबन या रह 
करण के प्रावेश के विरुद्ध अपील केन्द्रीय सरकार को की जा सकेगी । 

( 2 ) प्रत्येक मनील लिखित रूप में होगो पोर उसके माथ उम 
प्रादेश की प्रति लगी होगी जिसके विमा प्रसील की गई है । अपील , 
उक्त प्रावेश संमूचित किए जाने को नारीब मे नीम दिनों के भीतर 
प्रस्तुत की जाएगी । 


[ स० ए०ई०ए० / 14/ 1/ 8 3-बाहू य संपर्क ] 


प्ररूप फ 

परमाणु ऊर्जा विभाग 
विहित पदार्थों वाले खनिजी का खनन और मिलिंग पारने और ऐसे पदार्थों की उठाई-धराई करने हेतु अनुशाप्ति के लिए आवेदन । 
* 1. आवेदक का नाम 
2. आवेदक का पना 
3. वह संस्थापन जिसके लिए अनुज्ञप्ति हेतु आवेदन किया जा रहा है 
4. सस्थापन के प्रधान का नाम और पदमाम 
5. उन व्यक्तियों के नाम जिन्हें संस्थापन में विकिरण से मंरक्षण और औद्योगिक सुरक्षा का काम सोपा गया है 
6. संक्रियाए शुरू करने की प्रस्तावित तारीग्य 
7. क्या कर्मकारो को निम्नलिम्बित मुविधाएं दी गई है : 

( i) बाहय मानीटग्गि 
( ii ) आतरिक शासीमीटरी 
* आवेदक और सस्थापन का पूरा पता और टेलीफोन नंबर ( कार्यालय समय और उसके बाद ) , तार का पता तथा टेलेक्म नबर यदि कोई हो , नीचे 
दिए गए स्थान में दिया जाना चाहिए : 


[ भाग [[---- 


3 ( i) ] 


भारत का रामपत्र जुलाई 1 4 1984/ आषात 30, 1906 


1853 

- 


- - 


- 


- 


- 


( ii ) औद्यागिक स्वच्छता और सुरक्षा 
( iv ) मिक्सिसीय निगगमी 


विरित पदायाँ वानी सप्रियाओं के भारमाधक व्यक्तियों की अर्हताओ, प्रशिक्षण और अनुभव का , यदि कोई हो , ब्यौरा वे ( यदि आवश्यक हो तो अनिरिकन 
कागज लगार ) 


ফিসে 


भाग्माधक ब्यमिश का पक्षिा असेनाएं 
नाम 


प्रशिक्षण वा प्रकार 
और अनभव 


कब और कहां प्रणि - प्रशिक्षण और अन मय अभा तर आई प्रगई 
क्षण तथा अनुभव की अवधि किर गा विहित 
प्राप्त पिया गया 

पदार्यों की अधिकतम 


म मा 


_ _ _ 


- 


- 


- _ _ 


_ 


_ _ 


___ _ __ 


_ 


_ 


- 


-- 


- - - 


- - - 


१ 


( क ) उन सक्रियाओ की विशिष्टिया जिनके लिए यह आवेदन किया जा रहा है ( यदि आवपयफ हो मा अनिग्मि पृष्ठ जोगे ) । 


क्रम 


मक 


विहित पदार्थो विहित पवार्थो 
वाली सक्रियाओ को प्राक्कलित 
का प्रमार रिजर्व ( खनन 

मक्रियाओ की 
दशा में ) 


प्रारभिक मामग्री अतिम उत्पाद भरण मामग्री में विहिन पदार्थ 
की भौमिक औ की भौतिक और विहित पदार्थ की प्रमिशन 
रमायनिक आकृति और रमायनिक का मद्रिण 

आकति 


वार्षिक उत्पादन वह प्रयाजन 
प्रतिशन उठाई जिसके लिए 
धगई की गई विहित पदार्थ 
मामी की मावा की पुन प्रमि 

की जानी है 


1 


_ 


. _ 


_ _ 


__ _ 


- 


- - - 


- 


- 


- 


- 


- 


१ 


( ख ) उत्पादित पछोडन और बहियाव को विशिष्टिया ( यदि आवश्यक हो तो अनिरिक्त पृष्ठ जोड़ें ) 


बहिनाव 


प्रतिवर्ष उत्पादित पछोदन पछोडन के अभि - पछाडन में अव - प्रमियर्ष उत्पादित बहिनाव में अभि - बठिनाव के अब- पछाइन का मानिटर 
पा प्राक्कलन 

त्रियान्वयन की स्थान और अतिम बहिन्याय की मात्रा क्रियान्वयन की स्थान और अतिम बग्ने को पद्धनि मा 
पति निपटान की पनि का प्राक्कलन पद्धति 

निपटान की पद्धति पथा में उपबधित है । 
( बहिस्साव का 
वर्णन करे ) 


_ _ 


_ _ 


--- - 


- 


- 


- 


- 


10 विभिन्न विभागो मे जिममें सुरक्षा और चिकित्सा विभाग मम्मिलित हैं उपलब्ध कर्मचारिबन्द का ब्यौरा 


___ कर्मचाग्वृिन्द की सख्या 


- - 


- 


- - 


- 


- 


- 


विभाग 


तकनीकी 


कुशल 


अबंकुशन 


- 


- 


- - - - 


- 


11 


( क ) यदि किसी सयन्त्र में सक्रियाए की जानी है तो यह ठीक -ठीक बताए कि -- - 

(1 ) सयन्त्र मा निर्माण अभी किया जाना है । 
(11 ) सयन का निर्माण हो चुका है और उपकरण लगाए जा चुके हैं । 

( 1 ) विद्यमान सयंत्र के सलग्न म्पौरे के अनुमार रूपातरण किया जाना है । 
( ख ) यदि खनन सक्रियाए की आमी है तो खनन के प्रकार का उल्लेख गरे । 


विकृत स्वान ममिगत 


- - - - 


- - - - 


- 


- 


- 


- - 


- 


- 


- - - - 


- - - -- 


- - - - - - 


- - - 


- - - 


- -- 
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* 12 चाल संत्रियाओ की बायन सुमंगत पृष्ठभमि जानकारी 

( जब इस आवेदन द्वारा विद्यमान मकियाओं के नियमित किया जाना हो ) 
* 1 3. प्रस्तावित मक्रियामा गे मबधित विस्तृत जानकारी (नए आवेदक ) 

( क ) संक्रिया स्थल, उनके पर्यावरण की जानकारी और अन्य मुसंगत ब्योरे । 
( ग ) खनिजों और विहित पदाथों वाली सामग्रियो के खनन, मिलिग और/ या उठाई-धगई के लिए उपयोग की जाने वाली प्रश्रिपा और संकिपा का 

योग । 
( ग ) माथ.पन में रखे गए सुरक्षा और मानिटर करने के उपस्कर का ब्यौरा ( तकनीकी विशिष्टियों का ब्यौरा दें जिसमें सुबाह्य उपस्करों की विशिष्टिया 

भी मम्मिलित हैं ) । 
( घ ) विहित पदार्थों के एक मक्रिया स्थल के दूसरे संक्रिया स्थल तक परिवहन की बाबत जानकारी । 

( j ) आधानी का ब्यौरा | 

(ii ) परिवहन की ति 
। साधारण संक्रिया के दोगन स्थानीय जन समुदाय को विकिरण और अन्य स्वास्थ्य परिसंकट के मूल्यांकन और परिमंकट को मानिटर करने और 

उस पर नियंत्रण करने के ब्यौरे । 
( च ) पिसी दुर्घटना की दणा में स्थानीय जन समुदाय को वास्मव में हो सकने वाले अधिकतम परिमंफट का संक्षिप्त मुल्यांकन और प्रस्तावित उपचार । 


* उपरकगे की गुर्ची ( उनके विनिवेशो के माथ ) जो जम महयुक्त प्रयोगशालाओ में उपलब्ध है जहाँ विष्ठित पदार्थों की मम्हलाई की जानी है ) । कृपया 
प्रत्येक प्रवर्ग के अधीन उपस्करी का ब्यौरा दे । 

( क ) मम्हलाई उपकार : ( यथा सुदुर नियंत्रण टोग , पिपोट आदि ) 
( प ) सरक्षण उक्तियां ( यथा सीसे की ईंट, रबड़ के दस्ताने पमित्र आदि ) 
( ग ) प्रयोगणाला उपमाघन ( यथा जंगरोधी इस्पात के देएक पर से चलने वाले बेस्ट बाइन , फ्युम एच , ग्लोए बाक्म आदि ) 
( च ) विकिरण का पता लगाने माप उपस्कर ( यथा इनाका मर्वेक्षण मोटर, दूपण मानिटर, वायु मेंपनर काउंटर्म आदि ) । 
( क ) विहित पदार्थों के लिए उपबंधित भंडारण मुविधा का ब्यौरा 
( च ) संस्थापन में उपयधिन मंबातन मुविधा का म्योग 


15. रेडियोएक्टिव और अन्य परिमंकटमय अपशिष्ट ( ठोस द्रव या ग़म ) के अभिक्रियान्वयन के लिए प्रस्तावित प्रक्रिया 


16. कार्य के समापन के समय किए जाने वाले विकरण सुरक्षोपाय । 

(i ) कार्य पूरा होने की प्रम्नावित कारण 
( ii ) पे फदम जो मंक्रियाओं के समापन पर स्थल पर मामात्य दशा पुनः स्थापित करने के लिए उ 


आने 


17. कृपया निम्नलिखित मलग्न करे । 
( i ) क्षेत्र का स्थलमि नक्शा 

1 ) केल ) जो स्थल में चारों ओर 30 किलोमीटर की परिधि में विस्तारित हो , जिममें प्राकृतिक विशिष्टिया , मास स्थान की प्रकृति 

और उस क्षेत्र में भूमि का उपयोग । 
( ii ) संस्थापन का म्थल रेखाक ( 1 . 500 स्केल ) 
( iii ) wयन निमण सबंध प्रिट ( 1 . 50 का स्वल ) जिममे अन्नग - अलग भवनों मे उपस्कर और संसाधन का ले आउट पशिन हो ) 


11. कोई मी अतिरिक्त सुसंगत जानकारी जो आवेदक अपने आवेदन के समर्थन में देना चाहता हो । 


19. मैं इसके द्वारा यह घोषणा करता हूँ कि --- 
( क ) ऊपर दिए गए मभी विवरण मेरी मर्वोतम जानकारी और विश्वास के अनमार महतो 

का मानिया हम प्राप की मद 9 के अधीन विनिर्दिष्ट प्रयोजनो से भिन्न किन्हीं प्रयोजनों के लिए नही की माएगी । 
( ग ) विहित पदार्थ, प्राधिकृत स्थान में अनुशयपन प्राधिकारी के पूर्व अनुमोदन के बिना नहीं हटाया जाएगा । 
( घ ) विहित पदार्थ, मुसंगत मुरक्षा यिनियमों के अनुसार ही एक स्थान से दूसरे स्थान तक ले जाया जाएगा । 

मापन प्राधिकारी के प्राधिकृत प्रतिनिधि को संस्थापन का किसी समय निरीक्षण करने के लिए हमारे द्वारा पूर्ण सुविधाएं 
दी जाएगी । 
H क्षम प्रधिकारी द्वारा यथा अपेक्षित, विकिरण कार्य में लगे हुए सभी व्यक्तियों की विझिरण निगरानी और मिकित्सीय निशाना 
जाएगी । 

को प्रक्षम प्राधिकारी और अनुशापम प्राधिकार के पूर्व अनुमोदन के बिना किसी अन्य व्यक्ति को बेचा नहीं जाएगा , किराए पर 
नही दिया जाएगा या अंतरित नहीं किया जाएगा । 

रक्षोपाय की बावत मक्षम प्राधिकारी द्वारा समय- समय पर की गई अनुशंकाओ को सम्यक् रूप से कार्यान्वित किया जाएगा । 
( ज ) विकिरण सुरक्षोपाय की बावत मक्षम प्राधिकारी द्वारा 


- - 


- 


- 


- 


- 


- 


-- - 


- - 


* यदि आवश्यक हो तो कृपया अलग पष्ठों पर म्यौरा दें । 


[भाग 1I -- बड ( i)] 
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( स ) मंत्रिया शुरू करने से पहले मम्यक् रूप में अहित अनुमयी मुभा अधिकारी विकिरण भिकिम्सात्मक सुरक्षा अधिकारी की नियुमिन की जाएगी । 
( म ) यदि इस आवेदन-पस में सूचीपब कार्मिकों में कोई परिवर्तन किया जाता है मो उमकी सूचना भमुज्ञापन प्राधिकारी को तुरन्त दी जाएगी । 


भावेदक 


का हस्तामर 


नारीब -- -- - -- - - 


मस्मा 


और मद्रा 


प्ररूप 


भारत सरकार 


परमाणु ऊर्जा विभाग 
विहित पदार्थों वाले पनिजों के खनन और मिलिग और ऐसे पदार्थों की उठाई-धगई के लिए अनुज्ञप्ति 
श्री/ सर्वश्री ओ -- - - - - -- 


----- - - - - - --- --- - - - - के है , 
परमाण ऊर्जा ( वान , खनिज फायकरण और विहित पदार्थ उठाई धगई ) नियम , 1984 में विहित शो का और उसके अधीन जारी किए गए भादशों का 
अनुपालन करने का वचनबंध करने पर तथा विहित अनप्ति फीम का गंदान करने पर, अनुज्ञप्ति के लिए आवेदन में यथा वाछित विहित पवार्थों के खनन 
मिलिग / उठाई- धगई के लिए प्राधिकृत किया जाता है किए जा है । 

यह अनुशप्ति नारीव -- - - --.-. .- -- - को जारी की जाती है और पिछले पृष्ठ पर वी गई शों के अधीन तारीख - ---- - - ---- - 
· तक वैध होगी । 


( अनुज्ञापन प्राधिकारी ) 

कार्यालय की मुद्रा 


अनुशग्नि की शसे 
यह अमुझप्ति उस वशा में निलवित या रद्द की जा सकेगी अब आवेदन पत्र में की गई घोषणा या दी गई जानकारी गलत पाई जानी है या ऐसे 
आवेदन पत्र में दिया गया वचन-बंध कार्यान्वित नष्ठी किया जाता । 
आवेदन पत्र की मद 9 के अधीन विनिर्दिष्ट प्रयोजन से भिन्न प्रयोजन के लिए कोई भी मक्रिया नहीं चलाई जाएंगी । 
विहित पदार्थ प्राधिकृत संस्थापन मे, अनुज्ञापन प्राधिकारी के पूर्व अनुमोदन के बिना नहीं ले जाए जाएंगे । 
विहित पदार्थ, सुसंगत मुरक्षा विनियमों के अनुमार ही परिवहित किए जाएंगे । 
अनज्ञापन प्राधिकारी के प्राधिकृत प्रतिनिधि को , मेस्थापन का किमी भी समय निरीक्षण करने के लिए पूर्ण सुविधाएं दी जाएंगी । 
विहित पदार्थो को अनशापन प्राधिकारी के पूर्व अनुमोदन के बिना किमी अन्य व्यक्ति को धेचा नहीं आएगा , किराए पर नहीं दिया जाएगा, या अतरित 
नही किया जाएगा । 
मझ्यिाओं को प्रारंभ करने से पहले सम्यक मप मे अनि अनुभवी सुरक्षा अधिकारी और विकिरण चिकित्सात्मक सुरक्षा अधिकारी नियुक्त किए जाएंगे । 
इम आवेदन पन में सूचीबद्ध कार्मिकों में किसी परिवर्तन की सूचना तुरन्त अनज्ञापन प्राधिकारी को दी जाएगी । 

मस्थापन में कोई भी पसिरण , अनुज्ञापन प्राधिकारी के पूर्व अनुमोवन के मिना नही किया जाएगा । 
10. चिकित्मीय और षिकिरण निगगनी का प्रमध कर्मचारियों के लिए किया जाएगा । 
11. विकिरण चिकिन्मान्मक मुरक्षा अधिकारी और सुरक्षा अधिकारी को अपने कर्तव्यो का निर्वहन करने के लिए आपश्यक सुविधाएं प्रदान की जाएंगी । 
12. अमामान्य घटनाओं और दुर्घटनाओ की जानकारी, अनुशापन प्राधिकारी को तुरन्त भेजी जाएगी । 

सक्रियाओ, विहिन पदार्थों की तालिका और अपणिष्ट पदार्थों की नैत्यिक निगरानी और निपटान का ममुचित अभिलेख मनाए रखा जाएगा । 

बिहिन पदार्थों में खनन , मिलिग या अन्यथा उठाई-धराई के बारे में जानकारी किमी अप्राधिकृत व्यक्ति को नहीं दी जाएगी । 
15. आनंदन पत्र में यथामणिम तकनीकी विनिर्देश और प्रचालन स्थितियों को सामान्य परिस्थितियों में बनाए रखा जाएगा । 
16 संलग्नक म . 1 मे . . . . . . . . के रूप में इग अमुझप्मि में सलग्न गर्ने , अनुज्ञप्तिधारी पर आमलकर होगी । 
17. अनुज्ञप्ति जारी होने की तारीच से , सोन वर्ष की अवधि के लिए वैध होगी । 
44.3 G /84 - 11 . 


13 


14. 
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प्ररूप ग 


अनुमापन प्राधिकारी/ सक्षम प्राधिकारी को असामान्य घटनाओं या दुर्घटनाआ की रिपोर्ट करने का प्ररूप 


मम्थापन का नाम और पमा . 
भसामान्य घटना का स्थल : 
विकिरण संस्थापन का नाम : 
घटना की नारीख और समय : 
सूचना प्राप्त करने की तारीख और समय (वि०चि सु० अ० / सु० अ० द्वारा ) 
वि०वि०म० अ०/ मु०अ० द्वारा घटना स्थल पर जाने की तारीख तारीख 
घटना की प्रकृति, अंमस्त उपस्कर और परिसकट की सीमा का विस्तृत व्योग 
म्थल पर की गई कार्रवाई और परिणाम 
अमर्ग्रस्त क्षेत्र में पाया गया अधिकतम विकिरण और दृषण का स्तर : 
अंतर्ग्रस्त व्यक्तियों के नाम और उनके द्वारा प्राप्त एमगपोजर प्रभाय और दूषण - - -- 
( जिसमें वे अधिकारी भी गम्मिलित है जो घटना का अन्वेषण कर रहे हैं , जिसके व्यक्ति का नाम 
समंध मे कार्य कर रहे है ) 


10. 


वार्षिक घटना से पूर्व 
मची डोज 


घटना के बाद संषयी 
डोज 


वि० मि० सु० अ० सु० भ० के हस्ताक्षर 

नियोजक का हस्ताक्षर 
(वि०वि० सु० भ०/म० अ० का नाम ) 

(नियोजक का नाम ) 

कार्यालय की मुद्रा 
11. तुरंत वी गई चिफिल्मा सहायता और उपचार का ब्यौरा 
12. यदि दुर्घटना के कारण कोई ऐसी क्षति हुई हो जिससे निशक्तता हो गई हो तो 

ऐसे व्यक्ति का नाम दें । 
13. असामान्य घटना पर अन्वेषण 
14. यदि जमता, संयंत्र या पर्यावरण को गंभीर परिमंझट उत्पन्न हो गया हो तो यह बताएं कि ऐसे परिसकट से बचने और भविष्य में उसके निवारण के 

लिए क्या कदम उठाए जाने की सिफारिश की जा रही है । 
15. साधारण संप्रेषण 
विकिरण चिकित्सात्मक सुरक्षा अधिकारी सुरक्षा अधिकारी के हस्ताक्षर 

नियोजक के हस्ताक्षर 

( नियोजक का नाम ) 
(नि० वि० म० अ०/ सु० अ० का नाम ) 

कार्यालय की मुद्रा 
DEPARTMENT OF ATOMIC FNERY 

( d ) " contamination means the presence of radioactivity 
Bombay, the 30th June, 1987 

at any place that may be specified by the competent 
authority by notification for the purposes of these 

rules. 
G . S .R . 781. - - In exercise of the policis conferred by Sec 
tion 14 read with clauscs ( e ) , ( 8 ) And ( 1) of sub - section ( 2 ) 

( e ) " cmployee " means any person omployed , including 
of Section 30 of the Atomic Eneigy Act, 1962 ( 33 of 1962 ) , 

an employer who is self employed , for catrying on 
the Central Government hereby makes the followiny rules : 

the mining, milling, processing and / or handling of 

piescribed substances. 
1 . Short title, extent and comment:ement – ( 1 ) These rules 

( f ) " employer " meads any person who employs or who 
may be called Atomic Energy (Working of the Mines, 
Minerals and Handling of Prescribed Substance ) Rules, 1984. 

is self- employed as the only employee . 

(8 ) " facility ” includes a device or an equipment or a 
( 2 ) These rules oxtent to the whole of India including her 

race or operation. 
territorial waters. 

( h ) " Factories Rules means the Atomic Tnergy ( Fac 
( 3 ) These rules shall come into force on the date of their 

tories ) Rules, 1984. 
publication in the Official Gazette . 

( 1) " handle " includes manufacture , possess , store , uso , 

transfer by sale or otherwisc , cxport, import trans 
2. Definitions . - In these rules, unless the content other 

port or dispose of. 
wiso requires : 

(1) " Form ” means the form annexed to these rules , 
( a ) " Act" means the Atomic Energy Act, 1962 (Act 
33 of 1962 ) . 

( 1 ) " Installation " means any minc mill, processing plant 

or handling facility including all necessary auxiliary 
(6 ) " adequate protection " means protection against 

facilities thereof in respect of which a licence has 
radiation and other physical and chemical agents, 

hoon issued by the Licensing Authority. 
such that the operational limits of levels of radiation 

(1 ) " licence " means any person who has been gianted 
or contamination or concen ! ration of radioactive 

u licence for mining, milling, processing and / or 
as well as non - radioactive torte substances are not 

handling of prescribed substincey , under the Act or 
exceedcu . 

Rules mado thereunder, 
( c ) " competent authority " means any office or authority 

( m ) " licensing atthority means an officer of authority 
appointed by the Centrul Guvernemnt by notifica 

appointed by the Central Government by notifica 
tion for the purpose of these rules . 

tion for the pus posen of these rules, 
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( n ) “ milling " includes crushing, pulverising . sieving , 

(c) a plan of the installation (1 : 50 or any otber 
processiny chemically or otherwise of the ores or 

appropriate scale ) ; 
minerals Or chemical concentracts of prescribed 
substances . 

( iv ) demographic data giving the approximate population 

density , general occupation of the people , otc . around 
(0 ) " mino " has the same meaning as defined in the 

the site of operation within a redius of 5 km . 
Mince Act ( XXXV of 1952). 

(v ) any available seismic data of the region ; 
( n ) " occupational hazard " means the risk in the occu 
pation which , if not controlled , may affect the health 

(vi) details of location , type and nature of other indus 
yafety and well being of the cmployees . 

tries in the region , within a radius of 5 km ; 

( VII) essential details of operation such as mining methodo ; 
( 9 ) " peison " includes 

milling and concentrating procedures (whether phy 
( i ) any individual, corporation , association of persons 

gical beneficiation or chemical extraction / concentra 
whether incorporated or not, partnership estate 

tion ) , process flow sheet , and / or handling piocc 
trust , private or public institution , giour govern 

durcs ; 
ment agency or any state or any political sub 

( viii ) details of the layout of the mine /mill / processing 
division thereof or any political entity within the 

plant / handling facility , showing points of genera 
state , any foielyn yovernment or any political sub 

tion of dest, fumey , toxic gases, liquid effluents and 
political sub - division of uny such government of 

solid waste which contains radicative and / or toxic 
nation 01 Other cotity i 

substances ; 
( ii) any lcyal Sliccessor, representative and agent on 

( ix ) details of the ventilation system - general us well as 
slich of the foregoing ; 

local, keeping in view rule 4 ( 3 ) ( iii), (iv ) And 
( 1 ) " radiation monitoring " moun periodic oi continuous 

( vii ) above ; 
determination of the amount of ladiation or con 
tamination for the purpose of health protect100 . 

( x ) locations of storage of prescribed substances, details 

of aajor handling cquipment and nature of opora 
(8 ) " safety officer " means any person duly qualified and 

tions in each area of the installation ; 
employed for the purpose of curying out duties 28 

( xi) details of methods and equipment available to con 
prcscribed under these illca . 

tain and contiol the spread of surface contamina 
(t ) “ toxic gas " means any gus the inhalation of which 

tion in the installation ; 
inay result in adverse health conditions . 

( xii) details of safety devices incorporated in the equp 
( u ) " toxic substanco " means any substance the intake of 

ment and installation for prevention of criticality 
which may result in adverse health conditions. 

Accidente , control of contamination of personnO ) 

and area and radiation cxposure of personnel ; 
words and expressions used in these rules and not 
defined but defined in the Act shall have the mean 

( ui ) details of protective clothing and appliance available 
ings respectively assigned to them in the Act. 

for preventing /minimising risks of contaminaion and 

inhalation of airborne activity and toxic substances ; 
3 . Licence for mining, milling, processing and / or handling 

( xiv ) details of facilities and aregs set apart for deconta 
of prescribed substance. — No person shall mine, mill, proccos 

mination operations , wherever risk of contamination 
and / or handle any oro mineral or other material from which 
any one or more of the prescribed substances can be cxtiac 

exists. 
ted , without obtaining a licence in Form B from the Licensing 

( xv ) details of facilities for personnel, area and environ 
Authority and except in accordance with the terms and condi 

mental monitoring for assessment and control of 
tions of such licence : 

radiation cxposure and contamination / including in 

ternal contamination of personnel under normal al 
Provided that, any person alıcady engaged in iniminų, mill 

well as abnormal or accident conditions ; 
ing processing and / or handling prescribed slibstances at the 
time tbese rules came into force , shall within a period of 

( v ) a cumplcto safety evaluation of the installation in 
six months from the date of these rules coming into force , 

cluding an adulysty of potential accidents , ruoasuror 
make an application in Form " A " to the Licensing Authority 

proposed to be taken for their prevention, and 
for the issue of the requisite licence ; 

measures that will be taken in tho unlikely event of 

such uccidents ; 
Provided further that the applicant may continue the opc ( xvii ) details of methods of treatment and management of 
iations until the Licensing Authority takes a decision on 

wastes from the installations to ensure that normal 
his application and thereafter he shall abide by the decision , 

Operational limits of discharge in respect of wastes 

containing proscribed substances as may bo laid 
4 . Conditions precedent to the issue of a licence . - ( 1 ) An 

down from timo to time are not exceeded ; 
applicant for a licence shall make a written application for 
the issue of a licence in the Form A , 

( xviii) details of locations of short term / long term por 

mancnt storage of liquid / solid waste , 
( 2 ) Every application shall be accompanied with a fee of 

( a ) Where disposal/ rctention of wastes in geological 
rupees five hundred which will be non -refundable . 

formations of man made impoundment qystem 
(3 ) Alungwith the application for licence , the upplicant 

is envisaged , the details shall include the geologi 
shall furnish the following information as niay be applicable 

cal and hydiological characteristics of the proposed 
and relovunt to the operation intended : 

sites of disposal / retention . Details shall also in 

clude drawings of layout of containment system 
(1) the purpose of the operation ; 

in plau , typical CiOSS sections .of all embankments 

and other pertinent design criteria and if appli 
(ii) a description of the organisalwnal set up , 

cable, details of anticipated extension . Details 
( iii ) topographic details pertuining to the operation in 

of embankment desigo shall include information 

on height, top walk , side slope, seepage control 
cluding, - - 

and protection of embankment surface fron 
( a ) ayuner . I map of the region , erlening to a radius 

ci Osión ; 
of 30 kn , around the site ( 1 : 63360 or any 

( b ) Where short tcim /long toimy storage in appropriate 
other appropriate scale ) showing therein the 

metallic or other containers either on surface or 
natural features Ach as rivers, streams, wells , 

unclerround , pending ful disposal, is envisaged 
Dual sprins. Villes, belli, etc 

the details of clesim shall include , the type o 
(1 ) site plan in detail covering the alen within the 

contamment vessel, stress analysis as por code 
boundary of the operation ( 1 : 500 any other 

requirements, dimensions , proposed additions , int 
appropriate scale ) ; and 

pection and testing, leak test and proof tests ; 
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( C ) In all cascs of containinent / storage , the details 

a supervisory capacity for a period of not less 
shall include a safety Dalysis of the system , 

than 2 years , Op 
giving an evaluution of conditions that miglit 

a degree in physics or hemistry or 4 diploma in 
load to an accidental release of wastes , the pio 
bable environmental impact of such release and 

uny branch of cngineering or Technology with a 
proposed programme of 

practical experience of working in any mine in 
inspection and main 
tenance to prevent such accidental occurrence 

supei visory capacity foi a period of not less iliun 
and emergency procedures which will be adopted 

5 years , and 
for the protection of the employees /public in the 

( 11) a diploma in industrial safety, 
unlikely event of accicdntul releases wheiher 
limited or extensive ; 

7. Duties and responsibilities of the Licensec . ( a ) A 

licensee shall not employ any person under the age 18 years 
(xix ) peiſoimac for, 

In an installation , 
(a ) muintaining full and uptodate inventory of pres 

( b ) He shall ensurc that the operation of the installatiun 
cribed substances in the installalion ; 

is carried out strictly in accordance with ile terms and condi. 

tions of the licence . 
( b ) maintaning complete iecords of production , c011 
sumption and loss of prescribed substances in 

( c ) Ile shall ensure that the yeneral requiicments of 
normal operations ; 

radiation and industiial safety are complicd with . 
( c ) maintaining reçoids of losses of prescribed subs 

( d ) He shall not modify the installation process / flow 
tances arising out of ducidents Oi abnormal inci 

sheet without prior approval from the licensing Authority , 
dents ; 

( e ) He shall confine his opciations only to the liuense : 
( xx ) any other relevant information / clarification thir installation . 
Licensing Authority may require . 

( 1 ) He shall proviçle adequate staff at all time in order to 
(4 ) Along with the application for licence , the applicani 

ensure safcty of normal operations , for dose evaluation , for 
shall undertake in writing, to - -- 

management of Accidents, if any, and or medical care and 

attention of the employees . 
(i) satisfy the requirements of radiation and industrial (3 ) He shall ensure that adequate protection is provided 

safety regarding planning , design und operation of at all time to safeguaid the health and safety of the cm 
his installation ; 

ployees . 
(ii) not to modify the installation without prior approval ( h ) Hc shall ensule that regular radiution monitoring of 

of the Licensing Authority except in an einergency the installation as well as of ladiation workery is carried 
in which case such modifications shall be communi out and their records maintaincd . 
cated to the Licensing Authority inediately for 
his decision : 

(i ) He wall ensure that adequate piccautions ure taken to 

prevent cnvironmuntal pollution due to tlic operation of the 
( ili ) confine all the operations only to the licensed instal installation , beyond permissible limits as may be specified 
lation /s ; 

by the Licensing Authority froin tunc to time. 
(iv ) obtain prior permission iind directions from the 

(j ) He shall airange for preemployment and post- tcrnii 
Licensing Authority for disposal of prescribed sub nation / ietirement medical examination of all employees , she 
stances and from the Competent Authority [ur preemployment medical enannination in the case of richiation 
disposal of radioactive waste . 

workers and workci , in mine shall include a compicheosive 

documentation of the prospective employee s .nedical history , 
( v ) make available adequate start and qualified person 

history of previous employment, radiation exposure und 
nol at all times to perform the normal opcrations 

chronic exponuit to any specific cnvironnent such as silica 
safely , for dose evaluation and for management of dust. A person shall be cniployed only after such prccin 
potential accidents and in the events of abnormal ployment medical examination and after being found fit 
occurrences, for adequate medical supervision of for the employment. He shall arrange for annual incdical 
staff . 

examination of such workers during their service which 
( vi) employ duly qualified / experienced Safety Officer and 

shall include chest x -ray atleast once in five years, general 
in addition for operations involving radioactivity 

laboratory investigations such as examination of blood and 
a duly qualified /experienced 

of 
oxcreta , and specul nucstigation such as examination 

Radiological Safety 
Officer as specificd in these rulcs. 

skin , hands, fingers, finger nails, cars and eyes . 

( k ) He shull maintain complete and uptodate ieuora of 
5. Inspection of site . — The Licensing Authority or his personal medical and occupational histoiles of radiation 
representative / s may inspect the site of proposed operation workers und workers in nines in such for as may be pieg 
in order to ascertain that the information furnished by the cribed by the competent Authority . 
applicant is correct and complete . 

(1 ) He shall send elevant cxccrris from the records main 
6 . Qualification of the staff . -- ( 1 ) No employer shall appoint 

tained by run on demand , 10 the Licensing Authority in a 
any person as the Radiological Safety Officer , Linless he pos 

form as may be specified by the u ensing Authority , 
doses the following qualification6 and experience : 

( Ile ball enric that all employees are properly instruc 
(i) a basic degree in Physics from a iecognised univer 

led as to the hazards involved in their work and the piru 

tions to be taken by them for their safety and the safety of 
sity ; 

thoir fellow workers. He shall prepare neceysan y operating 
( ii ) a postgi aduate diploma / degree in iadiological phy instructions for cach unit. 
sics from a recognised institution ; 

( 1 ) He shall . in consultation with the Safety Officer and 
(ii) an experience of 5 years of discharging under a the Rudiological Sufety Office chalk out an emergency 

certified Radiological Safety Officer the dutics and plan which will lay down instructions foi thc guidance of 
functions outlined in Rule 8 ; 

the cmployoes in the . cvent of cmergency and / or accident 

conditions and shall get the plan approved by the Compe 
( iv ) a certificate from the Competent Authority ag Radiu tent Authority . He full conduct rerindic training and drillo 
logical Safety Officer . 

lo ensure that all employecs aic familiar with the emergency 

plan . lhe emergency plan and the result of the drills Khall 
( 2 ) No employer shall appoint any person as the Safety 

he reviewed from time to time. 
Officor unless he possess the following qualifications nod 

lu ) He shall whtain poils on unusual occurrence and 
oxperience : 

accidcots from the radiocial safell offer and the safety 
(i ) a degree in any branch of engineering or technology , officer and send them to the Licensing Authority and tha 

and practical experience of working in any mine ini Competent Authority in Form C appended to these rules . 
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( p ) He shall notify any theft or loss of prescribed slibs 
tances from his custody to the Licensing Authority as soon 
as the loss is discovered . 


( % ) Ile shall conduct periodic ventilation survey in the 

installation to ensure that thç ventilation is satis 

factory . 
( h ) He shall carry out noise level survey , illumination 

survey , slitvey for airborne tovic substances and any 
other survey relating to industrial hygiene and ens 

sure that the employees work in a safe atmosphere . 
(1) He shall ensue that the provisions of Atoinic 

Eneigy (Factorics ) Rules, 1984 are completed with . 


10 . Compensation . If any employee suffers an injury , 
disease or disablement arising out of the mining willing , 
proccssing or handling of prescribed substances , the employer 
shall be liable for the payment of compensation in accor 
dance with and to the extent of the provisions of the Work 
men s Compensation Act , 1976 (No . 65 of 76 ). 


( 9 ) He shall employ a qualified Safety Officer and a 
Radiological Safety Ollicer and be guided by then in all 
matters of industrial and radiological patcty of the staft 
and the installation . He shall piovide them with stall 
and facilities to carry out their duties effectively . Tlie 
safely ollicer and radiological safety officer nay he one 
and the same person , if he possesses the required qualifica 
tions to carry out the duties of both the posts. 

(t ) Ho shall provide the facility of periodic inspection of 
the installation to the Licensing Authority or his represen 
latives . 

8 . Dutics and Responsibilities of the Radiological Safety 
Officer .-- The Radiological Safety Officer shall udvise the 
cmployer on all mattors conducted with radiological safety 
of the employee , and the public residing in the vicinity of the 
installation , and in doing so he shall be guided , in general, 
by the provisions of the Radioation Protection Rules 1971 . 

9 . Dulics and Responsibilities of the Safety Officer : 
( a ) The Safety Officer shall advise the employer on ull 
matters conducted with industrial safety and industrial hy . 
giene. 
(b ) He shall periodically inspect the places of work to 

ensure that the equipment arc adequate and in 
good working order and that safe procedures are 
adopted by the employees during work . He shall 
ensure that unsafe conditions do not prevail in the 

places of work . 
( c ) He shall periodically inspect personal protective 

cquipment (like hand gloves , helmets, goggles etc . ) 

to ensure that they are fit for use 
( d ) He shall periodically inspect emergency safety kits 

and ensure that they arc fit for use in an emer 


11. Restıiction on Disclosure of Information :- - No per 
son shall without the permission in writing of the Licensing 
Authority or an officer authorised by the Licensing Autho 
tity communicate to any person orally or by means of any 
document, drawing, photograph , plan , model, or atherwisc 
any information whatsoever , that discloses, describes , le 
presents or illustrates the mining milling processing andor 
handling of prescribed substances . 


12 . Suspension / Cancellation . If in the opinion of tho 
Licensing Authority , a licence fails or neglects to comply 
with the provisions of these rules and the terms and con 
dit ons of the licence , the Licensing Authority may, after 
issuing to the licencee a notice in writing requiring him to 
show calise why his licence my not be suspendedor cancel 
led and after considering the representation , if any of tho 
licencee, and after recording reasons may suspend or can 
cell the licence. Such suspension or cancellation shall be 
without prejudice to any other action that may be taken , 
against the licences under the provisions of the Actor 
rules framed thereunder . 

13 , Appeals ( 1) An appeal shall be lie against any 
order of suspension or cancellation of a licence by the 
Licensing Authority to the Central Government . 


gency , investigate 
hich no 


(e ) He shall investigate all accidents rcar accidents in 

cluding those in which no person is involvedl, and 
recommend to the employer, measures of prevent. 

ing recurrence of such accidents. 
( f) Hc shall collect accident statistions and analyse 

them according to standard procedures, for re 
vicwing the safety status of the installation . 


( 2 ) Every appeal shall be in writing and shall be accom 
panied by a copy of the order appealed against and shall be 
presented within thirty days of the communication of the 
said order. 

INO. AEA / 14 / 1 /83- ER ) 


FORM A 
GOVERNMENT OF INDIA 

DEPARTMENT OF ATOMIC ENERGY 
Application for licence for mining & milling of minerals containing prescribed substances and for handling suc 
substances : 
* 1. Name of the applicant. 

2 . Address of the applicant, 
3 , Installation for which licence is being applied for, 
4 . Name and designation of the Head of the Installation . 
5. Names of the individuals who arc entrusted with ad 
ministration of radiation protection and industrial 

safety at the installations. 
6 . Proposed date of starting the operations . 
7 . Are tho workers provided with facilities of : 

(i) External Monitoring ; 
(ii) Internal Dosimetry ; 
( iii) Industrial hygiene and safety ; and 

( iv ) Medical surveillance. 
Complete addresser of the applicant and the installation with Telephone numbers (juring and outside office hours ). 
telegraphic address and telex numbers, il any, may please be furnished in the space provided below : 


- 


- - 


- 


- 


- 


- 


- 


- - 


- 


- - - 


- 
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8 . Give details of the qualifications, training and experience, if any , of the persons in charge of the operations 

involving prescribed substances (Use additional sheet if necessary) . 


* 


- - 


. 


... 


Department 


Name of the Academic 
Person in -charge quali - 

fications 


Type of 
training or 
experience 


When and where Duration of 
the training training and 
and experience experience 
woro gained 


Maximum 
Amount of 
prescribed 
substances 
handled so far 


ULU 


9 . (A ) Particulars of operations for which this application is made (add extra pages, if necessary ) 


of 


Sr. Type of opera - Estimated 
No . tions involving reserves 

prescribed of pres 
substances cribed 

substances 
( in case of 
mining 
operations) 


Physical 
and 
Chemical 
form of 
the 
initial 
material 


Physical 
and 
Chemical 
form of 
end 
product 


Concen - 
tration 
of 
prescribed 
substance 
in the 
feed 
material 


Percentage Annual Purpose for 
recovery Production / which 

quantity prescribed 
prescribed hendted substance 
substance per year is to be 

recovered 


1 


2 


6 


7 


8 


9 


- 


- - 


9. ( B ) Particulars of tailings and effluonts generated (add extra pages, if necessary) 


wrw 


Monitoring systems 
provided in the pathways 


of 


Estimate of tailings Mothod of Method and Estimate 
produced annually treatmont location of of volume 

of the final dispo - of 
tailings sal of the effluents 
tailings produced 

annually 
(doscribe 
offluonts) 


Method of Method 
troatment and 
of the location 
effluents of final 

disposal 
of 
effluents 


Tailings 


cffluents 


2 


3 


4 


5 


6 


7 


LEA 
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10 . Details of staff uvailabile in 


lious departments including the safety and mclical departincnts : 


- 


- - 


- 


- 


- - - - - 


- 


- - - - 


- - 


- - - - 


- 


STAFF STRENGTH 


Dopartment 


Technical 


Skilled 


Unskilled 


— 


— 


- 


- -- 


- - 


- 


- 


- 


- - 


- 


- - -- 


- 


- - 


- - 


- 


- - 


- 


- - - 


- 


11. A . If operations aro to be carried out in a plant, please indicate as appropriate : 

(i) The Plant is yet to be built 
(ii) Plant is already built and equipped 
( iii) Existing plant is to be modified as per details enclosed . 
B . If mining operations are to be carried out ploase indicate type of mining 

Opencast/ underground 
* 12 . Relevant background information pertaining to the current operations ( when existing operations are to be 

regularised by this application ) 


* 13. Detailed information relating to proposed operations (now applicants): 

(a ) Information on operation silos, their environment and other relovant details. 
(b ) Details of procedures and processess that will bo usod for mining , milling and /or for handling the mi nerals 

and materials containing the prescribed substances . 
(c ) Details of safety and monitoring oquipment provided in the installation (furnish details and technical 

specifications including those of portable instruments ). 
(d ) Information regarding transport of prescribed substances from one site of operation to another site . 

(i) Container details 

(ii ) Mode of transport. 
(e ) Details of assessment of radiation and other health hazard to the local population during normal opera 

tions and methods for monitoring and controlling such hazards. 
(f) Brief assessment ofmaximum credible hazard to local population in the ovont of an accident and proposed 

romedial action . 


* 14 . List of equipment ( along with their spocifications) available with the associated laboratories where the prescribed 

substances will be handled . ( Please give details of oquipmont under each category ) 
A . Handling Equipment : (e. g. remote control tongs , pipetts , etc.) 
B . Protection Devices : (i.e. lead bricks, rubber glovos , respirators etc.) 
C . Laboratory Accessorios : (0 .g. stainless steol trays /sinks, foot operated waste bins , ſume hoods, gloved 

boxos, etc .) 
D . Radiation Detection /Moasurement Equipment (e. g . area survey -moters, contamination monitors , air 

samplers , counters etc. 
E . Details of storage facilities provided for tho prescribed substances . 

F . Details of ventilation facilities incorporated in the installation . 
- - - - -- 

— — - - - - -- - - 
* Kindly furnish details on a separate sheet, if necessary, 


- - 


- 


- - 


- 


- 
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15 . Proposod procodures for treatment and disposal of radioactive and other hazardous wastos (solid , liquid and 

gases ) 
16 . Radiation safety measures which will be taken at the time of termination of work :-- 

(i) Proposed date of completion of work , 

(ii) Steps that will bo taken to restore normal conditions at site , on termination of operations, 
17 , Please enclose 

(1) TOPOGRAPHICAL MAP of the area 

(1 : 63360 scale ) extending to a radius of 30 Km all around the site , showing the natural features , nature 

of habta ion and land utilization in the area . 
( ii ) A SITE PLAN of the installatoin ( 1 = 500 scale ) 
( iii ) ARCHITECTURAL BLUEPRINTS (1 :50 scale ) showing the layout of equipment and processes in the 

individual buildings. 
18 . Any additional relevant information which the applicant may like to furnish in support of his application . 
19. I hereby certify that, 

(a ) all the statements made above are correct to the bost ofmy knowledge and belief. 
(b ) no op ?rations will be carried out for purposes other than those specified under item 9 of this form . 
(c ) prescribed substances will not be moved from the authorised place without prior approval of the Licensing 

Authority. 
(d ) prescribed substances will b : transported only in accordance with the relevantsafety regulations . 
(c ) full facilities will be accorded by us to any authorised representative of the Competent Authority or the 

Licensing Authority to inspact the installtions at any time. 
(f ) radiation surveillance and medical surveillance ofall persons engaged in radiation work , as required by 

the Competent Authority will be duly carried out. 
(g ) the prescribed substances will not be sold , rented or transferred to any other person ,withoutprior approval 

of the Competent Authority and the Licensing Authority. 
( h ) all recommendations that may be made from time to time by the Competent Authority in respect ofradi. 

ation safety measures will be duly implemented . 
duly qualified /experienced safety officer /Radiological Safety Officer will be appointed before the com 
mencement of the operations . 
any changes in the personnel listed in this application will be intimated forthwith to the Licensino 
Authority . 


Date :. . . . . . . . . . 


Signature of the applicant 
Institution & Seal 


FORM B 
GOVERNMENT OF INDIA 

Döpartment of Atomic Energy 
Licence for Mining & Milling of Minerals containing Prescribed Substance and for Handling such Substances 
Mr./Messrs. 


of 


having undertaken to comply with the conditions prescribed in the Atomic Energy (Working of the Mines, Minerals 
and Handling of Prescribed Substances) Rules , 1984 and any orders issued thereunder and having paid the prescribed 
licence fee is /are hereby authorised for mining/milling /handling of prescribed substances as described in the appli 
cation for licence . 
This licence is issued on . . . . .. 

.. . and shall be valid upto . . . 

. . . . . subject 
to the conditions printed overleaf. 


Licensing Authority 

( Scal of Office) 


[FFT II - 
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CONDITIONS OF LICENCE 


1. This licence may be suspended or cancelled , if any declaration made or information given in the application 

therefor is found to bzfalse or if any undertaking given in such application is not carried out. 
2 . No oporations shall be carried out for purposes other than those specificd under item 9 of the application form . 
3 . Prescribed substances will not bo moved from the authorised installation without prior approval of the 

Licensing Authority . 
4 . Prescribed substances shall be transported only in accordance with the relevant safuty regulations. 
5. Full facilities shall be arcorded to any authorised representative of the Licensing Authority to inspect the 

installation atany time. 
6 . Th : prescribed substances shall not be sold , runt: d or transferrıd to any other person , without prior appro 

val of the Licensing Authority. 
7. Duly qualified /experienced Safety Officerand Radiological Safety Officer shall be appointed before the com 

mencem nt of the operations . 
8 . Any changes in the personnel listed in this application shall be intimated forthwith to thc Licensing Authority . 
9 . No modifications in the installation shall be made without prior approval of the Licensing Authoity . 
10 . Medical and radiation suveillance shall be provided for the employees. 
11. The radiological safety officer and the safety officer shall bº provided with requisite facilities to discharge 

thjir duties and functions . 
12 . Information on unusual incidents and accidents shall be sent to the Licensing Authority forthwith . 
13 . Appropriate record ; ol. opra -1on " , inventory of prescribed substances and of routine surveillance and 

disposal of wastes shall, he maintiined . 
14 . Information pertaining to operations of mining , milling or otherwise handling of prescribed substances shall 

not be transferred to any unauthorised person . 
15 . Th : t ;h ucal spucifications and the op -rating conditions as described in the applioation , shall be main 

taincd under all normal conditions, 
16 . The conditions attach - d to this licenc : 2s attachments No. 1 to No. . . . . shall. be. binding on the licence . 
17. A licenc : shall be valid for a period of three years from thi, dste of issue of the lioenco. 


FORM C 


Format fo : R :porting to th : Licensing Authority /Co .npetent Au hority Unsusual Occurrences and Accidents 


- - 


1 . Namn : and address of th : Installation : 
2 . Site of unusual occurrencs : 
3. Type of radiation installation : 
4 . Date and time of occurrenc : : 
5. Duts and tiin : of receiving information (by R .S .O ./ S . O .): 
6 . Date(s) of visit of RS. Q ./S . Q . to the site of occurrence : 
7 . Dutailed account of the nature of oscurrence , equipment 

involved and extent of hazard : 
8 . Action taken on site and result: 
9 . Maximim radiations and contamination levels found 

in the area involved : 
443 GL/84 - 12, 


1864 

THE GAZETTE OF INDIA : JULY 21, 1984 / ASADHA 30, 1900 [ PART II - SEC , 3(6)] 
- - - - 

_ _ -- - - - - - - - - - - - - - - - - - - --- - 
10 . Names of the individuals involved: and the details of N ame of th. ( Annual) Cumulative 

cxposurcs /contamination 1clived by them (including person cumulative dose dose after the 
the offi : :rs) investigating th : occurrence and attending 

before the incident incident 
to th : incident) 

- - - 


- - 


- 


- 


- - 


- - - - - - - - - - - - -- - - 
Signature of R. S . O ./ S. O . : 

Signature of Employer . . . . , 
( Naam of R . S . 0 ./ S . 0 . ) 

(Name of Employer ) 

( Scal of Offics ) 
11 . D :tails of immdiate medical aid and trearm nt provid .d : 
12 . If the ac : ident involved any disubling injuries , give the 

names of such individuals : 
13. Comin nth and recominondations by the investigating 

offic rs on thi : unusual occurrence : 


14. Ifpontial hazards to the public , plant or i vironm : nt 

are involved , start : what stops are recommand . d to avoid 
sich hazards and to prevent recurrence in future : 


15. General observations 


Signature of Rillinlogical S :{ uty Offi ; •r / 
Safety Offior 
( Name of H. S . O ./ S. 0 . ) 


Signature of Employer : 
(Name of Employer ) 
Seal of office 


( ) " अनुसूची में इन नियमों मे उपाषच अनुसूची अभिप्रेत है । 


मा का . नि . 782 - - केन्द्रीय सरकार , पग्माण उर्जा अधिनियम , 
1962 की धारा 23 द्वारा प्रदत्त शक्तियों का प्रयाग करने हुए . कारखाना 
अधिनियन , 1948 के अधीननिलिखित नियम बनाता है । 


3. रेखाको का अनुमोदन - - ( 1 ) ऐसे स्थल के लिए जिन पर 
कारवाने का स्थित किया जाना है और किसी कारखाने के विस्तार के 
मनिर्माण के लिए पूर्व अनुशा प्राप्त करने के लिए प्रावेदन सक्षम प्राधि 
कारी को किया जाएगा । 


अध्याय 1 प्रम्मायना 


ऐसी अनुशा के लिए प्रावेदन के साथ निम्नलिखित दस्तावेज होंगे :---- 
( क ) विनिर्माण प्रक्रिया का एक अन क्रम पार्ट . जिम प्रक्रिया का 
___ मंक्षिप्त वर्णन उमके विभिन्न प्रजमो पर दिया हो ; 
( ख ) स्केल में बनाए मा सो प्रतियो में रेखाक जिसमें निम्नलिम्ति 

विखाया गया हो - -- 


1. मभिन्न नाम , लाग होना और प्रारम्भ . ( 1 ) इन नियमो का 
मंक्षिप्त नाम परमाणु ऊर्जा ( कारखाना ) नियम 1984 है । 

( 2 ) इनका विस्तार केन्द्रीय मरकार के स्वामित्व वाले और परमाण . 
की अधिनियम , 1962 5 प्रधानता का कार्यान्वित करने में लगे मभी 
, कारखानो पर होगा । 

( 1 ) ये गजपत्र में प्रकाशन को तारीब का प्रयत्न होगे । 

, परिभाषा . -- - हन नियमों में जब तक सदर्भ में अन्यथा अपेक्षित 
न हो : 

( क ) " अधिनियम " मे कारखाना अधिनियम 1948 अभिप्रेत है । 
( म् ) "सक्षम प्राधिकारी " में अभिनेत है , केन्द्रीय सरकार द्वारा इन 

नियमो के प्रयोजनो के लिए अधिसूचना द्वाग नियुक्त कोई 

अधिकारी या प्राधिकारी । 
( ग ) “सक्षम व्यत्रित " से अनुसूची " क में वणित काई अधिकारी 

अभिप्रेत है । 
( घ ) “निरीक्षक में उन नियमो न अघीन भक्षम प्राधिकारी द्वारा 

नियुक्न निरीक्षक अभिप्रेत है । 


( 1 ) कारखाने का स्थल और संलग्न परिवेश, जिसके अन्तर्गत 

लगे हुए भवन और अन्य संरचनाएं सड़के , नालिया 
प्रावि हैं ; 


( 2 ) प्राकतिक प्रकाश , सवानन और आग लगने की दणा में 

निकलने के माधन से मबंधित मभी सुसंगत म्योरे अप 
दर्शित करन हुए रेखाक , बड़ा नक्शा और विभिन्न 
भवनों के प्रावश्यक अनुप्रस्थ काटा रेखाको में संयंत्र 
पौर मशीनरी, पाश्ववीथी और मार्गों का स्थान भी 
स्पष्ट रूप से उपशित किया जाएगा ; 


- - 


- - - 


- 


- 


- 


- - 
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( ग ) नितिक संवातन और गैसीय मोषन के ब्यौरे , 

आई ) का पालन निर्माण के सभी रेखाकों, रिजाइनों और अभिन्यामो के 
( घ ) बहिनायी उपचार और द्रव बहिसावी विमर्जन के ब्यौरे ; और 

लिए किया जाएग । मंपत्तियों और कर्मचारियों के स्वास्थ्य तथा सुरक्षा 

के लिए मभव ग्यतरों का कच्ची सामग्रियों और परिमपित उत्पादो के 
( उ. ) एमी अन्य विशिष्टियां, जो मक्षम प्राधिकारी अपेक्षा करे । 

गबरखाव और भंडारकरण में तथा विभिन्न कार्यचालन प्रक्रमो पर वोगन 
4. अनुमोदन के बिना परिमरा के कारग्यान के रूप में उपयाग पर पूर्वानमान किया जाएगा । सुरक्षा मुनिश्चित करने के लिए उपयुक्त मुधार 
प्रतिषेध ---फिमी फारखाने का काई अधिभागी, सक्षम प्राधिकारी के अन उपाय मभी कार्यचालन प्रत्रमा पर किए जाएंग । 
मोवन के बिना किसी परिसर को कारखाने के म्प में उपयोग नही 

( 2 ) मरक्षणात्मक मुरक्षा 
करेगा । 

( क ) मभी निर्माण , स्थायी या अस्थायी मरमनान्मक सुरक्षिन आर 
अध्याय . . निरीक्षण कार्मचारिबन्द 

ठोस होगे जिससे कि गिरने की जोखिम का नियारण हो सके । 

( न ) नीयों और मभी नल क्षेत्रफलो का निर्माण इस प्रकार किया 
5. निरीक्षकों की नियुक्ति इन नियमो के प्रयोजनो के लिए कोई 

जाएगा कि वे पूर्वानमानित भार सहन करने के योग्य हो । 
भी व्यक्ति निरीक्षक के रूप में तब तक नियुक्त नही किया जाएगा जब 

( 3 ) अवस्थान और असगलन परिमकटतम मामग्री के भडारकरण 
ना कि उसके पास अपनी नियुक्ति के समय ऐस निरीक्षकों के लिए 

के लिए भवन अन्य भवनो और मग मड़कों में दूर अवस्थित किया 
विहिन आहेता न हो । 

जाएगा या उसे यथोत्रित गप से घर दिया जाएग । परिसकट उपशित 
___ 6. निरीक्षको के मप में नियुक्ति के लिए अर्हता सक्षम प्राधिकारी 

करम हुए उपयक्त माइनयोई आमपाम प्रदर्शित किए जाएगे । 
मन नियमों के प्रयोजनों के लिए निरीक्षको को नियक्ति के लिए आवश्यक 
अर्हताग विहित कर गकेगा । 

( 4 ) मरका और पार्थ पथों का अभिन्याग ( क ) परिसर में 

मटके और पाएवं पथों की व्यवस्था इस प्रकार की जाएगी कि पूर्यानमानित 
7 निरीक्षकों की शक्तिया : इन नियमो के निष्पादन के प्रयामन के 

यातायात से सड़को पर भी भाह न हो और प न जानने वालो के लिए 
लिए निरीक्षक को निम्नलिखित सभी बाते या इनमे से काई करने 

पाईपषों पर काफी रथान हो । जहा तक मभव हो , मडके सीधी और 
की शक्तिया होगी . 

काफी चौटी होगी जिससे कि यानी, उपम्कर के ले आने ले जाने के लिए 
( क ) किमी फर्मपार का फोटा भना , यथास्थिति, किमी भवन या 

अबाध मार्ग मिल मय । 
कक्ष, किसी मयत्र मशीनरी, माघिन या यन्त्र किमी रजिस्टर या 

( ख ) महत्वपूर्ण अब स्थानो पर यानो की गति को नियंत्रण करने के 
दस्तावेज या कारखाने में नियोजित कर्मकारों के स्वास्थ्य, 

लिए गनि विरामको की व्यवस्था की जाएगी । पंदन चलने वालो के लिए 
मुरक्षा या कल्याण सुनिश्चित करने के प्रयोजनों के लिए, 

पारपथो को चिन्हित किया जाएगा । 
व्यवस्था की गई किसी बात का निरीक्षण करना , परीक्षा 
करमा , माप करना , प्रतिलिपि करना , फोटो लेना , स्केच 

( ग ) अधिकतम, अनुज्ञाम गति और यातायात परिसंकटो के संबध 
बनाना या जाच करना । 

मे सूचना दने में लिए साइनबोई प्रदर्शित कि आएगे । 
( ख ) ऐसी चिकित्सीय परीक्षा , नग्ना जो अधिनियम के प्रयोजन 

( 5 ) अहिसाब नियन्त्रण विनिर्माण प्रक्रियाओं में पैदा होने वाले 
के लिए आवश्यक हो । 

द्रव और गैमीय अहिनायो को उनके पैदा होने वाले स्थानों से दूर ले 
( ग ) अप्रायिक घटनाओं से संबंधित सुरक्षा की आच करना । . जाया जाएगा और उनका सुरक्षित रप में मधा यदि आवश्यक हो तो , 
( प ) असुरक्षित कार्यों और चलनो के समय में कारखाने के प्रधान 

उपचार के पश्चात निपटान किया जाएगा । 
या प्रबंधक को मलाह देना और कारखाने में असुरक्षित 

( 6 ) स्थान मेवधी अपेक्षा 
दशाओ, यदि कोई हो को बताना । 

( क ) भवनों के फर्श म्थान का मामग्री/मशीनरी मे खचाखच मही 
( 3 ) किसी कारखाने में विद्यमान किन्ही असुरक्षित वशाओ या 

भग जाएगा । पर्याप्त स्थान की व्यवस्था को आएगी जिमसे कि प्रत्येक 
चलनो के बारे में मझम प्राधिकारी को रिपोर्ट करना । 

आपरेटर अन्य कर्मकारो/मशीनों को बाधा पहुंचाए बिना आने कर्तव्यों का 
( 8) विकिस्मीय परीक्षा . मिसी कारखाने के हर फर्मकार की परीक्षा 

पालन कर सके । 
वर्ष मे एक बार प्रमाणकर्ता सर्जन वाग की जाएगी, और यदि कोई 

( ख ) पर्याप्त पार्श्ववीथी स्थान की व्यवस्था की जाएगी और कर्म 
कर्मकार कारखाने में काम करने के लिए चिकित्सक दृष्टया योग्य नही 

शाला मजिलो और मयनो के बीच आन्तरिक परिवहन और कार्मिक 
पाया जाता है तो उसकी रिपोर्ट उनके द्वारा कारखाने के प्रधान या 

म पलन को सुकर बनाने के लिए स्पष्ट रूप से मीमाफित किया जाएगा । 
प्रबन्धक को और सक्षम प्राधिकारी को को आएगी, जो कारखाने के ऐसे 

अन्य क्षेत्रों में उपयुक्त गलियारे स्थान की व्यवस्था की आएगा । 
प्रधान या प्रबन्धक में एमे व्यक्ति को कारखाने में ऐसे समय या अवधि 
के लिए जो मक्षम प्राधिकारी आवश्यक समझे , नियोजित न करने के 

( 7 ) विकृन ऊ घे स्थानो या रक्षण 
लिए कह सकेग। ऐसे ममय या अवधि के पश्चात् सक्षम प्राधिकारी, 

( क ) मभी निकन स्थानो का में कपकों , विगाट डाग रोम और 
कारखाने के लिए अपेक्षा कर सकेगा । यदि वह कारखाने में नियोजित 

प्रवेश छिद्रो का जिनमें व्यक्ति घटनावश गिर सकता है , उपयुक्त रूप से 
किए जाने के प्रधान या प्रबन्धक से ऐसे कर्मकार की परीक्षा प्रमाणकतो 

मंरक्षण किया जाएगा । 
सन द्वारा करवाने के लिए चिकिस्मक दृष्टया योग्य पाया जाता है ता 
प्रमाणकर्ता गर्जन इस आशय का एक प्रमाण पत्र सक्षम प्राधिकारी को 

( ख ) संरक्षण के लिए स्थानान्तरणीय स्थायी रेलिगो का उपयोग 
अग्रेषित करेगा , जो कारखाने के प्रधान या प्रबन्धक को उसे कारखाने में 

किया आग । मानक रेलिगो की ऊचाई तल स्तर से उपरि शनाक 
पुननियोजित करने के लिए अनशा दे सकेगा । 

की उच्चतर ममह तक कम से कम 105 से० मी० होगी और उनके 

म्लभ अलग - अलग 2 मी० से अनधिफ के होगे तथा मध्य का शलाका 
अध्याय 3 . सुरक्षा 

तल और उपरि शलाके के बीच यीचो बस हागा । 
७. प्रक्रिया और पाय म्भाना की योजना · ( 1 ) गाधारण : सुरक्षा 

(ग ) वस्तुओं को नियने नल पर गिरने और दुर्घटना होने मे 
और अग्नि परित्राण व्यवस्थाए निर्माणो के सभी रेखाको , डिजाइनों और कने के लिए कम से कम 15 मे मी० ऊचाई वाले दो बोडों की 
अभिल्यामों में मम्मिलित की जाएगी । गष्ट्रीय निर्माण संहिता ( आई एम व्यवम्या की जाएगी । 
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( घ ) ऊंचे स्थानों का जैसे चबूतरों , बारणों और जीना पेडियो का 
जहां से व्यक्ति घटनावश गिर सकता है प्राकार प्राचीर जिसकी ऊंचाई कम 
से कम 105 सें . मी० होगी या तो कोई संरक्षण सहित मानक रेलिंग 
की व्यवस्था करके प्रभावी रूप से संरक्षण किया जाएगा । 


( 8) ऊंचे क्षेत्रों के लिए सुरक्षित मार्ग 

( क ) भवन के मभी ऊंचे मानो के लिए , जैसे छतो और चबूतरों , 
ऊंचाई में स्थित न कैबिनों, न मार्गों और पुलों, टंकियों और बायलरों 
में शीर्षों, उत्पापड मशीन कक्षों, मध्यतल पमोरों और अन्य ममरूप 
अवस्थानों के लिए, सुरक्षित मार्ग की व्यवस्था की जाएगी । ऐसी व्यवस्था 
सोगियों या स्थिर सोपानों के माध्यम से की जाएगी । 

( ख ) सभी सीढ़ियों और पोडिया पर्याप्त सामय की होगी जिससे 
के में चार की सुरक्षा के साधन महित कम से कम 300 कि० प्रा०/ 
एम का वास्तविक भार मान कर सकें । 

( ग ) किसी सीदी मार्ग का चालान क्षतिज से 30- 350 के मीच होगा । 
प्रत्येक सोही मार्ग पर पाबड़ी और आरोह एक समान चोड़ाई और ऊंचाई 
के होंगे । 

( प ) पावलियां, गोल किनारों या उभरे भागों को छोड़कर पौड़ाई 
में 24 सें . मी . से कम को नहीं होगी । अफिसलन प्रकार ( 2 . 5 में० 
भी० चौड़ा ) के गोल किनारे की व्यवस्था को आएगी । ऊंचाई में आरोह 
20 से० मी० से अधिक नहीं होगे न ही 13 में० मी० से कम होंगे । 

( स.) चार या उमसे अधिक आरोह पाले सीधे जीनों के लिए एक 
रेलिंग होगी जिसकी उर्ध्व ऊंचाई पाबड़ी स्तर से ऊपरी असोक की उच्चतर 
सप्ताह तक 90 सें . मी० होगी । हर बस से बारह पावड़ियों के पश्चात् 
एक पेड़ी की व्यवस्था की जाएगी । 

( ब ) स्थिर सोपान ठोस सामग्री के होंगे और उनकी रूपरेखा पांच 
की सुरक्षा के साधन सहित लगभग 90 कि० मा० बजन के केन्द्रित 
वास्तविक भार के लिए होगी । सोपानों की सुस्थित कम से कम छह मास 
में एक बार सुनिश्चित की जाएगी । 

( छ ) स्थिर सोपानों को क्षतिज से 750 से 900 के बीच कोण बनाकर 
संस्थापित किया जाएगा । सोपान के इण्डों की व्यवस्था 30 सें० मी० के 
एफ समान अन्तराल पर की जाएगी । वे उपयुक्त व्यास के होंगे । 

( ज ) सोपान के पीछे 18 सें० मी० के अन्यूम का स्थान होगा । 
सोपान के रुण्डों के अग्र भाग से उसके बढ़ने वाले भाग की ओर निकटतम 
स्मायी वस्तुओं तक की दूरी 75 सें० मी० से कम नहीं होगी । 

( म ) सोपान से एक सुरक्षा चढ़ाई युक्ति या 65 से०मी० पीड़ा 
और 65 से० मी० गहरा जो सल भूतल से 2 . 2 मी० पर प्रारम्भ होगी , 
एक पिजर की व्यवस्था होगी । 

( 9 ) बलवा मार्ग : इसी मार्ग ऐसे बनाए जायेंगे जिनमें कम से कम 
छलान हो और 150 से अधिक न हो । ढलवां मागों की एसी सतह फिनिश 
दी जाएगी जिसमे फिसलन नही होगा । 

( 10 ) चिन्ह : जहां सल स्तरों में भिमता हो वहाँ व्यक्तियों को 
यासा करने से रोकने के लिए चेतावनी के रूप में पीली और माली 
तिर्षक पट्टि या अन्तरापृष्ठ पर सहजदृश्य रूप से अंकित की जाएंगी । विभा . 
जकों दरवाजों के रूप में प्रयुक्त बड़े कांपों को व्यक्तियों द्वारा उन्हें तोड़मे 
से रोकने के लिए सहज दृश्य रूप से सूचकों सहित चिन्हित किया जाएगा । 

( 11 ) कृत्रिम छत : जहाँ-जहां व्यक्ति कृत्रिम छतो पर पहुंच सकते 
हैं वहां- वहा कृत्रिम छत्त के डिजाइम में अनुरक्षण कामिक के उपयोग के 
लिए पर्याप्त सामर्थ्य का एक मार्ग सम्मिलित होगा । यह नाजुक छत 
सामग्री से स्पष्ट रूप से मुभिन होगा । 

( 12 ) पाइप लाइनों के लिए वर्ण कोर : प्रमुख पौर संयंत्र पाइपलाइनों 
को अनुसूची ख में अधिकापित वर्ण कोड़ों के अनुसार पेन्ट किया जाएगा । 

( 13) संपातन : सभी वखलास क्षेत्रों तथा कार्य संस्थानों के लिए और 
ऐसे क्षेत्रों के लिए जहां परिसंकटमय सामग्री संचित की हुई है ययोचित 


संवासन की व्यवस्था की जाएगी । मक्षम प्राधिकारी समय - समय पर उत्तमी 
संख्या में वायु परिवर्तन प्राधिकृत कर सकेगा जितनी विभिन्न क्षेत्रों/ संक्रियाओं 
के लिए व्यवस्था की जाने के लिए अपेक्षित हो । 

( 14 ) प्रकाश श्ययस्या . यथोचित प्रकाश व्यवस्था की जाएगी जिससे 
कि सभी कार्य सुरक्षित रूप से और पाखों पर अनावश्यक जोर डाले बिना 
किए जाएं । वीपो का प्रकार और तीयता की जाने वाली संक्रिया की 
प्रकृति पर प्राधारित होगी । मक्षम प्राधिकारी समय समय पर प्रकाश 
व्यवस्था के ऐसे मानक स्तर नियन करेगा जो विभिन्न अधिभोगों / संक्रि 
पामों के लिए अपेक्षित हो । 

( 15 ) सहित संरक्षण : मामरिक महत्व के सभी भवनों और यडी 
संरचनामों के लिए तड़ित संरक्षण की व्यवस्था की जाएगी । यह ऐसे भवनों 
के लिए जिनमे खतरनाक संक्रियाएं की जाती हैं , ज्वलनशील मामग्री 
विनिर्मित संचित की जाती है संभाली जाती हैं या उनका उपयोग किया जाता 
है तेलों , पेटों या अन्य ज्वलनशील ब्रयों में युक्त संग्रह टकियों के लिए 
भी व्ययस्था की जाएगी । 

10. भवन निर्माण और अनुरक्षण . 
( 1 ) उत्खनन : 
( क ) भूमिगत उपयोगी वस्तुमों को , जैसे जल प्रणाली पोर केबलों 

को उत्खनन के दौरान जमाया जाएगा और संरक्षित किया 

जाएगा । 
( ख ) फर्मकारों के उत्खनन के अन्दर जाने और बाहर जाने के लिए 

यपोचित व्यवस्थाए की जाएगी । 
( ग ) सोपानों या ऋमिक फिमलरियो की व्यवस्था के रूप में उत्खमन 

सतहों को यथोचित रूप से ढलषां बनाया जाएगा । जहां यह 
संभव नहीं है, यथोचित टेक - मंडियों और प्रवलंबों की व्यवस्था 

की जाएगी । 
( प ) खाइयों और अन्य उम्मनों के किनारों के तलोज्छिन मे मचा 

जाएगा । यह सतह के ऊपर मिट्टी के काम पर भी लाग 

होगा । 
( ज ) सामग्री के खाई में फिसल कर जाने से रोकने के लिए उत्सात 

सामग्रियो को खाई के किमारे से दूर एक न किया जाएगा । 
( च ) उत्खननों को व्यक्तियों और पणुओं के उनमें गिरने से संरक्षित 

करने के लिए समुचित रूप से बाक लगायी जाएगी । रात के 
समय चेतावनी के लिए माठौं पर लाल बत्तियों की व्यवस्था 

की जाएगी । 
( छ ) उत्खनन की खाइयों में पानी जमा नहीं होने दिया जाएगा । 
( 2 ) मचान और मच : 
( क ) मचान और उनके भाग जैसे अवलंब और मन उस प्रयोजन 

के लिए जिसके लिए ये अभिप्रेत हैं ठोम संनिर्माण ठोम 
सामग्री के और पर्याप्त मामर्थ्य के होगे : उनके मतन 
सुस्थिति सुनिश्चित करने के लिए उन्हें उचित रूप से ममुरक्षित 

रखा जाएगा । 
( ख ) कोई भी पट्टा ढीला नही रखा जाएगा जिससे कि बलते 

समय पट्टे का एक सिरा ऊपर न उठ सके । मचानो , मंच और 
प्रवर्मयों के संनिर्माण में प्रयुक्त कीले बृहत प्राकार और 
प्रत्येक जोड़ पर पर्याप्त संख्या में होंगे । कीले प्राधार टुकड़े 
में कील के व्यास , के कम से कम बारह गुमा गहराई तक 

अम्बर प्रवेश करेंगे । 
( ग ) मचान पर पहुचने के लिए सुरक्षित और सुविधाजमफ साधम 

की व्यवस्था की जाएगी । पहुंचने के साधन युक्त सोपाम , 

ढलयां मार्ग या सीढ़ी मार्ग होगा । 
( ष ) सभी मंत्र, मार्गावीथी, प्रादि अनावश्यक बाधा , सामग्री कूड़े 

और निकले हुए कीलों से मुक्त होंगे । इन्हे सदा अफिसलम 
वशा में बनाए रखा जाएगा । 
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( 5 ) कंकरीट भरमा और सीमेंट लगाना . 
( क ) मभी प्रकार के उत्थापन और आशरिंग, उचित पर्यवेक्षण 

के अधीन संचालित किए जायेगे । किसी ऊंचाई पर काम 
फरसे ममय कर्मफार उपयुक्त सुरक्षा पेटियों का उपयोग 

करेंगे । 
( ख ) शटरिंग और अवलबी संरचनाएं पर्याप्त मामर्थ्य की होंगी । 

कंकरीट डालने से पहले इसको सुनिश्चित कर दिया जाएगा । 
( ग ) सीमेट या ककरीट का व्यवहार करने वाले कर्मकार अपने 

पैरों पीर हाथो को सीमेट के प्रभावन से सरक्षित करेंगे । 
( घ ) मिश्रक गियरों, जजीरों और रोलरों पर समुचित गाडों और 

भान्छादनो की व्यवस्था की जाएगी । 
( 5 ) गाद को ले जाने के लिए प्रयुक्त सभी पाइपें और होजें पर्याप्त 

सामर्थ्य की होंगी जिसमे कि ये उम अधिकतम वाब को , जो 
संक्रियानो के दौरान पहुंचने की संभावना हो सहन कर 
सके । 


( छ ) मचामो के किनारों पर रक्षी शलाकों की सदैव व्यवस्था की 

जाएगी । रक्षी शलाके ऊंचाई में 3- 6 मी० से अधिक नहीं 

होगे । यह ऊंचाई प्रवल बन क्षेत्र के तल से मापी जाएंगी । 
( च ) मकानो पर उपयोग किए गए पट्टे, उपयोग किए गए पटरो की 

मोटाई के चार गुने से अधिक दूरी पर प्रतिम अवलयों से 

अधिक निकले नहीं होगे । 
( 3 ) सुग्राम सोपाम : 
( क ) सोपान उसके प्राशयित उपयोग के लिए यथोचित ठोस सन्भि 

मणि और सामर्थ्य का होगा । उण्हे सामान्तर, समतल और 

30 से० मी० के अंतराल पर एक सा होंगे । 
( ख ) सापानों या निरीक्षण नियमित रूप से किया जाएगा, और 

जम इस प्रकार बनाया जाए तब उनकी तुरन्त मरम्मत 
की आएगी । काष्ठ के सोपानो को पेंट नहीं किया जाएगा । 
मामग्री के क्षय होने से परिकथित रखने के लिए पतले 

बीष सेल या साफ वानिश का उपयोग किया जाएगा । 
( ग ) विस्तारी प्राधारों सहित सभी सोपानों को , जैसे पैडी और 

थूनी सोपानों को उनके अममय खुलने या बंद होने के लिए 

वृद्ध विस्तार को या अन्य साधनों से सुमज्जित किया जाएगा । 
( घ ) मुभाह्य मोपानी का उपयोग गे अंतराल से फिया आएगा कि 

दीवाल से सीठी के पाद तक का क्षेतिज अन्तर बहुत कम 
होगा किन्तु प्रवलंयों के बीच की मीढ़ी की लंबाई के एफ 

चौपाई में अधिक नही होगा । 
( 5 ) लंबाई मे 9 मी० से अधिक वाले एकल सुवास सोपानों का 

उपयोग नहीं किया जाएगा । 
( प ) धातु के सोपानों का उपयोग विद्युत लाइनों के पासपास 

या पैगे स्थानों में जहां ये ऐसे सारों के संपर्क में आ सकते 

है , प्रतिपिश होगा । 
( 4 ) केन : 
( फ ) केनों का प्रचालन केवल ऐसे प्राधिकृत व्यक्तियों द्वारा किया 

जाएगा जो सुप्रशिक्षित और अनुभवी हों । प्रापरेटर क्रेन को 
प्रचालन में लाने से पूर्व यह सुनिश्चित करेंगे कि सभी 

सुरक्षित युक्तियां उचित रूप से कार्य कर रही है । 
( ख ) एक पल के प्रचालित किया जाएगा जिससे कि उसका 

कोई भी भारा 3 मी . से कम निकट वाली मश्रिय वियुस 
साइनो तक न पहुंच सके । भार उठाते समय ऐसा क्रम समतल 

भूमि पर अवस्थित किया जाएगा । 
( ग ) मानक संकेनिक का उपयोग किया जाएगा और आपरेटर , 

केन " प्रचालन के दौरान केवल एक व्यक्ति से संकेत ग्रहण 
करेगा । संभाव्य दुर्घटनाओं को रोकने के लिए मिगनल वाले 
भरावों, खदानों, गौ , प्रतिच्छेदनो या किसी ऐसे अन्य स्थान 

जहाँ आवश्यफ हो , में उपस्कर संचलन के लिए निवेश देंगे । 
( प ) भारों पर स्सिंग ग्रंथियां अनुभवी व्यक्तियों के पर्यावेक्षण के 

अधीम की जाएंगी । 
( 1 ) किसी भी व्यक्ति को मिसी भार के नीचे काम करने या चलने 

की अनुशा नही की जाएगी । 
( ब ) किसी केन का पूरा निरीक्षण और भार परीक्षण किसी 

सक्षम व्यक्ति द्वारा प्रत्येक बारह मास में कम से काम एक बार 
किया जाएगा । परीक्षण के प्रयोजन के लिए उपयोग किया जाम 

पाला भार निम्नलिखित रूप से होगा : --- 
सुरक्षित कार्यकरण भार परीक्षण भार 
20 टन तक 

25 प्रतिशत से अधिक 
20 - 50 टन 

5 टन से अधिक 
50 टन से अधिक 

10 प्रतिशत से अधिक 


( 6) बैडन और कर्तन - 
( क ) बैंजन और गस कर्तन वहां नहीं किया जाएगा जहां ज्यलनशील 

सामग्री के जलमे या विस्फोट होने का खतरा है । 
( ख ) बैन्डन और गैस कनन केवल प्राधिक न और अहित व्यक्तियों 

द्वारा किया जाएगा । 
( ग ) परिरुख स्थानों मे पेल्डन करते समय या जस्ता, पीतल 

काट्य जस्ती या सीमा लेपित सामग्री का बेजन, पर्तन या 

वाइन करते समय य योचित संपादन की प्रस्था की जाएगी । 
( घ ) वरुडन या कर्तन के लिए त्रुटिपूर्ण टार्ष या होन का उपयोग 

नहीं किया जाएगा । किमी क्षरण की माला के जाने के 

पूर्व जांच की जाएगी । 
( 3 ) टार्य को तब तक बद नही किया जाएगा अब तक कि रोसो 

को पूर्ण रूप से बंद नहीं किया गया हो । यह नियामक या 
अन्य उपस्कर मे वहा निनधित नहीं किया जाएगा जहां यह 

गैस मिलिण्डरों के पावं के संपर्क में आ सकता हो । 
( च ) वरुडन करते समय करको द्वारा उपयुक्त सरक्षण अवरक 

पढ्ने जायेरो । निकर किरणें अन्य व्यक्तियो को संरक्षण 
करने के लिए रोधों का निर्माण किया जाएगा । बरुडकों 
को सहायता करने वाले व्यक्ति बड़े चम्मो का उपयारा 

करेंगे । 
( छ ) बैल्टम या कर्तन करते समय लोहे के बनाने पहने जाएंगे । 

वाम पोशाके तेल और ग्रीज से मुक्त होंगे । 
( ज ) आक्सी एसिटिलीन पैरइन मे , सेल या ग्रोज को गेम मिनिडर 

के नियामकों या गैसे वैरान अपस्कर के संबंधनों के सार्क में 
नाही आने दिया जाएगा । रंगहीन रोम वाले सिलिण्डरों को खड़े 
रखे जायेरो । सिलिण्डरों को सीधे सूर्य के प्रकाश से संरक्षित 

किया जाएगा । 
( छ ) स प्रदाय का प्रयोग तम ही किया जाएगा जब उसे जलाने 

के लिए व्यक्ति तैयार हो । 
( अ ) उच्च स्थानों में वैल्डन या कर्तन किया जाए तब, व्यक्तियों 

या ज्वलनशील सामग्री पर चिनगारियों या तव धातु गिरने 

से रोकने के लिए , पूर्वावधानियां बरती जाएंगी । 
( ) अब विद्युत वैल्डन ज्वलनशील वस्तु से जाने वाली पाइप 

साइनों के निकट किया जाए तब ऐमी पाइप लाइनों का उपयोग 
भू-चासक के गान के रूप मे नही किया जाएगा, किन्तु एक 

पृथक भू-चालक कार्य से मीधे मशीन में जोड़ा जाएगा । 
( 8 ) इलक्ट्रोड या विद्युत वैल्डन उपस्कर के अन्य सक्रिय भागो के 

साप वैयक्तिक सपर्क से बचा जाएगा । 
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( 3 ) भूमि से इलेक्ट्रोड का आकस्मिक संपर्क रोकने के लिए अधिकतम 
___ मावधानी बरती जाएगी । 
( स ) धातु मल काटते समय उपयुक्त बड़े चश्मे पहने जाएंगे । 


( 7 ) उपरि विस्तारी की सफाई : भवनों के उपरि विस्तारो पर भीतर 
और बाहर दोनो पर सफाई सक्रियाएं करने के लिए प्रक्रिया व्यक्तियों 
की पूर्ण सुरक्षा सुनिश्चित करने के लिए पहले ही मे तय कर ली जाएंगी । 


( 8 ) अधिक ऊंचाई वाले स्थानों पर अनुरक्षण .. मीमित पहुंच वाले 
ऊचे स्थानो पर अनुरक्षण कार्य करने वाले व्यक्तियो के लिए कार्य के लिए 
सुरक्षित प्रक्रियाएं पहले ही में अधिकथित की जाएगी । 


( 9 ) रग रोगन : 
( क ) ऊचाई पर कार्य करने वाले व्यक्ति सुरक्षा पट्टियों का उपयोग 

तय तक करेंगे जब तक कि ये पिंजरों में सुरक्षित रूप से 

लटक नहीं जाते । 
( ख ) नेम मरक्षण के लिए बड़े चएम वहां पहने जायेगे जहाँ पपड़ियां 

और जग उतारे जाने हो । 
( ग ) उम समय पर्याप्त चेतावनी और खतरा संकेन लगाए जायेंगे 

अब आदमी ऊचाई पर काम कर रहे हों । जब ऊचाई पर काम 
किया जाता है तब मामयं गिराने ममय समुचित पूर्याधानियां 

यरती जाएंगी । 
( घ ) बड़ी वस्तुओं के जैसे टंकियो के फुहार रंग रोगन में लगे हुए 

पेंटर, फुहार पंच करने के लिए दैशिक वायु का इस्तेमाल 
करेगा । यदि प्राकृतिक संवासम अपर्याप्त है तो वायु 
चोकनियो का उपयोग किया जाएगा अन्यथा पेंटरों द्वारा 

उपयक्त प्रकार का प्रवसन संरक्षण पहना जाएगा । 
( अ ) रंगरोगन के दोगन धूमपान प्रतिमिस होगा । तरल दायक 

और पेट मुद्राद आधामों में रखे जायेंगे । 


( 2 ) ज्वलनशील द्रव : 
( क ) अधिक मात्रा में ज्वलनशील द्रवों के लिए भंडारकरण क्षेत्र को 

अंतराल देकर अलग कर दिया आएगा जिससे कि वहां आग 

लग जाने पर उमसे महत्वपूर्ण भवनों को खतरा न हो । 
( ख ) अधिक मात्रा मे अति ज्वलनशील द्रवों का भंडारकरण केवल 

अनुमोदित सनिर्माण की टकियों में किया जाएगा । टंकियो 
को भरमं ममय पर्याप्त खाली स्थान रखा जाएगा । बाप्पों 

के मिलने के लिए उपयुक्त छिद्रों की व्यवस्था की जाएगी । 
( ग ) अधिक मात्रा में द्रवों वाली संग्रह टेकियों का स्तर मूचित 

करने के लिए उपयुक्त युक्तियों की व्यवस्था की जाएगी । 
( घ ) खले आधामों में ज्वलनशील द्रवों का भंडारकरण प्रतिषिद्ध 

होगा । ज्वलनशील प्रबों के लिए पीनों और आधानों को हर 
बार इस्तेमाल के पश्चात और वे जब खाली हो तब , 
मुद्रा बद कर दिया जाएगा । 
ज्वलनशील द्रवो को 1 . 9 मीटर से अनधिक ऊंचे इस्पात के 
रेंको पर बिल्कुल नए आधानों में संग्रह किया जाएगा । 
निम्न भाग और फर्श के बीच कम से कम 30 से०मी० का 
अन्तर बमाए रखा जाएगा । ज्वलनशील द्रव का मुल 190 
लीटर से अनधिक सग्रह करने के लिए अलमारियों का उपयोग 
किया जाएगा । किसी भी उपधान की धारिता क्षमता 20 

लीटर से अधिक नहीं होगी । 
( च ) छोटे आधामों के लिए अनुमोदित भंडारकरण क्षेत्रों में उपयुक्त 

होजों की व्यवस्था की जानी चाहिए । जिससे कि द्रव , जब 
वह छलके , भडारकरण रेको के नीधे न फैले । उबलनशील 

द्रवों का वितरण भंडारों के भीतर अनुशात नही किया जाएगा । 
( छ ) भंडारकरण क्षेत्र में प्राकृतिक संपातन के लिए ययोषित 

थ्यवस्थाएं की जाएंगी । पिलायफ वापो की , जो सामान्यत 
वाय से अधिक भारी होते है , शीघ्र निकासी करवाने के लिए 
फर्श और छत - स्तर दोनों पर राशमवामों की व्यवस्था की 

जाएगी । 
( ज ) किसी पोषण को ग्रहण करने के पूर्व उसकी जांच की जाएगी 

कि क्या भंडारकरण के लिए आधाम अच्छी दशा में है और 

त्रुटिपूर्ण आधानों को स्वीकार नही किया जाएगा । 
( स ) धम्रपान और माचिसों , लाइटरों और चिमगारी उत्पन्न करने । 

पाली युक्तियों का भंडारकण क्षेत्र के भीतर ले जाना 
प्रतिषित होगा । 


11. मामग्री का भंडारण : 


( 1 ) साधारण : 
( क ) परिसंकटमय मामप्रियो की प्रत्येक मव को उसके गुणधर्मों के 

सुउपयुक्त पर्यवरण में संग्रह किया जाएगा । मामग्रियों को 
समूहब स किया जाएगा जो पारम्परिक योग्यता पर इस प्रकार 
आधारित होगा कि सुरक्षा की आवश्यकता को ध्यान में रखते 
हुए उपलम्ध स्थान का उपत उपयोग किया जाए । अन्य कानूमी 
उपबंधो का जैसे भारतीय विस्फोटक अधिनियम , 1884, 
पैट्रोलियम अधिनियम , 1934 और ज्वलनशील पदार्थ अधि 

नियम, 195 2 का जहां-जहां के लागू हों अनुपालन किया जाएगा । 
( ब ) भंडारकरण क्षेत्र में परिसंकटमय सामग्रियों के भंडारकरण 

के लिए पर्याप्त प्राकृतिक संवर्तन उपलब्ध किया जाएगा । 
इस प्रयोजन के लिए पीत/जीआई० जाल के आच्छादनों सहित 
आर०सी०सी० रोशनदामो की श्यवस्था की जाएगी जिससे 
कि रोशनदाम वर्षा के जल के प्रवेश करने से रोकें और जाल 
कृन्तको का प्रवेश करने से रोम । 
उपयुक्त प्रकार की ज्वाला/विस्फोट सह षिचुत फिटिंगों को एसे 
क्षेत्रो में व्यवस्था की जाएगी जहां तक अधिक मात्रा में ज्वलन 
गील मामग्री सग्रह की गई है । ऐसे क्षेत्रों में जहाँ संक्षारक 

रमायन संग्रह किए गए हैं विद्युत फिटिंगों संक्षारक मह होंगी । 
( प ) महारमारण क्षेत्र में धूमपान पूर्णत : प्रतिषिद्ध सेमा । पदार्य 

पर प्रभाव डालने वाली प्राकृतिक शमित उत्पन्न करने वाले 

ले ज्वाल पा कोई चिंगारी मंडारकरण क्षेत्र में अनुसास नहीं 
की आएंगी । 


( 3 ) क्षारीय धातुएं : 
( क ) अधिक मात्रा में क्षारीय धातुओं के लिए भंडारकरण क्षेत्र 

को अंतराल देकर अलग कर दिया जाएगा जिससे कि वहा 

विस्फोट हो जाने पर उमसे महत्वपूर्ण भवन प्रभावित न हो । 
( ब ) भंडारकरण क्षेत्र ठोम मनिर्माण के होंगे । उचित अवस्थाम 

द्वारा और उटे हुए फर्मों की व्यवस्था करके बाढ़ की संभावनाओं 

को समाप्त कर दिया जाएगा । 
( ग ) इन सामग्रियों के भंडारकरण के लिए अभिप्रेत भवमों के सनिर्माण 

के दौरान वर्षा के जल को घुसने की संभावमा से बचने के 
के लिए विशिष्टि सावधानी बरती जाएंगी । उलयो छत की 

व्यवस्था की जाएगी जिससे कि जल रिसाव से बचा जाए । 
घ ) कक्ष मे भंडारकरण आयतन के 1 एम - / 15 एम के अनुपात 
__ में एक विस्फोटक निकास की व्यवस्था की जाएगी । 
( 6 ) क्षारीय धासु आधानों को संमेंट खडों या ऊं मंत्रों पर 

मंग्रह किया जाएगा । क्षारीय धातुओं के आधानों को मंक्षारक 

वातावरण में संग्रह नहीं किया जाएगा । 
( च ) जल कनेक्शन भवन में उपलब्ध नहीं होगा । 


कोई विगानिक गस्ति न होगा । पक्षक 
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7 .. . .. , - 
( छ ) "धुम्रपान नि " सरती के अलावा जल का उपयोग प्रतिषिस 

( ख ) मैगजीनों के अवस्थाम मख्य सडकों और अन्य भवनो रो दर 
करते हुए उयुक्त अतावमी प्रदशित की जाएगी । 

होगे । 
( ज ) शुष्क रमायन पाउडर प्रकार के अग्निशामक मंडारकरण 

12 . अग्नि परित्राण 
क्षेत्र में उपलब्ध होगे । 
( अ ) अधिक मात्रा वाले भंडारकरण क्षेत्र से लगे हए एक ऐसे 

( 1 ) साधारण 
वितरण क्षेत्र की व्यवस्था की जाएगी जो ऐसी सब अपेक्षा 

( क ) किसी भी भवन का डिजाईन इस प्रकार का होगा और उसके 
सहित जो अधिक मात्रा वाले भडारकरण क्षेत्रो को साग है , 

सनिर्माण में उपयोग की गई मामग्रियो का प्रकार ऐमा बना 
होगा । बिमरण क्षेत्र को एक ठोस बीमाल ठाग भंडाकरण 

जाएगा कि भवम अग्निरोधी हो और अग्नि घुम या वाप्णो 
क्षेत्र से अलग किया जाना चाहिए । 

का फैलाव न हो । मुसंगत अग्नि सुरक्षा नियमो और विनियमो 
( अ ) क्षारीय धातुओ के बिल्कुल नए आधानो की मिसी त्रुटि 

के उपबंध लाग किए जाएंगे । 
सक्षारण के लिए कानिकल जांच की जाएगी और विकृत 

( स ) भवनो के मनिर्माण में उपयोग की गई ज्वलनशील वस्नुओ की 
आधानो को तुरन्त बदल दिया जाएगा । 

मात्रा कम मे कम होगी । दीवार और छतों पर ज्वलनशील 
( 4 ) मक्षारक और मारण ग्मायन 

मतह फिमिशो का उपयोग आग के शी फैलाने में सहायक 

बन सकता है । अत उनका उपयोग सावधानी पूर्वक नियन्त्रित 
( क ) अम्ल भंडारकरण क्षेत्र में फर्श पर बिछायी जाने वाली वस्तु 

किया जाएगा । 
अम्लसह होगी । 
( ब ) संक्षारक बाप्पों को हटाने के लिए निर्यातक सघातन 

( ग ) भवनो के. सरचनात्मक मघटक , जहाँ तक मभव हो अग्निरोधी 

होगे, उनका अग्नि निर्धारण इरा उपयोग पर भाधारित होगा 
की व्यवस्या की जाएगी । 

जिमधे लिए सरचना काम मे लायी जाएगी । 
( ग ) अम्म बष्टक पिया ( कारबायम ), जहा तक संभव हो , फर्श 
पर दिए गए कम से कम 7 . 5 से०मी० मोटे बालू के तह पर 

वातानुफूलन और सपासन सन्म का सम्थापन इस प्रकार किया 
या मीमेट के दराजो में रखी जाएगी । 

जाएगा कि अग्नि धूम्र या बापो के एक फ्लोर या अग्नि 
( घ ) क्षारीय पदार्थों की दशा में , प्रत्येक मव को अलग-अलग संग्रह 

क्षेत्र से दूमरे में फैलने का खतरा कम से कम हो । 
किया जाएगा । 2 से अधिक की कमाई पर ऋम मग्रह नहीं 

( छ ) कार्यपाले क्षेत्रो मे , ज्वलनशील वम्तओ की मात्रा कार्य अपेक्षाओं 
किए जायेगे । एक मीटर से अधिक की ऊंचाई पर थैले संग्रह 

के अनुरूप कम से कम रखी जाएगी, अधिक मात्रा पथक 
नहीं किए जायेगे । 

भडारकरण क्षेत्रो में रखी जाएगी । 
( ४ ) कोई आधान ग्रहण करने के पूर्व उसकी जाच की जाएगी कि 

( ब ) माचिसो, सिगरेट लाईटरी या ज्वाला उत्पन्न करने वाली 
क्या भवारकरण के लिए यह अच्छी दशा में है और त्रुटिपूर्ण 

अन्य पस्तुओ का ऐसे मभी स्थानो मे मे जाना प्रतिषित होगा 
आधानो को स्वीकार नहीं किया जाएगा । 

अहो विस्फोटक , ज्वलनशील या अनि ज्यलनशील सामग्री सग्रह 
( च ) जारण कर्ममो को 1. 9 मी० मे अधिक ऊंचे इम्पात के कों 

की या संभाली जाती है । धूम्रपाम भी प्रतिषित होगा और 
पर बिल्कुल माए आधानो मे प्रष्ट किया जाएगा । कोई भी 

" धुम्रपाम निपंध " का सकेत प्रदर्शित किया जाएगा । 
ज्वलनशील सामग्री जारण कर्मको के निकट नहीं लायी 

( छ ) आग या अन्य कोई मरी घटना के शीघ्र पता चलाने में 
जाएगी या छोड़ी जाएगी । 

सहायता करने के प्रयोगशालाओ मयखो आदि के सभी वारी 
( छ ) जहाँ ( जहा संक्षारक मामयो संग्रह की / सभाली जाती है आपात 

पर अबलोकन मिकियों की व्यवस्था की जाएगी । 
फुहारो की व्यवस्था की जाएगी । वे बड़े आकार के होगे , 
ऊपर से मीधे कम बंग से गिरेगे जिससे कि कोई व्यक्ति पूर्णतः 

( 2 ) आग का पता चलाना और उसे बुझाना . 
और सतत भीग सके । इस लाईन में केवल कार्य करने वाले 

( क ) सभी कार्यकरण क्षेत्रो मे आग के खतरे के मकेसों की व्यवस्था 
वाम्ब का उपयोग किया जाएगा । 

सुविधाजनक आस्थानो पर की जाएगी जिससे कि आग को 
( 7 ) मक्षामा और जारण ग्मायना के आधानो फी किमी दृष्टि 

माने मे तुरन्त कार्यवाही की जा सके । 
दे पक्षारण के लिए कालिकत : जाच की जाएगी और विफत 

( ख ) अति और सामान्य अग्नि परिसकट से सहयुक्त मभी क्षेत्रों 
आधानो को तुरन्त बदल दिया जाएगा । 

की पर्याप्त क्षमता और सामर्षय के शीन आग का पता चलाने 

और आग के खतरे का संकेत से सबंधित तत्रो मे लैस क्रिया 
( 5 ) विषैली मामग्री 

जाएगा । संकेतक भवनो में में सभी भ्यक्तियो के स्पष्टत . 
( क ) मभी विषैले पदार्थ 1 9 मी० ऊचे मानक रेको पर निस्कल 

मुन मकने के योग्य होगे , जब कभी भी खतरे का सकस उमके 
नए आधानो में ही संग्रह किए जाएगे । यह सुनिश्चित 

किसी भाग में ध्वनित किया जाए । 
किया जाएगा कि लेमिल अक्षुण है और उनमे मभी सुसंगत 

( ग ) प्रत्येक कार्य एकम द्वारा अपेक्षित अग्निशामक उपस्कर की 
जानकारी है । 

सख्या और प्रकार अग्नि मेया कार्मिको के परामर्श से 
( ख ) विषैली सामग्री को अलग -अलग और अन्यत्र आग लगने पर 

निषित किया जाएगा । सुबाह य या प्रामक उपचार 
उमसे उन्हें बचाने के लिए अन्य भडारकरण क्षेत्र से दूर संग्रह 

अग्निशामक अन्न सेषक तन्न जहा- जहा प्रस्तावित किया जाए , 
किया जाएगा । इन सामग्रियों के स्टाक पर उनम प्रशासनिक 

सस्थापित किए जाएंगे । 
नियन्त्रण होगा । 

( घ ) आग के बुझाने के लिए पूर्वअवधारित वाय महित यथोचित 
( 6 ) विस्फाटक 

जल प्रदाय मब समय बनाए रखा जाएगा । 
( क ) विस्फोटको और अधिस्फोटप्रेरको को , भारतीय विस्फोटक अधि . 

( 0 ) अग्नि यमे उपलब्ध रहेंगे और उन्हें एम प्रमार अवस्थित 
नियम 1884 के अधीन अनुमोदित प्रकार के अग्निसह और 

या सरक्षित किया जाएगा कि याना के चलने फिरने से उन्हें 
मौसम ह मंगजीनों में अलग- अलग संग्रह किया जाएगा । 

नुकमान न होने पाए । 
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( च ) ऐगे गोदों , मो , जो अन्यथा इकट्ठे हो गए हों , हटाने के लिए 

होगा जिससे कि मशीन का भारसाधफ व्यक्ति तुरन्त मौर 
निरंतर अंतरालो पर अम्बों और प्रदाय पाईपों को पानी से 

सुविधाजनक रूप से प्रचालित कर सके । 
माफ कर दिया जाएगा । उनमी तीन मास में कम से कम 

( घ ) मणीन प्रचालकों और सेवा कार्मिकों द्वारा चुस्त फिटिंग के 
एक बार जांच की जाएंगी । 

पोशाकों का उपयोग करवाया जाएगा ढीलाढाला वस्त्र मूलते 
( छ ) संम्थापित करने से पहले आग ना पता चलाने वाले अग्निशामक 

हुए , कफ, जेपर आदि पहममा प्रतिषिद्ध होंगे । परिकामी 
उपम्फर की कालिकत : जांच की जाएगी जिससे कि वे सब 

मशीनरी पर कार्य करने वाली महिला कर्मचारियों के लिए 
ममय कार्रवाई के लिए तैयार रहें । 

उपयुक्त टोपियों की व्यवस्था की जाएगी । 
( अ ) मभी सुबापय अग्निशामक और अन्य माधिन्न कार्यकरण क्षेत्र 

( १ ) मशीनों को विभा देखरेख पलने के लिए अनुज्ञात नहीं किया 
में ज्वलनशील सामग्री की प्रकृति को ध्यान में रखते हुए 

जाएगा जब तक कि उन्हें विनिर्दिष्ट रूप से स्वतः प्रचालन 
मुविधाजनक रूप से और सहजदृश्य रूप में अवस्थित किए 

के लिए नहीं किया गया हो । किसी मशीन के आधात 
जाएंगे । 

पार्श्वषोथी स्थानों में विस्तारित नही होंगे । 
( 3 ) आग का नियन्त्रण 

( च ) मामग्री का केलल न्यूनतम स्टाक मिसी कर्मशाला में संग्रह 
( क ) प्रत्येक कार्यकक्ष या क्षेत्रो में नियोजित व्यक्तियों के आकार और 

किया जाएगा । हर पलायमान ममीन के आमपास का स्थान 
मेख्या के संबंध में वहाँ यथोचित मस्या में अग्नि निकासों की 

आधारहित रखा जाएगा । 
व्यवस्था की जाएगी । अति जोखिम वाले क्षेत्रों के लिए , अमे 

( छ ) हर मशीन के आसपास का फर्म अच्छी और समतल दशा में 
अधिक ऊंचे फ्लेटों में कार्यकक्षा के लिए जहां धीस से अधिक 

बनाए रखा जाएगा और उसे फिमलाऊ नहीं होने दिया 
भ्यक्ति कार्य कर रहे है या जहा ज्वलनशील सामग्री मंग्रह 

जाएगा । किसी मशीन कर्मशाला का फर्श टुकडो या अन्य खुली 
की जाती हैं , कम कम दो निकासों की व्यवग्या की जाएगी । 

हुई मामप्री से मुझन रखा जाएगा । 
( ख ) अग्नि निकासो के द्वार बाहर की ओर से खुलेगे । । 

( ज ) मारे कर्मशाला में पर्याप्त प्रकाश व्यवस्था होगी । कार्य की 
( ग ) काई भी अग्नि निकाम चौमाई में () मे मी० से कम नही 

प्रकृति और प्रत्येक मशीन की अपेक्षाओं के अनुसार प्रकाण 

व्यवस्था को स्थानीय प्रकापा -अवस्था करके सुधारा जाएगा । 
होगा और न ही ऊंचाई में 200 ने मी० से कम होगा । 
( घ ) अग्नि बचाव मीठी उस पार के जहाँ से वह याहर निकले 

( स ) रद्दी मामग्नियाँ निविष्ट भाषामों मे रखो जाएंगी और उनके बाहर 
जाने के लिए अगिप्रस है किसी भाग से विचरण की मीमा के 

निकलने के पहले उन्हें तुरन्त हटा दिया जाएगा । 
माध-माथ 22 मी० के भीतर होगी । बचाव मीही ठोम 

( अ ) किसी भी व्यक्ति को किसी मशीन पर तब तक काम करने 
मंनिर्माण की और अग्निरोधी मानग्रियो में बनी होगी । 

के लिए भनुज्ञात नहीं किया जाएगा जब तक कि वह उस कार्य 
( १ ) कोई भी अग्नि बचाव सीढ़ी क्षितिज से 45 से अधिक कोण 

के मशीन के कार्यकरण मे उपयुक्त रूप से प्रशिक्षित न हुआ हो , 
पर मनिर्मित नहीं की जाएगी । ऐसे हर मीठी मार्ग में जो 

या यह ऐमे किसी व्यक्ति के , जिसे उसके कार्यकरण का पूरा 
अग्नि को दणा में बाहर निकल जाने के माधन प्रदान करना 

शान है उपुक्त पर्यवेक्षण के अधीन काम किया हो । 
है पर्याप्म हम्त शलाफे की व्यवस्था की जाएगी जो यदि सीढ़ी 
मार्ग में कोई खुला मिरा हो तो , उस तरफ होगा और यदि 

( ट ) प्रप्राधिकृप्त व्यक्तियो को मशीनों पर काम करने के लिए अनु 
मीठी मार्ग में दो स्खले मिरे हों तो ऐसे हस्ता- शलाकों की 

ज्ञात नही किया जाएगा । 
व्यवस्था दोनों सरफ होगी । 

( 2 ) मूल गति उत्पादक और मंचारण मशीनरी : 
( न ) आपात प्रकाश व्यवस्था महित अग्नि बचाप सीढ़ी की व्यवस्था 

( क ) मल गति उत्पादकों और संचारण मशीनरी का प्रचालन ऐसा 
की जाएगी । इसका मनिर्माण ऐसा होगा कि किसी अग्नि 

होगा कि के कार्मिक के लिए कोई परिसंकट उत्पन्न न करे । 
घटना के दौरान वह धूप से भरी नहीं होमी । 

( ब ) चपके, उन चषकों की गति से जो किसी कारण से निर्दिष्ट की 
( छ ) धम्र निर्गमन सुविधाए , जहा जहां विरकी रहित भवनों, भूमिगत 

गई है, अधिक गति पर प्रचालित नहीं किए आएंगे । 
सरचनाओं और बड़े कार्यकरण क्षेत्रो में निकामों के सुरक्षित 
उपयोग के लिए अपेक्षित हों , स्वत कार्य करेगी । 

( ग ) पट्टियों का निरीक्षण एक निश्चित समय पर किया जाएगा और 

इसका उचित अभिलेख रखा जाएगा । 
13 मशीन मंरक्षण और प्रचालन : 

( च ) निरीक्षण के अन्तर्गत कटावों , गदगी या ग्रीज के एकत्रीकरण , 

प्रात्यधिफ ढीलापन या तनाब प्रसरण या खिसकने संबंधी 
( क ) मशीनरी के सभी चल मागौ को , जम कभी ऐमी गमि से 

जांच होगी । पट्टी बंधन और जकड़नी का भी निरीक्षण किया 
कार्मिकों के लिए परिसकट उत्पन्न हो , सरक्षित किया जाएगा । 

जाएगा और पावश्यक संप्रेक्षण यह अवधारित करने के लिए 
ऐमा सभी पटिटयों चिरणियों, गियरों शाफ्टों , क्लचों ड्रमों , 

किया जाएगा कि उन पर असम्यक दबाव म डाला जाए । 
चक्यों, धरियो और फर्श या प्रचालन मंच के 2 . 1 मी० 

( 5 ) प्राकार , प्रकार या प्रवस्थान को विचार में लाए बिना सभी 
के भीतर ऐसे अन्य सभी धूमने वाले या आगे पीछे चलने वाले 

गियरो का संरक्षण पूर्णतः घेर कर दिया जाएगा । 
भागो से यही अर्थ लगाया जाएगा कि ये कामिकों के लिए 

( स ) सभी शैफ्ट युग्मम इस प्रकार संनिर्मित होंगे फि उनका कोई 
परिसकट उत्पन्न करते है । 

निर्गत या अतिरिक्त भाग न हो । वे सुरक्षा सोलों से मान्छा 
( ख ) काष्ट या अन्य उपयुक्त मामग्री के बने संरक्षण साधन फा 

वित होंगे । 
उपयोग वहां किया जाएगा जहां किसी धातु का संरक्षण 
माधन परिमकट उत्पन्न करे । । 

( 3 ) बरावे: 
( ग ) हर मशीन पर प्रभावशाली रोक और आरम्भण युक्ति की 

( क ) चक रचें स्प्रिंग भारित या उपयोग के पूर्ण उनकी विलगसा 
व्यवस्था की जाएगी इम युक्ति का नियंत्रण ऐसे स्थान पर 

सुनिश्चित करने के लिए अन्यथा डिजाइन किए हुए होंगे । 


जाएगा । 


( 1 ) माधारण 
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( ख ) चक या खराद कांटे के पासपास यदि वह बाहर निकला हुआ 

है जो चोट पहुंचा सकता है तो वृत्ताकार आड़ सस्थापित किए 

जाएंगे । 
( ग ) जब इस्पात और ऐसी अन्य सामग्री खरादों पर घुमाई जाती 

हों तब क्षति मे बचने के लिए उचित चिप ब्रेकर का उपयोग 

किया जाएगा । 
( च ) गति में रहने के दौरान खरादों की सफाई नहीं की जाएगी । 

छोलनों को हटाने के लिए उचित ब्रुश का उपयोग किया 

जाएगा । 
( 4 ) पेषण मशीनें : 
( क ) पेषण मशीनों में कर्तक के ऊपर उसके साथ आकस्मिक संपर्क 

रोकने और चिप गार्ड के रूप में भी काम करने के प्रयोजन 
के लिए बनाए गए किसी धातु या पारदर्शक गार्ड की व्यवस्था 

की जाएगी । 
( ख ) प्रौजार के भाग कार्य से हटाए जाने पर स्नेहक लगाया जाएगा । 
( 5 ) वृत्ताकार पारे : 
( क ) ठंडी घातु काटने वाले वृत्ताकार प्रारों पर एक ऐमा उपयुक्त 

गाउं होगा जो काटे जाने वाली वस्तु की मोटाई के अनुसार 

स्वत: समायोजित कर देगा । 
( ख ) टेबल के नीचे वाले पारे के भाग को क्षेप्य धातु के संग्रहण 

के लिए व्यवस्था करके पूर्ण रूप से संरक्षित किया जाएगा । 
( ग ) पहिए पर सततरूपेण चलने वाले गोल पारों के ऊपर वाले और 

नीचे वाले पक्र धातु चादर या सख्त जाली के पदों से पूर्णतः घिरे 


( 7) काष्ठकर्म मशीमरी । 
( क ) हर वृत्ताकार टेबल आरा में एक प्रसारक , एक स्वयं व्यवस्थायी 

हुड और हुड ( शीर्ष गार्ड ) पर अटकी हुए एक उपावप्रहार 
( ननकिक बैक ) युक्ति की व्यवस्था की जाएगी । पारा -टेबल 

के नीचे प्राग फलफ के भाग को पूर्ण रूप से घेर दिया जाएगा । 
( म्स ) अनावश्यक जोखिम उठाए बिना काम करने में समर्थ होने के 

लिए उपयोग के लिए एक बाब चष्टि या अन्य उपय क्त साधिन 

की व्यवस्था की जाएगी । 
( ग ) पहिए पर सततरूपेण चलने वाले गोल आरे के सभी भागों को , 

फलक के काम करने वाले भाग को छोड़कर घेर दिया जाएगा । 
( घ ) पहिए पर सततरूपेण चलने वाले गोल पारे के चों को पूर्ण 

रूप से घेर लिया जाएगा । 
( 8 ) पर्सन मशीन : 
( क ) फलक के अग्र और पृष्ठ भाग पर स्थिर या स्वयं व्यवस्थापी 

रोक संस्थापित किए जाएंगे । टेबप और फलक से प्रत्येक रोक के 

निचले सिरे का अंतर 11 मि० मी० से अधिक नहीं होगा । 
( ख ) मशीन के बुले सिगें और पृष्ठ भाग पर शलाके संस्थापित किए 

जाएंगे । 
( 9 ) शक्ति चालित मुद्रणालय : 
( क ) ऐमे शक्तिचालित मुद्रणालयों को , जो पूर्णतः स्वचालित भरण से 

सुसज्जित नहीं हैं , अपुनरावृत्ति युक्नि से सुसज्जित किया जाएगा । 
( ख ) जहा पूर्णतः स्वचालित या अर्स-मंचालित भरण का उपयोग किया 

जाता है वहां रैम को पूर्णत : बब या उसका पायात 11 मि० 
मी० तक मीमित कर दिया जाएगा या एक द्वारा गार्ड संस्था 

पित किया जाएगा । 
( ग ) किमी हस्तचालित मुद्रणालय को निम्नलिखित व्यवस्थानों में से 

किमी एक या उससे अधिक द्वारा संरक्षित नहीं किया जाएगा । 
( i) बाले के तल और कार्य के बीच 11 मि० मी० मन 

धिक अनुज्ञात करते हुए रैम को पूरी तरह से पेरा 

जाना । 
( ii ) रैम पापान की परिसीमा 11 मि० मी० से अधिक 

न हो । 
( iii ) द्वार गार्ड नियंत्रण युक्ति से अंतर्गथित होंगे । 
( iv ) द्विभागी परकती युक्ति । 
( v ) एक मार्जन गार्ड । 
( vi ) विशेष रूप से डिजाइन किए गए इस्त- औजार और 

हस्तचालित गा 
( घ ) जहाँ स्वचालित या पूर्ण भार निष्कासन की व्यवस्था नहीं की 

गई है यहां मुद्रणालय से सामग्री के सुरक्षित निष्कासन किए 
जाने के लिए स्ट्रिपरो, वाक- आउट, किक आउट संपीडित वायु 

जंटी या विशेष हस्ता - औजारो की व्यवस्था की जाएगी । 
14. विद्युत उपस्कर: 


होंगे । 


( घ ) ऊपर के चक्र और मारा टेबल के बीच का पारा-फलक का 

भाग , गाइड से संलग्न एक सरक्या फिक्सचर से पूर्ण रूप से 
बंद कर दिया जाएगा । खुले फलक की लंबाई किसी भी समय 
काटी जाने वस्तु की मोटाई से 9 मि० मी० से अधिक बड़ी 

नहीं होगी । 
( 6 ) घर्षण मशीनें । 
( क ) अपर्षीजिस्कों और चक्रों को किसी ऐसे शुष्क क्षेत्र में , जो प्रत्य 

धिक तापमान से प्रभावित न हो , संग्रह किया जाएगा । पातन या 
उमछालन को रोकने के लिए प्रपघर्षी डिस्को भोर चक्रों को 

सावधानीपूर्वक संभालना अपेक्षित है । 
( ख ) हर घर्षण को सावधानीपूर्वक मशीन शैफ्ट से फिट किया जाएगा । 

चक्र और फलेंज के बीच प्रत्येक पावं पर एक सुरक्षित बाशर 

लगा या जाएगा जो ठीक प्राकार का हो । 
( ग ) मशीन की प्रचालन गति को यह निश्चित करने के लिए आमा 

जाएगा कि यह चक्र की अधिकतम प्रभिकल्प गति से अधिक न 
हो । यह सुनिश्चित करने के लिए मशीन पर महज दृश्य रूप से 
प्रवशित एक सूचना होगी जिसमें हर सान या अपवर्षी चक्र को 
मधिकतम सुरक्षित कार्यकरण परिधीय गति शैफ्ट या स्पिल 
की , जिस पर चक्र बढ़ाया जाता है, गति और ऐसी सुरक्षित 
कार्यकरण परिषीय गति सुनिश्चित करने के लिए प्रावश्यक ऐसे 

शैफ्ट या स्पिडल पर की पिरनी फा व्यास उपशिस होंगे । 
( घ ) प्रपषर्षीय मशीन को तब तक प्रचालित महीं किया जाएगा जब 

तक उसमें एक गार्ड की व्यवस्था न की गई हो । 


( 0 ) कार्य- प्रवलंब को उपयुक्त रूप से संनिर्मित किया जाएगा और 

चक्र के पृष्ठभाग से 3 मि० मी० से अधिक पर दृढ़तापूर्वक 
कसा जाएगा । 


( 1 ) साधारण : 
( क ) विद्युत संस्थापनों पर केवल प्रशिक्षित और प्राधिकृत व्यक्तियों 

को काम करने के लिए अमुशात किया जाएगा । 
( ख ) भीगे फर्श पर खड़ा होने पर या हाथ भीगे होने पर विद्युत् 

उपस्कर के प्रचालन से बचा जाएगा : | 


( 4 ) किसी घर्षक को प्रचालित करते समय उचित नेत्र संरक्षण 

उपस्कर पहना जाएगा । 
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( ग ) जहां जहाँ संभव हो , परिपथों या नियंत्रण युक्तियों पर कार्य 

करते समय केवल एक कर्मचारी का उपयोग किया जाएगा । 


- - - - - 


- 


- 


- - 


- - 


- 


- - 


- 


- 


- - 


- - 


- - - 
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( प ) विधन उपस्कर पर या प्रबल अभिप्रेरित क्षेत्रों के आसपाग काम 

( च ) अहां विद्युत दामफार्मरों, मंघारित्रों या अन्य उपस्कर में प्रनि 
करते समय अंगठियों , धात्विक घडी पट्टियो आदि के पहनने मे 

टको, कक्ष या चम्बर 5000 लीटर से अधिक नेल है यहा 
बचा जाएगा । 

ऐसे उपस्कर को जिसमें मेल है , 
( 3 ) जब कोई व्यक्ति ऊर्जा पूरित उपस्कर पर काम कर रहा हो 

( i) औद्योगिक भवनों के बाहर स्थित किया जाएगा , और 
तब आपातकाल में उसकी मदद करने में समर्थ एक दुसरा 

(ii ) गौ नालियों या होजो के ऊपर इस प्रकार परिनिर्मित 
व्यक्ति अवश्य उपस्थित होना चाहिए । 

किया जाएगा कि आचामो के किसी एक को समस्त अन्तवस्तु 
( च ) माफेटों में नंगी तारें घमा कर विद्युत सबंध स्थापित नहीं किया 

उसमें एकत्रित हो जाएगी । 
जाएगा । इस प्रयाजन · के लिए उपयुक्त प्लगों का उपयोग 

( 3 ) भू संपकित किया जामा : 
किया जाएगा । 

( क ) वियुत केबलों, धातु नलिकाओं और उनके फिटिंगों धात्विक , 
( ४ ) विद्युत मंस्मानों पर कानन वियता परीक्षण ( मंगर 

सुरक्षागाहों और उपयोग उपस्कर के धाराइतर वहन करने वाले 
परीक्षण किया जाएगा । अमाधारण रूप में निम्न पठनों या 

अन्य भागों के कवच और आवरक को प्रभावी रूप से भूसपकिन 
आकस्मिक परिवर्मनों का मा प्रधानोपक अषण किया जाएगा 

किया जाएगा । 
जय परीक्षण किए जाएगे तब , विद्युत उपकर 

( ब ) भ संपक्षित किए जाने वाले चालक धारा के उस अधिकतम 
को शक्ति के सभी स्रोतों से पृथक कर दिया जाएगा और 

बहाव को जिमके परिणामस्वरूप संरक्षित किया जाने वाले 
टर्मिनलों का पथ लघु कर दिया जएगा तथा ममो अवणिष्ट 
विद्युत आवेशों को अपवाहित करने के लिए प्रत्येक परीक्षण 

उपस्कर का विद्युत् रोधन भंग हो सकता है सुरक्षित रूप से 

वहन करने के लिए निम्न प्रतिरोध के और पर्याप्त क्षमता के 
के पूर्व और परवात् पृथ्वी से संबद्ध कर दिया जाएगा । 

होगे । 
( ग ) विद्युत उपस्कर के संस्था पन, प्रबालन और अनुरक्षण के संबंध 

( ग ) जहाँ अनावन धातु भागों सहित सुयाल विद्युत उपस्कर का 
में भारतीय विद्युत अधिनियम , 1910 के अधीन सभी कानूनी 

प्रयाग किया जाना है पहो, विद्युत प्रदाय की प्रत्यावर्ती धारा 
अपेक्षाओं और उनके प्रधान बनाए गए नियमों का अनुसरण 

और दिष्ट धारा पतियों पर प्रचालित उपस्कर के अनावस 
किया जाएगा । 

धातु फेमों को प्रभावी रूप से भूसंपकित किया जाएगा । 
( 2 ) सस्थापन . 

( घ ) जब उपम्फर या चालको पर मरम्मत या अनु रक्षण कार्य करना 

हो तब प्रदाय स्रोत से विद्युत उपस्कर या चालकों से संबंध 
( क ) मभी विशुत उपस्कर और मम्थापन ऐमे संनिर्माण के होंगे और 

पिच्छेद करने के लिए पृषककारी स्विचों की व्यवस्था को 
इम प्रकार सस्थापित और असुरक्षित किए जाएंगे जिमसे कि 

जाएगी । जब उसस्कर या चालकों को इस प्रकार पृथक कर 
में दोनों मक्रिय चालकों के संपर्क और अग्नि के चतरे को रोक 

दिया जाता है तब उन्हें प्रभावी रूप से भूसंपकित किया जाएगा 
सकें । 

और जहा आवश्यक हो , उनका परिपथ लघु कर दिया जाएगा । 
( ब ) सभी विद्युत उपस्कर के लिए सामग्री का चयन कार्यकरण तमाव, 

( ख ) मभी सुबाह्य विद्युन औजारों और उपस्कर में तीन कोड केबलों 
भार का और उपयोग के किसी विशेष अवस्था का सम्य 

की ठयवस्था की जाएगी जिनमे में एक भू मार है । औजारों/ 
ध्याम रखते हुए किया ज एगा । 

उपस्कर के लिए विद्युत प्रदाय अच्छी क्वालिटो के केवल तीन 

पिन प्लगों का उपयोग करके किया जाएगा । 
( ग) मई विद्युत पनियों के मस्थापन के पश्चात् या विद्यमान , 
मंस्थापनों में व्या पक परिवर्तन के पश्चात् जो पर्यवेक्षक को 

( 4 ) मक्रिय भागों का संरक्षण . 
अनु शाप्ति महिम किसी ऐसे व्यक्ति द्वारा जो कार्य में सलग्न 
ग्यक्ति या व्यक्तियो से भिन्न हो नई पद्धति या नए विस्तार 

( क ) विद्युत कार्य के सबंध में प्रयुक्त प्लाम, पेचकश, फ्यूजनार, कर्षक 
को काम में लाने के पूर्व निरीक्षण किया जाएगा । 

और समरूप हम्त औजार यथोचित रूप से विद्युतरोधी होंगे । 

( ब ) वियुन उपम्फर के आसपास प्रयुमप्त तेल कनस्तरो और साइनों 
( 4 ) महां बिखत परिपपों में बंद करना या 50 वोल्ट या उसमे 

मुशो और अन्य सफाई युक्तियों के हैडल अमवाही मामग्री के 
अधिक को प्रत्यावर्ती धारा वोल्टना में प्रचालित होने वाले 
विधुत उपस्कर के धाग वहन करने वाले भागों को भूसंपकिन 
करना असमय या असाध्य हो वहा परिपथ या उपस्कर संस्था 

( ग ) आर्क वेल्ली या कर्तन मशीनो मे मोटर जनिनों, परिष्कारकों 
पित करके व्यक्तियो या वस्तुओं प्राग आकस्मिक सपर्क को 

या ट्रामफारमरों और धारा वहन करने वाले सभी भागों को 
रोका जाएगा : 

आकस्मिक संपर्क मद्धे विद्युतरोधी न किए गए सक्रिय भागों से 

संरक्षित किया जाएगा । 
( i ) ऐसे कक्षों या अहातो में , जिन्हे प्रभावी रूप मे भूसंपकित 
किया गया है और फेवल प्राधिकृत व्यक्तियो के प्रवेश 

( 5 ) अग्नि शमन . 
योग्य हो , या 

( क ) विद्युत उपस्कर मे लगी आग बुझाने के लिए जल का उपयोग 
( ii ) इस प्रकार ऊंचे और व्यवस्थित किए गए घारजो गमि 

नही किया जाएगा मिवाय यहाँ के जहा अग्नि शमन के प्रयोजनों के 
यारों या मंचों पर जिसमे कि अप्राधिकृत व्यक्तियों की 

लिए इमल्शन बन गए हो और जहां आग अन्यथा नियंत्रण 
पहुँच न हो सके । 

योग्य न हो । पश्चात्वर्ती मामले में उपयोग के पूर्व विद्युत 

संपर्क मने पूर्वावधानियां बरती जाएंगी । 
( 6 ) ऐसे विचुप्त उपस्कर को , जो प्रवान के दौरान समायोजन या 
परीक्षा के लिए अमेशिन है , इस प्रकार संस्थापित किया जाएगा 

( ख ) विद्युत सस्थापनों में उपयोग के लिए CO गैस प्रकार के शामको 
कि निश्चित आधार महित तुरंत पहुच योग्य और पर्याप्त कार्य 

की व्यवस्था की जाएगी । इसके अतिरिक्त शुष्क रेत या अन्य 
करण स्थान की सब आवश्यक स्पलों पर व्यवस्था हो सके और 

असवाही मामग्रियो का शामकों के रूप में उपयोग किया 
उसे बनाए रखा जा सके । 

जाएगा । 
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( 6 ) वैयक्तिक संरक्षण पोशाक . 
( क ) मक्रिय विद्यत परिपयों या उसफर पर या उनके निका कार्य 

फरते समय कर्मकार - - 
( i) चुस्त हिटग वाला पोशाक पहनेंगे उनमें बास्विफ बटन 

या कफ नहीं होंगे । 
( ii) अनावश्यक धातु वस्तु जैसे , अगूठी चाबी या घड़ी पैन 

नही पहनेंगे । 
( 7 ) स्थैतिक विद्युत : 
( क ) जहाँ स्थेतिक चाजो का खतरनाक सचयन , पट्टी और घिरनी 

अंननेदि वाग कारित हो यहा, गैफ्टों और बेग्गिों, दोनों का 

भूसंपमित किया जाएगा । 
( ब ) जहाँ पट्टी और घिरनी के बीच चिनगारी इस प्रकार उत्पन 

हो कि कर्मकारी के लिए जोखिम कारित करे वहां, स्पैतिक 
चाजो का सचयन भूमि से जोड़े गए धारिपक काम्ब के द्वारा 
काम कर दिया जाएगा और यदि आवश्यक हो तो , उन्हें उस 
स्थल पर जहां वे घिरनियों को खींचते आते हैं, पट्टियों के 

जितना संभव हो उतना निफट , दोनों तरफ लगा दिए मा एरो । 
( 8 ) परिसंकटमय अवस्थान : 
ऐसे स्थानों में , जहां ज्वलनशील रोम या वाष्प सम्मिश्रण से विस्फोट 

का पतग है , सस्थापित विद्युत उपस्कर, जैसे मोटर , स्विच और 
प्रकाश व्यवस्था फिचर , अन मादित विस्फोट सह प्रकार के 

होरो । 
15. हस्त - औजारों और सुबाह्य विद्युत औजारें । 
( 1 ) हस्त- औजारे : 
( क ) हम्न- औजारें अच्छी क्यालिटी सामग्री के और उस कार्य के लिए 

जिसके लिए उनका उपयोग किया जाए , उपयक्त होंगे । 
( ज ) हस्त - औजारों का केवम उन विनिदिष्ट प्रयोजनों के लिए, जिनके 

लिए के अभिप्रेत है , उपयोग किया जाएगा । उनके एन डीज 

तेल, आदि से मुक्त होते । 
( ग ) हस्त - औपारों के काष्ठ जल अच्छी क्व निटी जुततु सामग्री 

के होंगे । वे चिकने होंगे ओर खरिन या तेज धार पाने मही 

होगे । 
( घ ) जहाँ चिनगारियों द्वारा ज्वलित किए जाने पर विस्फोटक बाता 

वरण की कोई जोखिम हो वहां, उपमें प्रयक्त हम्म- औजारे 

चिनगारोहीन प्रकार के होंगे । 
( 1 ) एबह औजारों के पोषों पर , जमे ही वे फैलना या विवीर्ष करमा 

आरम्भ करें , पट्टी बांध दी जाएगी या उन्हे किनारों पर 

उपयुक्त वक्रता की दशा में भूमि पर रखा दिया जाएगा । 
( च ) हस्त औजारों को केवल अहित व्यक्तियों द्वारा टेपर परिष्कर 

और मरम्मत किया जाएगा । 
( छ ) ऊंचे स्थानों पर कार्य करते समय हस्त औजारों को फर्शों पर , 

गलियारों, आदि में नहीं छोड़ा जाएगा हस्त औजारों को पट्टियों 
या अन्य उपस्कर संरचनाओं से उचिम कप मे बांध दिया जाएगा 

जिमसे कि वे नीचे व्यक्तियों पर न गिरें । 
( अ ) हस्त औजारों के सुरक्षिा उपयोग के लिए कर्मकारों को ममुचित 
___ रूप से अनुदेश दिया जाएगा और प्रशिक्षित किया जाएगा । 
( स ) ऐसी संक्रियाओं में , जिनमें नेन को क्षनि को जोखिम अन्तर्वलित 

हो , फोलादी छनी या छेनी पर्तकों का उपयोग करते हुए 

कर्मकारों के लिए उपयुक्न नेत्र सक्षग की गवस्था की जाएगी । 
( म ) छल्ला भौर पट्टी से बड़े ठोम हसलो वाले रेतियो का उपयो 

किया जायेगा 


( ट ) हथौड़ों और मग्दरों के हैंडलों को दूतापूर्वक फिट किया जाएगा । 
( ठ ) डिबग्यिों को कमने या ढीला करने के लिए रेंषों के स्थान पर 

ग्लासों का अनुकल्प के रूप में उपयोग नहीं किया जाएगा । 
( ४ ) पेचकसो की धागे को उचित रूप से गोन का दिया जाएगा 

जिससे कि वे पेची के सुगब में फिट हो सकें । 
( र ) खोलने के लिए या छेनी के रूप में पेचकमों का उपयोग नहीं 

किया जाएगा । 
F ) रेंचो या स्पेनरों पर पाइप मा भन्म विस्तारण तब तक मनात 

नही किए जाएगे जब तक कि औजारों का इस रीति से उपयोग 

करने के लिए डिजाइन नही किया गया हो । 
( स ) रेपो जोर स्पेनरों का सपोडों के रूप में उपयोग नहीं किया 

म . एगा । 
( घ ) हेकमा नेत्रों को उनके फेमो में कम कर नाने जाएंगे और 

दर आषातो के साथ मीधी लाइन में प्रचालित किए बारसे 
जिममे कि लेडो को दूग्ने और यथासंभव हाथों को बसि 

होने से गगामा जा सके । 
( 2) सुबाम विद्युत् औजारे . 
( क ) ज्वलनशील बाप्पों, संसों और गर्व की उपस्थिति में सुबाह 

विगुप्त औजारों का उपयोग तब तक नहीं किया जाएगा जब तक 
फि ऐसे उपयोगों के लिए औजार को विशेष रूप से सिमाइन मही 

किया गया हो । 
( ख ) सभी विद्युत प्रचालित औजारों में , एक नि -कोई केवल का उप 

योग किया जाएगा और औजार के बाडी से ममुचित रूप से 
ओरे गए तार को भूमपकित किया जाएगा । ( नियम 12 ( 3 ) 

( 1 ) भी देखिए ) 
( ग ) शक्तियुक्त औजारों पर स्विचों को एसी रीति से व्यवस्था की 

जाएगी फि आकस्मिक आरम्भण की संभावना कम से कम हो । 
( घ ) मुबाप विद्युत ओगारों और उनके उपसाधनों का एक निश्चित 

अवधि पर बार-बार और पूरी तरह से निरीक्षण किया आग 

तथा ऐसे मभी निरीक्षणों का अभिमेख बनाए रखा जाएगा 
( 5 ) मिबुत चालिन औजार केवल ऐसे व्यक्तियों द्वारा प्रचासित किए 

आएंगे जिन्हें ऐसे पोजारों को उपयोग करने में प्रशिक्षित 
किया गया है और मनुदेश दिया गया है । 
( ब ) सुबाश पेषण-संतो में , चक्र को ऐमे मुरक्षित वाशरों पौर 

फओं, गो संस्थापित पक्र के ऐसे प्रकार के लिए बालरो पौर 
फलेजों से काफी गई होगे, के माथ उचित रूप से बवाया 

जाएगा । 
( छ) पेषण कार्य करने ममय बड़े चश्मे चेहरा प्रावरण पहने जाएंगे 

पहना जाएगा । 
( ज ) सुबाह्य विखुत बरमा का उपयोग करसे समय फिद्रित की जाने 

माली सामग्री को उपबुझ रूप से अकड़ कर रखा जाएगा । 
( म ) जम ऊंचे स्थानो में विसन औजारों का उपयोग किया जाए 

तब आपरेटर सुरक्षा पट्टा पहनेगा जिससे कि यदि मौजार पचा 
नक टूट जाए या प्रापिरेटर को विद्युत प्राधात मने तो गिरने 

का खतरा कम कम हो । 
( 7 ) शुष्क मत्रियानो के लिए जैसे बफ करने , षेषण करने और रेत 

सलने के लिए , जिसे हानिकारक गर्ग पर्याप्त म्प में 

उत्पादित होता है, प्रभावी स्थानिक दितिक संधातन को 
व्यवस्था की जाएंगी । 
( ट ) पाय मंचालित मौजार की बशा में , उस विष माने से रोकने 

लिए भामु नम्म नाल से एक सा जंजीर पुरता से संहलन 
किया जायेगा 
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(iv ) द्रप या मन्य पदार्थों में , जो वाब पात्र में इफटठे हो जाएं ; 

निकालने के लिए दाब पान के सबसे निचले भाग पर एक 

उपयुक्त रोधनी या वाल्व फिट किया जाएगा । 
( 3) पाय अपधायक युक्तियाँ : ( क ) ऐसे हर वाब पात्र में , जिसे 

प्रदाय स्रोत पर दाग से कम या उस दाब से कम , जो किसी 
मन्य प्रवाय स्रोत के साथ वाय पान को जोड़ने वाली 
पाइप में प्राप्त किया जा सकता है , कार्यकरण दाब के लिए 
डिजाइन किया गया है, एक उपयुक्त दाब उपचायफ वाल्व या 
अन्य उपयुक्त स्वचालित युक्ति , जो अधिकतम अनुज्ञेय वाब को 

अधिक होने से रोकेगी, फिट की जाएगी । 
( ब ) अपचायक वाल्व या युक्ति के विफलन की दशा में , पाब पास 

के पौर संरक्षण के लिए कम से कम एक ऐसा सुरक्षा बाल्प , 
जिसकी क्षमता सब प्रवाष्प वाष्प या गैस को प्रवाय- स्रोत पौर 
प्रदाय स्रोत से जोड़ने वाली पाइप के प्रामाप पर बाब 
धारा यथा प्रवधारित प्रसम्यक दाब उत्थान के बिना मोचन 
करने के लिए पर्याप्त हो , अपचायक वारूप के निम्न वाम पार्श्व 
पर फिट किया जाएगा । 


16. वाब पान और संयंत्र ( 1 ) साधारण : 
( क ) किसी ऐसे पान से , जो भारतीय बायलर अधिनियम , 1923 

की परिधि में माता है , भिन्न हर दाब पान संयंत्र और बाख 
के अधीन और घायुमंडलीय घाब से अधिक दाम पर 
प्रचालित दाब गैसों या विषटित गैसो के भंडारकण या परिवहन 
के लिए प्रयुक्त सिलिंडरों को धातु बोतल - - 
( i) ठोस बनायट , ठोस मामग्री , पर्याप्त सामर्थ्य के और 
किसी प्रत्यक्ष त्रुटि से मुक्त होगे ; और 
( ii ) किसी सुरक्षित पशा में उचित रूप से मसुरक्षित किए 

जाएंगे । 
( ख ) किसी भी नए दाब पान का किमी कारखाने में तब तक उपयोग 

नहीं किया जाएगा जब तक कि उसका प्रवस्थैतिक परीक्षण 
किमी सक्षम व्यक्ति द्वारा डिजाइन दाब से कम से कम 1 . 3 
गुने के दाब पर न कर लिया गया हो, और किसी ऐसे दाम 
पान या संयंत्र को , जिसका उपयोग पहले किया गया है या 
जो दो मास से अधिक अवधि के लिए विलग या पड़ा रहा 
है या जिसमें परिवर्तन या मरम्मत की गई है, किसी कारखाने 
में सब तक उपयोग नही किया जाएगा जब तक कि उसकी परीक्षा 
किसी सक्षम व्यक्ति द्वारा बाहर और भीतर, यदि साध्य हो , 
से पूरी तरह से न कर ली गई हो , पीर उसकी द्रम स्थैतिक 
परीक्षण सक्षम व्यक्ति वाग ऐसे दाब पर जो अधिकतम अनुज्ञेय 

कार्यकरण दाब 1 , 5 गुना होगा , किया गया हो । 
( ग ) किसी भी वाब पात्र संयंत्र को किसी कारखाने में तब तक उपयोग 

नही किया जायेगा जब तक कि डिजाइन बाब या उसका 
अधिकतम अनुज्ञेय कार्यकरण वाब विनिविष्ट करते हुए पीर 
परीक्षण में उस प्रकृति को , जिसके अधीन वाब पानास यंत्र 
पौर उसकी फिटिगें ( यदि कोई हो ) को रखा गया है , मथित 
करते हुए एक प्रमाण पत्र दान पात्र मंयंत्र के विनिर्माता से या 
सक्षम व्यक्ति से प्राप्त न कर लिया गया हो और इस प्रकार 
प्रयुक्त हर दाब पात्र / संयन मिलित किया जाएगा जिससे कि 
ऐसे बाब पान /संयंत्र जिससे वह प्रमाणपत्र संबंधित है, पहचाना 
जा सके और प्रमाणपन्न को निरीक्षक द्वारा प्रबलोकन के लिए 

उपलब्ध रखा जाएगा । 
( च ) सक्षम प्राधिकारी प्रसिकारी पात्रों और सहयत उच्च वाब 

पाइपिग और संघटकों के लिए विनिर्दिष्ट अपेक्षाएं नियत करेगा । 
( 2 ) सुरक्षा फिटिगें : हर दाब पान / संयंत्र में - - 
(i ) एक उपयुक्त सुरक्षा मान्य या पर्याप्त ममता की अन्य प्रभावी 

दाब मोचन युकि यह सुनिश्चित करने के लिए फिट की जाएगी 
कि दाब पान्न सयंत्र का अधिकतम अनुज्ञेय कार्यकरण दाब पधिक 
न हो । उसे अधिकतम प्रनुशेय कार्यकरण दाब से अनधिक वाब 

पर प्रचालित करने के लिए व्यवस्थित किया जाएगा । 
( ii ) अधिकतम अनुज्ञेय कार्यकरण वाब के 1 . 5 गुने से प्रन्यून 

गयल रेंज के माय एक उपयुक्त वाब प्रभायी फिट किया जाएगा । 
यह स्पष्टतः दृष्टिगोचर होगा पौर सब समय ठीक प्रान्तरिक 
वाम दिखाने के लिए डिजाइन किया गया होगा और दाब पात्र 
के अधिकतम अनुज्ञेय कार्यकरण वाब पर सुस्पष्ट लाल चिल 

से चिल्लित किया होगा । 
( iii ) एक उपयुक्त रोक पाल्व या वाल्वें फिट किये जाएंगे जिनके 

धारा दाब पान को अन्य दाबपात्रों / संयंन या दाब के प्रदाय 
के स्रोत से पृथक किया जा सकता है । ऐसा कोई रोक पाल्प 
या वार जितना संभव हो उतना दाब पान के निकट अवस्थित 
किए जाएंगे मोर मासानी से पहुंच योग्य होंगे ; मोर 


( 4 ) सेवा परीक्षा और परीक्षाएं । ( क ) किसी भी नए वाय पान 

को किसी कारखाने में तब तक उपयोग नही किया जाएगा जब 
सक कि उसका द्रव स्थैतिक परीक्षण किसी सक्षम व्यक्ति 
द्वारा डिजाइन वाब के कम से कम 1 . 3 गुमे के पाष पर म 
कर लिया गया हो , और किसी ऐसे वाब पान संयन्त्र को , जिसका 
उपयोग पहले किया गया हो या जो दो मास से अधिक अवधि 
के लिए विलग या पड़ा रहा है या जिसमें परिवर्तन या मरम्मत 
की गई है, किसी कारखाने में तब तक उपयोग नहीं किया 
जाएगा जब तक कि उसकी परीक्षा किसी सक्षम व्यक्ति द्वारा 
बाहर और भीतर , यवि साध्य हो , से पूरी तरह से न कर ली 
गई हो , और उसका द्रव स्थैतिक परीक्षण , सक्षम व्यक्ति द्वारा 
ऐसे वाव पर, जो प्रधिकतम अनु शेष कार्यकरण वाब से 1 . 5 

गुना होगा , किया गया हो । 
( ख ) किसी भी वाम पान संयंत्र को किसी कारखाने में तब तक 

उपयोग नहीं किया जाएगा जब तक कि डिजाइन वाब या उसका 
मधिकतम अनुशेय कार्यकरण दाब विनिर्दिष्ट करते हुए पौर 
परीक्षण के उस प्रकृति को , जिसके अधीन वाब पान / संयंत्र 
पौर उसकी फिटिंगों ( यदि कोई हो ) को रखा गया है, फक्षिप्त 
करते हुए एक प्रमाण पत्र वाय पात्र / संयंत्र के विनिर्माता से 
या सक्षम व्यक्ति से प्राप्त न कर लिया गया हो मोर इस 
प्रकार प्रयुक्त हर वाब पान / संयंत्र चिह्नित किया जाएगा जिससे 
कि ऐसा वाय पात्र / संयंत्र जिससे वह प्रमाणपत्र संबंधित है, 
पहचाना जा सके पौर प्रमाणपत्र को निरीक्षक द्वारा मवलोकन 
के लिए उपलब्ध रखा जाएगा । 


( ग ) सेवा में हर वाब पान / संयंत्र की किसी सक्षम व्यक्ति द्वारा 

पूरी तरह से परीक्षा की जाएगी : 
( i) बाहरी, हर छ : मास की प्रवधि में एक बार, 
( ii ) भीतरी, हर बारह मास की अवधि में एक पार । 

परन्तु किसी दाब पास की बनावट के कारण परीक्षा के स्थान 
पर द्रव स्थैतिक परीक्षण किया जा सकेगा जो हर दो वर्ष की 

अवधि में एक बार किया जाएगा । 


( iii ) प्रवस्थैतिक परीक्षण , हर चार वर्ष की अवधि में एक बार । 
(iv ) परन्तु यदि दाव पानासमंत्र की बनावट और उपयोग के कारण 

हर चार वर्ष की अवधि में कम से कम एक बार अपर उपखंड 
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( ii ) और ( iii ) में यथा अपेक्षित उसका द्रवस्पैतिक परीक्षा 
नहीं किया जा सकता है तो धातु की मोटाई या सभी भागों 
की अन्य त्रुटियों के लिए , जिनकी विफलता से दाब पान / संयंत्र 
में संभावित भंग हो सकता है, पराश्रव्य परीक्षण जैसे नियमित 

प्रनाशक परीक्षण किया जाएगा । 
( प ) इस उपनियम के प्रयोजन के लिए किया जाने वाला प्रवस्थेतिक 

परीक्षण का वाब डिजाइन वाब के 1 . 25 गुना या अधिकतम 
अनुशेय कार्यकरण वाब के 1. 5 गना दोनों में से जो भी कम 
हो , होगा । 


( 5) परीक्षण की रिपोर्ट : ( क ) यदि किसी परीक्षा के दौरान दाब 

पास / संयंत्र की अगली विहित परीक्षा होने तक सुरक्षित रूप 
से कार्य करने की क्षमता के संबंध में कोई संदेह उत्पन्न होता 
है तो सक्षम व्यक्ति कारण सहित अन्य सुसंगत टिप्पणी 
के साथ अपने विचार निष्कर्ष पर परिणाम अभिलिखित 
करेगा और अधिकतम अनुज्ञेय कार्यकरण दाब को कम करने 
के या बहुधा विशेष परीक्षा या परीक्षा के अधीन रहते हुए 
या इन दोनों शर्तों के प्रधीन रहते हुए दाब पान का उपयोग 
किए पौर प्रचालन में रखे जाने के लिए प्राधिकृत कर सकेगा 


( ख ) इस नियम के अधीन किसी परीक्षा की रिपोर्ट करने वाला 

सक्षम व्यक्ति परीक्षा की समाप्ति के सात दिन के भीतर 
इस मामले में , जहां अधिकतम अनु शेय कार्यकरण दाब को 
कम कर दिया है या परीक्षा से यह पता चलता है कि दाब 
पान/ संयन या उसका कोई भाग सुरक्षा के साथ सब तक नहीं 
चल सकता है जब तक कि उसकी मरम्मत नहीं की जाती 
या जब तक कि कोई प्रभ्य सुरक्षा उपाय नहीं किया जाता , 
रिपोर्ट की प्रति निरीक्षक को भेजेगा । 


17. संपीडित गैस सिलिन्डर : ( 1 ) भंडारकरण : -- 
( क ) संपीड़ित गैस सिलिंडरों के मिल जाने से बचने के लिए पीर 

किसी संभाव्य परिसंकटमय स्थिति को रोकने के लिए सिलिंडरों 

विभिन्न गैस वालों को अलग -अलग संचित किया जाएगा । 
( ख ) यवि बड़ी संख्या में गैस सिलिटरों को संचित किया जाना है 

तो , निम्नलिखित वर्गों के अन्तर्गत पृथक भंडारकरण सुविधा 
की व्यवस्था की जाएगी : 
(i) प्रक्रिम गैस (अर्थात प्रार्गान, हीलियम प्रावि ) पौर 

प्राक्सीजन 
( ii ) विषलो किन्तु प्रज्वलनलशील गैस (मर्यात क्लोरीन , 

सल्फर यमाक्साईड, मावि ) 
( iii) ज्वलनशील गेसे दोनों विषेलो और प्रविषेली (अर्थात, 

ऐसोटिलीन कार्यन -मोनो प्रापसाइड, हाइड्रोजन सल्फाइड 

पादि ) 
( ग ) यदि प्रमुख रूप से संचित किए जाने वाले सिलिंडरों की 

संख्या कम है तो केवल एक छोटे मंडार की व्यवस्था की 
जा सकेगी: किन्तु व्यवस्था तीन वर्षों में के सिलिंडरों से अलग 

की जाएगी । 
( प ) सिलिंडर किसी ठंडे शुष्क पौर सुसवातित स्थान में संचित 

किए जाएंगे । सामयिक उपयोग के लिए खुले में रखे गए 
सिलिंडरों को वर्षा और धूप से सुरक्षित किया जाएगा । 
सिलिंडरों को उनकी संरक्षण टोपियों सहित संचित किया 

जाएगा । 
( 5 ) संचित की गई गैसों के नाम और संचित किए जाने के लिए 

प्रमुशात परिणाम उपदर्शित करते हुए एक सूचना भगरों के 
प्रवेश-द्वार पर लगाई जाएगी । 


( च ) गोल तल वाले सिलिंडरों को फर्श पर रखा जाएगा मोर 

प्रत्येक मौर तल स्तर को प्रनुरभित करते हुए पर्याप्त काष्ठ 
टेक सहित 4 ऊंचे से मनधिक मीनार पदति पर मम्बार 
लगाया जाएगा । निकास वास्बों का इख पूर्णतया उसी तरफ 

होगा । 
( छ ) चौरस या नतीधर तल वाले सिलिडरों को सीधा खड़ा रूप 

में संचित किया जा सकेगा किन्तु वे तब किसी ऐसे 
स्थाम से होंगे जिससे कि उन्हें अकस्मात ठोकर न लगे या 
उन्हें उचित जंकिर व्यवस्पा के द्वारा दाता पूर्वक जकड़ कर 

रखा जाएगा । 
( ज ) ऐसीटिलीन और ब्राषित गैसों के सिलिडरों को द्रव के भरण 

की संभावना से बचने के लिए सीधा बड़ा अप में संचित 

किया जाएगा । 
( A ) धुम्रपान प्रतिषिय होगा, विशिष्टतः यही जहां ज्वलनशील 

गैसें संचित की जाती रही है : " धुम्रपान निषेध " चिन्ह 
मंडारों में और उसके बाहर प्रमुख स्थान पर प्रदर्शित किए 

जाएंगे । 
( अ ) मुले ज्वालों चिनगारी उत्पन्न करने वाले कारकों या तप्त 

काम , जैसे वेल्डन का उपयोग , ऐसे भंगरों में प्रतिपिट होगा , 

जहां ज्वलनशील गैसे रखी गई हैं । 
( ट ) ज्वलनशील सामग्री (अर्थात तेल ) चिपड़े, कागज काष्ठ , . 

पेंट , प्रावि (भगरों ) में नहीं रखी जाएंगी । 
( 8 ) भरे हुए और बाली सिलिंडर अलग- अलग रखो जाएगे भौर 

" भरा हुमा " तथा " खाली " संबंधी सूचनाएं उपयुक्त स्थानों 

पर प्रदर्शित किए जाएंगे । 
( 8 ) गसें भंगरों में रखे गए संपीड़ित गैस सिलिडरों से मही 

निकाली जाएंगी । 
( 3 ) गैस सिलिंडर नियम , 1981 के अधीन अधिकथित कानूनी 

अपेक्षामों का उपर्युक्स उपनियमों के अतिरिक्त पालन किया 

जाएगा । 
( 2 ) प्रबंध और उपयोग : ( फ ) सिलिडरों के, चाहे वे परे हुए 

या खाली परिवहन करने के दौरान उनको संरक्षण टोपियां 

सगी रहेंगी । 
( a ) जब सिलिंडरों का ट्रकों में परिवहन किया जाएगा तब उन्हें 

प्रम्बार लगाकर रखा जाएगा जिससे कि ये ट्रकों के किनारों 

से बाहर न निकल सके । 
( ग ) सिसिडरों को ट्रक से गिरने से और अनियनित ढंग , प्रत्यधिक 

टक्कर या दबाव रोकने के लिए यथोचित पूर्वावधानियां बरती 

जाएंगी । 
( प ) संपीरित गैस सिलिंडर के परिवहन करने पासे ट्रकों के पासक 

सवाई परिवहम पीर उतराई में प्रावश्यक सावधानी बरतेगें । 
( 6 ) ट्रकों पर विषली पोर ज्वलनशील गैस वाले सिलिडरों के परि 

पहन की दशा में , ट्रकों के पालकों को क्रियाकलाप का 
निदेश देने वाले व्यक्तियों द्वारा सिलिंडरों की अन्तर्वस्तु की पौर 
ध्यान दिलाएगा और लदाई, परिवहन तथा उतराई में 

पावश्यक सावधानी बरतमे के लिए कोगा । 
( 1 ) परे हुए सिलिंडरों से लदे ट्रकों को सार्वजनिक स्थानों में 
__ देखरेख के मिना महीं छोड़ा जाएगा । 
( छ ) सिलिडरों को लदाई या उत्तराई में उत्पापन मुम्बकों का 

उपयोग नहीं किया जाएगा । 
( ज ) जब सिलिडरों की लदाई या उतराई कैन से की जाए तब 

समुचित रूप से डिजाइन किए गए ऋग्ल का उपयोग किया 
जाएगा । 
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( म ) किसी मयंत्र / प्रयोगशाला के भीतर सिलि हर परिवहन करने 

के लिए , उपयुक्त हस्त -ट्राली का उपयोग किया जाएगा । ऐसे 
हस्त-ट्राली में सिलिंडर को बांधने के लिए एफ जंजीर की 
व्यवस्था की जाएगी जिससे कि यदि हस्तट्राली किर्स उभाह 

पर से गुजरे तो वह गिर न सके । 
( अ ) मिमिहगें के लुढ़कने, खींचने और ढलकने से बचा जाएगा । 
( ट ) जब मिलिडर को संयंत्र प्रयोगशाला में उसके उपयोग म्पान पर 

लाया जाए नत्र उमे अधिमानतः किसी दीवाल , वेच या किसी अन्य 

दून प्राधार से बांध दिया आएगा : 
( ठ) मिलिडरों को ऊष्मा , सोस , जैसे भट्टियो, रेरिऐटगें वाप पाइपों , 

चुल्हों के पास नहीं रखा जाएगा । यह विशिष्ट रूप से प्रमित 

गैसों के मिलिरों की वणा में महत्वपूर्ण है । 
( B ) मिलिपर वाल्वों को , मिवाय उस समय के जब गैस घम्सूत 

ली जाती है , सब समय बंद रखा जाएगा । 
( क ) बान्त्र स्पिंडल प्रचालित करने के लिए केवल मानक कुंजी का 

उपयोग किया जाएगा । फिन्ही साधनों द्वारा उत्तोलक शत्तिा 
को बढ़ाया नही जाना चाहिए न ही अत्यधिक शक्ति प्रति 

धनताड़न का उपयोग किया जाना चाहिए । 
( ण ) मिलिहर वाल्यों को माफ रखा जाएगा । रेगुलेटर फिट करने के 

पूर्ष वाल्व साकेट के भीतर पड़ी हुई किसी ऐसी धूल को जो 

जमी हुई न हो वाल्व का चटका कर हटा दिया जाएगा । 
( स ) गैस प्रदायक से विनिर्दिष्ट सलाह के बिना मिलिटर याल्व मौर 

फिटिगों को स्नेहन नहीं किया जाएगा । आग या विस्फोट की 
जोखिम के कारण किसी भी मद्दे पाक्सीजन निलिडरा पर खेल 

मा ग्रीज का उपयोग नहीं किया जाएगा । 
( थ ) खाली मिलिरों को उतना ही सावधानी से संभारण जाएगा 

जितनी भरे हुए मिलिहरों को संभारण जाता है । 
18. परिसकटमय सामग्री का प्रबन्ध : - - ( 1 ) साधारण : 
( क ) सभी परिसंकटमय मामग्रियों का प्रबन्ध इस प्रकार किया जाएगा 

जिससे कि वैयक्तिक क्षति न हो । इमकी योजना मे उपस्कर/ 

पतियों का उचित डिजाइन और अनुरक्षण सम्मिलित है । 
( स ) परिसकटमय मामग्रियों की उठाई गई करने के समय उचित 

वैयक्तिक संरक्षण उपस्कर की व्यवस्था की जाएगी । 
( ग ) ऐसे कार्मिक जिनसे परिसंकटमय सामग्री संभालने को अपेक्षा 

की आती है , उनके खतरनाक गुणधमो सभालने के समय बरती 
जाने वाली पूर्वावधानियो ऐसे प्राथमिक उपचार पोर अग्नि 
शामक पद्धतियों , जिनकी , उत्पन्न हो सकने वाली मापात स्थिति 

के मामलों में प्रपेक्षा की जाए , के बारे में सुपरिचित होगे । 
( च ) सभी छलके पदार्थों का निपटान शीघ्रता और सूरक्षित रूप से 

कर दिया जाएगा । उसके लिए उचित प्रक्रिया प्रधिकथित 
की जाएगी और उन्हें प्रबन्ध- क्षेत्रों मे सहजदृश्य म्प से प्रदर्शित 

किया जाएगा । 
( 8 ) प्रबन्ध - क्षेत्रों में पर्याप्त संख्या में उपयुक्त अग्नि शामकों की 

व्यवस्था की जाएगी । उपयुक्त अनुदेश प्रदर्शित किए जाएगे । 
मग्नि सेवा कामिक को प्राग बुझाने के प्रयास करने से पूर्व 
जलने वाली मामग्री के प्रकार और मामना किए जाने वाले 

घूमो के अपेक्षित परिसंकट के संबंध में जानकारी होगी । 
( प ) परिसकट मामग्री का प्रबन्ध करने वाले क्षेत्रों में खाना , पीना 

और धूम्रपान करना सर्वथा प्रतिमिद्ध होगा । 
( 2 ) ज्वलनशी द्रव . ( क ) जहाँ ज्वलनशील द्रव मंभाले जाते है वहां 

कोई खुले ज्वाले या पलन के अन्य स्रोत जिनमें चिनगारी 
मोत सम्मिलित है, नहीं होंगे । 


( ख ) आधान या टकियो पर उपयोजित वातोय दाम के द्वारा ज्वलन . 
शील द्रयों का अतरण तथ तक प्रतिसिद्ध होगा जब तक कि इस 
प्रयोजन के लिए आधान या टकी का डिजाइन नही किया जाता और 
- उसकी कालिझन. जांच नहीं की जातो और उसे काफी ठोस नही पाया जाना 
उन्हें बन्द पाइपिंग पति के द्वारा , अधिमानतः गुरुहम का उपयोग करके और 
अन मोदित स्वत: बंद होने माले पाल्म का प्रयोग करके निर्माण के भीतर 
ही पान। आधानी या सुधाइम टंकियो मे या उनमें असरित कर निकाला 
जाएगा । 

( ग ) जहां वाष्पपील द्रम टेंकरों मा साफ पानी से अन्तरित 
किए जाते है यहाँ भरारकरण पति के पातु कर्म को टझर मा सहक यान 
में धातु कर्म से और भूमि से भी जोड़ा जाएगा । 

( अ ) 20 लीटर तक ज्वलनशील द्रवो के स्थानान्तरण और संभालने 
मो नि ? अनुमाथित सुरक्षा मनमरों का उपयोग किया जाएगा । सुरमा फनस्तरों 
मे निम्नलिखित आवश्यक विशिष्टताएं होगी । 

वे भरणरोधी होगे , 
2 . संविदारण ( या आग लगने की दशा में विस्फोट ) रोकने के 

लिए उममें 0 . 3 मि . प्रा० से. मी . अज भान्तरिफ घाब पर 

स्वतः निकास वाष्प होगा , 
3. ज्वाला का ज्वलनशील अन्तर्वस्तुओं तक पांचने से रोकने के 

लि ., उनमें ज्याला प्रग्राहा होगा , 
4. घे भरे जाने या निकाले जाने के पश्चात्: स्वत. बंद हो जाएगें । 
( उ ) स्थैतिक विद्युत विरचन से बचने के लिए ज्वलनशील द्रवो के 

प्रवाह के बेग को अधिक से अधिक 1 मीटर सेकेण्ड तक निर्धधिम्त 

किया जाएगा । 
( च ) उपशिष्ट ज्वलनशील प्रबो को बुलनापूर्वक फिटिंग वाले तकनों 
सहित आधानों में एकत्रित अतरित और संचित किया जाएगा 
अब भरण संक्रियाओं के संबंध में कतरन या चिपड़ों का उपयोग किया 
जाए तब दृढ़तापूर्वक फिटिग बाले कनों सहित धातु के खाली फनस्तरों 
की व्यवस्था की जाएगी और सभी ससिकन चिथड़ों या कतरन को उपयोग 
के पश्चात् उनमे तुरंत जमा कर दिया जाएगा । रवी वाले कनस्तर का 
असंवस्तु को , जैसे ही और जब वह भर जाए समषिप्त रूप से नष्ट 
कर दिया जाएगा । 

( छ ) किन्ही भी परिस्थितियों में छलके हुए ज्वलन शील यो के निपटान 
फे लिए नामान्य नामी का उपयोग नहीं किया जाएगा । 

( 3 ) मगेय धातुएं ( क ) मारीय घासुमो का प्रबध क्षेत्र नलो और पाइपों 
से विस्कुल खाली रहेगा । 

( स्य ) भारीय धातुओं के म मालने में प्रयुझ्न उपस्कर और पढ़तियो का मुरमा 
सुनिश्चित करने के लिए उचित रुप से डिजाइन किया जाएगा । द्रषित धातु 
के छम्मकाय को रोकने के लिए ममी उपम्बारों के नोचे डिप ट्रे और वाल्व 
होंगे । 

( ग ) क्षारीय धातु का प्रबंध करने वाले क्षेत्रों में प्रयुक्त सभी औजारें 
शुष्क होगे । क्षारीय धातुओं वाले धातु द्रवों को बोलने से मवय अनालाप 
औजगै का उपयोग किया जाएगा । 

( घ ) क्षारीय धातुओं के संभालने मे अपेक्षित सरक्षण पोशाक की कोटि 
धातु की उस मान्ना पर जिस तक कोई वर्मकार प्रभाम्य है और 
धातु के तापमान पर निर्भर होगी । एकनो टंगावरणौ मिर आवरणों, वस्तानों 
और चेहरा नंरक्षण का उपयोग अवस्यनियो पर निर्भर रहते हुए किया 
जाएगा । 
( स ) द्रवित क्षारीय धानुभो को भक्रिय गम की आड़ मे या भाग की सं 
नावना को कम से कम करके निम्नतम मभय तापमान भौर वाय 
पर निर्यात के मबीन अग्तरित किया जाएगा : 


- 


- 
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( च ) जहा क्षारीय धातुओं को गम्भाला जाता है वहां वेल्डन गैग 

( ख ) एम कर्मकारों को , जिन्हें मामग्री का प्रबध करने के लिए सोपा 
यर्नन , पार उजार मादि मी गाना बना जाएगा । 

गया है, ग मबध ग अनुदेश दिए जाएग । कि मामग्रियों 
( छ ) र धातु उठाई गई प्रणाली में एक शील कार्यकारी नाली प्रणाली 

का मुरक्षापूर्वक कैसे उठाया और ढोआ जाए । 
सम्मिलित की जाएगी जिमने कि द्रव धात अनुषी मंणाधन प्रणाली 

( ग ) जहाँ दो या अधिक फर्मकारों द्वारा भारी वस्तुए उठाई 
में अपवाहित हो सके । 

या नोयी जाती है यहां भारत के उठाए और नीचे किए जाने 
( ज ) दाब या निर्यान के लिए इन प्रणाली की कालिफन यह 

को कार्य को ममरूपता सुनिश्चित करने के लिए भानी भाति 
मुनिश्चित करने के लिए जाच की जाएगी कि सुरक्षा खतरे में नहीं है 

मम जान याने सकेतिको द्वारा शामित किया जाएगा । 
और जांच का अभिलेख बनाए रखा जाएगा । 

( घ ) जहां भारी वस्तुएं , जैसे भारित ड्रम या टंकी, किसी भी विशा 
( स ) वायु और जल लाइनो को, प्रत्यक्ष या प्रत्यक्ष रूप से, उम पा 

में आनतियो पर मभाली जाती है वहाः -- 
पिग से , जो द्रव धातु मचालित करता है, नहीं जोड़ा जाएगा । 

(i ) रोध या फनी का उपयोग करने के अतिरिक्त उनकी गति को 
( अ ) ऐसी सभी मशीनरी और पाइप लाइनो को जिन पर म्थैतिक 

नियन्त्रण कग्ने के लिए रम्मों और टेकल का उपयोग किया 
विद्युत के संचय होने की संभावना है, प्रभावी भर पर्षित किया जाएगा । 

जाएगा ; और 

( ii ) कर्मकारों का नीचे की ओर खड़ा होना प्रतिषिद्ध होगा । 
( ट ) अन्तर्वलित खतरों और की जाने वाले सुरक्षा उपायों को उपविर्शत 
करते हुए उपयुक्त सूचनाए परिवहन के लिए प्रयुक्त बैरलो या टैकरो पर 

( 5 ) जहां भारी वस्नु गलर के वाग हटाई जाती हैं बहा, 
प्रशित की जाएगी । 

__ गति में रहने के दौरान गलों की दिशा परिवर्तन करने 

के लिए हाथ या पांव के मदले गालामाओं या स्नेलजों 
(ठ ) प्रयोगशाला में छलकी हुई क्षारीय धातो की थोड़ी मात्रा को 

__ का उपयोग किया जाएगा । 
सोडाक्षर की पम्न से ढक दिया जाएगा और इसके बाद किसी निर्दिष्ट 

( च ) तेल धार, फिनो, स्लिघरों , खड़ों या समरूप खतरनाक निकले 
स्थान पर तुरन्त निपटान के लिए उ हे खरच लिया जाएगा । 

हए भागों वाली वस्तुओं का प्रबंध करने वाले यातप्त , 
क्षारीय धातुओं क, अधिया मात्राओं के लिए निपटान की उपर्युक्त 

वाहक या सक्षरफ मामग्रियों का प्रबध करने वाले कर्मकार 
पद्धतियों की योजना बनाई जाएगी । 

उपयुक्त वैयक्तिक संरक्षण उपस्कर का उपयोग करेंगे । 
( 4 ) मंक्षारक : ( क ) संक्षारक मामग्रियों के आधान उपय मत 

( छ ) सामग्रियों का ढेर इस प्रकार लगाया जाएगा जिससे कि ढेर से 
प्रकार और ठोम मामग्री के होगे । 

निम्नलिखित में पाधा न परे ; 
( ख ) कर्मकारों द्वारा वयक्तिक मरक्षा उपस्कर, जैसे रमायन के बहे 

(i ) प्राकृतिक या कृत्रिम प्रकाश के यथापित वितरण में . 
चश्मे एप्रन और रबड के जुत उग समय पहने जागे जब वे सरक्षक 

( ii ) मशीनों या अन्य उपकर के उचित प्रचालन में 
मामग्रियों की उटाई बगई करते है । 

(iii ) गलियारों या आवागमन वीथिकाओं के बेरोक उपयोग 
( ग ) आधान या टंकी पर उपयोजिन यातीय दाब के द्वारा राक्षारक 

में ; और 
द्रवों का अंतरण तब तक प्रतिषिद्ध होगा अब तक कि प्रयोगन 

( iv ) रोचक प्रणाली के रक्षतापूर्ण काय या अन्य अग्निशमक 
के लिए आधान या टैकी को डिजाइन नही किया जाना और जमकी 
कानिफन जाव नहीं की जाती तथा उसे काफी ठाम नहीं पाया जाता । 

उपस्कर के उपयोग में 

( ज ) मामग्रियो का हर भवनो के विभाजनो या दीवारों के पास 
( घ ) जहा जहा बड़ी मात्रा में मंक्षारक मामग्री सभाली जाती हैं , 

सब तक नहीं लगाया जाएगा जब भक कि यह ज्ञात न हो 
उसके पास काफी जल उपलब्ध रहेगा । इसके अतिरिपन एक सुरक्षा 

विभाजन या दीवार बल महन करने के लिए पर्याप्त 
फुहार और नेन्न माफ करने के लिए मरना होगा । 

मामयं की है । 
( 3 ) संक्षारक सामग्री का प्रबंध करने वाले क्षेत्र का फर्श गवारण 

( म ) अधिकतम भार , जो किसी एक वयस्क पुरुष या महिला 
रोधी होगी । 

वाग हाथ से या मिर पर उठाए ढोए, या हटाए जाने के लिए 
( च ) ऐसे क्षेत्रों की जहा मंक्षारक मामग्री का प्रमघ किया जाता 

अनुज्ञान किए जा सकते है, क्रमश. 50 कि० ग्राम और 50 कि . ग्रा . 
है , निकाम लाइन संक्षारणरोधी होगी । 

होंगे । 
( 5 ) विषली मामग्री . ( क ) विषलो मागग्नियो के मारकरण 

( ञ ) यष्ठ मार्ग , जिससे किमी वस्तु को लोया या हटाया जाता 
और उपयोग पर पस्त प्रशासनिक नियन्त्रण होगा । वे उसरादायो 

है , पहले से ही सभी बाधामो या अन्य परिसंकटमय 
व्यक्तियो के भाग्माधन में होगे और उन्हें केवल तब जारी किया जाएगा 

स्थितियों से मुक्त होगा । 
जब वे विनिर्दिष्ट प्रयोगों / गक्रियाओ के लिए अपेक्षित हों । 

( ट ) हस्त-ठेलो और चक्र गाड़ियों को धातु निर्मित गाड़ों से लेस 
( ख ) विषैली मामग्री के प्रबंध में नियोजिम व्यक्तियो के लिए 

किया जाएगा । कीलको के स्थान पर कालो तार के टुकड़ों 
आवश्यक वैयक्तिक मरक्षा उपस्कर की व्यवस्था की जाएगी । 

और अन्य अनुकम्पों का उपयोग नहीं किया जाएगा । 
( ग ) ऐसे क्षेत्रों में , जहां विषैली सामग्रियो का प्रबंध किया जाता 

( ठ ) जब फिगी ट्रक पर लदाई की जाए तब उतराई की पखति पर 
है, कार्य कर रहे ध्यमियो पूर्णत · नियमित वैयक्तिक आरोग्य विज्ञान का 

विचार किया जाएगा । भरों के नीचे गुटक रच जाएंगे 
पालन करेंगे । 

जिसमे कि यदि उत्तराई केन्द्र पर यानिक उपस्कर का 
( घ ) विषैली सामग्रियो से मुक्त सभी अपशिष्टो को सुरक्षापूर्वक 

उपयोग किया जाता है तो सिंमगों को आमानी से अकड़ा 
निपटान कर दिया जाएगा । 

जा सके । 
19. प्रबंध पद्धतियाँ । ( 1 ) हम्त प्रबध 

( 3 ) सामग्री की उठाई धगई करने वाले उपस्करो का कालिकतः 

निरीक्षण किया जाएगा और उन्हें ठीक मरम्मत में रखा जाएगा । 
( क ) भारी वस्तुओं के हस्त -प्रयध में, जहा तक मंभय हो , बचा जाएगा । 

अनरक्षण का अभिलेख एक रजिस्टर में रखा जाना चाहिए । 
इसके बनाने में उन्हे उठाने और होने के लिए ग्रानिक 
माधियो की व्यवस्था की जाएगी और उनका उपयोग किया 

( ठ ) जब वे उपयोग में हो तब ट्रकों को निर्दिष्ट स्थानों पर ही 
प्रापा । 

बड़ा मिया जाएगा । 


- - - - 


- 


- 
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( 2) यौतिक प्रबंध 

20. उन्तोलन साधिन ( 1 ) साधारण : 
( क ) औधोगिक शक्ति पालित में 

( क ) नों , उत्तोशकों , डेरिको और समरूप उपस्कर के संबंध में 
( i) उपकसर ऐसे प्राधिकृत व्यक्तियों द्वारा ही प्रचालित किए जाएंगे 

प्रयुक्त सभी स्लिंगें, जंजीरे और अन्य गियर प्राधिकृत व्यक्तियों 
जिन्हें उनके सुरक्षित प्रचालन के लिए विनिर्दिष्ट प्रशिक्षण 

के पर्यवेक्षण के अधीन रहेंगे और उनके द्वारा अनुरक्षित 
विभा जया है ; 

किए जाएगे । 
( ii ) भारों का परिवहम ऐसी रीति से किया जाएगा जिससे कि 

( ख ) अनुरक्षण और निरीक्षण के अभिलेख रखे जाएंगे । 
आपरेटर के लिए अधिक से अधिक स्पष्ट अमलोकशक्ति उपलम्ध 

( ग ) सभी उसोलन सधिन हुकों या रेकों पर रखे जाएंगे जिससे 
हो सके । 

कि उन्हें भंडारकरण के दौरान नुकसान न हो । 
(iii ) उपस्कर के प्रत्येक भाग पर सुरक्षित भार क्षमता और प्रचालन 

( 2 ) धिरणी आलंब : ( क ) आलंबों की उत्पापक क्षमता प्रत्येक 
___ गति उपयशित की जाएंगी ; 

आलंबन पर स्पष्ट रूप से अंकिप्त की जाएगी । 
( iv ) व्यक्तियों का भारो या उपस्कर पर पढ़ना प्रतिषित होगा ; 

( ख ) उपरि स्थति मालब का बंधन पर्याप्त सामग्य का होगा । यह 
( v ) औद्योगिक ट्रकों पर पीली और काली धारियां पेंट की जाएंगी 

उस अधिकतम भार के, जो आलंब द्वारा उत्तोलित किया जाए पांच गुने 
जिससे कि वे व्यक्तियों द्वारा स्पष्ट रूप से दिखाई पड़ें । 

मार को अवबंध देने के योग्य होगा । 
( क ) उस्थापक मशीनें : -- 

( ग ) खुरदरे ततु रण या अंग लगे तार रस का उपयोग नहीं किया 

जाएगा । 
( 1 ) व्यक्तियों को भार या न हकों पर चढ़ने की अनुना नहीं 
वी जाएगी । 

( ब ) आलंबों की कालिकतः परीक्षा की जाएगी और उन्हें प्रचालन 

दशाओं में बनाए रखा जाएगा । 
( 2 ) भारों को व्यक्तियों के उसके नीचे काम करने के दौरान क्रेन 
पर नही बोया जाएगा । जब वेन गति में हो तय तब घण्टे 

( 3) फें । ( क ) हकों के प्रकार का चयन संभाली जाने वाली सामग्री 
या भोंपू का सवा उपयोग किया जाएगा ; 

के आकार और प्रकार के अनुसार किया जाएगा । हुफ के किसी भाग पर 

अस्याधिक भार अनुज्ञात नहीं किया जाएगा । 
( 3 ) स्लिंगों , जंजीरों, भादि को खींचा नहीं जाएगा । भार को 
उतारने के पश्चात प्रेन को तब तक नहीं हटाया जाएगा जब 

( ख ) हुकों का यनर्माण फोर्जित या परतजार स्पति से किया जाएगा । 
तक कि हुक को नीचे नही कर दिया जाता और स्लिंग या 

( ग ) ऐसे हुकों की , जो अतिभराई के कारण विरूपित हो गए हैं, 
जंजीर को हुक से अलग नहीं कर दिया जाता ; 

मरम्मत नहीं की जाएगी या उन्ह दुबारा काम में नहीं लगाया जाएगा । 
( 4 ) न पर के किसी भार को तब तक नहीं हटाया जाएगा जब 

( घ ) ठुकों को ऐसी रीति से तत्प नहीं किया जाएगा या उनका 
तक कि फ्लोर से दिए गए संकेतों को स्पष्ट रूप से नहीं अन्यथा उपचार नहीं किया जाएगा जिससे कि उसकी अनुमस क्षमता प्रभावित 

समझ लिया जाता ; 
( 5) भार को मुलने नहीं दिया जाएगा ; 

( B ) हकों को , महां तक संभव हो , सुरक्षा अगला बन्ध से लैस 

किया जाएगा । 
( 6 ) किसी भार को उठाते या नीचे गिराते समय इस बात की 

जाप कर ली जाएगी यह पाश्वर्वस्थ वस्तु के हर या मशीनरी ( 4) रम्भू : ( क ) संतु रज्जु : 
को सुरक्षित रूप से विना स्पर्श किए पार कर जाएगा ; 

( i) उपयोग के लिए केवल अच्छ. क्वालिटी के मनीला या संश्लिष्ट 
( 7 ) क्रेन की सुरक्षित भार धमता किसी भी समय पार नहीं करेगी । 

संतु रज्जु को चुना जाएगा । ऐसे रज्जुओं पर उपयोजित किए 
( ग ) संवाहक : 

जाने वाले भार निम्नप्तम विभंजन सामर्थ्य के 20 प्रतिशत से 

अधिक नहीं होंगे । 
( 1 ) मभी शमित चालित संवाहक ठोम बनावट के होंगे और उन्हें 
कर्मकारों को गतिशील भागो पर पकड़े जाने से या सामग्री 

(ii ) सभी रज्जुओं को कालिवत: परीक्षा की जाएगी । चामुण 
गिरने से क्षतिग्रस्त होने से रोकने के लिए बाड़ा लगाकर या 

निरीक्षण खरोंजों, विभेज संतुओं, कटावों, पिसावों या अन्य 
शलाका के संरक्षित किया जाएगा । सभी गतिशील पट्टियों, 

अन्य चुटियो के लिए किया जाएगा । ऐसे निरीक्षण और परीक्षा 
गियरों, स्प्राकेटों , पिरनियों, शेफटों और अंजीरों को प्रभावी 

के प्रधीन पाई गई चुटियों वाले तंतु रज्जुमों को काम से हटा 
रूप से संरक्षित किया जाएगा । 

लिया जाएगा । 
( 2 ) शक्ति चालित संवाहकों में उपयुक्त रूप से अवस्थित प्रापात 

(iii ) रज्जुषों को सुसंवातित कक्षों में अपलब्ध किए गए हकों वा 
नियंत्रण युक्ति की व्यवस्था की जाएगी । जहां-जहां पारपार 

रेंकों पर रखा जाएगा । उन्हें मारे और संक्षारक वातावरणों 
मागों की व्यवस्था की जानी है, वे समुचित डिजाइन के होंगे ; 

तथा परम तापमानों से प्रभावित नहीं होने दिया जाएगा । 
( 3 ) मुवाहय गुरुत्व शूट , रालर भौर पट्टी, जब उनका उपयोग 

( ब ) तार रज्जु : (i ) हर तार रज्जु का अपयोग और अनुराण , 
मामग्री के प्रबंध में किया जाए तब, ठोम बनावट के होंगे 

सर्वथा विनिर्माता की सिफारिशों के अनुसार किया जाएगा । 
और उनमें प्रत्येक खंड में प्रमाणित अभिगंधी युक्तियों को 

तार रज्जुनों पर अपयोजित भार निम्नतम विभंजन सामध्ये 
व्यवस्था की जाएगी । 

के 20 प्रतिशत से अधिक महीं होगा । 
( 4 ) सभी उपरि संवाहकों के किनारों के साप -माप और कोनों पौर 

( ii ) रज्जुमों का निरीक्षण संस्थापन के समय पौर उसके पश्चात 
धुमावों पर साइड बोर्ड संस्थापित किए जाएंगे । और उनके 

जग पे उपयोग में हों तब हर सप्ताह में एक बारकिया जाएगा । 
मीने कर्मकारों को सामग्री के गिरने मे संरक्षित करने के लिए 

( iii ) किसी ऐसे रज्जु का , जो तीन मास या अधिक तक उपयोग 
स्क्रीन गार्ड लगाए जाएंगे ; 

में नहीं रहा है और जल , प्रार्द्रता , सीलन , मादि से प्रभावित 
( 5 ) व्यमितयों का संवाहकों पर पड़मा प्रतिषित होगा । 

होता रहा है, उसके पश्चातवर्ती उपयोग के पूर्व सरमण 


- 
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के लिए निरीक्षण कियय जाएगा । यदि सम्पड मंक्षारण पाया 

( 2 ) भौतिक फर्मक : ( क ) उमा प्रतिबल : 
जाना है ना , उगे उत्तोलन या भार वहन करने वा ने काम मे रटा लिया 

( 1 ) उच्च ताप पर द्रवों के मधिन करने या अन्नविष्ट करने वाले 
जाएगा तार रज्जो को भार वहन करने वाले काम में उस वशा में 

पात्रों, पाइपों या प्नूग को पर्याप्त रोधी मामग्री में प्राच्छादिन 
हटा लिगा जाएगा जब ऐसे रजगुओं में ममाविष्ट नारों की कुल 

किया जाएगा । 
मच्या के 4 प्रतिशत विर्भज पाए जाते है । 

( 1 ) कार्यकरण क्षेत्र में राधी मामग्रियों , उपमा परिरक्षकों की व्यवस्था 
(iv ) नार रजा की विनिर्मानानी द्वारा की गई मिफानिशा के 

करके , शीतल वायु का प्रदाय करके और या वायु परिसंचरण 
म्भ में किमी स्नेहक मे स्नेहन किया जाएगा । नार रजु के 

करके उज्मा प्रनिबल को कम करने का हर प्रयास किया 
विकुचन और अध्यानन में बचा जाएगा । किमी धिचिन तार 

जाएगा । जहां उष्मा प्रतिबल इन पद्धतियों द्वारा अनुशय मान 
पर भार मा अपयोजन नही किया जाएगा । 

के नीचे तक कम नहीं हो माना है यहां, प्रभावन को तप्त 
( v ) टाइप क्लेम्पो को संलग्न करने में " V " के बद या वर 

पर्यावरण में काम के क्षणों के भीष ( शीनल क्षेत्रो मे ) पिगम 
सिरे को रज्म के लघु या अंतिम मिरे के संपर्क में रखा जाएगा 

अन्नगलों की व्यवस्था करके और या संरक्षण सूटों जैसे वैयक्तिक 
और थिम्बिलों का उपयोग फदो के छिद्रो में किया जाएगा । 

नियंत्रण उपायों द्वारानियंत्रित किया जाएगा । 
कम्प पर की टिरियों का निरीक्षण किया जाएगा पीर उन्हे 
प्रचालनो के दोगन बार बार कसा जाएगा । 

( ख ) अनायनकारी विधिरण : 

(i) मभी वियन अर्क संत्रियों को आमपाग के कर्मकारो की 
. ( 5 ) जंभीरे : ( क ) हर जंजीर का उपयोग और अनुरक्षा, मर्वथा 
विनिर्माता की सिफारिण के अनुसार किया जाएगा । जंजीरो पर उपयो 

नेत्र- क्षनि रोकने के लिए यथोचित रूप में आवरण दिया 
जिता भार निम्नतम विभंजन मामय के 20 प्रतिशत से अधिक नहीं 

जाएगा । वडक उपयुक्त हुए पहनेंगे जो नेत्रों और गर्दन 

स्वचा तथा पहरे का संरक्षण करेंगे और उन्हे उणय क्न फिल्टर 
होगा । 

कांच से लेग किया जाएगा । 
( ब ) जब वह लगातार उपयोग में हो नत्र , उत्तागन जंजीर का 

( ii ) ऐगी मफियाओं के जिन में विकिरण की उमच नीबना का 
किगी प्राधिकृत व्यक्ति द्वारा प्रत्येक माम में नम । कम ॥ बार पूरी 

उदय होना है, और जिन्हें आवरण नहीं दिया गया है, आम 
सरह मे निरीक्षण किया जाएगा । 

पाम काम करने वाले वेन्डको के मददगार या अन्य पार्ष 
( ग ) जंजीरों को दो कमियो के बीच कील या पेच लगा बार छोटा 

परिरक्षको महिन · उपयुक्न नई चश्मे पहने गे । 
नहीं किया जाएगा या जोग नहीं जाएगा न ही किसी जजीर में गाठ 

(iii ) अव रक्त/पगबैंगनी विकिरणों के व्यक्तियों पर प्रभाव न को 
लगाई जाएगी । जंजीर की त्रुटिपूर्ण कड़ियों या भागा का जजीरो के 

उपयुक्त परिरक्षकों का उपयोग करके या सुरक्षित दूरियों पर 
विनिर्माता द्वारा दी गई फलियों या मेक्शनों द्वारा ही बदला जाएगा । 

काम करके सीमाओ के भीतर मनाए रखा जाएगा । उमी 
( 6 ) स्लिंगे . ( क ) भिनगों के मिरों को फरे बनाने के लिए उचित 

प्रकार सूक्ष्म नरग विकिरण के प्रभावनों को अनशेय स्तरों के 
# प में माना जाग्रगा । 

भीतर नियंत्रित किया जाएगा । 
( ख ) कटाव , अत्यधिक विमाई गा अन्य क्षति का लक्षण दिखाने 

(iv ) संबद्ध ऊर्जा लेसर के प्रभावनो को मुख्य रूप में नियंत्रण 
याले संसु ( मनीला या मश्लिष्ट ) रजनों को हटा दिया जाएगा । काम 

उपाय करके और वैयक्तिक तथा चिकित्सा नियंत्रण पद्धतियों 
में लान के पश्चात् रज्जो का निरीक्षण गामान्य दणाप्रो के अधीन हर 

द्वारा अनुपूर्ति करके कम से कम रखा जाएगा । विशिष्टत : 
30 विन पर और उस दशा में हर 7 दिन पर जब उनका उपयोग उम 

नेगर किरण पुंजों को मीधे अवलोकन करना प्रतिषिद्ध होगा । 
पाड़ को , जिस पर आदमी काम करते हैं , अवनव देने के लिए किया जाए , 

( ग ) रव : कार्यकरण पर्यावरण में रख मा उपयुक्त इंजीनियरी 
किया आगगा । यदि ये अम्लो या दाहको मे प्रभावित होते हों तो उनका 

नियंत्रण उपायों द्वारा अन्य मान के नीचे रखा जाएगा । जहां इनके 
निरीक्षण प्रतिदिन किया जाएगा । नंतु राज स्लिंगो का उपयोग द्रविन वाग स्तरों में पर्याप्त प्राप्त न हो वहां, प्रभावन की अवधि को नियंत्रित 
धातुओं या तका वस्तुप्रो के उठाने के लिए नहीं किया जाएगा । 

किया जाएगा या कर्मकारों के लिए उपयुक्त कर्ण मफों की व्यवस्था की 

जायेगी 
( ग ) नार रग्ज और जंजीर गिमों का बार बार निरीक्षण ग्रोर 
म्नेहन किया जाएगा । 

( 3 ) रासायनिक कर्मक : ( क ) किसी भी पार्य-स्थान में , जहां वाय 

को प्रक्रियाओं या मंक्रियाओं द्वाग जनित धूनों, धूमिकाओं; धूमों, बाप्पो 
( घ ) अधिक कने से स्लिंग का मरक्षण करने के लिए भार के या डोमों द्वारा संदूषित होने की संभावना हो , वहां उनकी मांद्रता उपयुक्त 
किनारों पर गटकों या अधिक मात्रा में पेड़ का उपयाग किया जाएगा । दहली मीमा मान ( दे० मी० मा० ) के ठीक भीतर रखी जाएगी । 
जब एकल या बहुम्लिगों का उपयोग किया जाए तब , भार को इस प्रकार 
व्यवस्थित किया जाएगा कि दवाव रयो के बीच बराबर हो । 

( स ) वायु का प्रतिचयन और विश्लेषण किया जाएगा और परिणामों 

का निर्वचन प्राधिकृत व्यक्तियों द्वारा ही किया जाएगा । 
( ए ) लम्बी मामग्रियों की उठाई धराई नग्ने याने स्निगों के संबंध 

( ग ) एवमन संरक्षण को विषेली मामग्रियों के मुकाबले केवल अस्थायी 
मे विस्तारकों का उपयोग किया जाएगा । 

मंरक्षण के रूप में ममता जाएगा । किमी स्थायी मंक्रिया से महयुक्त 

म्वास्थ्य पग्मिकटो के नियंत्रण के लिए यथोचित मंवातन या अन्य पर्यावरण 
21 प्रौद्योगिक स्याम्थ्य विज्ञान : ( 1 ) माधार : 

मबधी इंजीनियरी नियंत्रण उपायों की व्यवस्था की जाएगी । 
( क ) कार्यकरण पर्यावरण में मौजूद कर्मको फा , जैमें भौतिक , 

( घ ) कुछ विषैली गेमों और वाष्ण शरीर में त्वचा के माध्यम से 
रामायनिक मीर जैविक ना , पता गलगाया जाएगा , मायांकन और निश्वसन द्वारा प्रवेश कर मकते है । ऐसे मामलों में त्वचा के माध्यम 
किया जाएगा और नियंवण लिया भाएगा जिगये फि कर्मकारा में मामग्रियों के प्रवेश को रोकने के लिए पर्याप्त पूर्वावधानिया बरसी 
के स्वास्थ्य पर प्रतिकूल प्रभाव न पड़े । 

मागगी । 
( म ) जय कर्मकारों को क्रिगी योजनापत मनिया के दीगन अनुज्ञेय 

( र.) "विन्ही संक्षारक रमायनों जैसे , अम्ली, क्षारों आदि और 
मान गे अधिक स्तरों पर प्रभाव्य हाने लिए अनुज्ञान किया निर्वसीकरण कर्मको जैसे कार्बनिक विलायफ के माथ मीध मपर्म मे सपने 
जाता है तब एक चिकित्सक हाजिर रहेगा । 

के लिए हर पूर्वावधानी बरती जाएगी । 
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( च ) प्रयोगशाला संमत्रों में पंवल सक्रियात्मक अपेक्षाओ मे मंगत 

( ब ) भरण की गुमाइश किए बिना प्रानन आकृति के विभिन्न 
परिगद गायनो को स ग काम माखाणे होगी । 

प्रकारों की फिटिग के लिए वमन मरक्षण अगस्फर अपयुमन 
( ७ ) महमदया Fr ग लगाए गए किमी लेबल प्रताक के द्वारा 

होंगे । 
किगी पाइपलाहन, पान या आशन फ भीतर किसी परिसकटमय मामग्री 

( ग ) वि. सी भी परिस्थिति में विनायक वाथ्यो विषैली गैमों मे 
को अभिनिर्धारित करना मभव होगा । 

मरक्षण के लिए या प्राक्मीजन की कमी वाले याताबरणो में 
( ज ) रमापनों का एस प्राधाना, में जो अमगत न हो , गनित और 

यानिक फिल्टर श्यमियों का अपयाग किया जाएगा । 
मंभाला जाएगा । 

( घ ) जब पवमन प्रतिरोध किमी पूर्वस्थापित मान से अधिक हो 
( स ) रमायनों, जैसे अस्थायी यौगिक मंक्षारणों , विलायको और क्षति 

जाए तब फिल्टर बदल दिए जाएंगे । 
“निपैनी मामग्नियो में काम करते समय विशेष मावधानी बनी जाएगी । 

( उ ) किमी गरिरुद्ध स्थान में या किमी ऐसे अन्य म्यान में जो 
( 4 ) जैविक कर्मक । ( क ) मभी सूक्ष्मजीवों को उसी प्रकार सभाला 

अच्छी तरह से मवानित न हा , या प्रामीजन की कमी बाले 
जाएगा मानो ये रोगजनफा हो । पूनिहीन के सिद्धांत को मममा जाएगा 

वातावरणों में काट्रिज प्रकार के प्रथमिन और कनिस्तर माफ 
और उसे मभी मवर्धनां तथा सूक्ष्म जोधों से युक्त उपकर के मभालने के 

नहीं पहने जाएगे । इसके बदले स्वत पर्याप्त श्वमन माधिन्त्र 
दौरान लागू किया जाएगा । 

पहना जाएगा । 
( ख ) पशु अभिरक्षक आर अनुमधान कार्मिक एमे नकनीको ओर 

( च ) कनिम्तर मास्को को विनिर्माता की सिफारिशों के अनुसार 
पर्यावरण नियंत्रण उपायों के प्रति जो पशु स्वार्टरों में पण से पशु नक या 

बदला जाएगा । 
गग में आदमी तक मंझम के फलाज को सीमित करेगे , मनत् मागमक 

( छ ) मभारित वायु पयाममो या हौज माम्को का 
रहेंगे और उनका उपयोग करगे । 

( 1 ) ऐसे मभी मामलों में जहा काम किसी ऐसी प्रकानि का 
( ग ) स्याम्थ्यकर पर्याप्र ण संबधी दणा बनाए रखने में ऐसे पहओं 

है और ऐसे स्थानों में किया जाता है कि माजा याम 
पर गमे यीडव जन्तु नियन्त्रण पण अपशिष्टों के हटाए जाने स्वच्छ पिजर 

का प्रदाय मुरक्षित रूप में बनाए रखा जा सकता है , 
और सुविधार्ग तथा संतोषजनक वायु बनाए रख पर विचार किया 

खतरनाक वातावरणों में काम के लिए आयाम किया 
जाएगा । 

जाएगा ; और 
22. वैयक्तिक गंरक्षण उपस्कर ---- ( 1 ) साधारण : 

( 2 ) ऐसे यातायरण में जिनमें खतरनाक गैम या वाष्प की 

मांद्रमा कनिन्तर मास्कों या काट्रिज एवमिन्नों को सुरक्षित 
( क ) कार्य संबंधी पौणाको का प्षयन करते समय उन परिमंकटो पर 

अपयोग के लिए बहुत अधिक है प्रापातइतर मक्रियाओं 
विचार किया जाएगा जिनमे पहनने वाला प्रभावित हो सकेगा 

के लिए अपयोग किया जाएगा । 
और ऐसे प्रकारों का चयन किया जाएगा जो परिरावटो के 
प्रभाव को कम मे कम करे । । 

( ज ) किसी माम्फ पा श्वमित्र को वाय का प्रदाय 1 . 75 कि . 

ग्रा० मे मी ( 25 पीएस प्राई ) मे अधिक दाव पर नहीं 
( ख ) कार्य मबधी पोशाक बिल्कुल फिट आएंगे, उनका काई भी 

किया जाएगा । 
पल्ला या बन्द हीला नही होगा । अनावश्यक रूप में जव नही 
दी जाएगी । ये जितनी अपेक्षा की जाती है उसमे बड़े नही 

( झ ) रथन पर्याप्त प्रवनन बाधिन को पहले से ही हमके लिए 
होगे । 

विशेष रूप से प्रशिक्षित व्यनिनयों द्वारा ही पहना जाएगा । 
( ग ) मशीनो पर कार्य करते ममय ठीले फटे या जीर्ण शीर्ण वम्ब 

( अ ) एक माग से अनधिक के प्रत्नगलो पर हर प्रयमन माधिन 
पूरी माह वाली कमीज , नकटाइया और कुजी या घी की 

की उमकी माधारण दशा की घाबत प्राधिकृत व्यक्ति वाग 
जजीर नही पहनी जाएगी । 

किन्ही मुझम भागों के प्रति मिशिष्ट ध्यान देकर सावधानी 

पूर्वक परीक्षा की जाएगी और क्षरण के लिए जाच के 
( घ ) वैयक्तिक संरक्षण उपस्कर, क्वालिटी सामग्री में होगे और 

जाएगी । 
जिला उपलब्ध हो, भारतीय मानक संस्था के विनिर्देशों के अनु 
रूप होगे । 

( ट ) स्वत : पर्याप्त प्रवमन माधिन पर के गेजा को घर छर माम में 

कम से कम एक बार जांच की जाएगी । ऐमी परीक्षा और 
( क ) कारखाना, जहा-जहाँ आवश्यक हो , पैयक्तिक संरक्षण उपस्कर 

माच मा अभिलेख रखा जाएगा । 
की व्यवस्था करेगा और जब कभी उपयोजित हो कर्मचारी 
उनका उपयोग करेंगे । 

( 3 ) मिर मंरक्षण · ( क ) गिरने वाली या शूनने वाली वस्तुओं और 

मर पर 
( 2 ) नमन मंरक्षण : ( क ) श्यमन संरक्षण उपस्कर का चयन करने 
में निम्नलि खत बातो पर विचार किया जाएगा ! 

( ख ) दा टोप गेमी प्रग्यनशील मामग्रियों के बने होगे जो वियत 

प्रचालक हो । 
( i ) प्रक्रिया और दशाओ पर जो प्रभावन का सृजन करते है, 
( ii ) गमायनिक और भौनिक गणाधर्मों पर तथा उम पदार्थ 

( ग ) मिर श्रेहग और गर्दन के पिछले भाग को संरक्षण देने के 

लिए इक टोपों में चारों तरफ उभा हा भाग होगा । 
की विषालना पर जिसमें मरक्षण अपेक्षित है , 

( घ ) प्राक्तियुक्न यो पहिए वाली गाड़ियों पर चढ़ने वाले व्यक्ति 
( iii ) ऐसे व्यक्तियो साग जो अपरकर धारण करते है नि : 

अच्छी क्वालिटी के क्रश हैलमेट पहनेंगे । यह अगले और पिछले दानों 
पादित किए जाने वाले कार्यो की प्रकृति पर और 

सवारों को लागू होता है । किन्तु मिन्न धर्म के अनुयाईयों को जो पगरी 
कार्यकरण रेष में मचनन पर अनुरोध या निर्यन्धन 

मांधते है छूट प्राप्त है । 
पर जो यह सृजन करें ; और 

( 4 ) कर्ण सरक्षण : ऐसे व्यक्ति जो अनि शारवाले क्षेत्रो में काम 
( iv ) मनरक्षण देखभाल और अपयोग संबंधी पर्यवेक्षण के 

कर रहे हैं अपयुक्त कर्ण मफ पहनंग (कर्ण लगों को अधिमानत नहीं दी 
लिए, मुबिधानी पर । 

गई है क्योंकि उनसे ठीक फिटिग न होने की समस्याएं पैदा होती है ) । 
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( 5 ) नन्न सरक्षण : ( क ) तिमा एमा पनिया का जा जानकारी क ( घ ) किमी सूरक्षा पट्टी की मी फिटिगे और बधन कम में नाम 
नेत्रों का सकटापन्न कर निम्पादित करने वाली मभी कर्मकाग अपयुक्त पट्टी के लिए विनिर्दिष्ट अतिम विभजन मामर्थ्य ने बराबर किमी भाग 
नेन्न मरक्षण का अपयोग करेंगे । 

का अवयब दने में समर्थ होगे । 
( ख ) अपखण्रन रिपिट लगाने , छीनने शक पेषण और ममाप 

( 10 ) विद्यन कार्य के लिए गंरक्षण अपम्फर ( क ) विद्युत कर्मकारो 
मंक्रियानो में नियोजित कर्मकारों के लिए बड़े चश्मे मक्षम प्राधिकारी द्वारा 

के लिए दस्तान और रब के जूते मड़ या अन्य अपयुम्न मामग्रियों के 
प्रनिगृहीन मानकमामय के अनुरूप होंगे । 

बने होंगे और सक्षम प्राधिकारी द्वारा प्रतिगृहीत राइ इलेक्ट्रिक मामर्थ्य 
( ग ) ऐसे धूमो में भी पहनने वाले के नेत्रो को क्षतिकारित करे या मानक के अनुरूप होंगे । 
पीड़ा दे चश्मे में प्रभाव्य कर्मकारी के लिए नेत्र .चज होंगे जो अग्रभाग 

( ख ) विहान कम कारों के लिए गूने धातु फिटिगों से मुक्त होंगे । 
पर पूर्णम फिट हों और उनमें कोई मघातन छिद्र न हो । 

( 11 ) देखरेख और अनुरक्षण ( क ) वैयक्तिक संरक्षण उपरकर को 
( घ ) नहीं कही भी अपरपुरण गमायनो को मंभावना है , नो . 

स्वच्छ वशा में अनुरक्षित किया जाएगा विशिष्टतः शरीर में सीधे हमपक 
हानिकारक प्रभाष में नेत्रों की मन्क्षा करने के लिए गायनिक गरे चश्म 4, 

में प्राने याले भागों को पूर्ण स्वच्छ दशा में रखा जाएगा । 
उपाय किया जाएगा । 

( ख ) उन संरक्षण उपस्करी को में प्रथमित्रों, हेमटों पीर कर्ण 
( % ) जब उपयोग म न हो नब बड़े चश्मा और चेहग माम्को 

मफा का जिन्हें कर्मकारो को अलग अलग नही जारी किया गया है , 
को यातिक नुकसान और तेल ग्रीज तथा अन्य मामग्रिया नाग मदूषण 

कर्मचारिया के बीच तव तक अदला -बदली नहीं किया जाएगा जब तक 
में उनकी संरक्षा के लिए विशेष बद प्राधाना में रखा जाएगा । 

कि उनकी सफाई नहीं कर दी गई हा और उन्हें रोगाणुहिन न कर 
( च ) अथरयत और पैगबैगनी विकिरणों में प्रभाग्य कर्मकाग ( ऐसे दिया गया हो । 
प्रयागणालानो में जहां पराबैगनी दीपा का अपयोग किया जाता है पट्टी 

( ग ) एमित्र सरक्षण अपस्कर की उपके माना, जैसे घाल्यो और 
कर्मकारा काम धमनियां आदि ) के लिए बड़े चश्मो की व्यवरथा की 

डायाफाम , फ उचित कृत्य करने के लिए कालिकत जाच की जाएगी 
जाएगी । 

और अपयागिता के लिए निरीक्षण किया जाएगा । 
( 6 ) शरीर संरक्षण : ( क ) ऐसे व्यक्ति जो बड़ी मात्रा में समारक 

( घ ) गभी शव सिन्नी और मास्को का यह गुनिश्चित करने के लिए 
गमागनी से काम कर रहे हों अपयक्त संरक्षण एप्रन पहनेंगे । 

निरीक्षण किया जाएगा कि थे चान हालत में है । किन्ही भग्न थेरी तरह 
( ख ) शाट-म्फोटन सक्रिप्राओं में नियोनि । व्यक्ति उपयुक्त सरक्षण 

ग फटे हुए या विकृत भागों को तुरन्त बदल दिया जाएगा । ऐसे म 
हुडान प्रावि पहनेगे । 

चण्मा और बेहरा परिरक्षको को गा गुरच गए है अपारदर्शी हा गाए है 

या उनका अन्यथा प्रभावी रूप में अपयाग नहीं किया शा मरना है हटा 
( ग ) पूर्णमान या प्रत्यानामी मशीन मानो के निकट एप्रन नहीं पहने 

दिया जाएगा । दस्तानों की कालिकन जाच की जाएगी और त्रुटिपूर्ण 
जाएगे । 

दम्तानों को हटा दिया मागा। वैयक्तिक संरक्षण उपस्कर के संमध में 
( 7 ) हरत सरक्षण . ( क ) हनो और अमबाहु ओं के संरक्षण के 

किए गए मभी रिरीक्षणों और की गई परम्मनों के उचित अभिलेख 
लिए इस्ताने पहने जाएगे । 

बनाए रखे जाएंगे । 
( ख ) दस्तानों का प्रकार प्रभावी सरक्षण प्रदान करेगा और काम के 

23. चिकित्मीय नियंत्रण : ( 1 ) गाधारण : 
लिए अपयुक्त होगा । दस्तानो को मापनी ममाले गए रमागनो सामग्रियों 

( क ) किमी कारखाने या संस्थापन में सभी व्यक्तियों के लिए 
के अनुरूप होगी । 

मापान प्राथमिक अगचार चिकित्मा उपलब्ध रहेगा । इसे प्राप्त 

करने के लिए बड़ी संख्या में कर्मचारियों को प्राथमिक उपचार 
( 8 ) पाद संरक्षण : ( क ) ऐसी भक्रियामों में जहा भारी सामग्री 

में प्रशिक्षण दिया जाएगा । 
मभाली जा रही हो , सुरक्षा जूते पहने जाएंगे । 

( ख ) विषैली या सक्षारफ गामग्रिया विषैले पदार्थों से माकस्मिक 
( ख ) संक्षारक द्रवो को , जम अम्लो मार दाहक को , संभालने वाले 

प्रभावन की दशा में या उपघानी नियों की दशा में किसी 
कमकारी के लिए जूने रबर,निनोन या अन्य अपयुक्त सभारण - रोधी 

चिकित्मक की गेयाएं अबिलम्गा उपलब्ध हांगी । उसे दुर्घटना 
मामग्री के बने होंगे । 

की प्रकृति परिमबाटमय दशा म [ अन्ननित पदार्थ पौर 

प्रभावन विस्तार के गबध में पुणन जानकारी दी जाएगी । 
( ग ) विद्युत कमेकारी के लिए जूने धातु फिटिगों से मुक्त होंगे । 

( ग ) चिकित्मा एकक का प्राकार भीर अवस्थान मेया किए आन वाले 

कर्मचारिया की संख्या परिग टमय सञिायामां के अबस्थान से 
( घ ) ऐमे कामों पर जिनमे अक्तियां से उवाला प्रोर भट्टो ऐस्थेस् 

दरी मार दुर्घटनामो के कारण पूयानमानित भार द्वारा अय 
टाम के निकट काम करने की अपेक्षा की जाती है जूनों का उपयोग 

पारित किए जाएगे । 
किया जाएगा । 

( 2 ) निरन चिकिश्मा मेवाए 
( 9 ) सूरक्षा पट्टियां : ( क ) ऊचाई से गिरन की जोखिम में प्रभाष्य 

( क ) नियाजन के लिए सभी प्रबंशका का पूर्व वर्गीकरण चिकित्सा 
सभी कर्मकारों , जैसे भूमि में ऊपर या अस्थायी या स्थायी पलार या मच 

परीक्षाए कार्य के समध में उगका निरन्तर अच्छा स्वास्थ्य 
के ऊपर 4 , 5 मो से अधिक अठचाई पर कार्य करने वाले गवाक्ष क्ली 

मुनिश्चित करने के लिए और उमः म्घय तथा उमक महयागो 
नरी, स्टेक भारोहियों मोर राजाकों पंटरो के लिए सुरक्षा पट्टिया की 

कर्मचारिया का अधिक गे अधिक सुगमा प्रदान करने के लिए 
ध्यवस्था की जाएगी और अनके द्वारा अनका अपयोग किया आएगा । 

कार्य अपेक्षाओं का गबंध में उनकी गरी क और गह 

किनामा योग्गना का मूल्याकन भरन के लिए की जाएगी । 
( ख ) मूरक्षा पट्टियां और हार्नेम सपूर्णन क्रोम शाधित चर्म , नाइवान 

( ख ) स्वास्थ्य परिमकटो में प्रभाट्य कर्मचारयां की मालिक परीक्षा 
भी मूती जालन या अन्य अपयुक्त सामग्री के बने होगे । 

में में काल फम पर और ऐमी गति में की जाएगी जैसी मक्षम 
( ग ) मभी पट्टियों और उनकी फिटिगो की निरन्तर अन्तरानो पर 

प्राधिकारी द्वारा ाित की जाए और या जैसी अत्यावश्यकताए 
परीक्षा की जाएगी और सुटिपूर्ण भाग बदल दिए जाएगे । 

हो । 
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( ग ) परिसंयाटमय क्षेत्रों/ सविमानों में काम से अवमुक्त किए जाने कि विशेष ध्यान इनको करने वाले यानिक की सुरक्षा पर दिए जाए, 
के पूर्व व्यक्तियों की पूर्ण चिकित्मा परीक्षा की जाएगी । 

विणेष कार्य अन ज्ञापन कारखाने के प्रधान या प्रषधक द्वाग या इस बामन 

उमक द्वारा प्राधिकृत किमी अधिकारी द्वारा जारी किए जाएगे । 
24. प्रशिक्षण : 
( 1 ) सुरक्षा शिक्षा : 

26 परिमख स्थानो में प्रवेग . ( क ) किमी परिशद्ध म्यान, जैसे किसी 

पाल, टफी, चिमनी, में प्रवेश करने के पूर्व यह निश्चित कर लिया जाएगा 
( क ) स्वास्थ्य और सुरक्षा के सभी महानुनी को मम्मिलिन करते हुए 

कि भीतर का वातावरण कामिक के लिए खतरनाक नही होगा । 
एक शिक्षा कार्यक्रम स्थापित किया जाएगा और उमे नियमित 
आधार पर संचालित किया जाएगा । प्रशिक्षण कार्यक्रम में 

( ख ) संबंधित स्थान को शेष प्रणाली में पुश्रय कर दिया जाएगा । 
रापूर्ण उद्देश्य मुधिषित और प्रशिक्षित कर्मचारी उपलब्ध कराफे 

पा में जो को कम्बल बाग आच्छादित कर दिया जाएगा और पृथककारी 
असुरक्षित कार्यों और दशात्रों को दूर नाग्ने होगे । 

वाल्मो का मद कर दिया जाएगा तथा उपयु कम प म टेग कर लिया जाएगा 
( ख ) शिक्षा और प्रशिक्षण के अन्तर्गन निम्नलिखित मदें होगी : 

( ग ) ऐमें उपस्कर स्थाना को , जिन्हें मनत विषैली , मक्षारक और 

ज्वलनणील गामग्रियों या श्यामगधों में भरा गया है, भीतर में उनकी 
1. विभिन्न मश्रियात्रों में म रक्षिन पद्धतिमा ; 

अन्तर्वस्तुओं का हटाने के लिए शुद्ध किया आएगा । शद्धकरण जल , बाप्प 
2. प्राथमिक उपचार अग्नि णामकों का प्रस्थान और उपयोग या वाय , जो उपयुक्त पाया जाए, से किया जाएगा, परन्तु यदि फीच पात्र 
3. विभिन्न अवस्थिमियों में प्राथमिक उपचार चिकित्गा करना ; की , आदि के भीतर मौजूदा तो , वायु से णम करना पर्याप्त नही माना 
३. मकट सूचना देने की पद्धति प्रारम्भ करना और मागास 

जाएगा । 
स्थिनिया की रिपार्ट करना ; 

( घ ) सभी प्रवेशछिद्रो और निरीक्षण बारों को खुला रखा जाएगा 
5. श्रापात निगमण प्रक्रियाए ; 

और मावधानी बरती जाएगी कि विषली गैमा या वाप्पों का 
5 दुर्घटनामो का अन्यषण मोर असुरक्षित दशाओं के बारे 

पार्श्वस्थ उपस्वर से क्षरण नहो सके । यदि अवस्थान बाहर का 

हा तो , विद्यमान वाप विशा का फायदा मी गमो ने जो क्षरण करे कम 
म रिपोर्ट करना ; 

भारन में लिया जाएगा । 
7 वैयनिक गरक्षण उपरकार का उपयाग ; 

( उ ) शुद्ध करने का काय मृग हान और उपकर स्थान का पर्याप्त 
8. सुरक्षा पोस्टगे और चिन्हां का राजदुश्य प्रवर्णन । 

मवानित करने के पश्चात् स्थान के भीतर के वातावरण की यह सुनिश्चित 
( 2) बचाव और प्राथमिक उपचार : 

धारने के लिए जांच की जाएगो कि विषैली गैम या श्वासरोध भी साद्रता 

तर बिबी टी एल वी से कम है । कामिक को प्रवेश की अनुज्ञा देने के पूर्व 
( क ) जब व्यक्ति ऐसी स्थितियों से अन्नम्न हो जाते है जो जीवन 

आक्सीजन माद्रता की जान ( आयतन छाग ) 16 प्रतिशत से अधिक पर 
के लिए सकटपूर्ण हो , जैसे विषैली गैमो/ वाश्पों से ग्रस्त हाँ , 

की जाएगी । कायं के दौरान ताजा पाय गे शुद्धिकरण चाल रहेगा । 
विद्युत् परिपथों के सपर्क में हां और प्राग याने अयस्थाना में 

( च ) यदि किसी व्यक्ति को जांच करने के लिए स्थान में प्रवेश करना 
फसे हो , नम्र, बचाने वाले फी खभरे में काले बिना , उन्हें 
बनाने के उपाय किए जाएगे । 

ता उमे स्वतः पग्ति नमन माविन और एफ एगे रस्से में , जिसका 

ला मिग परिम स्थान के बाहर खरे किमी व्यक्ति द्वारा पकड़ा 
( ब ) किमी संभावित आपातस्थिति के दौरान तत्परता मे बचाव कार्य 

गया हो , गलग्न सुरक्षा पट्टी या हानंग उपलब्ध कराया जाएगा । 
का मुकर बनाने के लिए किसी परिसकटमय क्षेत्र के निकट 

7. ऊनाई पर कार्य : ( क ) ऐसे व्यक्ति जिनमे ऊंचाई पर काम 
विगी सुरक्षित अवस्थान में एक आपान अलमारी की व्यवस्था 

वारने की अपेक्षा की जाती है , उग कार्य के लिए चिकित्मक दृष्टया योग्य 
की जाएगी । उमे स्पष्टनः चिन्हित किया जाएगा और उसमें 

मे उपम्फर होगे जो किमी प्रत्याशित आपात से सामना करने 
के लिए अपेक्षित हो । बड़े जलाशयो के निकट रक्षा बोया 

( स ) से सभी यक्तियो को , जा किमी स्टेम के ऊपर चढ़ने है 
बार जाकेटों की व्यवस्था की जाएगी । इन उपस्करो की 

सुरक्षा पाट्या उपलब्ध करायी जाएगी । 
उपयोगिमा के लिए इनकी कालिकत जाच की जाएगी । 

( ग ) व्यक्तियों को सुरक्षा पट्टियों का उचित उपयोग में यथोचित रुप 

ग अनुदंग दिए जाएगे । गुरक्षा पटिया को साफ रखा जाएगा, उनका 
( ग ) यथेष्ठ व्यक्ति प्रत्येक सात या प्रयोगशाला में प्राथमिक उपचार 

बारबार निरीक्षण कियागागा आर उन्ह अच्छी दशा में बनाए रखा 
में प्रशिक्षित किए गाणगे । एसे कारखान मे , जिनमें कार्य को 

जाएगा । 
दशाएं ऐसी है जनमें प्रवासा रोध, बेहोशी या विद्यतधात की 
जोखिम अन्तर्वलित हो , पचाय उपरकर होगा जिसमे पुनरूज्जीयम 

( घ ) ऐसे व्यक्षियो को , जो बाहर रो, जहा उसके खड़े होने ओर 
साधिन सम्मिलित होगा । कार्मिक को उसके प्रचालन के लिए 

काम करने के लिए काई उचित व्यवस्था नहीं है, गवाक्षां की सफाई में 
प्रशिक्षिप्त किया जाएगा और ये कृत्रिम शवागन की प्रक्रियाओं 

नियोजित है, सुरक्षा पट्टियाँ उपलब्ध कराई जाएंगी । ऐसे स्थानों में , 
से परिचित होगे । 

जहा सुरक्षा पट्टियों का उपयोग असाध्य है, पर्याप्त अवलंयों से बंधा 

हुआ पर्याप्त सामर्थ्य का उपयस्त जाल लगाया जाएगा । 
( घ ) व्यक्तियों को प्राथमिक उपचार के भारसाधक के रूप में पदाभिहित 

( 3 ) ऊंचाई पर काम में नियोजित व्यक्ति द्वारा पहने गाए जूते 
किया आएगा और उनके अवस्थानो के बारे में जानकारी दी जाएगी । 

अफिमरान प्रकार के होगे । 
( 3 ) अग्निदल प्रत्येक कार्य क्षेत्र में , ऐसे व्यक्ति होग , जिन्हें अग्नि 

( च ) कम से कम एक व्यक्ति को उनकी सहायता के लिए, जो ऊपर 
दल बनाने के लिए नियुक्त किया जाएगा और उन्हे अग्निशमन या आपात चलन है, धरातल पर रखा जाएगा । 
अपेक्षाओ में प्रशिक्षण दिया जाएगा । इस प्रकार, अग्नि -दल को प्राथमिक 

( छ ) ऊचाई पर अनुरक्षण का काम दिन के पर्याप्त प्रकाश में , अधि 
उपचार अग्निशामक में लम किया जाएगा और वे प्रभावित व्यक्तियो के 

मानमः उस समय जब प्राण्ड हवाए और वर्षाविद्यमान न हो ,किया जाएगा । 
आपात निष्म ण में मदद करेंगे । 

28. विद्यन वियोजन : ( क ) जव विभी मशीन या परिपथकी के 
25. विशेष कार्य अनुज्ञापन हर कारखाने में परि मंकटमय कार्य विद्यत् का मान काटना आयश्यक हो तो , से नियोजन विसी प्रभावी 
चा निष्पादन विनियमित करने के लिए, और यह सुनिश्चित करने के लिए रीति से किए जाएगें । 


होगे । 


- 


- - - 
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( ख ) जब कि निम्न वाल्टना परिपथा म फ्यने रटा दी जाएगी , 

( 5 ) धिणेप रूप में गोमियग पोर निकल लवण के माय विद्युत् 
उच्च योग्टरना प्रणालियो में परिपथ विच्छेदक पृथक कर दिए जाएगे । अपघट्यो के कारण इमटाइटिग की उसच मंभावना को देखते हुए, अपघट्यों 

में त्वचा के गंपर्क ान में मचा जाएगा । . 
( ग ) महा तक मभव श्रा , विकों को खुले स्थान में ताला लगा कर 
बंद कर दिया जाएगा और कर्मकार अपने माथफ ल जागे । अन्यथा , 

( च ) मायनाइड लवणों को सभी अम्ली के गंपर्क में दूर रखा जायगा । 
स्विचों को चेतावनी सूचना सहित टैग कर दिया जाएगा । 

गायनाइन लवणों और विद्यम् अपघट्यों के स्टाक पर कटा नियंत्रण रखा 
( घ ) केथान प्राधिकृत व्यक्ति , अनुरक्षण कार्य के पूरा होन पर , स्विचो 

जाएगा । पर किगी उनवार्य व्यक्ति के भारमाधन में हागा और जब 
को खोलगा, और तब ही नभावनी सूचनाओं को हटाया जाएगा । 

यत्र विनिदिष्ट मक्रियात्रा के लिए अपक्षिन हो फेवल तब उगे जारी किया 

जाएगा और मब भी कबरन सुरन्त अपेक्षित मात्रामों में । 
29. विशेष गप्रियाए ( 1 ) माधारण 

( छ ) सायनाइ अपशिष्टो को एमे जग्न निकाम मार्गों से होकर, 
( क ) मा कि यिनिदिष्ट पश्मिकट कुछ विशेण मत्रियाओं म अन्त 

ना ग्राम्ल छोल प्राप्त करें, नहीं बहने दिया जाएगा । मागनाइलो की 
वैलिन है , उन्हे उपय मन पूर्वावधानियां महिन किया जाएगा । 

अपशिष्ट मात्राओं का निपटान किमी सुरक्षित रीति में किया जाएगा । 
नीष अधिसूचित विशिष्ट मश्यिाओं म , पूर्वावधानियां उपदशिन 
मप मे बरती माएंगी । 

( ज ) कर्मकारों को उच्च कोटि के येक्निक स्वास्थ्य विज्ञान की 

घायणपकता के बारे में झान कराया जाएगा । जहा ये मंत्रियाएं संचालित 
( ख ) सक्षम प्राधिकारी विन्ही अन्य कार्यों को विनिर्दिष्ट कर मगा 

वी जाती है वहा बाय वग्नुनी का कापि गचित नहीं किया जाएगा , 
और मी विष पूर्वावधानिया , जा बरती जाने के लिए अपेक्षित 

मेयार नहीं किया जाएगा या खाया नहीं जायेगा । 
हो , उपशित कर सकगा । 

( स ) लेपन कार्य, विष रूप से श्रोमियम और निकल के माथ , 
( 1 ) मधानणाना 

करने वाले कर्गकार नियमित चिकिन्गा पर्थ अक्षण के अधीन होग । 
( क ) सदानशाला नगी फर्म का प्रचालन व्यवरथा के लिए और 

( ग ) उगन में पापत फवारे यार नेत्र पान के मरने की व्यत्रम् । 
पटनानी को , विशेष रुप में उनका जा गलन धान निकायों पर 

यो जाएगी । 
बाहर निकलने में कारित हो , सकन के लिए प्रबंध किया जायेगा । 

( 1 ) वेरिलियम मनियाए 
( ज ) पर्णो को बहुधा गाफ रला जागा और अच्छी दशा में , 

( क ) मे बेरिलियम और उसके सम्मिश्रणा पर , जिनमें वायु मदृषण 
दृश और समतल रखा जाएगा । धपिन स्थानो, छिद्रा और अन्य त्रुटियों को 

को जोरियम अन्तयलिन है, काम विशेष रूप में परिकल्गिन किसी मुविधा 
मारे में रिपोर्ट की जाएगी तथा उनकी तुरन्त मरम्मत की जायेगी । 

में किया जाएगा । बेनियम कक्षो का उपयोग एकमात्र रूप से बरिलियम 
( ग ) स्थानिक और माधारण निर्यातवा मंवतन को ऐसी विभिन्न 

वाम तक निर्बन्धित होगा । अपाधिकृत कामिक वा प्रवेश प्रतिषिद्ध करने 
मत्रियानो पर, जो बी जानी है , विचार करत हुए सावधानीपूर्वक यागना 

एक उपयुयत गुचना प्रयोग द्वार पर प्रशित की जाएगी । 
बनाई जाएगी । 

__ ( म्य ) बेनियम प्रोर विपने मम्मिश्रणा के गभी स्टार अग्नि नह 
( ध ) मुखदपूर्ण परिवण नाग , मधानशाला के प्रेमी मी मागा में 

महार में रो जाएग । 
जहां नर्मकार से काम करने की प्रक्षिा की जाती है , बनाए गा जाएगा । 

( ग ) बेरिलियम और उसके मम्मिश्रणा मे शागिरिक संपर्क में बचा 
( 3 ) मधान शालानी में बड़ी वस्तुप्रा में मंभालने के दौरान मनना 

जाएगा । इन पर कार्य करते समय दम्नाने पहने जाएंगे । बेरिलियम क्षेत्र । 
योजना और मुरक्षित पनियां अपनाई जायेगी । 

में कार्य करने के दौरान प्रयोगशाला काट और ऊपरी जने पहने जाएग । 
( च ) मफाई के किनी भी प्रकार के लिए सीरित वायु का प्रतिम 

( घ ) मयन / प्रयोगशाला के अन्दर और बाहर दोनों जगहों पर निरत र 
युक्ति के मप में के सिवाय उपयोग नहीं किया जाएगा और बेवल नब जब अन्तगलों पर वायु प्रतिचयन किया जाएगा । सतह / पाकर मंदपण स्वाइप 
बाब कि० ग्रा० गे० मी . ( 30 पी एग ग्राई ) से कम न हो गया हो श्रीर लने के लिए अवधारित किया जाएगा और यदि प्रायश्यक हो तो क्षेत्र या 
उचित वैयक्तिक मंरक्षण उपस्कर का उपयाग किया जाता हो । 

उपस्कर का सदा पर्यवेक्षण के अधीन ममुचित र प में विमषित करदिया 
( ) नग्नि परिकाण कार्य गम का प्रायोजन निगा जायेगा । 

जाएगा । 
___ मानिक पतिनिक्षगाि जाय।।। । 

( 5) कार्य करण योन में पूर्ण खानादान। दिलचया बनाए पी जाएगी । 
( 3) विद्युत्लेपन मनियाएं : 

दीवारों , फर्णों और अन्य रानही का "टियोल " पोर जल का उपयोग करके 

विमंदूषित किया जाएगा । 
( क ) सभी पन मुविधाओं की गायधानी पूर्वक योजना बनाई जाएगी 
और परिकल्पना को जाएगी क्योंकि माधारणत . इनमें स्वास्थ्य परिमझट 

( च ) उम क्षेत्र में धूम्रपान और खानपान प्रतिपिछ हागा । वरिनियम 
मयुक्त होते है । 

क्षेत्र के निकट फुहारो के साथ पोशाक बदलने के कक्ष की सुविधा की 

व्यवस्था की जाएगी । 
( ख ) विद्यतुलेपन टकियों में एक स्थानिक निर्यातक प्रणालो की , 
अधिमानतः टकिया की लवाई के साथ- साथ खाचेवार प्रकार की व्यवस्था 

( छ ) मभी बेरिलियम फर्मकारों पर कडा मिफिन्सा पर्यवेक्षण रखा 
की मायगी । नितिक प्रणाली गक्षारक रोधी साभियों की बनी होगी । 

जाएगा । गभी कर्मकारों के सबंध में पूर्य-नियोजन परीक्षा गार कालिक 

चित्रित्मीय परीक्षाए अधिमान्यन हर मास पर , वी आएंगी । 
( ग ) मब विग्रुस्लेपन मुविधा के फर्श पन्नों को पम्न सह बनाया 
जाएगा । फर्श को बार- बार सफाई की जायेगी पीर उसे अच्छी दशा में 

( 5) जििनयम मंनिया : 
रखा जाएगा । 

( क ) मे जीनियम और उसके गम्मिश्रणो पर, जिनमें अग्नि की 
( घ ) जैमा कि लेपन मत्रियानी म ऐसे प्रबल रमायनों के , जो गंभीर जोखिम अन्तलित है, नाम विप F4 गे परिका पत किगी गुविधा में 
पाह उन क. " । मपन ग पानी गिरन। fir जाएगा । मी गाविधापा TT योग बन नकोनियम काम नक 
वैयक्तिक मरक्षण कर जमे रेवड़ बूटी , दसानों और एपानों , फा उपयोग निवन्धिन होगा । अप्राधिकान कागिक या प्रवेश प्रतिगिद्ध करते हुए एक 
अनियाय बनाया जाएगा । 

उपयुक्न सूचना प्रवेश द्वार पर प्रदर्शित की जाएगी । 
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( ब ) सपत्र प्रयोगशालाप्रो की मतह प्रौर भडा ना डिजाइन मा 

( .) पाशात बदलो बा कक्ष और कपड़ा धोने का वाक्ष समंथानित 
होगा जा जोनियम पाउडर के मचयन का रोके । 

और प्रकाणमन् होगा । 
( ग ) ज्वलन के स्रोत को जर्कोनियम प्रबंध क्षेत्रों से मार हटा दिया 

31. प्राथमिक उपचार गाधिन । 
जाएगा । इन क्षेत्रों के डिजाइन के अन्तर्गत नडित मंरक्षण और म्थैतिक 
विद्युत् चार्ज के मचयन को रोकने के लिए माधन है । 

( 1 ) कार्य-म्यान में गृविधाजनक अवस्थानों पर प्राथमिक उपचार 
( घ ) इन क्षेत्रो में मंग्यापित विद्युत् उपम्बर अनुमोदित विस्फोट 

पटिकानो की व्यवस्था की जाएगी और इन्हें स्पष्टतः निहिनत किया 
मह प्रकार के होगे । 

गाएगा । 
( 5 ) जहां जहाँ जर्कोनियम पाइडर बने , एक स्थानिक निर्वालक 

( 2 ) प्राथमिक उपचार टिकानो में ऐमें उपग्वर और ग्रौषधिया 
प्रणाली की व्यवस्था की जाएगी । वाहिनी , जहा तक गंमत्र हो , छाटी प्रविष्ट होग, जो कारखाना के चिकिमा अधिकारी द्वारा प्रयधारित किए 
होगी उगम अधिक अनाव और निप्रवाह स्थान नहीं होगे राधा निरीक्षण 

जाए । 
पौर सफाई के लिए प्रवेश के चित माधन होगे । 

( 3 ) ऐसे व्यक्ति जो प्राथमिक उपचार के भार साधक के रूप में 
( च ) जर्कोनियम प्रबंध क्षेत्री के प्रत्येक भाग में सफाई का उच्च पदाभिहित किए जाएंगे , इन पेटिकानों को अन्तर्वस्तुओं को जब कभी ये 
म्तर बनाए रखा जाएगा । सफाई के लिए भीगी की अपनाई जाएगी । ममापन हो जाणं , फिर मे भरने के लिए व्यवस्था करेंगे । 
सफाई के लिए प्रयुक्त कृचिया को मदा जल में रखा जाएगा । 

32 प्राथमिक उपचार के मबंध में मुचना --- कारखाने की प्रमीमानों 
( छ ) मयंत्र प्रयोगणालानी का डिजाइन ऐमा बनाया जाएगा कि 

के भीतर से व्यक्तियो के , जो प्राथमिक उपचार चिकिम्मा में प्रशिक्षित 
उसमे जर्कोनियम पाउरर , खापका, म्पजो या उच्छिष्टी के मुरभित भार 

है और जो प्राथमिक उपचार गेटिका के भाग्माधक है, नाम में यक्त 
करण के लिए याचिन उपबंध हो । 

मुचना हर कारखाने में किगी महजन शान पीर प्रत्येक ऐमी पेटिका 
( ज ) उत्पाद या अपशिष्ट के लिए श्राधान धाधिक हार्ग और उन के निकट चिपकाई जाएगी । मृचना मे बष्ट कार्य कक्ष भी जहा उक्त 
पर लेमल लगे होगे । वे अधियालम भानं में प्रभाव्य नहीं हाग । 

पित उपन्ध्र लागा , उपाणन किपा जायेगा । निकटतम अम्गनाल का 
( A ) प्रापका , स्पंज या उच्छिाद मे युक्त जर्कोनियम अपशिष्टो का नाम पर उसका भाग मन्याय भा उक्त चना में प्रमुख गप से 
किमी अन्य अपशिष्ट गामग्री से पृथक संग्रह किया जायेगा । उन्हें जन्न 

उग्लिखित किया जाएगा । 
( निम्नतम 15 मो एम ) के अधीन मग्रह किया जाएगा । सामग्री की 

33 1ऋतिम कमरा / प्रौषधालय :--- ( 1 ) एम्बुलेम कमरा या श्रीष - 
स्वत. ज्वलनशीलता को ध्यान में रखते हुए मग्रह ण , परिवहन,. भागकरण 

वालय एका अहित चिकिन्मा अधिकारी के भाग्माधन में होगा, जिमनी 
और निपटान के लिए सुरक्षित प्रक्रियाए बनाई जाएगी । 

गहायता कम से कम एक अहित नर्म और उपयुक्न अधीनस्थ कर्मचारिबृन्द 
( अ ) पाउडर अपशिष्ट का निपटान इस प्रयोजन के लिए अभिहित द्वारा की जाएगी । 
किमी उपचत स्थान पर प्रशिक्षित कामिक द्वारा नियविन दशाओं के 

( 2 ) एम्बलेम कमग या प्रीपवानर में भारगाधक मिमिमा अधि 
अधीन भम्मीकरण द्वारा किया जाएगा । 

कारी का नाम , पता और दूरभाष मंग्याका देते हुए एक सूचना प्रणित 
( ट ) विमर्जन के पूर्व, निलबन में मर्कोनियम से युक्त अपशिष्ट द्रव की जायेगी । निपटतम प्रस्पताल का नाम मीर उमका भूरभाष संख्याक 
का विमो ऐमी प्रक्रिया द्वारा उपचार किया जाएगा जा निलंधित जर्कोनियम 

भी उजत सम्रना में प्रमुख ५ में उल्लिखित किया जाएगा । 
का निराकरण करे । 

( 3 ) एम्वनेम कमग या प्रौषधालय शेष फारम्बाने मे पथक होगा 
( ठ ) मभी क्षेत्रो में अग्निशामक माधिवों की व्यवस्था की जाएगी , 

और उसका उपयोग केवल प्राथमिक उपचार चिकि - भा और विश्राम छ 
रोमी मक्रियाया को , जिनमें जर्कोनियम अन्तर्वलिन है, प्रारक्षिन कभी नही 

प्रयोजन के लिए किया जाएगा । त्रुलेम कमग या प्रीपधालय का प्रा 
छोशा जाएगा । 

कार और निम्नतम सुविधाएं जो उगभे अपेक्षित है , में होगी जा चिकित्मा 
अध्याय 4 : कल्याण 

अधिकारी द्वारा बिनिश्चित की जाएं । 
30. पोणाक बनने का भौर नपठा का कक्ष 

34. केटीन : - - ( 1 ) फारखाना परिसर में याचिन केन्टीन मविधा 

को व्यवस्था की जाएगी । 
( 1 ) कर्मचारियों के लिए धुलाई के लिए पर्याप्त सुविधानों की 
म्यानपा की आगी । अब ये ऐसी संप्रिया/ अभिन्या में जिसमें विषैली 

( 2 ) केन्टीन की प्रमीमामा की गाफ कार स्वच्छ दणा में बनाए 
धूल धूरिन या ग्रान सामग्रियां अन्तर्वलित हों , नियोजित *, तब पर्याप्त रणा जाएगा । फले के संग्रहण पीर निपटान के लिए उपयुक्त भावस्थाएं 
पोशाक बदमने का कक्ष प्रोर फुलारा मुविधामो की भी व्यवस्था की जाएगी । की जाएंगी । 
( 2 ) अब महिलाएं नियोजित हां, तब, उनके लिए पृथक धुलाई और 

( 3 ) कन्टीन का प्रभंध अधिमानत . कर्मचारियों द्वारा बनाई गई किमी 
फुहारा सुविधामी की व्यवस्था की जाएगी । इन्हें सम्यक मुप से उपणित सहकारी मीमाटी बारा इस प्रकार किया आएगा कि स्वास्थ्यप्रद खाद्य , 
किया जाएगा । 

कर्मकारो को उचित दर पर उपलब्ध हो । 
( 3 ) मायुन पीर अन्य मफाई करने वाले कर्मकों की धुलाई-कक्षो 

( 1 ) बान्टीन बर्मचारिघृन्द के एमे हर मदम्य की , ओ वाध पदार्थ 
में भ्यमम्या को आएगी । 

फा प्रबंध करते हैं , नियुक्ति के समय निधित्गक दृष्टया परीक्षा की जायेगी 

और उसके पश्चात् कानिफनः फार खाने के चिकित्मा प्रधिकारी द्वारा 
( 1 ) ऐम मभी कर्मचाग्यिा के लिए, जिनके काम में पोशाक बदनाने 

की जायेगी । 
की अपेक्षा की जाती है, सुविधाजनक अवस्थानों पर लाकर कक्षों को 
घबस्था की जागी । 

35 शिश कक्ष : --- ( 1 ) शिशु कक्ष को यथोचित सप मे मुसज्जित 
( 5 ) पोशाक बदलने वाले कक्षों में उपयुक्त व्यवस्थाएं की जाएंगी किया जाएगा पीर णिों के लिए विलीनो , खटोला या पालना , बिछोना 
जिमसे कि कर्मकार अभिहित अवधि / ममय के दौरान विश्राम करने में और मानो के लिए, जब ये अपने शिनो को खिला रही हो या उनकी 
ममर्थ हो मकै । 

परिचर्या में हो , बैठने की सुविधा से रामज्जित किया आएगा । 
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( 2 ) कु . बरे. शिणी के लिा उपययन कप में बाउ लगे ग्रीर 

( ) किमी प्रल्पायु शिशु बी मा का उमक दैनिक कार्ग में दागन 
छायादार खुला भी डगर यल की व्यवस्था की जायेगी । 

शिश का सिलान के लिए 15 मि . में दा अन्त हल पन झाल लिया जाय । 
( 3 ) स्त्रय गियी और उनके कपड़ों की धुनाई के लिए णि कक्ष 
गे लगे हर एक कपडा धोने के नभ की व्यवस्था की जाएगी । 

( 7 ) शिशुकभ में कसंध्य पर रहने के दीगन उपयोग के लिए उप 

यक्त माफ पाशाको महित शिशुक्क्ष पर्मचाग्विन्द मी व्यवस्था को 
( 4 ) प्रत्येक एं । णिण के लिए जब वह शिवक्ष में हा , गाफ 

जाएगी । 
पोशाको, तौलिया और माबुन या पर्यापम प्रदाय उपलब्ध नागया जायेगा । 

( 5 ) शिणकक्ष में प्रावामित प्रत्येक कुछ शिण के लिए प्रतिदिन 
कम में कम 300 मिली गत दूध उपलब्ध रहेगा । उसके अतिरिका 

[ म. एग/ - 3/ 1/ 23-~- या मंग 
म्बास्थ्यप्रद जलपान के पर्याप्त प्रदाय की व्यवस्था की जाएगी । 

ना० जयगमन , मयपन गचिय 


अनुसूची " क " 

[नियम : ( ग ) देखि ] 
मक्षम व्यक्ति ( 1 ) उप नियम 8 ( 4 ) ( च ) के प्रयोजना में लिए कारखाने के प्रधान / प्रबंधक द्वारा पदाभिहित उत्तरदायी पौहये पर 5 वर्ष महिला यान्त्रिक 
इजीनियरी में स्नानक या गमतुत्य होगा । ( 2 ) नियम 11 के प्रयोजनो के लिये कारखाने के प्रधान / प्रबन्धन द्वारा पदाभिहित उत्तरदायी प्रहने पर 5 वर्ष 
महिन गगायन इंजीनियरी/ यात्रिम इजीनियरों या ममन्यहागा । 


हिमजल 


ममद्री जल 
विम्वनिजिन जल 
एकल प्रामृत जल 


द्वि प्रागुन नल 


अनुम् ची ‘ त्र " 
[नियम १ ( 12 ) देखिए] 
घाम अग्नि ( 218 ) 
मामक कल श्वेत धारियो महिन घाम 
गित ( 218) 
आशिटल नीना ( 174 ) 
पंच नीना 174 
मार्मा क ल एयत धारिया मष्ठित फ्रेंच नीला 
( [ 56 ) 
भामयिक दादर येत धारियो महिन बेंच नीला 
( 106 ) 
आसमान 
मामक एकल गान ( 539 ) धारियो महिम 

मिनिगम 
एयेत 
काला 
गामयिफ एकल प्रवेस धारिया गरिन टेग कोटा 
( 444 ) 
फेवल टेग कोटा ( 144 ) 


द्राब 


बाप 


मपीडित वायु 
अपवाह तत्र 
विद्युत नलिकाए और जमले 
एक पालीय 
विद्युन नलिकाए और विने- 3 
मनीय विशुन पन ने , विद्युत् स्विचे 

और ट्रान्सफार्मर 
पच । 
एन 2 
एच 2 और एन ? 
सी भी 2 
एच एफ 
मार्गान 
हेमियम 
निर्वात 
उपच वेग डीजल लेन 
भट्टी तेल 
कच्चा तेल 
मिकाम लाइने 
हवी वाटर 
फायर लाइन 
इम्पात मरचनाए 


वायुयान धृमर ( 093 ) 
लाल ( 537 ) धारियो महिन एवेत 
निम्ब पीत ( 355) धारियो सहित श्वेत 
लाल ( 537 ) और पीन ( 350 ) धाग्यिो महिन श्वेत । 
मर्ण - भूगग( 11 1 ) धाग्यिो महित एवेस 
हरूका नारगो ( 557) धारियो सहित श्वेत 
प्रारिएण्टल नीला ( 174 ) धाग्यिो महिन श्वेत 
भेब हरित ( 291 ) धारियो महिन प्रयन । 
माला धारियो महिन श्वन | 
हल्का भूरा( 410 ) 
मध्यम भूग ( 411 ) 
गहग भग ( 412 ) 
मेमन गुलायो ( 111 ) 
बैगनी ( 796 ) 
मकन लाल ( 537 ) 
यदि नील ( 216 ) 
ऊपरी काला शेष-य डि नील ( 216 ) 


रेलिग 


- 


- 


- 


- 


- - 


- 


- 


- - 


- - 


- 


- 


- 
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पं. नाग ना । यार गिनिपग पानी को केवान वर्ण धाग्यिा महित पर किया जाएगा । 
त्र. किमी भजनशील पाइप पर भी उमक गाथ लम्बान में कार म उगके लिए विहित प्रमुग्न में से फिगी एक में पेट किया हुए एक धारी होगा । 
ग . मभी पाइपों को प्रवेस या काले में ( नम्म्यानी प्रक्रम वित्रो पर दिखाए गए कार मंख्याको के गाथ अधिक मे अधिक विपर्याम देने के लिए ) 

चिह्नित किया जाएगा । 
प्रम फा दिणा छन । नाले में बता द्वारा दिखाया जाएगा । 
___ सभी उपस्बर (टंकियां, कामा विनियमक प्रादि ) वायुयान धूमर ( 693 ) में पेंट किए जाएंगे । 

प्राथमिक शीतलन कृल, ममती जन संपीडित याय , नालियां, निकास और वितरण जल का मुख्य मभरण न- मयंधी प्रणालिगो के वर्ण वोटों का 
अनुमरण करेंगे । अन्य गभी जन्न पापिग का वितरण जल के वर्ण-घाम रित ( 218 ) में निम्नलिखित परिवर्धनों महित पेट किया जाएगा : 

पाइपो पर मुविधाजनक अन्तरालों पर उमा वर्ण में धाग्यिो पेट किए आएंगे जैमा वातानकापन प्रालेखी पैनलों पर ये है । कोड संख्यांक 
प्रौर प्रम-दिशा उस वर्ण में दिखाए जाएंगे जमा अन्य मभी प्रणालियों में है । 

यातानुफानन में मभी यहिगामी चाय स्पेकटम रेयानों पर वही वर्ण होगा जो निकाम लाइनों पर है----अर्थात् मेमन गुलायी ( 443 ) । 
मभी अन्तर्गामी पाय म्पेअट्म रेखानों या फिल्टारित थाय मभरण लाहना के लिए, वर्ण, वास्तुविद् माग अवधारित किया जाएगा, जो प्रश्नगत 
कक्ष में अपनाई गई वर्ण स्कीम पर निर्भर करेगा । 
जय विभिन्न वर्ण के धारियों महित किमी प्रणाली पा फोडन किया जाए नब, धारियां , उम पाइप पर जहां वह किमी दीवार फर्श या छत में 
प्रवेश करती है या उससे होकर जाती है , उपम्कर, वाल्यो या पाइपों के अन्य शाखामों से जुड़ती है , धारिया पेट किए जाएगे । धारियां एक 
रूप में 5 गेमी चौड़े होंगे और उन्हें जहां माध्य हो , दीयार , फर्श या छन और उपकर या वास्त्रों , प्रावि गे लगभग 15 से० मी० के अन्तर पर 
रखा जाएगा । 
वाल्ल भांगों पर उमी वर्ण गे पंट किया जाएगा जैमा उम कोनित लाउन सा है जिनमे ये जरे गा है, किन्तु ग्रिल चक उमी वणं मे पेट मिया 

जाएगा जैमा उम लाइन के लिए प्राभिनिर्धारण धारी का है । 
4 . अनिमवर्ण के पेंट किए जाने के पूर्व, अभिनिर्धारण लेबलों की ममंगत प्रथम चित्र और एग वर्ण कोर से चेक किया जाएगा । 


G . S . R. 782 - In excicise of the powers conferrcel bv Sec 
tion 23 of the Atomic Energy Act, 1962 ( Act 33 of 1962 ), 
the Central Government herehy makes the fullowing rules : 


CHAPTFR : INTRODUCTION 


J, Short title , Application and Commencement. - ( i ) These 
rules may be called the Alomic Energy (Factories ) Rules , 1984 . 

( ii) They shall cxtend to all the factoiics owned by the 
Central Government and engaged in carrying out the purposes 
of the Atomic Energy Act , 1962 . 

( iii ) They shall come into force on the date of their 
publication in the Olicial Gazette . 


( 2 ) the plan , clevation and necessary cross-sections 

of thọ various buildings, indicating all relevant 
details relating to natu al lighting, ventilation and 
means of escape in case of fire . The plans shall 
also clearly indicatc the position of the plant 

and nachinery , nisles and passage waya ; 
(c ) details of exhaust ventilation and control of gascolig 

releases ; 
(11) details of effluent treatment and liquid efluent dis 

charges; and 
(e ) such other particulars as the Competent Authority 

may require : 


4 . Prohibition of use of promiscse as factory without op 
proval. — No occupier of a factory shall usc any premises as 
a foctory cxcept with the approval of the Competent Authority . 


CHAPTER II : THE INSPFCTING STAFF 


2 . Definitions. In these rules, unless the context otherwise 
requires : 

( a ) Act means the Factories Act, 1948 . 
( h ) Competent Authority means any officel on authority 

appointed by the Central Government by notifico 

tion for the purposes of these rules , 
( c ) Competent Person means an ollicer described in 

Schedule A . 
(d ) Inspector means an inspector appointed by the 

Competent Authority under these rules. 
( c ) Schedule means a Schedule annexed to these rules . 


5 Appointment of Inspectors. — No person shall be on 
pointed as inspectoi for the purposes of these rules , unless 
he possesses the qualification prescribed for such inspectors 
at the time of his appointment . 


6. Qualification for Appointment as Inspectors. - The Corn. 
petent Authority muy prescrihe necessary qualifications for 
appointment of inspectors for the purpose of these rules , 


3 . Approval of plans, — 11 ) An Application for obtaining 
previous permission for the site on which the factory is to 
be situated and for the construction of extension of a fac 
tory shall be made to the Competent Authority , 


Application for such permission shall be accompanie <l by 
the following documents : 
(a ) allow chart of the manufacturing process supple 

incnted by a brief description of the process in its 

various stages ; 
(b ) plans in duplicate diawn 10 scale showing 
( 1 ) the site of the factory and inmediate surroundings 

including adjacent buildings and other structures , 
roads, drains, etc ; 


7 . Powers of the Inspectors. -- An inspector shall, for the 
purpose of the execution of these rules, have powers to Jo all 
of any of the following things%3B 
(a ) To pholograph any worker to inspect, examine , mea 

sure, copy, photograph, sketch or test , as the case 
may be , any huilding or room , any plant, machinery , 
appliances or apparatus , any register or document 
or anything provided for the purpose of securing 
the health , safety Of welfile of the workers cm 

ployed in the factory , 
b ) To carry out such medical examination as may be 

necessary for the purpose of the Act. 
(c ) To enquire into safety related unsual occurrences. 
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( d ) To advise the Head or Manager of the Factory 

( b ) Removable permanent rallings shall be used for 
against unsafe acts and practices and to point out 

guarding. Standard rallings shall have a height of 
ungato conditions, if any , in the factory . 

at least 105 cm from floor level to upper surface 

of the top rall and shall have posts not more than 
( e ) To report any unsafe conditions or practices existing 

2 m apart and an intermediato rail halfway bet 
in a factory to the Competent Authority . 

ween the floor and the top rail , 
8 . Medical Exam nation . Every worker of a factory sha! ! 

( c ) The boards atleast 15 cm in height shall be providod 
be examined by certifying surgeony once in a year , and if 

to prevent objects from falling down to a lower 
Any worker is found to be no longer medically ill to work 

level and causing acc dents . 
in the factory , report thereof, shall be made by them to the 
Head of the Manager of the factory and the Competent 

(1 ) Elevated places such as terraces, balconies and stair 
Authority, who may ask such Head or the Manager of the 

case landings from where persons may fall acci 
factory not to employ guich person in the factory for such time 

dentally shall be effecivcly guarded by providing a 
or period as the Competent Authority might dcem necessary . 

parapet wall of height atleast 105 cm or standard 
After such time or period , the Competent Authority may 

railing with toe board protection , 
require the Head or the Manager of the Factory to get such 
worker re - examined by certifying yurgeons. If he is found 

(8 ) Safe access to elevated areas . - - ( a ) Safe access shall 
medically fit to be employed in the factory , a certificate to this 

he provided to all elevated parts of buildings such 
cffect shall be forwarded by the certifying surgeons to the 

as roofs and terraces , overhead cranc cabins, crane 
Competent Authority , who may permit the Head or Manager 

ways and bridges , tops of tanks and boilers, elo 
of the factory to re - employ him in the factory . 

vator machine rooms, mezzaninc floors and other 

similar locations. This shall be achieved by means 
CHAPTER III : SAFETY 

of stairs or fixed ladders, 
9 . Planning of process and work places : 

( b ) All stairs and landings shall be of sufficient strength 
( 1) General - - Safety and fire protection provisions shall be 

so as to sustain a live load of not less than 300 kg / 
incorporated in all plans , designs and layouts of buildings. 

m ” with a factor of safety of four. 
The National Building Code ( ISI) shall be followed for all 

( c ) The slope of stairway shall be between 300-350 
plans , designs and layouts of buildings. Possible dangers to 

from the horizontal, Treads and risers on each 
properties and to hcalth and safety of einployees shall be 

stairway shall be of uniform width and height. 
anticipated in the handling and storage of raw materials and 
finished products and during different operational stages , 

(d ) The treads shall be no less than 24 cm in width 
Appropriate corrective measures shall be incorporated in all 

exclusive of nosings or projections . A nosing of 
the operational stages to ensure safety . 

non - slip type (2 . 5 cm wide ) shall be provided. The 
( 2 ) Structural safety . — a ) All buildings, permanent or 

risers shall be not more than 20 cm nor IcAs than 
temporary , shall be structurally safe and sound so as to prevent 

13 cm in height. 
risk of collapse . 

A fight of stairs having four or more risers shall 
( b ) Foundations and all floor areas shall be so construc 

have a sailing of vertical height 90 cm from the 
ted that they are able to withstand the anticipated loads. 

level of the tread to upper surface of the top rail , 

A landing shall be provided after every ten to 
( 3 ) Location and spacing. – Building for storing hazardous 

twelve trcads. 
materials shall be located away from other buildings and main 
roads or shall be suitably barricaded . Suitable sign boards 

( 1) Fixed ladders shall be of sound material and de 
indicating the hazards shall be displayed in the vicinity . 

signed for a concentrated live load of about 90 kg 

wt, with a safety factor of five . The integrity of 
( 4 ) Layout of roads and side -walks : 

the ladders shall be cnsured at least once in Rix 

inonths . 
(a ) Roads and s- de-walks shall be ao arranged in the pre 
mises that the anticipated traffic will not congest 

( g ) A fixed ladder shall be installed making an angle 
the roads and peciestrains will have enough space 

farrvern 750 to 90° with the horizontal. The rungs 
on the side -walks , As far as possible , the roads shall 

shall be of provided at uniform spacing of 30 cm , 
bc straight and wide enough to allow frec passayu 

They shall be of appropriate diameler, 
of moving vehicles / equipment. 

( h ) There shall be clearance of not less than 18 cm at 
( b ) Snced breakers shall be provided at strategic loca 

the hack of the ladder . Distance from front of 
tions to control the speed of chicles, Pedestrain 

rungs to nearest permanent objects on the climhing 
crossing shall be marked . 

side of the ladder shall not be less than 75 cm , 


( c ) Sign boards shall be displayed to give information 

on the maximum permitted speed and fi aflic hazards. 


(i) The ladder shall be provided with a safety climb 

device or with a cage 65 cm wide and 65 cm deer , 
starting 2 .2 m from the floor / ground level. 


( 5 ) Efluent contiol. - Liquid and gascous effluents origi 
nating from manufacturing processes shall be taken away 
from their places of origin and disposed of safety and , if 
necessary , after treatment , 


(9 ) Ramps.-- Ramps shall be built with least practicable 
slone but not more than 150. The ramps shall be given a 
non - slip surface finish . 


(6 ) Space requirements . — (a ) Floor space in building shall 

not be crowded with materials /machinery. Adequate 
space shall be provided so that each operator can 
perform his duties without interfering with other 
workmen /machines , 


( 10 ) Markings. — Where there is a difference in floor levels, 
oblique yellow and black stripes shall be painted conspicu 
ously at the interface as Warning to prevent tripping of per 
sons, Big glazings used as partitions / doors shall be conspi 
cuously marked with indicators to prevent persons from 
breaking through . 


(b ) Adequate aisle space shall be provided and clearly 

demarcated in shop floors and plants to facilitate 
internal transportation and personnel movement , 
Appropriate corridor space shall be provided in 
other areas. 


(11) False ce ling. - - Wherever persons can gain access over 
false ceilings, the design for the false ceiling shall include 
a passage way of adequate strength for use of maintenance 
rreonnel. It shall be clearly distinguishable from the fragile 
ceiling material. 


( 7 ) ( Juarding of openings / elevated places. — ( a ) All open 

ings such as shafts , hatch -way, cut out and man 
holes into which persons may fall accidentally shall 

be guarded suitably . 
44361/84 - 15 


( 12 ) Colour codes for pipelines . — Service and plant pipe 
lines shall be painted as per colour codes laid down in 
Schedule B , 
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( 13) Vontilation - - Adequatc ventilation shall be provided 

of the ladder. Rungs shall be pajallel , level and 
for all occupied areas and work spaces, as well as for the 

uniformily spaced at 30 cm , 
aces where hazardous materials are stored . Competent Au 

(b ) Ladders shall be inspected regularly , and repairal 
thority shall, from time to time, authorise the number of 

immcdiately when so indicated . Wooden ladders shall 
air changes that dlc iequred to bo provided for different 

not be painted . For preserving the material from 
areas / operations . 

deterioration linseed oil or clear varnish shall be 

used . 
( 14 ) Illumination . - - Adequate illumination shall be provided 
so that at work may be carried on safety and without undue 

( c ) All ladders with sprcading bases , such us step and 
strain to the cyes . Specific care shall be taken to avoid glure , 

frestile ladders shall be equipped with right sprea 
The type and intensify of lamps shall be based upon nature 

ders or other means to prevet their premature open 
of operation to be performed. Competent authority shall, 

ing or closing . 
from time to time fix the standard levels of illumination that 
are required for different occupancies / operations . 

( d ) Portable laddçıq shall be used a pitch such that the 

horizontal distance from the wall to the foot of the 
(15) Lightning protection Protection against lighting 

ladder shall approximate , but not exceed onc fouth 
shall be provided for all the buildings of stiatgic impor 

of the length of the ladder between supports . 
tance and tall structures . It shall also be provided for build 

( e ) Single portable ladders over 9 m in length shall not 
ings in which dangerolis operations are caried out; flammable 
materials are manufactured , stored , handled or lised ; for 

be used , 
storage tanks containing oils, paints on other lamniable 

(f ) The use of metal ladders around electrical lines or 
liquids, 

in places where they may come in contact with such 

wires shall be prohibited . 
10 . Building consti liction and maintenance : 

( 4 ) Cancs. ( a ) Cranes shall be opeiated only by autho 
( 1 ) Excavations : 

rised persons wbo are well trained and experienced . 

Operators shall ensure that all safety devices are 
( a ) Underground utilities such as water moins und cables 

functioning properly before crane is put into opera 
shall be located and protected during excavation , 

tion . 
( b ) Adequate provisions shall be made for workers to get 

( b ) A mobile cranc shall be operated so that none of 
in and out of an excavation . 

its parts can approach live electric lines closer than 

3 m . While lifting loads such a crane shall he 
( C ) Adequate slopes shall be given to the excavated sides 

located on level ground. 
by way of provision of steps or gradual slopes . 
Where this is not possible , adequate shorings and 

( c ) Standard signals shall be used and operators shall 
brac ngs shall be provided. 

recogn ne signals from only one person during crane 
( d ) Undercutting of banks of trenches and other exca 

operation . Signal men shall direct cquipment move 

ment at fills , quatrics , pits , intersections or any other 
vations shall be avoided . This shall apply to earth 

place where necessary to prevent possible accidents . 
work above surface also . 

( A) Sling hitches on loads shall be made under the super 
( c ) Excavated materials shall be dumped away from the 
edge of the trench to avoid slipping of the material 

vision of cxperienced persons. 
into the trench , 

(e ) No person shall he permitted to work or walk under 
( 0 ) Excavations shall be properly fenced to protect per 

# load , 
sons and animals from falling into them . Warning 

(f) Thorough inspection and load testing of a crane shall 
rcd l ghts shall be provided on the fence during 

be done by a competent person atleast once every 
night time. 

12 months. The load to be used for the purpose of 

testing shall be as follows : 
( 8 ) Trenches under excavation shall be hept free of 
water . 

Safe working load 

Test lond 
( 2 ) Scaffolds and platforms. - - ( a ) Scaffolds and their parts 

Upto 20 tons 

25 % in excess 
such as supports and platforms, shall be of good 

20 - 50 tons 

5 tons in excess 
construction , sound material and of adequate strength 

Over 50 tons 

10 % in excess 
for the purpose for which they are meant. They 
shall be properly maintained to ensure their con 

( 5 ) Concreting and cementing - - ( a ) All form raising and 
tintied integrity . 

deshuttering shall be conducted under proper super 

vision . Wh le working at a height, the workers shall 
( b ) No plank shall be kept loose so that levering up 
of one end of the plank hile walking s avoided , 

" lle appropriate safety belts , 
Nails used in the construction of scaffolds, staging 

(h ) Shuttering and spporting stiuctures shall be of ade 
and supports shall be of ample size and in suflicient 

quate strength , This shall be ensured hefore con 
numbers at each connection , Nails shall penctrate 

Cretc is poured . 
to the holding piece to a depth of at least 12 Times 

( c ) Workers handling cement of concrete shall protect 
the diameter of nail, 

their legs and hands from the exposure to cement, 
( c ) A safe and conven ent means of access shall be 

id ) Proper guards and covers shall be provided on mixer 
provided to the scaffold , Means of access shall be 
portable ladder, ramp or a stairway . 

gears, chains and rollers. 

( e ) All pines and hoses used to convey grout shall be 
id ) All platforms, gangways , etc ., shall be free from 

of sufficient strength to withstand the maximum 
any uncessary obstruction , matrial, rubbish and 

pressure that is likely to be rcached during the 
projecting nails . These shall be maintamed always 

operations. 
in a non -slippery condition , 

( 6 ) Welding and cutting. — a ) Welding or gas cutting shall 
le ) Guard rails shall be always provided at the edges 

not be carried out where there is danger of burning 
of scaffolds which are more than 3 .6 m in height, 

combustible materials or causing explosion , 
measured from the gi ound of supporting area , 

(b ) Welding and gas cutting shall he done 
(f ) On platforms the planks wed shall not proiect he 

only by 

authorised and qualified persons , 
yond the end supports to a distance exceeding four 
t mes the thickness of the planks used , 

( c ) Adequate ventilation shall be provided while welding 

in confined spaces , or while brazing, cutting 
( 3 ) Portable ladders. a ) Ladder shall be of good construc 

or 

welding zinc, brass , bronze , galvanized or lead coated 
tion and of strength Adequate for the intended lise 

material. 
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(b ) Adequate natural ventilation shalį be available foi 

storage of hazardous materials in the storage arcu . 
R . C . C . louvres with covers of brass / G . ), mesh shall 
be provided for the purposc so that the louyres 
will picvent entry of rain water , and the mesh will 

prevent the entry of rodents . 
( c ) Flame / explosion proof electrical fittings of the 

appropriate type shall be provided in arcas where 
large quantities of flammablo materials arc stored . 
In areas where corrosive chemicals are sored , the 

electrical fittings shall be corrosion proof. 
( d ) Smokiny shall be strictly prohibited in the storage 

area . Naked flames or any spark producing agents 
shall not be allowed in the storage area . 


(d ) Defective torch or hose shall not be used for weld 

ing of cutting. Any Icukage shall be checked for 

beford lighting the flame. 
(c ) Torch shall not be put down until the gascs have 

been completely shut off . It shall not be suspended 
from a regulator or other equipment where it can 

come in contract with the sides of gas cylinders. 
( f ) Suitable protective shields shall be worn by welders 

while welding. Barriers shall be erected to protect 
other persons from harmful rays . The persons who 

assist the welders ghall uisc suitable goggles . 
( 8 ) Gauntlet gloves shall be worn while welding ui cut 

ting. Outer clothes shall be [ rec oil and grease . 
( h ) In oxyacetylene welding , oil or giease shall not be 

allowed to come in contact with gas cylinder re 
gulators or connections of gas welding cquipment. 
Acetylene cylinders shall be kept vertical, The 

cylinders shall be protected from direct sunlight. 
(i) Thc gus supply shall be turned on only when the 

person is ready to light it . 
(j ) When welding or cutting in elevated positions, pic 

cautions shall be taken to prevent sparky or hot 

metal falling on to persons or flammable material, 
( ) When electrical welding is undertaken near pipe lines 

carrying flammables , such pipc lincs shall not be 
used as part of earth conductor , but a separate 
carth conductor shall be connected to the machine 

directly from the job . 
(1) Personal contact with the electrode 01 Other live 

parts of electric welding cquipment shall be avoided . 
( m ) Extreme caution shall be exercised to pievcnt acci 

dent contract of clectrode with ground. 
( n ) Suitable goggles shall be worn while chipping slag . 


( 2 ) Flammable liquids - ( a ) Slorage arca for luge quan 

tities of flammable liquuds shall be isolated by dis 
tance so that fire that may originate there does not 

expose important buildings, 
( b ) Bulk storage of highly inflammablc liquids shall be 

mude only in tanks of approved construction . Enough 
uutage space shall be given whilc filling the tank ) . 
Suitable vents shall be provided for the vapouis to 

escape . 
(0 ) Suitable devices shall be provided to indicate the 

level of liquids in bulk storage tanks. 
( d ) Storage of lammable liquids in open comrainers sball 

be prohibited . Barrels and containers for flammable 
liquids shall be sealed after each use and when 

empty. 
(e ) Flammable liquids shall be stored in original con 

taineis on steel racks not more than 1 ,9 m high . 
A clearance of atleast 30 cm between the bottom 
tier and the floor shall be maintained , Cupboards 
shall be uscd to store not morc than a total of 
190 litres of flammable liquid , with no container 

exceeding 20 litres in capacity . 
( 1) In approved storage areas for small containers, suit 

able sumps should be provided so that the liquid 

when spilled does ot spread under storage racks, 
• Dispensing of flarınable liquids shall not be allowed 

inside stores. 
( g ) Adequate arrangements shall be made for natural 

ventilation in storage area . Louvres shall be provided 
both at floor and ceiling level in order to bring 
about quick clearance of solyert vapours which are 

normally heavier than air, 
(11) Before accepting any consignment it shall be checked 

whcther the containers are in good condition for 

storage and the defective ones are rejected , 
( 1) Smoking and carrying of matches , lighters and sparks 

producing devices shall he probibited inside the 
storage area . 


( 7 ) Cleaning of upper reaches - For carrying out cleaning 

Operations at upper reaches of buildings, both inside 
and outside, procedure shall be worked out in ad 
vance to ensure complete Safety of persons, 


( 8 ) Maintenancc at higher elevations . -- For persons atend 
ing to maintenance job at elevated places with limited access, 
süfe procedures for work shall be laid down in advance . 


( 9 ) Painting. - ( a ) Persons working at besght shall make 

USC of safety belts unless they are safely hung in 

cages. 
(h ) Goggles shall be worn for eye protection where 

scales and rust are to be chipped . 


(c ) Suflicicnt warning and danger signs shall be placed 

when men are working overhead . Proper piccau 
tions shall bo taken from dropping materials when 

overhcad work is carried out. 
(d ) Painters cogaged in spray painting of large objects, 

such as tanks shall make use of directionul winds 
to take paint spray away. In casc natural ventilation 
is insufficient , air blowers shall be used ; otherwise , 
respiratory protection of the appropriate type shall 

be worn by the painters. 
( c ) Smoking shall be prohibited during painting. Thinneis 

and paints shall be kept in sealed containeis. 


11 . Material storage : 
( 1 ) General ( a ) . Each item of the hazardous material 

shall be stored in an environment well suited to 
its properties. The materials shall be grouped based 
on the mutual compatibility in such a way that a 
judicious lise is made of the available space keeping 
in mind the requirement of safety . Other stututory 
provisions, such as Indian Explosives Act, 1884, Tho 
Petroleuni Act, 1934 and Inflammable Substances 
Act , 1952 , wherever applicable , shall also be com 
plied with . 


( 3 ) Alkali metals .-- / ) Storage area for large quantities 

of alkali metals shall be iyolated by distance 80 
that an explosion that may result theie cloes got 

uiffcct importunt buildings . 
( b ) Storage arcus shall be of good construction . Chances 

of flooding shall be eliminated by proper location 

and by providing raised floors . 
( c ) Particular CATC shall be taken during the construc 

tion of the buildings mcunt for storage of these 
materials against possible ingress of rain water so 
that the building is always kept dry . Slopped roof 

Shall be provided so that water leakage is avoided . 
( d ) An explosion venting shall be provided in the ratio 

1 m /15 m of the storage volume in the room , 
(c ) Alkali metal containers shall be stored on cement 

blocks or elovated platforms. Containers of alkalı 

metals shall not be stored in corrosive atmosphere . 
( f) Water connection shall not be available in the build 

ing 
( 5 ) Apart from a No Smoking board a suitable warning 

prohibiting the use of water shall be displayed , 
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( b ) Fire extinguishers of the dry chemical powder type 

shall be availablo in the storage arca . 
(1) Adjacent to bulk storage areu a dispensing area shall 

be provided with all the design requirement 
as applicable to bulk storage Arcas, The dispensing 
area should be separated from the storage area by 

a firm wall 
( ) Original containers of alkali metals shall be checked 

periodically for any defect / corrosion and tho da 
maged containcrs shall be immédiately replaced . 


( 4 ) Corrosive and oxidising chemicals, — a ) Flooring in 

the acid storage area shall be acid proof. 
(b ) Altangements shall be made for exhaust ventilation 

in order to remoye the corrosive vapours. 
(c ) Acid carboys shall be kept on a layer of sand 

atlcast 7 .5 cm thick provided on floor as far as 
possible or on cement shelves , Separate areas / 

shelves be provided for cach type of acid . 
(d ) In casc of alkalis, each item shall be stored sepa 

iately . Drums shall not be stored more than 2 high . 

Bags shall not be stored more than a metre high , 
(e) Before accepting any container it shall be checked 

whether it is in good condition for storage and 

defective ones rejected . 
( f) Oxidising agents shall be stored in original containers 

on stcel racks not more than 1. 9 m high . No com 
bustible , materials shall be brought or left ncur 

the oxidising agents. 
( 8 ) Emergency showers shall be provided wherever corro 

give materials are stored / handled . They shall con 
sist of large volume, low vclocity discharge from 
directly overbcad so that a person could be drcnched 
completely and continuously , Only quick acting 

value shall be used in this line. 
(h ) Containers of corrosive and oxidising chemicals shall 

be checked periodically for any defect / corrosion and 
the damaged containers shall be immediately re 

placed . 
( 5 ) Toxic materials 
( a ) All toxic substances shall be stored only in the origi 

nal containers on standard racks of 1 . 9 m height. It 
shall be ensured that the labels are intact and con 
tuin all tho relevant information , 
Toxic materials shall be stored in isolation and away 
from other storage area to prevent them from in 
volving in fires which originate elsewhere . There shall 
be good administrativo control over the stock of 
these materials , 


(d ) Airconditioning and ventilating systems shall be so 

installed as to minimize the danger of spread of 
fire , smoke or fumce from one Hodr of fire area 

to another , 
( e ) In operational areas, - the amount of combustibles 

shall be kept to the minimum consistent with opera 
tional requirements , the bulk quantities being kept 

in separate storage areas , 
(f) Carrying of matches, cigarette lighters, or other flame 

producing articles shall be prohibited in all places 
where explosive , flammable or highly combustible 
materials are stored or handled . Şmoking shall also 
be prohibited and No Smoking sign shall be dis 

played . 
(B ) Viewing windows shall be provided on all doors of 

laboratories , plants , etc . in order to aid in early 

detection of fire or any other untoward incident. 
( 2) Fire detection and extinguishment : 
(a ) In all working areas fire alarms shall be provided at 

convenient locations so that prompt action can be 

taken in extinguishing fires. 
(b ) All arcas associated with high and moderate fire 

hazard shall be equipped with eaily fire detection 
and alarm systems of sufficient capacity and capa 
bility . The signals shall be clearly audible to all 
persons in the buildings whenever the alarm is 

sounded in any portion thereof, 
(c ) The number and type of fire extinguishing equip 

ment required by each work unit shall be finalised 
in consultation with firo services personnel. Apart 
from a judicious use of portable (or first - aid ) fire 
extinguishers, water sprinkler system shall be ins 
talled wherever indicated . 


( d ) An adequate water supply with predetermined pies 

sure shall be maintained at all times for exting 

uishing fires. 
( e ) Firc bydrants shall be ivailable and so located 

or protected that they shall not be liable to da 

mage from moving vehicles. 
( f) Hydrants and supply pipes shall be flushed at fre 

quent intervals in order to remove sediments that 
may otherwisc accumulate . They shall be checked 

atleast once in three inonths, 
( 8 ) Fire detection fire fighting equipment shall be tes 

ted before installing and periodically so that they 

are ready for action all the time. 
(h ) All portable extinguisher and other appliances shall 

he conveniently and conspicuously located taking 
the nature of the combustible materials in the 
working area into account. 


(b ) 


(6 ) Explosives . a ) Explosives and detonators shall be 

stored separately in fireproof and weather - proof 
magazincs of a type approved under the Indian Ex 

plosives Act, 1884 . 
(b ) Locations of magazines shall be away from the main 

roads and other buildings. 
12 . Fire Protection : 
( 1 ) General. — a ) Any building shall be so designed and 

the type of materials used in its construction so 
chosen that the building is fire resistant and sprcad 
of fire , smoke or fumes will not occur . Provisions 
of relevant fire safety rules and rogulations shall 

be applied . 
(b ) The amount of combustibles used in construction of 

buildings shall be as low as possible . The use of 
flammable surface finishes on wall and ceilings 
could contribute to rapid spread of fire. Their use 

therefore shall bo carefully controlled . 
( c ), Structural components of buildings shall bo. As far 

as possible , fire resistant ; their firo rating shall de 
pend on the use to which the structure will be 
PUM . 


(? ) Fire control : 
( a ) In relation to the size and number of persons 

cmployed in each workroom or areas , it shall be 
provided with adequate number of fire exits , For 
high riek arcas such as workrooms in higher floors 
where more than twenty persons are working or 
whero flammable materials arc stored , atleast two 

exits shall be provided . 
(b ) The doors of the fire exits shall open outwards. 
(c) No fire exit shall be less than 90 om in width 

nor less than 200 cm in height. 
( d ) The fire escape stais shall be within 22 m along 

the line of travel from any part of the floor, from 
which It is meant to provide escape . Escape stair 
shall be made of sound construction and fire re 

sistant materials . 
( c ) No fire escape stair sholl be constructed at an 

anglo greater than 45° from the horizontal. Every 
stairway which affords a means of escape in case 
of fire shall be provided with a substantial hand 
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rail which if the stairway has an open side shall 

(c ) Belts shall be inspected on a periodic schedulc and 
be on that side and if the stairway has two open 

a proper record kept. 
sidoa , such hand rails shall be provided on both 
sides . 

( d ) The inspection shall include checks for cuts , ac 

cumulation of dirt or grease , excessive looseness 
( f) The fire escape staircase shall be provided with 

or torsion , misalignment of slipping. Belt lacing 
emergency illumination . It shall be so constructed 

and fusteners shall also be inspected and necessary 
that it will not be smoke logged during a fire in 

observation shall be made to determine that undu . 
dent. 

Stress is not applied on them . 
( g ) Smoke venting facilities , wherever required for 

(e ) All gears regardless of size , type or location shall 
Nafc use of cxits in windowless buildings , under 

be guarded by t complele enclosure . 
ground structures and large working areas, shall 
be automatic in action . 

(1) All shaſt couplings shall be so constructed that 

there are no projections or else they shall be co 
13 . Machine guarding and operation : 

vered with safety slecvcs . 
( 1) General : 

( 3 ) Lathes : 
(a ) All moving parts of machinery shall be guurded 

( a ) Chuck wrenches shall be spring loaded or other 
whenever such motion presents a hazard to per . 

wise designed to assure their disengagement prior to 
sonnel. AJI belts, pulleys, gears , shafts, clutches, 

uso. 
drums, flywheels, spindles and all other rotating 

(b ) Circular shields shall be installed around chuck or 
or reciprocating parts within 2 . 1m of floor or one 
rating platform shall be construed to piesent a 

the lathe dog if it has projections which can hurt. 
hazard to personnel, 

(c ) Proper chip breaker shall be used to eliminate in 
(b ) Guards made of wood or other suitable material 

juries when steel and auch other materials are tur 
shall be used where the presence of a metal guard 

ned on lathes. 
would introduce a hazard . 

( d ) Luthes shall not be cleaned while on motion . Pro 
( c ) An efficient stopping and starting device shall be 

per brush shall be used to remove the turnings . 
provided on every machine . The control of this 
device shall be in such a position as to be readily 

( 4 ) Milling machines : 
and conveniently operated by the person in charge 

( a ) Milling machines shall be proviled with a metal 
of the machine. 

or transparent guard over the cutter designed to 
(d ) Use of close - fitting garments by, machine opciators 

prevent accidental contact with it and to serve also 
and service personnel shall be enforced . Wearing 

as a chip guard . 
loose clothing , dangling cuffs, ornaments, ctc . shall 

( b ) The lubricant shall be directed on the part of the 
be prohibited , Suitable caps shall be provided for 
women employees working with revolving machi 

tool turning away from the work . 
nery . 

(5 ) Circular Saws : 
( c ) Machines shall not be permitted to run taltended 
unless it is specifically designed for 

( a ) Circular saws for cutting cold metal shall have a 

automatic 
operation . Strokes of any machine shall not ex 

good guard which automatically adjusts according 
tond into aisle spaces . 

to the thickness of the stock heing cut. 
( f) Oply the minimum stock of materials shall be sto 

(b ) The portion of the saw under the table shall be 
red in a workshop . The space surrounding every 

guarded with a complete enclosure having a pro 
machine in motion shall he kept free from obs 

vision for the collection of scrap motal. 
struction . 

(0 ) Bundsaws shall have the upper and lower wheels 
( 8 ) The floor surrounding every machine shall be main 

completely enclosed with sheet metal or sturdy 
tained in good and level condition and shall not 

mesh screens, 
be allowed to become slippery . The floor in a ma 
chinc shop shall be kept free from chips or other 

( d ) The portion of the saw blade between the upper 

wheel and the gaw table shall be completely en 
loose material. 

closed with a sliding fixture attached to the guide . 
(h ) There shall be adequate illuminution throughout 

The length of the blade exposed at any time shall 
the workshop . According to the nature of the job 

not be more than 9 mm greater than the thick 
and requirements of cach machine , the illumination 

ness of the stock being cut. 
shall be improved upon by providing local illumi 
nation , 

(6 ) Grinding machines : 
( 1) Scrap materials shall be deposited in designuted 

(it) Abrasive disks and wheels shall be stored in a dry 
containers and shall be promptly removed before 

arca not subject to cxtreme temperatures. Abra 
they overflow . 

sive discs and wheels require careful handling to 

provent dropping or bumping. 
(j) No person shall be allowed to work on a machine 
unless he has been sufficiently trained in the work 

( b ) Every grinding wheel shall be carefully fitted to the 
ing of that class of machine, or he works under 

machine shaft. A safety washer shall be placed on 
adequate supervision of a person who has a tho 

each sido between the wheel and the flango which 
rough knowledge of its working . 

shall be of correct size . 
( k ) Unauthorized persons shall not be allowed to work 

( 0 ) Operating speed of the machine shall be checked 
on machines , 

to make SLITO that it does not exceed the maxi 
mum design speed of the wheel. To ensuro this , 

there shall be a notice , conspicuosuly displayed on 
( 2 ) Prime movers and transmission machinery : 

the machine, indicating the maximum safe work 
(a ) The opereation of prime movers and transmission 

ing peripheral speed of cvery grind stone or ab 
machinçry shall be such that they do not present 

rasive wlicel, the speed of the shaft or spiodic 
any hazard to personnel. 

upon which the wheel is mounted and the dia 

meter of the pulley upon siich shaft or spindle nic 
(b ) Fly wheels shall not be operated at speeds exceed 

cessary to secure such safe working peripheral 
ing those designated for any reason . 

spcod . 
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(1 ) Grinding machine shall not be operated unless it 

(1) Electricity shall not be tagged by inserting bare 
is provided with a guard . 

wires into sochets. Suitable plugs shall be used for 

the purpose , 
( c ) The work - rest shall be suitably constructed and 
securely clamped at not more than 3 mm from the 

( g ) Insulation resistance test (megger test ) shall be 
face of the whcel. 

made periodically on clectrical installations and the 

result recorded . Exceptionally low readings Or sud 
( f) When opercating any grinder , prope, eye protec 

den changes shall be carefully investigated . When 
tive equipment shall be wora . 

tests are made, the electrical equipment shall be 

disconnected from all sources of power and the 
(7 ) Wood working machinory : 

terminals shall be short- circuited and grounded be 

fore and after each test to drain oli all residual 
(a ) Every circular table saw shall be provided with a 
spreader, a self 

charges. 
adjusting hood and a non - kick 
back device hinged on to the hood ( crown guard ) . 

( b ) All stalutory requirements under Indian Plcetri 
The part of the same blade beneath the saw table 

city Act , 1910 and rules made therounder shall be 
shall be completely enclosed . 

followed in respect of installation , Operation and 

maintenance of clectrical cquipment : 
(b ) A plish stick or other suitable appliance shall be 
provided for use to cnable the work to be done 

12 ) Installations ; 
without exposure to unnecessary risk . 

(v ) All electrical equipment and installations shall be 
( c) All portions of the band saw shall be enclosed 

of such construction and so installed and main 
except the working side of the blade, 

lained as to prevent danger both from contact with 
( d ) Band saw wheels shall be completely enclosed . 

live conductors and from fe. 

( b ) Material for all clcctuca ) cyuipment shall be scleut 
(8 ) Shearing Machine : 

ed with due regard to the working tension , load 
( a ) Fixed or self -adjusting shall be installed at the front 

and to any special condizion of usc . 
and rear of the blade. The distance of the lower 

( c ) After installation of new electrical systems or afici 
edge of ench bal Fier from the table and blade shall 

extensive alterntions lo existing installations, an 
not exceed 11 mm . 

1D9pection shall he made by H person with a super 
( b ) Rails shall be installed on the exposed sides and 

woor s Licence , other than the rerson or persons 

engaged in the work , before the new system 
at the rear of the machine. 

or 

new extension is placed in service . 
(9 ) Power Presses : 

( 1 ) When it is impossible or impracticable to enclose 
(a ) Power presses not equipped with fully automatic 

electrical circuity or Clitent carrying parts of elec 
feed shall be equipped with a non -repeat device , 

trical equipment operating with A . C . voltage of 50) 

volts or more to giound, acudental contact by per 
( b ) Where a fully automatic or semi- automatic Iced is 

sons or objects shall be prevented by installing the 
lised the ram shall be completely enclosed or its 

circuits of equipment: 
stroke limited to 11 mm or a gate guard installed . 

1. in rooms or enclosures which we eflectively ground 
(c ) A manually ſed press shall be protected by anc or 

ed and accessible to lithorised persons only , or 
more of the following arrangements : 
( i) a coniplete enclosure of the ram allowing not 

II. on balconies, galleries or platforn so elevated and 
more than 11 mm between the bottom of the 

arranged as 10 exclude access to unauthorised 
enclosure and the job . 

persoas. 
( ii ) limitation of the ram stroke is not more than 

( c ) Fle - trical equipment which reque, adjustment or 
11 mm . 

cxamination dirring operation shall be go installed 

That readily accessible and adequate working space 
(ji ) gate guards interlocked with control mechanism . 

sure footing can be provided and maintained at all 
(iv ) a two-hand tripping device. 

necessary points . 
( v ) a sweep guard . 

( 1 ) Where electric transforme s, cupacitors or other 
( vi) specially designed hand tools and manual l coding 

cquipment contain oil in excess of 5000 I per tank , 

compartment or chamher , the oil containing equip 
guard . 

ment shall be 
( d ) where automatic or complete gravity ejection is not 
provided , strippers , knock -outs , kick - outs , comp 

I. situated outside the industial buildings, and 
ressed air jets or special hand tools shall be pro 

II. so erccted over pits, liains or sumps that the 
vided to permit the safe removal of the materiala 

whole of the contents of anyone of the contain 
from the Press . 

ers will be collected in it. 


14 , Electrical Equipment 
( 1 ) General : 
( a ) Only trained and quthoriscd persons shall he per 

mitted to work on electrical ipstallations. 
( b ) Operation of electrical cavipment shall be avoided 

when standing on wet floor or when hands are 

wet. 
( c ) Whenever possible , only one hand shall be used 

when working on circuits or control devices. 
(a ) Wearing rings, metallic watch bands, etc . shall be 

avoided when working with electrical equipment or 

in the vicinity of strong induced fields . 
( c ) When a person is working with energised equin 

ment a second person capable of helping him in 
an emergency must be present. 


13) Grounding: 
( A ) Armouring and sheathing of clectric cables, metal 

conduits and their Attioga , metallic safeguards and 
other non cu cnt carrying parts of utilisation , 

equipment shall be effectively grounded . 
(h ) Groundline conduclora shall be of low resistance 

and of sufficient capacity to cany safely the heavi 
est flow of current which may result from a brcak 
down of the insulation of the equipment to he 

protected . 
( c ) Where portable electrical equipmenų with exposed 

netul narts are lised , cynosed metal frames of 
equirment operated on A . C . and D . C . systems of 

supply shull be effectively groundecl. 
( d ) Isolating switches shall be provider for clisconnect 

ing electrical cquipment or conductors from the 
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source of supply when icrait oinaintenance work 
! has to be done on the equipuient of conductors . 

When cquipment or concluctus ale so isolated , 
they sholl be effectively grounded and where neces 

Sary , short -circuited . 
( e ) All portable electric tools and cquipment shall be 

provided with threc core cables, one of which is e 
ground wire . Electric supply for the 100ls / equir 
ment shall be tapped using only thiec-pin plugs of 
good qualily . 


( 4 ) Guarding of live paita : 
(ul ) Plicis, screw drivers , fuse rullers and similar hand 

tools used in connection with electric work shall bo 

adequately insulated . 
(b ) Handles of oil cans and winers, brushes and other 

cleaning devices used around electrical equipment 

shall be made of non -conducting materials . 
( c ) Motor generators, iectifiers oi transforners in arc 

welding Or cutting machines and all current carry 
ing parts shall be protected against accidental con 
tact with uninsulated live parts . 
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(c ) Wooden handles of hand tuols shall be of good 

quality , straight- grained material. They shall be 

sinonih and fiec from splinteis or hair edges. 
( d ) Where there is any risk of an explosive atmosphere 

being igniteul by sparks, the hand tools used therein 

shall be of non -sparking type. 
( e ) Heuds of shock tooly shall be dressed or ground to 

suitable curvature on the edges as woon as they 

begin to mushroom or crack , 
( f ) Handtools shall be tempered, dressed and icpaired 

only by qualified persons, 
( 9 ) Handtools shall not be left on floors, passage ways , 

etc .; while working at elevations, hontools shall 
bo properly secured to belt , or other cquipment / 
structures so that they may not fall on persons 

below . 
( h ) Workers shall be properly instructed and trained in 

the safe use of hand tools . 
( i ) Workers using cold chisels or chisel cutters in 

Operation involving risk of cye injurics shall be 

provided with suitable uyc piotection , 
(j) Files shall be used with substantial ferruled handles . 
( h ) Handles of hammers and sledges shall lic fitting 

securely . 


( 5 ) File cxtinguishment : 
( a ) Water shall nou he used for extinguishing fiicy in 

volving electrical equipment except where emulsions 
are formed for pu " poses of fire extinguishing and 
where file is otherwisc incontrollable in the latter 
case , precautions against clectrical contact shall be 

taken before the use . 
( h ) CO , gas typc extinguishers shall be provided for 

uso on electrical installations. In addition , dry sand 
or other non - conducting materials may be used 28 
extinguishants. 


(1 ) Pliers shall not be used as substitutes for wrenches 

to tighten or loosen nuts . 
(m ) Edges of screw drivers shall be properly rounded 

SO As to fit the slot of tbe screus. 
In ) Screw drivery shall not be used for prising of as 

chiscls . 


(6 ) Personal protective clothing: 
(a ) While working on or close to live clectrical circuits 

or equipment , workcis shall 
1. wear tight fitting clothing . They shall be free from 

metallic buttons or cults . 
II. not wear unnecessary metal objects such as sings , 

key or watch chains. 


( 0 ) Pipes or other extensions shall not be permitted on 

wrenches or spanners unless th tools are designed 

for use in this manner . " 
( p ) Wienches and spanners shall nto be used as ham 

mers . 


( q ) Hackshaw blades shall be stretchel tight in their 

frames and moved in a straight line with steady 
sliokes, so as to avoid the blades from breaking 
and possibly injuring the hands. 


( 7 ) Static electricity 


( IL ) Where dangerous accumulation of static charges 

may be caused by belt and pulley drives , both shaft 
and bearings shall he grounded . 


( b ) Wheic parking may Xcut between the belt and 

pulley in such a way as to cause risks to the work 
er s, the accumulation of static charges shall be 
reduced hy means of metallic combs connected to 
grolina and placed , if necessary , on both sides as 
close it possible , to the helts at the point where 
they ilin off the pulleys , 


( 2 ) Portable power tools : 
( il ) Portable electrical tools shall not be used in the 

presence of flammable vapours , gases and dusts un 

less the tool is specially designed for such uses. 
( b ) In all clectrically operate tools, 2 three core cable 

shall be used and the ground wire properly con 
nected to the body of the tool ( sce also Rule 
12 ( 3 ) ( e ) ). 


( c ) Switches shall be provided on powered 100ls in such 

a manner that the sossibility of accidental starting 
is minimised. 


( 8 ) Hazardous locutions: 
All electrical equipment such 43 motvis , switches and 

lighting fixtures installed in place where there is 
danger of explosion from fammable gas or vapour 
mixtucy shall be of an approves explosion - proof 

Туре . 
15 . Hand tools and portable power tools ; 

( 1 ) Hund tools : 


( d ) Portable power tools and their accessories shall be 

frequently and thoroughly inspected on a period sche 

dule and record of all such inspections maintained . 
( e ) Flectrically actuated tools Shall le operated only 

by persons who have incen trained and instructed in 

the use of such tools. 
( f ) In portable prindzis the wheel shall be properly 

mounted with safety Washers and flanges large 

enough for the type of wheel installed . 
( g ) Goggles / face shield shall he worn when performing 

grinding work , 
th ) While ning a portable power drill the material to 

be drilled shall be kept suitably secured . 


( a ) Hand tools shall he oí good quulity material and 

app opriatc for the work for which they will be 
used . 


( b ) Hand tools shall be used only for the specific pui 

poses foi which they are m ant. Their handles 
shall be free from grease , oil, etc . 
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( 3 ) Pressure reducing devices : 
1 ) Every pressure vessel which is designed for a work 

ing pressure less than tho pressure at the source of 
supply or less than the pressure which can be ob 
tained in the pipe connecting the pressure vessel 
with any other source of supply shall be fitted with 
a suitable pressure reducing vulve or other suitable 
automatic device which prevent the maximum per 

missible pressuire being cxccedod . 
( b ) To further protect the pressure vessel in the event 

of failure of the reducing valve or device at least 
one safety valve having a capacity sufficient to 
release all thợ steam , vapour or gas without undue 
pressure rise as determined by the pressure at the 
source of supply and the gize of the pipe connecting 
the source of supply shall be fitted on the low pres 
sure side of the reducing valve . 


(i) When power tools are used in elevated places, the 

operator shall wear a bafely bclt to minimise the 
danger of falling , should the tools hreak suddenly 
o hc leucives an electric shock . 
Effective local exhaust ventilation shall be provided 
for dry operations such as bufìing, grinding and 
Aunding which produce harmful dusts in apnieciable 

concentrations. 
( k ) In case of pneumatic impact tool, a short chain 

shall be securely attached to airhosc to prevent it 

from whipping. 
16 . Pressure vessels and plants 
( 1 ) General ; 
( a ) Every pressure vessel / plant other than any vessel 

which comes in the scope of Indian Boilers Act, 
1923 and metal bottles of cylinders used for the 
storago or transport of compressed gasey of liqui 
fied or digsolved gases under pressure and operated 
at a pressure greater than atmospheric pressure 

shall be - - 
( i) of good construction , sound material, adequate 

strength and free from any patent defect ; and 
( ii ) properly maintained in a safe condition , 
( b ) No new pressure vessel shall be taken into use in 

a factory unless it has been hydrostatically tested 
by a competent person at a pressure alteast 1. 3 
timcs the design pressure, and no pressure vessel 
or plant which has been previously used or has 
remained isolated or idle for a period exceeding 
2 months or which lias undergone alterations or 
repairs shall be taken into use in a factory unless 
it has been thoroughly examined by a competent 
person externally and internally if practicable , and 
has been hydrostatically tested by competent person 
at a pressure which shall be 1. 5 times the maximum 

permissible working pressure . 
( c ) No pressure vessel / plant shall be used a factory 

unless a certificate specifying the design pressure oi 
maxinium permissible working presure thereof und 
stating the naturd of tests to which the pressure 
vessel/ plant and its fittings ( if any ) have been sub 
jected , has bccn obtained from the manufacturer of 
the pressure vessel / plant or from the competent por 
son and every pressure vessel / plant so used shall 
bo marked so as to enablo it to be identified as to 
the pressure vessel /plant to which the certificato 
relates and the certificate shall be kept available for 

perusal by the Inspector . 
( d ) Competent Authority shull stipulates specific require 

ments for the reactor vessels as well as associated 
high pressure piping and competents . 


( 4 ) In service test and cxaminations : 
( a ) No new pressure vessel shall be taken into use in a 

factory unless it has been hydrostatically tested by 
a competent person at a pressure of atleast 1. 3 times 
the design p . essure and no pressure vessel / plant 
which has been previously used or hay remained 
isolated or idle for a period exceeding 2 inonths 
or which has undergonc alterations or repairy shall 
be taken into use in a factory unless it has been 
thoroughly elamined by a competent person cxter 
nally and internally if practicable , and has been 
hydrostatically tested by the competent person at a 
pressure which shall be 1 . 5 times the maximum per 
missible working pressure . 


( b ) No pressure vessel / plant shall be used in a factory 

unless there has been obtained from the manufacturer 
of the pressure vessel/ plant or from the competent 
person a certificate specifying the design pregsure 
or maximum permissible working pressure thereof 
and stating the naturc of tests to which the pressure 
vessel / plant and its fittings (if any ) have been sub 
jected and every pressure vessel/ plant so used shall 
be marked so as to enable it to be identified as 
to the pressure vessel / plant to which the certificnic 
relates and the certificate shall be kept available for 

perusal by the inspector. 
( c ) Every pressure vessel / plant in service shall be 

thoroughly examined by a competent person : 
(i) externally , once in every period of six months ; 

( ii ) internally , once in cvery period of twelve months. 
Provided that if by reason of the construction of a pressure 
vessel a thorough internal examination may be replaced by 
a hydrostatic test which shall be carried out once in every 
period of two years. 
( iii ) hydrostatically tested once in every period of four 

years. 
( iv ) Piovided that iſ owing to its construction and use 

a pressure vessel / plant cannot be hydrostatically 
tested as required in sub - clause ( ii) and ( ii ) above 
at least once in every period of four years a sys 
tematic nondestructive test like ultrasonic test for 
metal thickness or other defects of all parts tho 
failure of which might lead to eventual rupture of 
the pressure vessel / plant shall be carried out . 


( 2 ) Safety fittings : 
Every pressure vessel /plant shall be fitted with 
( i) a suitable safety valve or other effective pressure 

relieving device of adequate capacity to ensure that 
The maximum permissible working pressure of the 
pressure vessel / plant shall not be exceeded . It shall 
be set to operate at a preisure not creding the 

maximum permissible working pressure . 
( ii ) a suitable pressure gauge with a dial range not less 

than 1 . 5 times the maximum permissible working 
pressure . It shall be clearly visible and designed to 
show at all times the correct internal pressure and 
marked with a prominent red mark at the maximum 

permissible working pressure of the pressure vessel. 
( iii ) a suitable stop valve of valves by which the pressure 

vessel may be isolated from other pressure vessel / 
plant or source of supply of pressure . Such a 
stop valve or valves shall be located as close to the 
pressure vessel as possible and shall be easily acces 

sible ; and 
( iv ) a suitable drain cock or valve at the lowest part of 

the pressure vessel for the discharge of the liquid or 
other siibstances that may collect in pressure vessel . 


( d ) The pressure of the hydrostatic test to be carried 

out for the purpose of this sub -rule shall be 1 .25 
times the design preasure or 1 . 5 times the maximum 
permissible working pressure, whichever is less . 


( 5 ) Report of Test : 
( a ) if during any examination any doubt arises ay to 

the ability of the pressure vessel / plant to work 
safely until the next prescribed examination , the 
comyetent person shall record his observations, find 
ings and conclusions with other relevant remarks 
with reasons and may authorise the pressure vessel 
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to be used and kept in operation /subject to a lower 

( 2 ) Handling and use : 
ing of maximum permissible working preslic or to 
more frequent special examination or test of subject 

( a ) While transporting cylinders , whether lull oi cripty , 
to both these conditions, 

their protective caps shall be in place , 
( h ) The competent person making icpoit of any exami 

b ) Cylinders shall be stucked when they are anyported 
nation under this rule , shall within seven days of 

in trucks so as not to project beyond the sides of 
the completion of the examination, send to the 

the truck . 
inspector a copy of the report in every case where 
the maximuin permissible working pressuirę is reduced 

In ) Adequate precautions shallbluhen ) piuvent Lylia 
or the examination shows that the pressuic vessel / 

deis from falung off the truth and being subjected 
plant or any part thereof cannot coniirile to be used 

to rough usage, excessive shocks or stresses . 
with safety unless certain rcpailsale and out or 
unless any other safety measure is taken 

( d ) Drivers of trucks transport 14 Comics cd caly cylin 

dels shall exercise necessary care in lossline, irrig 
17. Compressed gas cylinders : 

porting and unloading . 
( 1 ) Storage : 

( e ) In the case of transport of toxic and flammable g418 

cylinders on trucks . driver s of trucks shall havo 
( 4 ) To void mix -up of complessed gas cylinders and to 

their attention drawn to contents of the cynnders 
prevent a potentially hazardoily situation , cylinders 

by the persony directing the operations and shall be 
containing different games shall be stored sepulutely . 

ushed to exercise the necessary care in loading , 

Tunsposung und unloading . 
( b ) If I linge numbei of gas cylindeis atc to he stured , 
cparatç storage facility shall be provided linder 

(f ) Trucks that are laden with full cylinders shall not 
the following groups : 

be left unattended in public places. 
( i ) inert gases (eg. aigon, helium etc . ) and oxygen 

( g ) Lifting magnets shall not b . lcd in loading or in 

loading cylinders 
( ii) torc but non - llammable gases ( e. g . Chlorine , sul 
phur dioxide, etc .) 

( h ) When loading or unloading cylinders is to be carried 

out with a crane, a properly designed cradle yhall 
( iii ) flummable guves hoth toxic and non -toxic ( e . s . 

be used 
acetylene carbon - nionoxide, hydrogen sulphide 
etc. ) 

( 1 ) Foi transporting cylinders inside a plant / laboratory , 

suitable hand trolley shall be used . Such a hand 
( c ) if the number of cylinders to be stored centrally is 

Trolley shall be provided with a chain for youur ng 
small, a small store only may be provided but 

the cylinder so that it cannot tall if the hand trolley 
arrangements shall be made segregate cylinders into 

passey over a bump. 
the threc groups . 

(1 ) Rolling , dragging and sliding of cylindery shall be . 
( d ) Cylinders shall be stored in a coul, diy and well 

avoided . 
ventilated place. Cylinders hept in the open ſoi 
temporuiy use shall be protected from rain and yun . 

(k ) When the cylinder is brought to its place of use in 
Cylinders shall be stored with their prolectic cp6 

thc plant / laboratory , it shall be preterably oocured 
on . 

to a wall, bench OT some other firm support. 
( e ) I notice indicating names of the gases stored and 

( 1) Cylinders shull not be hept in the vicinity of sources 
ma ximum quantity permitted to be storect hall be 

of heat such as ſurnaces judiators , steam piper 
put up at the citi ance of the stores . 

Ovens, etc . This is particularly important in the 

case of cylinders of liquefied yusch . 
( f ) Round bottomeu cylinders shall be laid on the floor 
and stached pyramid style not more than 4 -high , 

( m ) Cylinder s valves shall be closed at all times cxzept 
with yubstantial wooden wedges retaining the bottom 

when the gas is actually being drawn . 
layer at each side Outlet Vulycy shall all face the 
same way . 

( n ) Only the standard key shall c used to operate the 

vulve spindle. Leverage mus : not be unreased by 
( 8 ) Flat or concave bottom cylinders may be stoicd 

any means nor minst excessive force c . haniniat 
lipright, but then they shall he in such it place that 

ing, be used . 
they cannot be accidentally knocked down oi they 
shall be firmly called with propei chain range 

( 0 ) Cylinders valves, shall be kept clean Setorc fitting 
ment. 

regulator, any loosc dirt lynry within the Vallve 

socket shall be removed by craching the valve , 
( h ) ( ylinders of betylene and of liquefid yases shall 
hoc loreal lipright in avoid possibility of lezhaçc of 

( n ) Cylinder valve and littings bull not be lubricated 
the liquid . 

except under specific advice liom the s ay Supplier . 

On no account shall oil or gicase be used on oxygen 
( 1) Smoking shall be prohibited , particularly where flam 

Cylinders , because of the risk of lite oi explosion . 
mable giles are stored : No Somking signs shall 
be displayed at prominent place in ind routside the 

( 4 ) Empty cylinders shall be han lleul with its much are 
stores. 

as full ones . 
1 ) Use of open llames, spark pioducing gents or hot 18 . Handling of hazudous materials. 
work such as weldiny shall br: prohibited in the 

w General, la ) All dazu dous Duterials shall be hao 11 
stores where Hammable gases are kept, 

ed in such a way that personal injuries do not 
( ) Combustible materials ( e .g . oil rags paper , wood, 

result . The planning for this shall include the 
paints, etc . ) shall not be kept in the stores, 

propor design and maintenance of equipment / systems, 

( b ) Propei personal protective equipment shall be mio 
(1 ) Full and empty cylinders shall be kept apartat 

vided at the time when hazalous materuty aro 
" full" und " empty ” notices shall be dimplayed in 

Trundled . 
itppropriate positions . 

- (c ) Personnel who are required to handle hazardous 
m ) Guses shall not he tapped from 

as 
compiched 

materials shall he knowledge .ilile bort their clan 
Cylinders hept in the stores, 

gerous properties, procautions ihat are to be taken 

while handling. first aid and fire fighting inethode 
( n ) Statutory requircments laid down under Gas Cylinder 
Rules 1981 shall be observed in addition to the 

that may be required in case of emergencies that 
ubove sub - rule . 

may arise . 
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( d ) Il pillages shall be disposod of promptly and 

coveringa , glovey and face protection shall be used 
safely . Piorcr procedurcy for the same shall be laid 

depending on the situations. 
down and conYP CLiously displayed in the handling 
areas , 

( c ) Molten alkali metals shall be transferred under the 

cover of an incrt pas or under vacuum at the lowest 
Appropriate lire extinguishers in sufficient numbers 

possible temperature and pressure to mininise tho 
shall be provided in the handling arcas . Suitable 

possibility of fire . 
instructions shall be lisplayed . File scrvice per 
sonnel shall be aware of the type of material burniog 

( f ) Operations such as welding, gas cutting, heat treat 
od the rulagich szards of lumes incirlintered before 

ment, etc . shall be avoided wherc alkali metals and 
attempting to extinguish the fire . 

handled . 
(1 ) Hatung , Junking and smoking shall be strictly pro 

( 8 ) Ą fant -acting drainage systein shall be incorporated 
hibited in the alle .19 handling hazardous materiais . 

in the liquid metul handling system 10 low the 

liquid metal to drain into a secondary containment 
( 2 ) Flmuble quis , - - ( a ) \ Vhere flammable liquida 

Aystem . 
12 handled there ball be no open flames or other 
scilirces of ignition including sparking source . 

(b ) The system whall be tested for pressure or vacuum 

periodically to ensure that safety is not endangered 
(b ) Tianstersing vl flammable liquids by means of 

and it record of the tests shull be maintained . 
rheumatic press applied or the container or 
tanks sh . ll be prohibited unless the container or 

(i ) Air and water lines shall never be connected , directly 
tank is designed for the purpose and periodically 

of indirectly , to piping that handles liquidi mctals. 
ested and round sound enough These shall be 

( 1) All machinery and pipe lines on which static clectri 
drawn from or transferred into yeysels, containers 

city is likely 
ol postulle tund within 1 building only through 

to accumulate shall be effective 

glounded . 
a closed piping qystem picferably using gravity and 
by employing an approved self -closing valve . 

(k ) Suitable notices indicating the dangers involved and 
( c ) Where volatile fillily are transferred from tankeis 

safety measures to bo takon shall be clisplayed on 
or joad vehicles the metal work of the storage sys 

the barrels or tankers uscd for transport. 
tem shall be hondled to the metal work of the 

(1) Small quantitieq Of alkali metals spilled in the 
tanker of road vi bicle and also to earth . 

laboratory shall be covered with a layer of scda 

ash and then scraped lip for immediate disposal at 
( d ) Approvedl surely cans shall be used for transfer and 
handling flammable liquids upto 20 litres . The 

a designated place . Suitable methods of disposal 
cufety cans shall have the following 

shall be planned for larger 
essential 

quantities of ukali 
features : 

metals . 

( 4 ) Corrosives. - ( a ) Containers of corrosive materials 
I love leach tight, 

shall be of the appropriate type and sound material. 
11. Jutomatically vent vapour at appjoximately 0 .3 

(b ) Personal protective cquipment such as Chemical 
hy ( m gauge internal pressure to prevent rupturc 

goggles , aprons and gurrbooty shall be worn by the 
foi explosion in the event of fire ) , 

workers when they handle corrosive materials. 
( uji ) have m Aanmc u rester to prevent flame from 

( c ) Transferring of corrosive liquids by means of 
rouching the Narniable contents . 

pneumatic pressure applied on the container or tank 

Shall be prohibited unless the contuiner or tank is 
IV . aliomatically close after filling or nouring . 

designed for the purpose and periodically tested and 
( e ) To il void static electricity formation the late of 

found sound enough . 
flow of flardmable liquids shall be restricted to 21 

( d ) Wherever large quantitics of corrosivc materials 
m2. vinum of 1 metre / sec . 

are handled water in plenty shall be available neníby . 
( f ) Waste Mammable liquids shall be collected , transferr 

In addition there shall be a wafelv shower ind e ; e 

wash fountain , 
ed and stored in containers with tight fitting lids . 
When waste or jag . ulcusel in connection with 

( c ) Flooring in the corrosive material handling area 
dipping Operations, metal waste cans with tight 

shall be corrosion resistant. 
ir ne lids hoi lic provided and all impregnated 
Tug of Wasta deposited therein inzmediately after 

11 ) The drainare line froin the areas where coulosive 
In the con theo the waste can shall be properly 

materials are hundled shall be corrosion resistant. 
dispon ] of an and when it gets filled . 

( 5 ) Toxic materials . - ( a ) There shou he it close adminis 
( v ) Under any circumst incer, common drain shall not 

trative control over the storage and urc of toxic 
o made 11e n t dispose of spilled flammable 

materials, They shall be in the charge of responsible 
livrids . 

persons and shall be issued only when required 

1or specific experiments / operations. 
( 3 ) Ali ali metals.- - ( 1) Handling area for alkali metals 

(b ) Persons who are engaged in toxic materials hånilling 
hall be completely devoid of water taps and 

shall be provided with necessary personal protective 
piper . 

equipment. 
( h ) The cquipment and systems used in handling alkali 

( c ) Persons working in the areas where toxic materals 
metals shall be properly designed for ensuring safety . 

are handled shall maintain strict personal hygiene . 
Any system containing molten alkali inetals shall 
have drip travs under all equipment and valves to 

( 1 ) All wastes containing oxic materials shall be dis 
contine molten metal spills . 

posed of safely . 

19 . Handling methods : 
( c ) All tools used in alkali total handliog areas shall 
he dry. Non - speaking tools shall always be used in 

( 1 ) Manual handling. (a ) Manual handling of heavy 
opening metal druns containing alkali metals . 

articles shall be avoided as far as possible . Instead 

mechanical appliances shall be provided and used 
( d ) The degree of protective clothing required in handi 

for lifting and carrying them . 
1174 Uic wlhali met ) shall denend on the quantity 
of metal to which worker is exposed and on the 

(b ) Workers assigned to handle materials shall be ins 
lemperature of the metal. Aprons, leggings , head 

tructed as to how to lift and Carry materiale safely . 
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(c ) Where heavy objects we listed or carried by two 

or more workers, the raising and lowering of loads 
shall be fovemed by well -understood signals in 

order to ensure unity of action . 
( d ) Wherc heavy objects such as loaded drums or tanks 

are handled on inclines in either direction : 
I, ropes and tuckle shall be used 10 control their 
motion in addition to the use of checks or wedges ; 
and 


11. Worhers shall be prohibited from standing on the 

downward sicle. 
( c ) Where heavy objects re nioved by means of 

rollers, bars or sledges shall be used instead of hauds 
or feet for changing the direction of the rollers while 

in motion . 
(f ) Workers handling objects with sharp edges, fins , 

Slivers , splinters oj similar dangerous projecting parts 
or handling hol, catastic or corrosive materials shall 
use suitable personal protective cquipment. 


( b ) Lifting machines ; 
J. persons shall not be allowed lo ride on the load 

or on crane hooks ; 
11. loads shall not be carried on a ciune while persone 

wie working wderneath . The gong or on shall 

always be in service when the cianc is in isot 01); 
III. slings, chains, etc . shall not be diagged . After 

the load is taken off the crane shall not be moved 
until the hook is lowered and the sling or chain 

is detached from the hook ; 
IV . a loud on the crane shall not he moved unless the 

signals from the floor are clearly understood ; 
V . the load shall not be „ llowed 10 swing; 
VI. when raising or lowering a load it shall be check 

ed that it will surely clea ) adjacent stockpilcs or 

machinery ; 
VII . the sale load capacity of the crime shall not be 

crossed at any time. 


(c ) Conveyors : 
i. All power driven conveyors shall be of cound 

construction and shall be guarded with enclosures 
or railing to prevent works from being caught 
On moving parts or getting julied by calling 
moterials All moving belts, gears . Wrockels , 
pulleys , shaſty and chains shall be effectively 

guarded ; 
ii. power driven conveyors shall be provided with 

emergency control device convenienti: locatod . 
Wherever cross over walks are to 0 . provided 

they shall be of appropriate design ; 
iii. portable gravity chutes, icllers and helin, when 

119ed in the hanilling of materials, shall be of 
sound construction and provided with positive 

locking devices in cach section . 
iv . side boards shall be installed along the edges and 

at counters and turns of all Overhead coneyors, 
and screen guards shall he placed beneath to 

prolcct workers from falling materials ; 
v . persons shall be prohibited from riding on con 

veyors . 


( $ ) Materials shall be yo piled up that the piles will not 

interfcie with : 
T. the adequate distribution of natural or artificial 

light; 
II. the pione operation of machines or other cquip 

ment ; 
Ill. the unobstructed use of passage ways or traffio 

lapes ; and 
IV . the efficient functioning of sprinkler ystems Or 

the use of other fire extinguishment equipment. 
( h ) Materials shall not be piled up against partitions or 

walls of buildings unless it is known that the parti 
tion or wall is of sufficient strength to withatand the 

force . 
( i) The maximum weights that can be permitted to be 

lifted , chiricd or moved hy hand Oy on head hy a 
single adult male or female shall he 50 kg and 30 

kg respectively , 
( j) The passage over which an article is carried os moved 

shall be cleared of all obstructions or other hazar 

dous situations before hand 
( k ) Hand trucks and wheel barrows shall he equipned 

with knoucklc guards, Nails , piece of wire and other 

substitutcs shall not be lised in place of cotter pin . 
( 1) When loading a truck , consideration shall be given 

to the method of unloading. Blochs shall he placed 
underneath the loads so that ylings can be easily 
fastened if mechanical equipment are to be ined at 

tho unloading station 
( m ) Material handling equipinent shall be periodically 

inspected and kept in food repair . The record of 

maintenance should be kept in a register . 
(n ) When they are in ure, the trucks shall be parked 

only in the designated places . 
(2 ) Mechanical handling. - ( a ) Industrial power trucks : 
I equipment shall be operated only by authorised 

persons who have been given specific training in 

their safe Operation ; 
II . londs shall be lianypoited in such a manner is to 

provide maximum clear vision for the orc : ator; 
IJI . safe load capacity and operating speeds shall be 

indicated on each picce of equipment; 
IV persons riding on loads or equipment shall be 

prohibited ; 
V . industrial trucks shall be painted with yellow and 

black stripes so that they are clearly seen by 

persons. 
443 G1/84 - 17 


20 . Hoisting apparatus : 
( 1 ) General. - ( a ) jll slings, chains and other gear 

used in connection with cranes, hoists , chmuricks and 
similar equipment shall be undei the supervision of 

and maintained hy authorised persons , 
( b ) Records of inaintenance and inspction shall be kept. 
( c ) All hoisting apparatus shall be stored on hooks or 

tacks so that they will not be darugeu luring the 
storage 


( 2 ) Pulley blocks. ( a ) The lifting capacity of hlcls . 

shall be plainly marked on each block . 


( 1 ) The lashing of the upper block shall be of sufficient 

stiength . It shall be able to support five times the 

maximum load which may be hoisted by the block . 
(c ) Frayed fihre ropes or rusty wire ropes shall not 

be used , 
(d ) Blocks shall be periodically cxamined init maintain 

ed in operating conditions. 
( 3 ) Hooks , - ( a ) The type of hooks shall be selected in 

accordance with the size and type of materials to 
he handled . Overstraining of any part of the Hook 

shall not be permitted , 
(b ) Hooks shall be constiucted from forged on laminat 

cd steel 
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c ) Hooks which have become deformed due to overload 

folding on which men work . If exposed to acids 
ing shall not be repaired or put back into scrvice . 

or caustics they shall be inspected daily . Fibre 

rope slings shall not be used to lift molten metals 
( d ) Hook , shall riot be heuted or otherwise treated in a 

or hot articles. 
manner as to affect its rated capacity . 

c . wird rope and chain slings shall be frequently inspect 
( e ) Hooke shall be cquirned as far as possible with 

ed ind lubricated . 
Safety latches , 

& blocks or heayy padding shall be used at edges of 
(4 ) Ropes. - - ( a ) Tibre rope : 

load to protect the sling from sharp bending . 
i. only manila or synthetic fibre rore of good quality 

When singlo or multiple slings are used , the load 
shall be chosen for Use . Lend to be applied 071 

shall be 60 - arranged that the stress will be oqual 
such ropes shall not exceed 20 % of the minimum 

between ropes . 
breaking strength , 

e. Spreader shall be used in connection with sling 
ii. all lopes shall be exams nca rrijndically . Visual 

handling loog materials , 
inspection shall be made for abrasiony, biohen 

21. Industrial hygiene : 
fibies , cuts , frays or other defects . Fibre rupes 
found to have defects under such inspection End ( 1) General : 
cxamination shall be removed from Service 

( 21 ) The agents such as physical, chemical und biu 
lii. ropes shall be stored in hooky w rachs provided 

logical prescnt in the working environment shall 
in well ventilated rooms. They shall not be ex 

be recognised , cvaluated and controlled so that the 
posed to moist and corrosive atmosphere and 

health of workers is not indveisey affected 
extremes of temperatures , 

(b ) when workers are allowed to expose themselves to 
(b ) Wire ropes : 

levels above the permissible valucy during a plan 

led operation , a physician shall be in attendance . 
i. every wire rope shall be liked and maintained ju 

strict accordance with recommendations of the ( 2 ) Physical agents : 
manufacturer. Loud applied on wire ropes ghall 
not exceed 20 % of the minimnim brcaking 

(11) Heat stress : 
strength . 

I, veysels , pipes or flucs storing or containing fluida 
11. ropes shall be inspected at the time of installation 

at high temperaturcs shall be covered with sufli 
and once every week thereafter, when in use . 

cient insulated material. 
lii . a wire rope which has not been in use for three 

Il. every effort shall be made to rcduce th heat 
month , or more and guiljected to water, moisture, 

stress in the working area , hy providing insulat 
dampness, ctc shall be inspecta fns corrosion , 

ing mater als, thermal shields, supply of cool 
prior to its subsequent 1180 . If marked corrosion in 

air and /or means for air circulation , Where the 
found, it shall be removed from hoisting or loud 

heat stress cannot be reduced to below permissi . 
carrying service , Wire ropos shall be re -noved 

ble values by these inethods , the exposure shall 
from load carrying service when 4 % of the total 

be contiolled by providiniy rest beaks ( in cool 

areas ) between spells of work in hot environ 
number of wires com rising of such ropes are 
found to be brokcı). 

inont and / or by personal control moasures like 

protective suits . 
iv . wire rones shall be lubricatexi with a lubric nt og 
recommended by the manufacturers. Kinking and 

(b ) Non -Ionising radiations : 
untwisting of the wire tone shall be avoided . 

1. all electric arc operations shall be adequately 
Loads shall not he applied to a kinked rope. 

screened to prevent oye injury to workers in tho 
v . in attaching Tl- vpe rote clamps , the closest on 

vicinity . Welders shall wear suitable hoods which 
curved end of the IT shall he placed in contact 

protect the eyes and skin of neck and face and 
with the short or dead end of the rope and thim 

are equipped with suitable filter glass , 
blox shall be used in pres of the loons. The nuts 

JI Welder s helpers or others working in the vicinity 
on U -clamps shall be 1019 -vected and tightened fre 

of operations giving rise to high intensitiey of 
quently during opcrstions, 

radiation and are not screened , shall wear glit 

Able goggles with side shields. 
( 5) Chains : 

mi cxOSUTC of persong to infrared / ultraviolet radi 

ations shall he maintained within limits by using 
a . every chain shall be used and maintained in strict 

suitable shields or working at safe distances , 
accordance with recommendations of the many 

Similarly , exposuires to microwave 1diation 
facturer. Load applied on chain shall not exceed 
20 per cent of the minimum breaking strength , 

shall be controlled to within permissible levels. 

IV exposures to coherent cnergy (lasers ) shall be 
b . when in constant uso , hoisting chains shall be thoro 

kept to the minimum chiefly by engineering con 
ughly inspected at least oncc each month hymn 

trol measures and supplemented by personal and 
authorised person . 

medical control methods. In particular , direct 
c . chains shall not be shortened or splired by lucing 

viewing of laser beams shall be prohibited 
nails or bolts between two links for shall a chair 
be knotted . Defective links or portions of the 

( c ) No q . - - exposure to noise in working pavironment 
chain shall be renlaced only hv links or poctions 

shall be kept below the permissible values by suit 
furnished by the manufacturer of the chainin 

able engineering control measures, Where enough 

reduction in the levels jy not achieyable theso , 
(6 ) Slings : 

duration of exposures shall be restricted or suitable 

egr muffs shall be provided for the workers, 
2 . th , ends of the slings shall be properly tied to form 
loops . 

( 3 ) Chemical agents : 
b , fibre (manlla or synthetic ) coneg showing evidener of 

(a ) In any work place where the air 19 likely to be con 
cuts , excessive wrar or other damage shall he mji - 

taminated hy dusts , mists , fumcr, vapours or gases 
carded . After being played in service , ropes shall 

generated processos Or Orc tions their concent 
be Inspected every 30 davt indes normal conditions 

ration shall be kept well within the appropriate 
and every 7 days if they are used to support scal 

Threshold Limit Values ( TIV ) , 
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(h ) Sampling and analysis of air shall be dore and re 

ili . the nature of the duties to be performed by the 
sults interpreted only by authorised persuns. 

Pelgons who wear the equipment and the en 

cunbrance of restriction of movement in the 
( c ) Respiratory protection is to be considered only us 

working area tout it inay create ; and 
a tenipoiary protection aga net c «posure to luxio 
materials. Adqliate ventilation or other environ 

iv . the facilitiey for maintenance , upkeep and super 
mental engineering control meastics shall be pro 

vigion of use . 
vided to control health hazards associated with 
any plerinuncnt operation . 

(b ) Respiratory protective equipment shall be suitable 

for Gtting various types of facial contours without 
( d ) Some toxic guscy and vapours can enter the body 

allowing for leaks . 
through the skin as well as by inhalation . Suffi 
cient precautions shall be taken to prevent the in 

(c) Mechanical filter respirators shall not be used for 
gress of the materials through skin in such casos . 

protection against solvent vapours , toxic gages or 

in atmospherey deficient in oxygen , under any cir 
( c ) Fvery precaution shall be taken to avoid direct 

cumstances whatever. 
contact with any corrosive chemicals such as acids , 
alkalies , etc ., and cefatting agents such as organic 

( d ) Filters shall be changed when breathing resistance 
solvents . 

exceuds a presct value . 
( f ) Laboratorics / plants shall have only the fill] muin 

( e ) Cartridge type respirators and canister masks shall 
quantaties of wzardous chemicals consisçrit with 

not be worn in any confined space or in any other 
operational requirements . 

place that is poorly ventilated or in atmospheres 

deficient in oxygen. Instead , a self -contained 
( 8 ) It shall be possible to identify a luz dull , niliw 

brcathing apparatus shall be worn . 
inside a pipe line, vessc ) or conta ner by means of 
lubelloymbol placed conspicuously . 

(f) Canister masks shall be replaced as per manu 

facturer s recoininendations, 
(h ) Chemicals shall le stored and handled in containers 
which are not incompatible . 

( & Supplied all respirators or hosc masks : 

I shall be used for work in dangerous atmosphere in 
( i) Special caic shall be taken when working with cheini 

all casce where tho work is of such a nature 
cals such as stable compounds , coriosivos , fol. 

and caric, l out in such places that the fiesh 
vents and highly toxic materials . 

air supply can be safciy maintained , and 
(4 ) Biological agents : 

II. shall be used for non -emergency operations in 
(a ) All micro - organ smo shall be handled as if they wero 

atmosphercs in which the concentration of the 
pathogenic , The principle of asepsis shall be under 

dangerous gus of vapour is too high for the 
stood and applied during the handling of all cultures 

safe use of canister masks or cartridge respirators. 
and equipment containing micio - organisms. 

(h ) The supply of air to a mask or respirator shall 
( b ) Ammul caretakers and rescarch resonnel shall be 

not hc at a picsuite exceeding 1. 75 kg cm ( 25 psi) . 
continuously alert to and make use of techniques 

( 1 ) Self-contained brcathing apparatus shall be worn 
and eny roimental control reasures which will limit 

only by persons specially trained for this in ad 
the sprcad of infection in animal quarters , from 

· Vance . 
animal to autmal or from animal to men , 

( j) At intervals not exceeding one month , every bre 
( c ) in mintaining hygienic environmental candidates , 

athing apparatus shall be : 
such aspects as veroan control , removal of animal 

I. carefully cxamined by authorised person with res 
wastes , maintaining clean cages and facilities and 

pect to its general condition and with particular 
satisfactory in quality shall be taken into conside 

attention to any delicate parts , and 
ration . 

II. teated for leakage . 
22. Personal protective equipment : 

( k ) Gauges on sell -contained breathing apparatus shall 

be tested at least once in every six months. Record 
( 1) General : 

of such examination and test shall be kept. 
( a ) When selcting work clothes , consideration shall be 

( 3 ) Head p : otection : 
given to the hazards to which the wearer may be 
exposed and those types shall be selected which 

(a ) Workers exposed to failing or flying objects and 
will reduce the potential hazards to the minimum . 

potential hits on the bead shall wear well- fitted 

hard hats. 
(b ) Work clothes shall fit well; there shall be 110 loose 
flaps or strings. Pockets shall not be provided 

(b ) Hard hats shall be made of non -combustible mate 
unnecessarily . They shall not be laiger than what is 

rials which are non -conductors of electricity . 
required . 

( c) Hard hats shall have a brim all round to provide 
(c ) Loose , torn or ragged garments , full sleeved shirts , 

piotection for the head , face and back of the neck . 
neck ties and key or watch chains shall not be worn 

For working in confined spaces , hard hats without 
while working on machines. 

trims may , however, be used . 
( d ) Personal protective cquipment shall be of quality 

( d ) Fersons riding on powered two -wheclers shall wear 
material apd conform to specificaations of Indian 

crash helmets of good quality . This applies both 
Standards Institution , where available . 

to the principal and the pillion riders. Followers 
(e ) The 

of Sikh religion who wear turbans are however 
factory shall provide personal protective 

exempted . 
equipment, wherever necessary , and employees shall 
use them , as and when requircd . 

(4 ) Ear protection : 
( 2 ) Respiratory protection : 

Persons who are working in areas of high levels of noise 

shall wear suitable car muffs (Ear plugs are pot preferred 
( a ) In selecting jespiratory protective equipment con 

as they present problems of poor fitting), 
sideration shall be given to the following points : 

( 3 ) Eye protection : 
1. the process and conditions that create tho exposure ; 

( a ) Suitable eye protection) shall be used by all worker , 
ii. the chemicals & physical properties and toxicity of 

performing Any operation which may endanger 
the substance from which protection is required . 

their eyes. 
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( b ) Goggles for workers en used in chipping , livetting , ( 11 ) Care and muintenance : 

scaling dry grinding and similar operations shail 
conform to standards of strength accepted by the 

( a ) Personal protective equipment shall be inaintained 
competent authority . 

in clean condition ; particularly parts coming in 

direct contact with the body shall be kept in a 
( c ) Goggles for working exposed to fumes which would 

perfect sanitary condition). 
causc injury or discomfort to the cyes of the wear . 

( b ) Those protective equipment such as 
er shall have eye cups which fit the face closely 

respirators , 
and have no ventilation openings, 

helmets and car muffs which are not issued indivi 

dually to workers, shall not be interchanged among 
( u ) Wherever there is a chance of splashing chemicals, 

cmployees until they have been cleaned and sterilis 
chemical goggles shall be used to protect cyes from 

ed . 
theil injurious effects. 

( c ) Respiratory protective equipment shall be periodically 
( c ) When not in use , goggles and face inasks shall be 

checked for proper functioning of its parts such 
hept in special closed containers protect them 

as valves and diaphragm and inspected for services 
from mechanical damage and contamination by oil , 

bility . 
grease and other materials. 

( d ) All respirators and masks shall be inspected to 
( f) Goggles shall be provided for workers exposed to in 

. ense that they are in working order . Any broken , 
fraied and ultraviolet radiations ( fui nace workers , 

badly worn or damaged parts shall be replaced 
glass blowers , in laboratories where ultraviolet 

piomptly . Goggles and face shields which havo 

hecome sciatched , opaquw or otherwise cannot be 
lamps are used , etc ). 

used effectively snall be discarded , Gloves shall 
(6 ) Budy protection : 

shall be tested periodically and the defective ones 

Kliscarded . Proper records shall be maintained of all 
( a ) Persons working with large quantities of corrosive 

inspections carried out on personal protective equip 
chemicals shall wear suitable protective aprons . 

ment and iepairs made . 
( b ) Persons engaged in sbot -blasting operations shall 23 . Medical control : 
wear suitable protective hoods , aprons, etc. 

( 1) General : 
( c ) Aprons shall not be woin near revolving or reci 

( a ) Emergency first- aid treatment shall be available for 
procating machine parts. 

all prsons in a factory or installation . To achieve 
( 7 , Hand protection : 

this , there shall be training in first- aid imparted to 
(a ) Gloves shall be worn foi protection of hands and 

a large number of employece . 
forearms. 

(b ) In the event of accidental exposure to toxic or 

corrosive materials , poisonous substances , or in 
( b ) The type of gloves selected shall aftord effective 

case of traumatic injuries , the services of a physician 
protection and be suitable for the job . The naterial 

shall be available without delay. He shall be fully 
of the gloves shall be compatible with the chemi 

informed regarding the nature of the accident, the 
cals /materials handled . 

hazardous condition or substance involved and the 
( 8 ) Foot protection : 

extend of exposure . 
( a ) Safety shoes shall be worn in operations where 

( c ) Size and location of the mcdical unit shall be deter 
heavy materials are being handled . 

mined by the number of cmployees to be served , 

distance from the location of hazardouk operations 
(b ) Footwear for workers handling worrosive liquids 

and anticipated loud due to accidents . 
such as acids and caustic shall be made of rubber, 
neoprene or other suitable corrosion resisting mate (2) Preventive medical services : 
rial. 

(a ) Preplacement medical cxaminations shall be made 
(c ) Footwear foi electrical workers shall be free from 

of all entrants for employment to evaluate their 
metal fittings, 

physical and physiological capability in relation to 
( d ) On jobs which requirc persons to work near ilames 

the job requirements to ensure his continued good 

health at work and to provide maximum safety to 
and furnaces asbetos footwear shall be used . 

himself and his fellow employees. 
( 9 ) Safety belts : 

(b ) Periodical examination of employees exposed to 
( a ) Safety belts shall be provided for and used by all 

health hazards shall be made at such periodicity 
workers exposcd to the risk of falling from beight 

and in such manner as may be prescribed by tho 
such as by window cleaners, stack climbers and 

competent authority and / or as by exigencies. 
tiggers , painters working at heights more than 

Complete medical examination shall be made of 
4 . 5 m above ground or above a temporary oi per 

persons before they are relieved of work in bazard 
manent floor or platform . 

Qus areas /operations , 
( b ) Safety belts and hamosses shall be made of substan 24 . Training : 

lial chrone tanned Icather , nylon or cotton web . 
hing or other suitable material. 

( 1) Safety education : 

(a ) Au educational programme covering 11 nspects of 
( c ) All belts and their fittings shall be examined at 

health and safety shall be established and conduct 
frequent intervals and defective parts replaced . 

ed on a regular basis. The overal objective of the 

training programme shall be the elimination of 
( d ) All fittings and fastening , of a safety belt shall be 

linsafe acts and conditions hy providing well inform 
capable of supporting a load at least equal to the 

ed and trained employees, 
ultimate bieaking strength specified for tho belt. 

(b ) Education and training shall include such items is 
( 10 ) Protective equipment for electrical work : 

the following : -- 
(a ) Gloves and gumboots for olectrical workers shall 

i, safe practices in different operations ; 
be made of rubber oj other suitable materials and 
shall conform to standards of dielectric strength 

į . location and use of first -aid fire extinguishere : 
accepted by competent uuthority . 

lii, rendering first-aid treatment in different situatlon ; 
(b ) Footwear for eloctrical workers shall be free from 

iv , initiating alarmi and reporting emergencies; 
metal fittings . 

V . emergency evacuation procedures ; 


materies shalluitablecled sh 
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vi, investigation of accideols and repoiting unsal: condi 

tions ; 
vii. use of personal protective equipment ; 

viii. conspicuous display of safety posters and signs, 
( 2 ) Rescue and First-aid : 


shall be tested to be above 16 per cent ( by volume ) 
before personnel entry is pormitted. Purging with 
fresh air shall be continued during the course of the 

work . 
( f ) In casc a person has to enter the space for testing , 

he shall be provided with a seli - contained breating 
apparatus and a safety belt or harness attached to 
a jope, the free end of which is held by 4 person 
standing outside the confinad spice . 


( a ) When persons alç involved in situations dangerous 

to life such as overcome by poisonous gases / vapouis, 
in contact with clectrical circuits and trapped in 
locations under firc , steps shall be taken into rescuc 
them , without the iescuer himself setting endungel 
ed. 


27. Work at height : 
( a ) Persons who are required to work at height shall 

be medically fit for the job. 
th ) All persons who climb up a stack shall be provided 

with safety belts. 
( c ) Persons shall be adequately instructed in the proper 

use of safety belts, Safety /bclts shall be kept clcan , 
frequently inspected and maintained in good condi 


tion . 


(b ) An emergency cupboard shall be provided in a 

safe location near 10 a hazardous area for ube 
during a possible emergency to facilitate prompt 
rescue work . It shall be clearly marked and contain 
cquipment that are required to tackle un cxpected 
emergency . Lifebuoys /water jackets shall be provid 
cd near large water bodies . These equipment shall 
be familiar with procedures of artificial respiration . 

ness . 
( c ) Enough persons shali he trained in first -aid in each 

plant or laboratory . In factories in which the condi 
tions of work involve a risk of suffocation , asphy 
xiation or electrocution , there shall be rescue equip 
ment which shall inclusle resuscitation apparatus . 
Personnel shall be trained in its operation and shall 

be familiar with piccedures of artificial respiration . 
(d ) Persons shall be designated as in -charge of first-aid 

and their locations shall be made known . 


( d ) Persons engaged in cleaning the windows from out 

side where there is no proper arrangement for their 
standing and working shall be provided with safety 
belts. In places where the use of safety belts is im 
practical, suitable net of ndequate strength fastened 

1o Substantial supports shall be employed . 
( e ) Shoes worn by person engaged in work at beight 

Ahall be of the non -slippery type, 
( f ) At least one person shall be statiuncil on the ground 

to be of assistance to those who climb up . 
( 8 ) Maintenance work at height shall be performed in 

good day light pieferably at a time when strong 
wiody and ruins are not prevailing . 


(3 ) Fire squad : 
In cach work area, there shall be persons designated 

to form fire squads , who shall be given training in 
fire extinguddhment and emergoncy requirements . 
The fire squad shall thus be cquipped to render 
first- aid fire fighting and help in emergcocy cvacua 

tion of persons affected . 
25. Special work permits : 

In every fuctory in order to regulate the performance of 
hazardous jobs and to ensure that special considerations are 
given to the safety of personnel doing them , special work 
permits shall be issued by the Head or Manager of the 
Factory or by an officer authorised by him in this respect. 
26 . Entry into confined spaces : 
( a ) Before entering any confined space such as it vessel, 

tank , tunnel, etc ., it shall be ensured that the 
atmosphere inside will not be dangerous to person 

nel. 
( b ) The Space concerned shall be işoluted from the rest 

of the system . The flanges shall be blanketed and 
the isolating valves shall be closed and suitably 

tagged . 
( c ) The equipment / spaces which are originally charged 

with toxic , corrosive and flamable materials or 
asphyxiants , shall be purged to remove their con 
tents from inside. The purging shall be done with 
water, steam or air, as found suitable provided that 
if sludge is present inside the vessel, tank , etc . 

purging with air shall not be considered sufficient. 
( d ) All man -holes and inspection doors shall be kept 

open and care shall be taken that toxic gases or 
Vapours cannot leak from adjacent equipment. Ad 
vantage of prevalling wind direction shall be taken 
in diluting the gases that may leah , if the location 
is outdoors, 


28 . Electrical Isolation : 
(a ) When it is necessary to cut out the source of electric 

city to a machine or a circuitry , such isolations shall 

be done in a positive inanncr. 
( b ) Whereas in low - voltage circuits the furcs shall be 

removed , in high - voltage systems the circuit brca 

kers shall be drawn out. 
( c ) As far as possible, the switches, shall be locked in 

the open position and the workore -ghall take tho 
keys with them . Otherwise, the switches shall be 

tagged with caution notices, 
( d ) Only authorised persons sball turn on the switches , 

on completion of the maintenance work , and then 

only tcmove the caution notices , 
29 . Special operations : 
( 1) General : 
(a ) As specific hazards are involved in some special ope 

sations , these shall be attended to with appropriate 
precautions. In typical operations listed below , pre 

cautions shall be taken as indicated . 
(b ) The competent Authority may specify any other jobs 

and indicate the special precautions that are requir 

ed to bo taken , 
( 2) Foundry : 
( a ) The foupdry Roor shall be arranged for efficient 

operating economy and to prevent accidents , espe 
cially those caused by spills and rypouts of molten 

metal. 
( b ) Floors shall be cleaned frequently and kept in good 

condition , firm and level. Worn out spots , holes , and 
other defects shall be reported and got repaired 

immediately . 
Ic ) Local and general chaust ventilation shall be care 

fully planned taking into cons deration the different 

operations that are to be carried out. 
( d ) A comfortable ambient temperature shall be main 

tained in all part of the foundry where workers are 
required to work . 


( c ) 


After the purging has been completed and equir 
ment / space las been well ventilated , the atmosphere 
inside the saca shall be tested to ensure that the 
concentration of toxic gas or the asphyxient is less 
than the respective TLV . Oxygen concentration 
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(1 ) Smoking and eating in the area shall be prohibited . 

A change joom facility with showers shall be pro 

vided near the beryllium area . 
14 ) Strict mcdical supervision shall be kept on all beryl 

lium workeis. A pre -employment examination and 
periodical medical examinations, preferably every six 
months , shall be performed on all the workers . 


( c ) Careful planning and safe practices shall be adopted 

while handling large olijects in foundies, 
(f ) Compressed air shall not be used for any type of 

cleaning except as it last resort and then only when 
the piegule is reduced to lesa bun 2 kk / cm² ( 30) 
PS1) and proper personal protective equipment arc 

lived . 
( 8 ) A fire prevention piogianmc shal) bc organinda . 

Periodic fire inspections shall be carriçu out, 
(3 ) Electroplating operations : 
( a ) All the plating facilit.cs shall be carelully planned 

and designed its health hazards are generally $ 50 

ciated with these . 
( b ) Electroplating tunky sball be provided with it local 

exhaust system preferably of the slot typo along 
the length of the tanks . The oxhaust system shall 

be made of corrosion resistant materials. 
(c ) The lloor areas of all electioplating facility shall be 

made acid proof. The floor shall be cleaned fre 

quently and kept in good condition . 
( d ) As plating operations involve risk of contact wa 

strong chemicals which could give rise to Sellous 
buins , thc use of personal protoctivo equipment 
such as rubber boots, gloves and aprons shall be 

inade compulsory . 
( 0 ) In view of the high posibility of dermatitis due to 

electiolytes especially with chromium and ticke! 
salis , skin contact with the electiolytes shull be 

avoided . 
( 1 ) Cyanide salts shall be kept away from contact with 

all acids. A closc contiol shall be kept on the stock 
of cyanide salts and electrolytes. Il shall be in the 
charge of a responsible person and shall be issued 
only when required for specific opcrations and then 

only in quantific , immediately required , 
(8 ) Cyanide wastes shall not be allowed to iun into 

drainage lines wh. ch might ieceive acidic solutions. 
Waste quantities of cyanides shall be disposed of in 

a safe nianner, 
(h ) Workers shall be trude to understand the need for 

a high degree of personal hygiene. Food articles 
shall never be stored , prepared or calen where these 

operations are conducted . 
( 1) Workers attending to plating work , espccially with 

chronium and nickel, shall be under regular medi 

cal supervision . 
( 1) 10 cmergency shower and eye wash fountain shall 

be provided in the area . 


5 ) Zirconium Opelations : 
(a ) Work on zirconium and its compounds involving 

risk of file shall be carried out in a specially deeign 
ed facility. Use of such facilities aball be restricted 
only for Zirconium work . A suitable notice sball 
he displayed at the entrance prohibiting tho entry 

ut unauthorised personnel. 
(b ) Surface of plant / laboratories and store shall be de 

signed to prevent accumulation of zirconium powder. 
( c ) Source of ignition shall be excluded from zirco 

nium handling areas . The design for these areas shall 
includo lightning protection and mcans to prevent 

Accumulation of static electric charge . 
( d ) Electrical equipment installed in these areas shall 

be of approved explosion proof type . 
( e ) Wherever zirconium powder may be formed a local 

exhaust system shall be provided . Tho duct shall be 
as short as possible , sball be free from sharp bends 
and clead space and shall have proper means of ac 

ceas for inspection and cleaning , 
( f) A high standard of cleanliness shall be maintained 

throughout the zirconium handling area . Wot mop 
ping sh414 he adopted for cleaning. Mops uscd for 

cleaning shall be stored always under water , 
( 8 ) The design of plant / laboratories shall make ade 

quale provision for the safe storage of zirconium 

powder, sludges spongey or scrap . 
( h ) Containers for product or waste shall be metallic 

and labelled . They shall not be exposed to extremca 
of temperature . 


(1) Zirconium wastes containing sludges , sponge or scrap 

shall be stored separately from any other wasto 
material. Thoy shall he stored under water (mini 
muirs, 15 cm ) . Safe procedures shall be formulated 
for the collection , transportation , istorage and dis 
posal taking into account the pyrophoricity of the 

matorial. 
1 ) Disposal of powder waste shall be done by incine 

Tation under controlled conditions by trained per 

sonnel at a suitable place designated for the purpose . 
( k ) Before d scharge, waste liquid containing zirconiuni 

in suspension shall be treated hy a process which 

icinoves the suspended zirconium . 
!) Fire fighting appliances shall be provided in all the 

areas, Operations involving ziconium shall never 
rema s inattended . 


( 4 ) Beryllium operations : 
(a ) Work on beryllium and its compounds involving risk 

of any air contamination shall be carried out in 
3 specially designed facility . Use of the beryllium 
100ms shall be restiicted solely for heryllium work , 
A suitablo notice shall be lisplayed at the cntranco 

prohibiting the entry of unathorised personnel, 
(b ) All stocks of beryllium and toxic - compounds shall 

be kopt in a fire proof store . 
( c ) Physicul contact with beryllium and its compounds 

shall be avoided , Gloves shall be worn while work 
ing on these. A laboratory coat and overshoes 
nhall be worn while working in the beryllium area , 


( d ) Air . sampling . shall be carried out at frequent iutei 

vals both inside and outside the plant /laboratory . 
Surfacc / equipmcıt contamination shall be deter 
mined by way of taking swipe samples and if 
found necessary the area or equipment shall be pio 

perly decontaminac under competent supervision , 
( e) A thorough housekeeping routine shall be maintained 

in the working area , Walls, floors and other surfaces 
shall be decontaminated using teepol and water . 


CHAPTER IV : WELFARE 
30 . Change room and Was!} room : 
( 1 ) Auca . ale facilities for Washing shall be provided 

For employees. When these are engaged ill operation ; 
process involving toxic , dirty or wet matefjals , ade 
quite change room and shoh ur facilities also shall 

be provided . 
(Z ) When women , are employed , separate washing and 

shower facilities shall bo provided for them . These 

shall be duly indicated . 
( 3) Soap and othor cleansing ugents shall be provided 

at the washing rooms. 
( 4 ) Locker roomy shall be provided at convenient locu 

tions for all employerer whose work requires & 
change of clothing . 
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( 5 ) Suitable arrangements shall be made in change rooms 

to enable workers to take rest during designatcı 

period / timc. 
16 ) Change room and wushioon shall be well Venti 

laired and lighted . 


( 3 ) Thc canteen shall bor managed prcfcil , by a Co 

Operative Society formed by the emplo , such that 
wholesome food is made available to : workers at 
a reasonable rate . 


31. First-aid appliance : 


(4 ) Every member of the canteen star who handles food 

stuff shall be mcdically examined at the time of 
appointment and periodically thercatter by the fac 
tory Mcd . cal Olicer . 


( 1 ) First-aid boxes shall be provided at convenient loca 

tions in the work area and thçse shall he distinctly 
inarked . 


35. Creche : 


( 2 ) 


Fircuid boxes shall contain slich equipment and 
medicines as may he determined by thç factory 
Medical Officer. 


( 1 ) The creche shall be udcquutely furnished and equip 

ped with toys , cot or cradle , bedding for the child 
ren and seating accommodation for the mother 

wlule she is feeding or attending + her child . 
( 2 ) Suitably fenced and shady oren air playground shall 

be provided for the oldei children . 


( 3 ) Persons who shall be designated an in -charge of fist 

aid shall arrange to replenish the contents of these 
boxes as and when they are depleted . 


13 ) A Walsh 100m shall be prov ded adjacent to the 

cieche for washing of the childien themselves and 
their clothing. 


32 . Notice regarding first- a d : A police containing the 
names of the persons within the precincts of the factory 
who are trained in first- aid treatment and who are in charge 
of first-aid boxes shall be posted in cveiy factory at a cons 
picuous place near cach such box. The notice shall also in 
dicate work room where the sad person shall be available . 
The name of thc nearest hospital and its telephone numbei 
shall also be mentioned prominently in the said nouce , 


14 ) An adequale supply of clean clothes , towels and 

oap shall bo made available for euch child while it 
is in the creche . 


33 . Ambulance Room /Dispensary : 


( 5 ) Atleast 300ml pure milk shall be available for each 

of the older children for every day it is accom 
modated in the creche . In addition , an adequate 
supply of wholesome refreshments shall be provided . 


(6 ) The mother of young child shall be allowed in the 

course of her daily work intervals of 15 mts. to 
feed the child 


( 1 ) The ambulancc room os dispensary shall be in charge 

of a qualified medical ofcer assisted by atleast one 

qualified nursy and suitable subordinate stuff . 
( 2 ) There shall be displayed in the ambulance 100m 

or dispensary a notice giving the name, address and 
Telephone number of the Medical Officer -in -charge . 
The name of the nearcst hospital and its telephone 
number shall also be mentioned prominently in the 
said notice , 


( 71 Ciechc stuff shall be provided with suitable clean 

clothes for 1158 while on duty in the creche. 


[No. AEA /23 / 1 / 83- ER ] 
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( 3 ) The anbulunce room or d epensary shall be separato 

from the rest of the factory and shall be used only 
for the purpose of first- aid treatment and rest. The 
size of the ambulance room or dispensary and the 
minimum facilities that are required in it shall be 
as decided by the Medical Officer. 


SCHEDULEHT 
[Sec Rule 2 ( 0 )1 


34. Canteens : 
(1) Adequate canteen facility shall lie prov ded in the 

factory premince. 


Competent person : ( 1 ) for thc purposes of Sub -Rule 814)( f ) 
shall be graduate in mechanical engineering Of cquivalent , 
with 5 years in responsible position , designated by the Head / 
Manager of the Factory , 


( 2 ) The precincts of the canteen shall he maintained in 

a clean and sanitary condition . Suitable arrangc 
ments shall be made for the collection and disposal 
of gaibage. 


(2 ) for the purposes of Rule 14 , shall be a graduate in 
chemical engineering /mechanical engineering or equivalent, 
with 5 yours in responsible position , designated by the Head / 
Manager of the Factory . 


SCHEDULE B 


[ See Rule 9 ( 12 ) ] 


Water 


Ice Water 


Sea Water 
Demineralised Water 
Single distilled Water 
Double distilled Water 


; Grass green (218 ) 
: Grass green (218 ) with occasional singl . whit: bands. 
; Oriental blue (1744 ) 
: French blue (1 74 ) 
· French blue (166 ) with ocasional singl whit : hands. 
: French blue ( 1661 with occasional donble 

white hands. 


Condensate 


: Sky blu 
: Aluminiuni with occasional single red (538 ) bands . 


Stoa m 
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Hy 


N2 


CO2 


Compressed Air 

: White 
Drainage 

: Black 
Electrical conduits and cables — single phase : Terra cotta (444 ) with occasional single white bands . 
Elzctricalconduits and cables 3 -phase . : Terra cotta (444 ) only . 
Electrical panels , electrical switches & trans- Aircraft grey (693 ) 
formars 

: White with red (537) bands 

i White with lemon yellow (355) bands 
H , and Ny 

White with red (537) and yellow (355 ) bands 
; Whit : with gulden brown (414 ) band , 

i White with light orange (557) bands 
Argon 

; White with oriental blue (174 ) bends 
Helium 

: White with Apple groen (281 ) bands 
Vacuum 

: White with black bonds 
High speed diesel oil 

: Light brown (410 ) 
Farnace Oil 

: Middle brown (411 ) 
Crud : Oil 

: Derk brown (412 ) 
Vent lines 

: Salmon pink (443) 
Hravy Water 

Violet ( 796 ) 
Fire lines 

: Signal red (537 ) 
Strel structures 

: Eau de nil (216 ) 
Railings 

; Top black , rest — Eaude nil ( 216 ) 


HF 


A – Stainless steel and aluminium pipes shall be painted with bands of colour only 
B ---- A brez kablo pip ; shall uls o hiv : a bund p : int:d lengthwisz a long it in 07 of the prominent colours prescribed 

for it in the code. 
C -- All pi13 sh :11 b nirksod in whit . or black ( to give maximum contrast with the code numbers shown on the 

corresponding flow sheets ). 
D - Th ; direction of flow shall be shown by arrows in white or black . 


E - 


AU equip .nint (tanks, hoal exchangers , etc .) shall be painted with aircraft grey (643 ). Colau Coding of 
piping shill start fronth flanges or connection to equipment. 


w Primary cooling water , sea wat: r , compressed air , drains , vents and the main supply of scrivce water shall 

follow the colour codes of the respective systems. All other water piping shall be painted in the colour of ser 
vice wat : r - grass green (218 ) with the following additions ; 


Bund ; to be printid at converent intervals on th “ pipis in the same colour as those in the air conditioning 
graphic pinals. code numbers and direction of flow shall be shown as in all other systems. 

All outgoing air lines in air conditioning shall have the same colour as vent lines - viz ., salmon pink ( 443 ). For 
all incoming air liggs or filtered air supply lines , the colour shall be determined by the Architect depending upon the 
colour schem : adopted in the room in qu :stion, 
G - Wh : n coding a system with bands of diffurent colour th : bands shall be painted on the pipe where it enters 

or Icaves a wall, floor or ceiling , connects to equipment, valves or other branches of pipes. The bands shall 
be 5 cm wide of even zyprarance and will be spaded where pecticable approximately 15 cm from the wall 

floor , or ceiling and equipment or valves , etc , 
H - Valve bodies shall be painted with the same colour as the coded line to which they are connected , but the 

spindle whzel shall be pe inted with thu same colour as the identifying band for that line . 
I Prior to th : finalcolour baing painteco , identification labels shall be checked against the relevant flow sheetand 

this colour code . 
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